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PROJECT REPRESENTATIVES

SITE AND BUILDING DATA ACCESSIBILITY NOTES: ADA /
ANSI A117.1 / UFAS

1. THE INTERNATIONAL SYMBOL OF ACCESSIBILITY SIGN SHALL BE DISPLAYED AT
ALL ACCESSIBLE RESTROOM FACILITIES AND AT ACCESSIBLE BUILDING
ENTRANCES. INACCESSIBLE ENTRANCES SHALL HAVE DIRECTIONAL SIGNS
INDICATING THE ROUTE TO THE NEAREST ACCESSIBLE ENTRANCE.

2. RECEPTACLES ON WALLS SHALL BE MOUNTED NO LESS THAN 15" ABOVE THE
FLOOR.  EXCEPTION: HEIGHT LIMITATIONS DO NOT APPLY WHERE THE USE OF
SPECIAL EQUIPMENT DICTATES OTHERWISE OR WHERE ELECTRICAL
RECEPTACLES ARE NOT NORMALLY INTENDED FOR USE BY BUILDING
OCCUPANTS.

3. WHERE EMERGENCY WARNING SYSTEMS ARE PROVIDED, THEY SHALL
INCLUDE BOTH AUDIBLE AND VISUAL ALARMS.  THE VISUAL ALARMS SHALL BE
LOCATED THROUGHOUT, INCLUDING RESTROOMS, AND PLACED 80" ABOVE
THE FLOOR OR 6" BELOW CEILING, WHICHEVER IS LOWER.

4. DOORS TO ALL ACCESSIBLE SPACES SHALL HAVE ACCESSIBLE HARDWARE (i.e.
LEVER-OPERATED, PUSH-TYPE, U-SHAPED) MOUNTED NO HIGHER THAN 48"
ABOVE THE FLOOR.

5. FLOOR SURFACES SHALL BE STABLE, FIRM, AND SLIP-RESISTANT. CHANGES IN
LEVEL BETWEEN 0.25" AND 0.5" SHALL BE BEVELED WITH A SLOPE NO
GREATER THAN 1.2".  CHANGES IN LEVEL GREATER THAN 0.5" REQUIRE RAMPS.
CARPET PILE THICKNESS SHALL BE 0.5" MAX.  GRATINGS IN FLOOR SHALL HAVE
SPACES NO GREATER THAN 0.5" WIDE IN ONE DIRECTION.  DOORWAY
THRESHOLDS SHALL NOT EXCEED 0.5" IN HEIGHT.

6. GRAB BARS REQUIRED OF ACCESSIBILITY SHALL BE 1.25"-1.50" IN DIAMETER
WITH 1.5" CLEAR SPACE BETWEEN THE BAR AND THE WALL.

7. ACCESSIBLE WATER CLOSETS SHALL BE 17"-19" FROM FLOOR TO THE TOP OF
THE SEAT.  GRAB BARS SHALL BE 36" LONG MINIMUM WHEN LOCATED BEHIND
WATER CLOSET AND 42" MINIMUM WHEN LOCATED ALONG SIDE OF WATER
CLOSET, AND SHALL BE MOUNTED 33"-36" ABOVE THE FLOOR.

8. ACCESSIBLE URINALS SHALL BE STALL-TYPE OR WALL HUNG WITH ELONGATED
RIMS AT A MAXIMUM OF 17" ABOVE THE FLOOR.

9. ACCESSIBLE LAVATORIES SHALL BE MOUNTED WITH THE RIM NO HIGHER THAN
34" ABOVE THE FLOOR AND A CLEARANCE OF AT LEAST 29" ABOVE THE FLOOR
TO THE BOTTOM OF THE APRON.

10. ACCESSIBLE SINKS SHALL BE MOUNTED WITH THE RIM NO HIGHER THAN 34"
ABOVE THE FLOOR AND A CLEARANCE OF AT LEAST 27" HIGH, 30" WIDE, AND
19" DEEP UNDERNEATH SINK.  THE SINK DEPTH SHALL BE 6.5" MAXIMUM.

11. HOT WATER AND DRAIN PIPES UNDER ACCESSIBLE LAVATORIES AND SINKS
SHALL BE INSULATED OR OTHERWISE CONFIGURED TO PROTECT AGAINST
CONTACT.  THERE SHALL BE NO SHARP OR ABRASIVE SURFACES UNDER
ACCESSIBLE LAVATORIES AND SINKS.

12. ACCESSIBLE LAVATORIES AND SINKS SHALL HAVE ACCESSIBLE FAUCETS (i.e.
LEVER-OPERATED, PUSH-TYPE, ELECTRONICALLY CONTROLLED.)

13. WHERE MIRRORS ARE PROVIDED IN RESTROOM, AT LEAST ONE SHALL BE
PROVIDED WITH ITS BOTTOM EDGE NO HIGHER THAN 40" ABOVE THE FLOOR.
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CERTIFICATION OF COMPLIANCE
WITH THE APPLICABLE DEVELOPMENT STANDARDS

"I, LARRY BLACKLEDGE, BEING A LICENSED ARCHITECT IN THE STATE OF OKLAHOMA, DO,
HEREBY CERTIFY THAT I HAVE REVIEWED THESE DRAWINGS AND SPECIFICATIONS PREPARED
BY ME OR MY FIRM AND RELATED TO THE DEVELOPMENT OF THIS PROJECT. BASED UPON THIS
REVIEW, TO THE BEST OF MY KNOWLEDGE AND BELIEF, THESE DOCUMENTS CONFORM TO ALL
APPLICABLE FEDERAL, STATE, AND LOCAL BUILDING CODES, LAWS, THE 2010 EDITION OF THE
AMERICANS WITH DISABILITIES ACT AND ARCHITECTURAL BARRIERS ACT ACCESSIBILITY
GUIDELINES, UNIFORM FEDERAL ACCESSIBILITY STANDARDS OF 1984, AMERICANS WITH
DISABILITIES ACT  AND AS FUTURE DESIGNATED BY THE UNITED STATES DEPARTMENT OF
AGRICULTURE (RURAL DEVELOPMENT,) AS THE DEVELOPMENT STANDARD FOR THIS PROJECT.

I FURTHER UNDERSTAND THAT FALSE CERTIFICATION AND FAILURE TO COMPLY MAY RESULT
IN SUSPENSION OR DEBARMENT FROM PARTICIPATING IN FUTURE FEDERAL GOVERNMENT
PROGRAMS."

LARRY K. BLACKLEDGE
OKLAHOMA #893

OWNER:
The Willows, LP,
an Oklahoma Limited Partnership
3556 S Culpepper Circle Suite 1
Springfield, MO 65810
PH: (417) 882-1701
FAX: (417) 607-6017

GENERAL REQUIREMENTS:

CODES & REGULATIONS
 ENERGY CODE : MODEL ENERGY  CODE (CURRENT EDITION)
 MECHANICAL CODE : 2018 INTERNATIONAL MECHANICAL CODE
 ELECTRICAL CODE : 2017 NATIONAL ELECTRICAL CODE
 PLUMBING CODE : 2018 INTERNATIONAL PLUMBING CODE
 RESIDENTIAL CODE : 2018 INTERNATIONAL RESIDENTIAL CODE
 BUILDING CODE : 2018  INTERNATIONAL BUILDING CODE
 EXISTING BUILDING CODE: 2018 INTERNATIONAL EXISTING BUILDING CODE
 FIRE CODE : 2018  INTERNATIONAL FIRE CODE
 HANDICAP : CABO/ANSI A117.1-2009, UFAS-1984, ADA-2010 AS AMENDED AND

         LATEST REVISIONS.
 MISCELLANEOUS :  APPLICABLE FEDERAL, STATE AND LOCAL CODES,

        LAWS & ORDINANCES

A. DRAWINGS AND SPECIFICATIONS ARE INTENDED TO BE COMPLIMENTARY.
SPECIFIC INFORMATION MAY BE FOUND IN EITHER OR BOTH.

B. EXAMINATION:
· GENERAL CONTRACTOR SHALL VISIT PROPOSED JOB SITE AND FAMILIARIZE

HIMSELF WITH THE EXISTING LOCATION OF UTILITIES,  PRIOR TO
SUBMITTING BID.

· ANY FAILURE OF GENERAL CONTRACTOR TO VISIT JOB SITE PRIOR TO
BIDDING WILL RESULT IN FORFEITURE OF EXTRA COMPENSATION FOR TIME
AND MONEY.

· ANY DISCREPANCIES, ERRORS OR OMISSIONS DISCOVERED IN THE
CONTRACT DOCUMENTS BY THE CONTRACTOR SHALL BE BROUGHT TO THE
ATTENTION OF THE ARCHITECT BEFORE PROCEEDING WITH RELATED WORK
OTHERWISE THE CORRECTIONS OF SUCH ITEMS IS THE RESPONSIBILITY OF
THE CONTRACTOR.

C. PRIOR TO ACCEPTANCE OF SUBCONTRACTORS BIDS AND COMMENCEMENTS
OF CONSTRUCTION GENERAL CONTRACTOR IS TO PROVIDE ALL
SUBCONTRACTORS ACCESS TO A FULL SET OF CONSTRUCTION DOCUMENTS.

D. GENERAL CONDITIONS:
· THE GENERAL CONTRACTOR AND SUBCONTRACTORS FOR THE GENERAL

CONTRACTOR SHALL PAY FOR AND OBTAIN ALL PERMITS AND INSPECTIONS
REQUIRED FOR THEIR WORK.

· THE GENERAL CONTRACTOR SHALL HAVE AT ALL TIMES, AT THE PREMISES,
CLIENT APPROVED WORKING DRAWINGS AND BUILDING DEPARTMENT
APPROVED PERMIT DRAWINGS.

· ANY SUBSTITUTIONS OF FINISH MATERIALS MUST BE APPROVED BY THE
OWNER IN WRITING.  THE GENERAL CONTRACTOR IS RESPONSIBLE FOR
SUBMITTING TWO (2) SAMPLES OF EACH SUBSTITUTION TO THE OWNER.

· ANY WORK THAT IS CONSIDERED ADDITIONAL TO THE CONSTRUCTION
CONTRACT MAY ONLY BE AUTHORIZED BY THE OWNER.

· DEFINITIONS: THE FOLLOWING LISTS TERMS USED, PREFERRED TO, AND
DESIGNATED. (OWNER - HAMILTON) (GC - GENERAL CONTRACTOR) (MC -
MILLWORK CONTRACTOR) (ARCHITECT - BLACKLEDGE & ASSOCIATES) ( V.I.F.
- VERIFY IN FIELD) (C.T.F.- CUT TO FIT) (O.C. - ON CENTER) (TYP. - TYPICAL)
(A.F.F. - ABOVE FINISH FLOOR) (GYP BD - GYPSUM BOARD) (HVAC - HEATING,
VENTILATION AND AIR CONDITION)

E.  CODES AND STANDARDS:
· ALL WORK, MATERIAL AND INSTALLATION SHALL BE IN STRICT ACCORDANCE

WITH ALL ORDINANCES, STATE AND LOCAL BUILDING CODES (LATEST EDITION),
AND OWNER REQUIREMENTS, WHICHEVER IS MORE STRINGENT.

· DESIGN LOADS - LOADS AND CODE RESTRICTIONS FOR ALL DESIGN
CONSIDERATIONS SHALL CONFORM TO ALL OWNER CRITERIA, LOCAL, STATE,
AND ALL GOVERNING CODES, WHICHEVER IS MORE STRINGENT.

F.  ALTERATION:
· THIS SECTION IS INCLUDED FOR GENERAL REFERENCE OF WORK TO BE

PERFORMED BY THE GENERAL CONTRACTOR AND SUB-CONTRACTORS.
· ALL STRUCTURAL WELDING IS TO BE INSPECTED BY A TESTING LAB

REPRESENTATIVE AND A REPORT WILL BE PROVIDED TO THE OWNER AND CITY
AND/ OR LOCAL GOVERNING BODY.

G.  LAYOUT OF WORK:
· EXERCISE PROPER PRECAUTIONS TO VERIFY ALL EXISTING CONDITIONS AND

LAYOUT OF WORK. GENERAL CONTRACTOR TO NOTIFY ARCHITECT OF ANY
DISCREPANCIES IMMEDIATELY.

· CONTRACTOR IS RESPONSIBLE FOR ANY ERROR RESULTING FROM FAILURE TO
EXERCISE SUCH PRECAUTIONS. ANY SUCH ERROR WILL NOT BE CONSIDERED
AS A BASIS FOR EXTRA COMPENSATION.

· GENERAL CONTRACTOR IS RESPONSIBLE FOR LAYOUT OF ALL WORK AND IS
RESPONSIBLE FOR ALL LINES AND MEASUREMENTS OF THE BUILDING,
UTILITIES, AND OTHER WORK EXECUTED UNDER THE CONTRACT.

· SHOULD THE GENERAL CONTRACTOR FIND DISCREPANCIES IN, OR OMISSIONS
FROM THE DRAWINGS OR SPECIFICATIONS, OR BE IN DOUBT AS TO THEIR
MEANING, HE SHALL PROMPTLY NOTIFY THE ARCHITECT.

H. GENERAL CLEANING:
· THE GENERAL CONTRACTOR IS RESPONSIBLE FOR ALL TRASH REMOVAL,

INCLUDING TRASH MADE BY ALL OTHER TRADES, INCLUDING THE MILLWORK
CONTRACTOR AND SHALL KEEP THE SPACE CLEAN AND CLEAR OF WASTE,
DEBRIS, ETC AT ALL TIMES.

· EXISTS OUT OF THE CONSTRUCTION AREA SHALL REMAIN UNOBSTRUCTED AT
ALL TIMES.

· THE GENERAL CONTRACTOR SHALL PROVIDE A PROFESSIONAL CLEANING
SERVICE FOR ALL AREAS OF THE BUILDING AT THE COMPLETION OF THE
PROJECT, AND BEFORE TURNING OVER THE BUILDING TO THE OWNER. WORK
TO INCLUDE, BUT NOT BE LIMITED TO: ALL CEILING, FLOOR AND WALL
SURFACES AND FIXTURES.

SITE DATA:
SITE AREA = 87,125 SQ.FT / ± 2.0001 ACRES

  PARKING = 36 SPACES PROVIDED (32 REGULAR / 4 HANDICAPPED)

BUILDING DATA:
24 TOTAL LIVING UNITS, OFFICE, SHARED LAUNDRY, & NEW TORNADO 
SHELTER
(2)H.C. UNITS, (1) IMPAIRED HEARING/VISUAL (21) REGULAR UNITS)

(07) 1BD UNIT @ ± 719 SQ.FT. =     5,033 SQ.FT.
(01) 1BD H.C. UNIT @ ± 719 SQ.FT =        719 SQ.FT.
(01) 1BD TYPE B @ ± 716 SQ.FT. =        716 SQ.FT.
(08) 2BD UNIT @ ± 1,041 SQ.FT. =     8,328 SQ.FT.
(06) 2BD UNIT TYPE B @ ± 923 SQ.FT =     5,538 SQ.FT.
(01) 2BD H.C. UNIT TYPE B @ ± 923 SQ.FT =        923 SQ.FT.
(24) TOTAL UNITS AREA = ± 21,257 SQ.FT.
(07) SHARED LAUNDRY @ ± 207 SQ.FT. =         207 SQ.FT.
(01) OFFICE @ ± 334 SQ.FT. =         334 SQ.FT.
(01) NEW TORNADO SHELTER @ ± 405 SQ.FT. =         405 SQ.FT.
TOTAL AREA = ± 22,203 SQ.FT.

BUILDING 1
(01) 1BD UNIT @    719 SQ.FT. =      719 SQ.FT.
(01) 1BD UNIT HEARING/VISUAL  @    719 SQ.FT. =      719 SQ.FT.
(01) 1BD UNIT TYPE B @    716 SQ.FT. =      716 SQ.FT.
(02) 2BD UNIT @ 1,041 SQ.FT. =   2,082 SQ.FT.
(01) 2BD UNIT TYPE B @    923 SQ.FT. =      923 SQ.FT.
(01) SHARED LAUNDRY @    207 SQ.FT. =      207 SQ.FT.
TOTAL AREA = ± 5,366 SQ.FT.

BUILDING 2
(02) 1BD UNIT @    719 SQ.FT. =    1,438 SQ.FT.
(02) 2BD UNIT @ 1,041 SQ.FT. =    2,082 SQ.FT.
(02) 2BD UNIT TYPE B @    923 SQ.FT. =    1,846 SQ.FT.
TOTAL AREA               = ± 5,366 SQ.FT.

BUILDING 3
(01) 1BD UNIT @ 719 SQ.FT. =       719 SQ.FT.
(01) 1BD H.C. UNIT @ 719 SQ.FT. =       719 SQ.FT.
(02) 2BD UNIT                                      @ 1,041 SQ.FT. =    2,082 SQ.FT.
(02) 2BD UNIT TYPE B                        @ 923 SQ.FT. =    1,846 SQ.FT.
TOTAL AREA = ± 5,366 SQ.FT.

BUILDING 4
(02) 1BD UNIT @ 719 SQ.FT. =    1,438 SQ.FT.
(02) 2BD UNIT @ 1,041 SQ.FT. =    2,082 SQ.FT.
(01) 2BD UNIT TYPE B @ 923 SQ.FT. =       923 SQ.FT.
(01) 2BD H.C. UNIT TYPE B @ 923 SQ.FT. =       923 SQ.FT.
TOTAL AREA       = ± 5,366 SQ.FT.

BUILDING CODE DATA:
USE GROUP: APARTMENT (R-2: MULTI - FAMILY), OFFICE (B) & NEW

TORNADO SHELTER (A3)
CONSTRUCTION TYPE: APARTMENT / OFFICE (5B), TORNADO SHELTER (2B)
PARTY WALL CONSTRUCTION: 1 HOUR FIRE RATED
EXTERIOR WALL CONSTRUCTION: 0 NON-RATED
                                                             FLOOR AND WALLS - 0 HR.

SPRINKLED:
APARTMENTS / OFFICE: NO
TORNADO SHELTER: NO

APARTMENTS:
ALLOWABLE AREA: 7,000 SQ. FT.
ALLOWABLE HEIGHT & FLOORS: 2 STORY 40'
ACTUAL HEIGHT & FLOORS: 2 STORY 27'-0"
OCCUPANT LOAD: 1 BEDROOM ~ 4
                                 2 BEDROOM ~ 5

EXISTING OFFICE:
ALLOWABLE AREA: 9,000 SQ. FT.
ALLOWABLE HEIGHT & FLOORS: 2 STORY 40'
ACTUAL HEIGHT & FLOORS: 1 STORY 13'-0"
OCCUPANT LOAD: 2

NEW TORNADO SHELTER:
ALLOWABLE AREA: 9,500 SQ. FT.
ALLOWABLE HEIGHT & FLOORS: 2 STORY 55'
ACTUAL HEIGHT & FLOORS: 1 STORY 12'-9"
OCCUPANT LOAD: 405 (GROSS) = 300 (USABLE) / 5 = 60

NOTE:
INFORMATION STATED ABOVE IS FOR USE BY BUILDING OFFICIAL IN THE
PLAN REVIEW PROCESS, AND SHOULD NOT BE USED BY CONTRACTORS FOR
BIDDING OR CONSTRUCTION PURPOSES.

REVISE

DATE

ISSUED FOR

COPYRIGHT 2023 - BLACKLEDGE & ASSOCIATES ARCHITECT
THESE PLANS ARE THE COPYRIGHTED AND PROPRIETARY WORK PRODUCT OF LARRY KEN
BLACKLEDGE, ARCHITECT AND MAY NOT BE REPRODUCED WITHOUT WRITTEN APPROVAL

FOR REVIEW & PERMIT 

(IN CONCURRENCE WITH)

STRUCTURAL ENGINEER:
Scott Holtzen, P.E., S.E.
Holtzen Engineering Group
302 N. Independence Ste. 100
Enid, Oklahoma 73701
PH: (580) 233-8533
FAX: (580) 540-8906

Civil ENGINEER:
Own Engineering beyond
3213 S. West Bypass
Springfield, MO 65807
PH: (417) 866.2741

5.5.2023

C
S

MEP ENGINEER:
David Day, P.E.
Consulting Engineer
102 Poncho Lane
Anahuac, TX 77514
PH: (713) 927-4470
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SURVEYING ENGINEER:
Bob Manley PLS, L.L.C.
805 W. Prairie Way
Mustang, OK 73064
PH: (405) 306-7675
FAX: (405) 376-4482
E-Mail: bob@manleypls.com
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APPROXIMATE LOCATION 6" SANITARY FORCE MAIN PER CITY OF
CHECOTAH

LIFT STATION
NO DOCUMENT PROVIDED

APPROXIMATE LOCATION OF 6"
SANITARY SEWER LINE PER FIELD

LOCATE.  NO DOCUMENT PROVIDED

FL: 645.87

FL: 650.49

CONTRACTOR TO CONNECT NEW SEWER TO EXISTING
SEWER.  CONTRACTOR RESPONSIBLE FOR ALL FITTINGS,
TEE, SERVICE TAPS, ETC. REQUIRED BY THE CITY. FIELD
VERIFY LOCATION AND ELEVATION OF EXISTING SEWER

PRIOR TO BEGINNING ANY CONSTRUCTION.  FIELD
VERIFY EXISTING FLOW LINE AND TIE IN.

EFL: 651.08

EFL: 651.32

EFL: 654.50

FL: 652.52

FL: 652.36
FL: 652.66

FL: 652.93

APPROXIMATE LOCATION
OF 6" WATER LINE PER
FIELD LOCATE.

FL: 649.35FL: 648.83

FL: 643.18FL: 642.90

±43 LF 6" SEWER LINE

±120 LF 2" CLASS 200 PVC FORCEMAIN

±111 LF 2" CLASS 200
PVC FORCEMAIN

4' X 2' GRINDER PUMP PIT.  CONTRACTOR TO ENSURE PUMP IS
RATED FOR 10 GPM AT 10 FOOT HEAD AND CAN MAINTAIN
THREE (3) FPS VELOCITY.  CONTRACTOR RESPONSIBLE FOR
ALL NECESSARY EQUIPMENT PER THE MANUFACTURER
SPECIFICATIONS.  CONTACT ENGINEER IF QUESTIONS ARISE.

±94 LF 6" SEWER LINE

RIM: 654.44
FL IN: 650.40 (NE)

FL IN: 650.40(W)
FL OUT: 651.87 (W)

MAX WATER LEVEL: 649.02
BOTTOM OF WET WELL: 645.02

45° BEND
FL: 651.48

SAWCUT AND REPLACE PAVEMENT
REFER TO DETAIL 4/C2

SAWCUT AND REPLACE PAVEMENT
REFER TO DETAIL 4/C2

SAWCUT AND REPLACE PAVEMENT
REFER TO DETAIL 4/C2

SAWCUT AND REPLACE PAVEMENT
REFER TO DETAIL 4/C2

CONTRACTOR TO CAP AND SEAL
EXISTING SANITARY SEWER LINE.

EXISTING SANITARY SEWER LINE
TO BE ABANDONED IN PLACE AND

FILLED WITH FLOWABLE FILL.

EXISTING SANITARY SEWER LINE
TO BE ABANDONED IN PLACE AND

FILLED WITH FLOWABLE FILL.

CONTRACTOR TO ENSURE EXISITNG SANITARY
SEWER L INE AT LEAST 6" LINE. UPSIZE IF NEEDED.

45° BEND
FL: 651.45
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C1.0

SEWER LAYOUT

UTILITY NOTE:
CONTRACTOR RESPONSIBLE FOR ALL INFRASTRUCTURE
REQUIRED BY UTILITY COMPANIES.  ANY OMMISSIONS
ON THESE DRAWINGS WILL NOT CONSTITUTE A CHANGE
ORDER.  COORDINATE WITH UTILITY COMPANIES.

INFORMATION ON THIS DRAWING CONCERNING TYPE AND LOCATION OF
UNDERGROUND AND OTHER UTILITIES IS NOT GUARANTEED TO BE ACCURATE OR
ALL INCLUSIVE.  THE CONTRACTOR IS RESPONSIBLE FOR MAKING HIS OWN
DETERMINATION AS TO THE TYPE AND LOCATION OF UNDERGROUND AND OTHER
UTILITIES AS MAY BE NECESSARY TO AVOID DAMAGE THERETO.

CAUTION:

PRIOR TO STARTING ANY WORK CONTRACTOR TO LOCATE EXISTING
UTILITIES AND POT HOLE TO DETERMINE DEPTHS AT ALL PROPOSED
UTILITY CROSSINGS AND DRIVE LOCATIONS. CONTRACTOR TO CONTACT
ENGINEER OF ANY CONFLICTS WITH PROPOSED WORK.

CAUTION:

EXISTING CONDITION NOTES:
1. THE CONTRACTOR IS OBLIGATED TO INSPECT FOR EXISTING

CONDTIONS/INSTALLATIONS AND AVAILABLE INFORMATION PRIOR TO
SUBMITTING A BID, REFER TO SPECIFICATIONS ALSO.

2. EXISTING INSTALLATIONS (SUCH AS WATER MAINS/LINES, GAS
MAINS/LINES, SEWER MAINS/LINES, TELEPHONE LINES, POWER LINES,
AND UTILITY STRUCTURES IN THE VICINITY OF THE WORK TO BE DONE)
ARE INDICATED ON THE DRAWINGS ONLY TO THE EXTENT THAT SUCH
INFORMATION HAS BEEN MADE AVAILABLE TO OR DISCOVERED BY THE
ENGINEER IN PREPARING THE DRAWINGS.  THERE IS NO GUARANTEE AS
TO THE ACCURACY OR COMPLETENESS OF SUCH INFORMATION, AND ALL
RESPONSIBILITY FOR THE ACCURACY AND COMPLETENESS THEREOF IS
EXPRESSLY DISCLAIMED

3. THE CONTRACTOR SHALL BE SOLELY RESPONSIBLE FOR LOCATING ALL
EXISTING INSTALLATIONS.

4. ANY DELAY, ADDITIONAL WORK, FEES OR EXTRA COST TO THE
CONTRACTOR CAUSED BY OR RESULTING FROM THE DAMAGE TO OR
MODIFICATION OF EXISTING INSTALLATIONS BY THE CONTRACTOR OR
AFFECTED UTILITY COMPANY SHALL NOT CONSTITUTE A CLAIM FOR
EXTRA WORK, ADDITIONAL PAYMENT OR DAMAGES.

5. THE CONTRACTOR SHALL FIELD VERIFY ALL EXISTING CONSTRUCTION
PRIOR TO SUBMITTING HIS BID.  NO EXTRAS WILL BE PAID DUE TO
UNANTICIPATED EXISTING CONDITIONS/INSTALLATIONS.

UTILITY NOTES:
1. THE CONTRACTOR IS OBLIGATED TO INSPECT FOR EXISTING CONDITIONS/INSTALLATIONS AND AVAILABLE INFORMATION

PRIOR TO STATIONING AND CONSTRUCTION
2. EXISTING INSTALLATIONS (SUCH AS WATER MAINS/LINES, GAS MAINS/LINES, SEWER MAINS/LINES, TELEPHONE LINES,

POWER LINES, AND UTILITY STRUCTURES IN THE VICINITY OF THE WORK TO BE DONE) ARE INDICATED ON THE DRAWINGS
ONLY TO THE EXTENT THAT SUCH INFORMATION HAS BEEN MADE AVAILABLE TO OR DISCOVERED BY THE ENGINEER IN
PREPARING THE DRAWINGS.  THERE IS NO GUARANTEE AS TO THE ACCURACY OR COMPLETENESS OF SUCH INFORMATION,
AND ALL RESPONSIBILITY FOR THE ACCURACY AND COMPLETENESS THEREOF IS EXPRESSLY DISCLAIMED.

3. THE CONTRACTOR SHALL BE SOLELY RESPONSIBLE FOR LOCATING ALL EXISTING INSTALLATIONS.
4. ANY DELAY, ADDITIONAL WORK, FEES OR EXTRA COST TO THE CONTRACTOR CAUSED BY OR RESULTING FROM DAMAGE TO OR

MODIFICATION OF EXISTING INSTALLATIONS BY THE CONTRACTOR OR AFFECTED UTILITY COMPANY SHALL NOT CONSTITUTE
A CLAIM FOR EXTRA WORK, ADDITIONAL PAYMENT OR DAMAGES.

5. THE CONTRACTOR SHALL FIELD VERIFY ALL EXISTING CONSTRUCTION PRIOR TO SUBMITTING THIER BID.  NO EXTRAS WILL BE
PAID DUE TO UNANTICIPATED EXISTING CONDITIONS/INSTALLATIONS.

6. CONTRACTOR SHALL COORDINATE ACTUAL LINEAR FEET OF LINES REQUIRED WITH APPROPRIATE UTILITY COMPANIES.
7. CONTRACTOR IS RESPONSIBLE FOR ALL FITTINGS, BACKFLOW PREVENTERS, VAULTS, PIPING, THRUST BLOCKING,

MECHANICAL JOINTS, ETC. REQUIRED BY UTILITY COMPANIES FOR WATER, GAS, SEWER, ELECTRICAL, TELECOM, FIBER, ETC.

SEWER LAYOUT
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W
(SEE TABLE BELOW)

TRENCHING AND BEDDING NOTES:
1. BEDDING AND INITIAL BACKFILL SHALL BE WELL

GRADED CRUSHED STONE 3/4" TO 1/4" WITH LESS
THAN 5% PASSING THE #4 SIEVE

2. BEDDING AND INITIAL BACKFILL SHALL BE
COMPACTED TO 95% STANDARD PROCTOR (ASTM D
698) IN 8" LOOSE LIFTS

3. SELECT FILL MAY BE EARTH BACKFILL FREE OF LARGE
STONE AND ORGANIC MATERIAL IF NOT UNDER
TRAFFIC AREAS

SELECT FILL (PAID AS CRUSHED
STONE UNDER PAVED AREAS)

INITIAL
BACKFILL

4" BEDDING
(MIN.)

2'
MIN.

CRUSHED STONE

6"
MIN.

4" (MIN.) OVER SOIL SUBGRADE
6" (MIN.) OVER ROCK SUBGRADE

1
2W

MINIMUM TRENCH WIDTH, W

PIPE SIZE WIDTH

8" 2'-0"

10" 2'-2"

12" 2'-4"

15" 2'-7"

18" 2'-10"

21" 3'-2"

24" 3'-6"

MAXIMUM TRENCH WIDTH, W, ALLOWABLE IS EQUAL TO
MINIMUM TRENCH WIDTH PLUS 6"

PIPE
EMBEDMENT

UNDISTURBED EARTH

SCALE:

SANITARY SEWER
TRENCHING & BEDDING

NOT TO SCALE

1
C2

NOTES:
1. LATERAL LINE TO HAVE 30" MIN COVER FOR ENTIRE LENGTH

LATERAL LINE

MIN. GRADE 1.0%

45° ELBOW

45° MIN.
60° MAX.

4" OR 6" SERVICE LINE, LENGTH
VARIES

IN-LINE TEE OR WYE
4" MIN CRUSHED STONE

BEDDING TO 45° ELBOW OR
MIN. OF 5' FROM SEWER

MAIN

CRUSHED STONE

SCALE:

SANITARY SEWER
SERVICE CONNECTION

NOT TO SCALE

2
C2

(MIN.)

WYE 45° BEND

SERVICE LATERAL

BUILDING

2'-0"

10" 10"

NOTE:

12"

ADJUSTABLE
HEAD

FINISHED
GRADE

HEAVY DUTY COVER w/ LETTERS
"C.O."  CAST

4" MIN. CONCRETE  ENCASEMENT
3000 PSI  P.C. CONCRETE

THREADED CLEANOUT  PLUG

ENCASE IN 2500 PSI P.C. CONCRETE
(SEE NOTES)

CAP WYE IF SERVICE LATERAL
DOES NOT CONTINUE

1.   ALL LATERALS SHALL HAVE A ONE-WAY CLEAN-OUT
      EVERY EVERY 50' OR A TWO-WAY CLEAN-OUT EVERY 100'
2.   IF THE SERVICE LATERAL IS LESS THAN 12' DEEP,
      THE CONCRETE ENCASEMENT IS NOT REQUIRED.

SCALE:

SANITARY
SEWER CLEANOUT

NOT TO SCALE

3
C2

NOTES:
1. THE WIDTH OF THE TRENCH SHALL BE HELD AS NEARLY

AS POSSIBLE TO THE MINIMUM TRENCH WIDTH
SPECIFIED HEREIN, FOR THE COMPLETE DEPTH OF
TRENCH

2. BACKFILL SHALL BE WELL GRADED CRUSHED STONE 34"
TO 14" WITH LESS THAN 5% PASSING THE #4 SIEVE

3. BACKFILL SHALL BE COMPACTED TO 95% STANDARD
PROCTOR (ASTM D698) IN 8" MAX. LOOSE LIFTS

4. BACKFILL TO EXTEND 2' BEYOND EDGE OF STREET
5. TRENCH GREATER THAN 5 FEET IN DEPTH SHALL BE

SHORED, SHEETED, BRACED OR OTHERWISE
SUPPORTED PER OSHA AND LOCAL ORDINANCES

COMPACTED CRUSHED STONE BACKFILL

8" CONCRETE PAVEMENT REPAIR 3000 PSI
MINIMUM STRENGTH

1-1/2" ASPHALT
SURFACE

ASPHALT TACK
COAT

SAW CUT, TYP. BOTH SIDES18" 18"

MINIMUM TRENCH WIDTH, W

PIPE SIZE CONCRETE
AND HDPE ALL OTHERS

8" N.A. 2'-0"
10" N.A. 2'-2"
12" 2'-10" 2'-4"
15" 3'-2" 2'-7"
18" 3'-8" 2'-10"
21" 4'-0" 3'-2"
24" 4'-6" 3'-6"
30" 5'-2" 4'-2"
36" 5-'8" 4'-8"
42" 6'-3" 5'-4"
48" 6'-10" 5'-10"

W (SEE TABLE BELOW)

SCALE:

PAVEMENT
CUT REPAIR

NOT TO SCALE

4
C2

PIPE OR CONDUIT, SEE TRENCHING AND
BEDDING DETAIL FOR DIMENSIONS NOT

SHOWN

C2

DETAILS
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REFER TO DETAIL 1101/A1.1
FOR  ENLARGE PARKING AREA

4

RE-STRIPE ALL
PARKING STALLS
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RE-STRIPE ALL
PARKING STALLS

RELOCATED &
NEW SWING SET.

PROVIDE NEW
PARKING BLOCK

PROVIDE NEW
PARKING BLOCK

REFER TO
DETAIL 2/A1.2

REFER TO
DETAIL 3/A1.2

REFER TO DETAIL 1102/A1.1
FOR  ENLARGE PARKING AREA

U

U

REMOVE
EXISTING

LIGHT POLE

TENANT
VAN

REFER TO CIVIL DRAWINGS
SHEET C1.0 & C2 FOR

SEWER LINE RELOCATION,
DETAILS & NOTES

27

27

SCALE: 1001 SITE PLAN
1" = 20'-0" NORTH

FIELD VERIFY ALL DIMENSIONS

AND CONDITIONS PRIOR TO

CONSTRUCTION

TOOLED JOINT  

H.C. PARKING STALL

CONCRETE CONDENSER UNIT PAD 

TYP. CONCRETE SIDEWALK  

H.C. PARKING POLE SIGN  

H.C. STALL LOGO (PAINTED)  

13

9

12

6

8

7

3

4

2

1

15

CONCRETE SPLASH BLOCK (TYPICAL)

TRASH ENCLOSURE  

PIPE BOLLARD (PAINT)  

16

18

17

14

CLEAN OUTS 

PROJECT SIGN/LOGOS

CONSTRUCTION SIGN DETAIL  

THICKEN SLAB

SITE DETAIL LEGEND

H.C. PARKING RAMP  5 19

10

REFER TO SHEET A4.0, A4.1, A4.2,
& A4.3 FOR ADDITIONAL NOTES

MIRACLE RECREATION EQUIPMENT COMPANY:

1. BASKETBALL GOAL WITH CHAIN NET AND STEEL FAN-SHAPED
BACKBOARD - MODEL 360-756

2. PICNIC GRILLE - MODEL MRPQG00N

3. PICNIC TABLE - (ADA ACCESSIBLE) 8' RECTANGLE TABLE -
PERFORATED PORTABLE -  MODEL MRPQ115Q

4. PROVIDE NEW SWING SET INCLUDING SEATS, CHAINS & CHAIN
GUARD. MODEL MR0930SJ

LANDSCAPE EQUIPMENT:

GENERAL SITE NOTES
1. THE CONTRACTOR SHALL OBTAIN AND PAY FOR ALL BUILDING PERMIT(S) AS REQUIRED.

2. G.C. TO VERIFY THAT H.C ROUTES AS SHOWN ON SITE PLAN DO NOT EXCEED 5% (1:20)
RUNNING SLOPE & 2% (1:50) CROSS SLOPE. PROVIDE NEW CONCRETE SIDEWALKS AS
REQUIRED. H.C. ROUTE SHOULD BE FROM AND TO H.C. UNITS, MAILBOXES, H.C. TRASH
ENCLOSURE, H.C. PARKING, SITE AMENITIES OF EACH KIND, TORNADO SHELTER, AND
OFFICE.

3. CONTRACTOR SHALL PAINT INDICATED ACCESS AISLES AND ACCESSIBLE PARKING, WITH
TWO (2) COATS OF PAINT. REFER SPECIFICATIONS.

4. G.C. TO PROVIDE ALL TRASH ENCLOSURE, AND MAKE H.C. ACCESSIBLE AS REQUIRED.
REFER TO SITE PLAN FOR LOCATION & SITE DETAIL FOR TRASH ENCLOSURE DETAIL.

5. CONTRACTOR TO PROVIDE CONTROL JOINTS, TOOLED, EXPANSION AT SIDEWALKS AND
DRIVEWAY AS REQUIRED.

6. G.C. TO TRIM ALL SHRUBS & TREES AWAY FROM BUILDINGS. REMOVE ANY DEAD TREES.
SEE SITE PLAN FOR ADDITIONAL TREES TO BE REMOVED.

7. CONTRACTOR TO PROVIDE NEW SIDEWALKS AS SHOWN  ON SITE PLAN. SIDEWALK SHALL
BE 4'-0" TYPICAL AND 6'-0" IN FRONT OF PARKING, OTHERWISE NOTED. AT SIDEWALK
INTERSECTION, CONTRACTOR TO VERIFY THAT ENOUGH SPACE FOR A.D.A. TURNING
RADIUS. CONTRACTOR TO PROVIDE RAMPS, CURBS, ETC. AS REQUIRED PER SITE PLAN
AND SITE DETAILS.

8. HANDICAPPED PARKING SPACES AND ACCESS AISLES SHALL BE LEVEL WITH SURFACE.
SLOPES SHALL NOT EXCEED 2% (1:50) IN ALL DIRECTIONS.

9. PROVIDE THE INTERNATIONAL SYMBOL FOR HANDICAPPED SIGN AT OFFICE AND ALL
PUBLIC ENTRANCES.

10. REPLACE AND ADD NEW CONCRETE SIDEWALKS WHERE CRACKED OR SEPARATED MORE
THAN 14" IN VERTICAL HEIGHT. DOWEL INTO THE ABUTTING AND ADJOINING EXISTING
SIDEWALK.

11. REMOVE EXISTING METAL SIDEWALK COVERS (IF ANY) & REPLACE WITH NEW. CLEAN OUT
AND CORRECT FLOW A NECESSARY.

12. REPAIR OR REPLACE MISSING OR BROKEN CONCRETE DRIVE WAYS AND CURBS  WHERE
FAILED WITH NEW.

13. LOWER SEWER CLEAN OUTS TO FLUSH WITH GROUND AND INSTALL 16"x16" CONCRETE
PROTECTION PAD. INSTALL NEW SCREW TYPE CAPS.

14. CORRECT DRAINAGE AT ALL BUILDING FOUNDATIONS BY ADDING SOIL TO DIVERT WATER
AWAY FROM STRUCTURES.

15. REWORK GRADING AS REQUIRED TO LOWER GRADE OR ADD SOIL AT BUILDINGS
FOUNDATIONS SO THAT GRADE IS LOWER THAN FINISH FLOOR AND WATER WILL DRAIN
AWAY FROM BUILDINGS. ESPECIALLY AT NEW TORNADO SHELTER, REWORK EXISTING
DRAINAGE CHANNEL AWAY AND AROUND THE BUILDING AS REQUIRED.

16. IN AREAS WHERE TREE ROOTS ARE EXPOSED, INSTALL EDGING AROUND THE ROOTS
AND FILL WITH TOP SOIL AND SEED/SOD WITH SHADE GRASS.

17. ALL BUILDINGS TO HAVE EXISTING SEWER LINES SCOPED TO VERIFY SEWER BACKUP
PROBLEMS. IF "DIP" IS BAD, CONTRACTOR IS TO LOCATE AND REPLACE AS REQUIRED.

18. PROVIDE NEW PROJECT SIGN.

19. REMOVE EXISTING MAILBOXES PEDESTAL. PROVIDE NEW WALL MOUNTED MAILBOX &
RELOCATE TO NEW LOCATION AT PORCH AREA BY THE OFFICE. MAILBOX PEDESTALS
THAT ARE ON H.C. ACCESSIBLE ROUTE AND FOR H.C. UNIT SHALL NOT BE MORE THAN 48"
A.F.F. OR LOWER THAN 15" A.F.F. TO OPERABLE PARTS. CONTRACTOR TO PROVIDE A.D.A
TURNING RADIUS & SLOPE AT H.C. MAILBOXES BY REWORK OR PROVIDE NEW CONCRETE
AREAS.

20. REPLACE EXISTING SITE LIGHT FIXTURES WITH NEW LED EVERYWHERE. PROVIDE
ADDITIONAL LED WALL PACK LIGHTING ON BUILDING WHERE SHOWN "M".

21. STEAM CLEAN ALL EXTERIOR CONCRETE.

22. CONSTRUCT STORM SHELTER THAT MEETS OR EXCEEDS FEMA GUIDELINES AND
ICC/NSSA STANDARDS (ICC-500). SHELTER MUST ACCOMMODATE ALL POSSIBLE
RESIDENTS BASED ON A NUMBER OF BEDROOMS (1.5) PEOPLE PER BEDROOM. SEE SITE
PLAN FOR SHELTER LOCATION.

23. REFER TO SHEET A4.0 - A4.3 & SCOPE OF WORK FOR ADDITIONAL INFORMATION.

SITE LEGEND:

NEW CONCRETE

DEMOLITION

H.C. PARKING STALL2A

SIDEWALK EXPANSION JOINT

A. REMOVE ALL EXISTING EXTERIOR STORAGE, ROOF, DOORS,
HARDWARE & CONCRETE PAD. TYPICAL AT ALL BUILDINGS.

B. REMOVE ALL EXISTING EXTERIOR STAIRS. RELOCATE & PROVIDE
NEW STAIRS AS SHOWN. NEW STAIRS TO MEET CODE. PROVIDE
NEW CANE DETECTION AT REQUIRED BUILDING WITH H.C. UNITS.
CONTRACTOR TO V.I.F. IF LANDINGS ON 2ND FLOOR CAN REMAIN
AND/OR NEED TO BE REPLACE WITH NEW LANDING.

C. PROVIDE NEW CONCRETE TO WIDEN EXISTING CONCRETE PAD TO
ACCOMMODATE FOR NEW STAIRS. CONTRACTOR TO V.I.F.

D. EXISTING ACCESSIBLE SIDEWALK EXCEEDS H.C. SLOPE
REQUIREMENTS. REMOVE EXISTING SIDEWALK. PROVIDE NEW
SIDEWALK AND SHALL COMPLY WITH CODE & REQUIRED H.C.
SLOPES.

E. EXISTING RAMP & LANDING EXCEEDS THE H.C SLOPE REQUIREMENT
& DOES NOT COMPLY WITH DOOR CLEARANCE TO LAUNDRY.
REMOVE & PROVIDE NEW H.C. RAMP AND LANDING SHALL COMPLY
WITH CODE & REQUIRED SLOPE. PROVIDE NEW HANDRAILS AS
REQUIRED.

F. REMOVE EXISTING H.C. RAMP, PARKING STALL, PARKING SIGN, &
AISLE AS SHOW TO ACCOMMODATE FOR  NEW SIDEWALK AND
PARKING STALL.

G. REMOVE EXISTING CONCRETE PAD, IF NOT NEEDED.

H. REMOVE EXISTING MAILBOX & CONCRETE PAD.RELOCATE TO NEW
LOCATION UNDER PORCH AT OFFICE.

I. REMOVE & RELOCATED TRASH ENCLOSURE. TRASH ENCLOSURE
SHALL BE H.C. ACCESSIBLE.

J. REMOVE EXISTING TRASH ENCLOSURE AS SHOWN. PROVIDE (2)
NEW PARKING STALLS, CURB, & SIDEWALK AS SHOWN.

K. RELOCATED H.C PARKING STALL, RAMP, & SIGN. (1) PARKING STALL
IS FOR TENANT. (1) PARKING STALL IS FOR VAN. NEW H.C. PARKING
SHALL MEET A.D.A. CODE.

L. REMOVE EXISTING DAMAGE SIDEWALK  AND REPLACE WITH NEW
CONCRETE. DOWEL INTO THE ABUTTING & ADJOINING EXISTING
SIDEWALK.

M. REPAIR BROKEN / DAMAGE CONCRETE CURB.

N. PROVIDE NEW ACCESSIBLE CONCRETE SIDEWALK  TO ALLOW
ACCESS SITE AMENITIES.

O. NEW & RELOCATED MAILBOX LOCATION. CONTRACTOR TO MAKE
SURE ALL MAILBOXES FOR H.C. UNIT LOCATE AT OR BELOW 48"
A.F.F.

P. REMOVE EXISTING PORCH CONCRETE PAD AS SHOWN AND PROVIDE
NEW ACCESSIBLE CONCRETE PAD. PROVIDE NEW ACCESSIBLE
CONCRETE PAD FOR GRILL. RELOCATE GRILL & PICNIC TABLE AS
SHOWN.

Q. REMOVE EXISTING SWING SET & ANY TREE TO ACCOMMODATE FOR
NEW TORNADO SHELTER LOCATION.

R. EXISTING TREE ROOTS EXPOSED AND CAUSING INSTALLMENT
AROUND AND/OR TO SIDEWALKS, BUILDINGS, & GROUND. ROOTS
SHALL BE REMOVED TO PREVENT ANY FURTHER DAMAGE. TREE
SHALL ALSO BE REMOVED. CONTRACTOR/OWNER TO DETERMINE
BEST SOLUTION IN REFERENCE TO TREE & ROOTS.

S. REFURBISH EXISTING BASKETBALL COURT, REPLACE WITH NEW
BASKETBALL GOAL & REPAINT.

T. EXISTING PARKING STALL & DRIVE  HAVE SIGNIFICANT BROKEN,
DAMAGE, CRACKED CONCRETE. REMOVE EXISTING DRIVE
CONCRETE AND PROVIDE NEW. CONTRACTOR TO V.I.F. IF
CRACKED/DAMAGE PARKING STALLS CAN BE SEALED TO PREVENT
FURTHER DAMAGE OR NEEDS TO BE REMOVED AND REPLACE ALL
WITH NEW CONCRETE.

U. PROVIDE NEW CROSSWALK TO ALLOW ACCESS THROUGH OUT SITE
& SITE AMENITIES.

SITE WORK NOTES: UPPER CASE LETTER

PARKING BLOCKS

20

21

22

SEE SHEET: A1.2, A1.3,
& A1.4 FOR DETAILS

A1
.0

MAILBOXES DETAIL

GUARD RAIL DETAIL 

23

TREE PLANTING DETAIL

SHRUB PLANTING DETAIL

ACCESSIBLE ROUTE
PROPERTY LINE

FIRE HYDRANT

EXISTING LIGHT POLE

H.C. CURB RAMP DETAIL

11

24

25

BASKETBALL COURT

HAND RAIL DETAIL 
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5

14

PARKING BLOCK

REFER TO
DETAIL 2/A1.2

SCALE: 1
ENLARGE H.C. 
PARKING STALL

N.T.S.

FIELD VERIFY ALL DIMENSIONS

AND CONDITIONS PRIOR TO

CONSTRUCTION

REFER TO SHEET A4.0, A4.1, A4.2,
& A4.3 FOR ADDITIONAL NOTES
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ENLARGE H.C. 
PARKING STALL

N.T.S.
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4'
-0

"

8'-0"

4'x8' TWO SIDED
SIGN BOARD

OPPORTUNITY
EQUAL HOUSING

APARTMENTS
ADDRESS 

MANAGER PHONE NUMBER

APARTMENTS NAME

TDD PHONE NUMBER

RENTAL ASSISTANCE AVAILABLE 
TO THOSE WHO QUALIFY 

EXISTING WOOD POST, REPLACE
WITH NEW IF BROKEN OR

DAMAGE. TO MATCH EXISTING.

CONCRETE
FOOTING

PAINT
LETTERS

PROVIDE NEW SIGN

2'
-0

"

SLOPE
1:12 MAX.

9'-0"
(8'-0" MIN.)

±1
8'

-0
" V

ER
IF

Y 
EX

IS
TI

N
G

PA
R

KI
N

G
 D

IM
EN

SI
O

N
 O

N
 S

IT
E

6'-0" MIN.
6'-0" MIN.

H.C. PAINTED A.D.A.
LOGO PER LOCAL
REQUIREMENTS

4" WIDE PARKING
STRIPES. (TYP.)

2 COATS PAINTED
DIAGONAL PARKING
STRIPES 18" O.C.

SLOPE
1:12 MAX.

EXISTING
SIDEWALK

1:50
(MAX)

9'-10"
(5'-0" MIN.)

6'
-0

"

9'-0"
(8'-0" MIN.)

SLOPE

1:12 MAX.

EXISTING

SIDEWALK

RESERVED HANDICAP
SIGN PER LOCAL
REQUIREMENTS

5'-
0"

VISITOR
TENANT

PROVIDE NEW
PARKING BLOCKS

EXISTING
SIDEWALK

3'-0"

3'
-0

"

INTERNATIONAL SYMBOL OF
HANDICAPPED ACCESSIBILITY

PARKING SPACE STRIPING

BLUE
BACKGROUND

W/ WHITE
H.C. LOGO

RESERVED
PARKING

1'
-1

0"

1'-0"

1/2" RADIUS

PREFABRICATED SIGN
CONSTRUCTED IN ACCORDANCE
WITH ANSI AND THE MANUAL OF
UNIFORM TRAFFIC CONTROL
DEVICES (MANUFACTURERS
LITERATURE SHOULD HAVE
COMPLIANCE STATEMENTS

HEX HEAD BOLTS, TOP &
BOTTOM

1'-0"

1'
-6

"
5'

-0
"-

7'
-0

" M
AX

.

GALVANIZED STEEL PIPE OR
HAT CHANNEL

BOTTOM OF SIGN MUST BE AT
LEAST 5'-0" ABOVE FINISH GRADE

FINISH GRADE

2000 PSI CONCRETE

TENANT

RESERVED
PARKING

VAN
ACCESSIBLE

1'
-2

" M
IN

.

80
" M

IN
. T

O
 T

O
P 

O
F 

SI
G

N

1'-0"

CROSS SLOPE OF
LANDING AREA DOES

NOT EXCEED 2% IN
ANY DIRECTION.

2% MAX.
CROSS SLOPE

121

5'-0"

RAMP MAY NOT EXCEED
A 1:12 (8.33%) SLOPE.

GROUND
COVER

1

12

INSTALL TRUNCATED DOME
TACTILE SYSTEM EQUAL TO

ARMOR TILE CAST IN PLACE TYPE,
AT RAMP

6"2'-0"

5'-0"

5'-0"

5'-0"

5'-0"

5'-0"

25'-0" MAX

4' OR 6' 
REFER SITE PLAN

TOOLED JOINTS

1/2" EXPANSION
JOINTS

CURB

#3 DOWEL, 12" LONG
SPACE AS SHOWN.

1/2" EXPANSION
JOINTS

4"

3
8"

3/8" SAWED
CONTRACTION

JOINT

11 4" 4" CONCRETE
REINFORCE WITH
6x6/10x10 W.W.M.

4"

1
2"

#4 X 1'-3" SMOOTH DOWEL
BAR @ EACH END OF WALK
& @ 12" O.C.

TOOLED EDGES WITH 1/4"
RADIUS OR SAWED.

T/
2

1/2" EXPANSION JT. MATERIAL

NOTE:
EXPOSED P.V.C. SHALL BE
RATED FOR UV EXPOSURE

1"

4" P.V.C. PIPING

16"x16" CONCRETE PAD.
SLOPE TO 1" ABOVE
GRADE

4" P.V.C. CAP

6"6"6"

1'-6"

2'
-9

"
3"

3'
-0

"

1'-0"
3"

3'-0"

3000 PSI
CONCRETE

OR PVC

4"
2"

SLOPE
1:12 MAX.

±1
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5'-0"6'-0" MIN.

6'
-0

"

H.C. PAINTED A.D.A.
LOGO PER LOCAL
REQUIREMENTS

4" WIDE PARKING
STRIPES. (TYP.)

2 COATS PAINTED
DIAGONAL PARKING
STRIPES 18" O.C.

SLOPE
1:12 MAX.

5'-0"11'-0"

6'-0"

CURB

EXISTING
SIDEWALK

EXISTING
SIDEWALK

9'-0"
(8'-0" MIN)

1:50
(MAX)

PROVIDE NEW
PARKING BLOCKS

TENANT
VAN

RESERVED HANDICAP
SIGN PER LOCAL
REQUIREMENTS

6" TH. CONCRETE W/
6x6/10x10 W.M.M.

6"

COMPACTED SUBGRADE4" AGGREGATE BASE

1
2"

TOOLED EDGES WITH 1/4"
RADIUS OR SAWED.

1/2" EXPANSION JT.
MATERIAL

#4 X 1'-3" SMOOTH DOWEL
BAR @ EACH END OF

DRIVEWAY & @ 12" O.C.

EXISTING SLAB

1:
12

 S
LO

PE

ra
m

p 
ru

n 
sh

al
l n

ot
ex

ce
ed

 6
'-0

"

SIDEWALK
"0" ELEVATION AT CURB.

4'-0" TO 6'-0"
SEE SITE PLAN

GRASS

6" 6"

INSTALL TRUNCATED DOME TACTILE
SYSTEM EQUAL TO ARMOR TILE

6"
2'

-0
"

PRE CAST CONCRETE
SLAB

REFER

8"

GRADE

2"

UNIT SIZE1'-0"

U
N

IT
 S

IZ
E

1'
-0

"

NOTE 1:
DO NOT ALLOW REFRIGERANT LINE
TO LIE ON CONCRETE. GATHER SO
THAT THEY CAN BE GROUPED.

2'
-0

" UNIT SIZE

BUILDING

1/2" EXPANSION
JOINT.

PLAN VIEW

SECTION VIEW

NOTE 2:
G.C. TO PROVIDE A 30" (MIN.) CLEAR SPACE IN FRONT OF
ALL A/C DISCONNECTS. PROVIDE ONE WATERPROOF G.F.I.
ELEC. OUTLET WITHIN 20'-0" OF CONDENSER UNITS, IF NOT
ALREADY PROVIDED, MOUNTED AT 42" A.F.G.

1'-0"

C.U. # 1 C.U. # 2

1'-0"

UNIT SIZE1'-6"

NEXT TO STRUCTURE PRE
MOLDED EXPANSION JOINT

SEE NOTE 2

BLACK  LETTERING

WHITE  BACKGROUND

USDA is an equal oppertunity provider, employer, and lender. 

Financed by United States Department of Agriculture (USDA) Rural Development

Contractor
(second line)  

Architect or Engineer

Official(s) or Sponsor Address
Sponsor / Developer

Project Title

LETTERING
BLACK

(second line)        

Thomas J. Vilsack, Secretary of Agriculture
Joseph R. Biden, President of the United States

SIGN DIMENSION: 
1200mmX2400mmX19mm (APPROX. 4'-0" X 8'-0" X 3/4")
PLYWOOD PANEL (APA RATED A-B GRADE - EXTERIOR)

(BLUE, PMS 288)
RD SIGNATURE 

(BLUE, PMS 288)
LETTERING

Rural Development
U.S. DEPARTMENT OF AGRICULTURE

6'-0"

8"

11"

 6
"

CONCRETE OR RUBBER
PARKING BLOCK

3
4" REINFORCING BAR
EMBEDDED 18" INTO SUBGRADE

SCALE: 3
H.C. PARKING STALL
LOGO (PAINTED)

3/4" = 1'-0"
SCALE: 4 H.C. PARKING POLE SIGN

3/4" = 1'-0"

SCALE: 5 H.C. RAMP DETAIL, TYPICAL
1/4" = 1'-0"

SCALE: 8 CLEAN OUT
1" = 1'-0"

SCALE: 12
SIDEWALK EXPANSION 
JOINT DETAIL

1 1/2" = 1'-0"

SCALE: 11 TOOLED JOINT DETAIL
1 1/2" = 1'-0"

SCALE: 6 TYPICAL SIDEWALK DETAIL
3/16" = 1'-0"

SCALE: 1 PROJECT SIGN
NT.S. SCALE: 2 H.C. PARKING STALL

1/8" = 1'-0" SCALE: 2A H.C. PARKING STALL
1/8" = 1'-0"

SCALE: 9
CONCRETE
SPLASH BLOCK 

1/2" = 1'-0"

A1
.2

SCALE: 13 JOINT THICKEN SLAB DETAIL
1 1/2" = 1'-0"

FIELD VERIFY ALL DIMENSIONS

AND CONDITIONS PRIOR TO

CONSTRUCTION

SCALE: 7 H.C. CURB RAMP DETAIL
1/4" = 1'-0"

SCALE: 10 CONDENSER UNIT PAD
1" = 1'-0"
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SCALE: 15 CONSTRUCTION SIGN DETAIL
NT.S.

SCALE: 14 PARKING BLOCK
3/4" = 1'-0"
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1'-0"

12" DIA. CONC.
FOUND. 3000 PSI

COMP. STR.
@ 28 DAYS

PAVING

6 DIA. SCH. 40
STEEL PIPE FILLED
W/ 3000 PSI CONC.

PAINT.

SLOPED TOP

3'
-0

"
4'

-0
"

6"

4'
-0

" M
AX

. F
O

R
H

.C
. U

N
IT

S

2'-1113
32" 2'-1113

32"

7'-113
16" ORVERALL LENGTH V.I.F.

1'
-7

13 32
"

1'
-7

13 32
"

3'
-2

13 16
" O

VE
R

AL
L 

H
EI

G
H

T 
V.

I.F
.

1'
-7

"

1'-3"

NOTE:

1. REMOVE & RELOCATE EXISTING MAILBOXES. MAILBOXES SHALL BE RELOCATED

AT OFFICE BUILDING.

2. PROVIDE NEW SURFACE MOUNT MAIL BOXES.

3. CONTRACTOR TO PROVIDE 1 MAILBOX PER UNIT. H.C. MAILBOX SHALL BE LOCATED

NO HIGHER THAN 48" A.F.F. FROM TOP MAILBOX.

4. MODEL: SALSBURY VERTICAL MAILBOX - 6 DOOR - ALUMINUM RECESSED

MOUNTED & LETTER BOX STANDARD RECESSED MOUNTED - ALUMINUM.  MODEL

3506ARU (6 DOOR) & MODEL 2245AU (LETTER BOX FOR OUTGOING & INCOMING)

FINISHED FLOOR

3"

TREE CALIPER TO BE
MEASURED 12" ABOVE
ROOT BALL.

 2" DEPTH, MULCH OVER ROOT
BALL. ROOT BALL SET MIN. OF

1" ABOVE SURROUNDING
LEVEL TO ALLOW FOR

SETTING.

THREE 2" STAKES SET AFTER
PLANTING EQUALLY AROUND

TREE. REMOVE AFTER ONE
FULL GROWING SEASON

DURING WARRANTY
INSPECTION.

GALVANIZED
TURNBUCKLE (TYP.)

BARBED WIRE
POSTED

BACK FILL PLANTING
PIT SATURATE W/

WATER TO
ELIMINATE VOIDS.

PREPARED PLANTING
SOIL MIX TAMPED IN
PLACE TO PREVENT

SETTLING.

TREES OF 3" CALIPER AND SMALLER SHALL BE STAKED
PER THIS DETAIL. TREES GREATER THAN 3" CALIPER
MAY BE STAKED AT THE OPTION OF THE CONT.
HOWEVER, THE CONTRACTOR'S RESPONSIBILITY TO
PROVIDE A HEALTHY, UPRIGHT TREE ONE YEAR AFTER
ACCEPTANCE REMAINS THE SAME.

12 GAUGE GALV.
STANDARD WIRE

12 GAUGE GALV.
STANDARD WIRE

MIN. OF 1/2" I.D. HOSE
TO PROTECT TREE
TRUNK.

KRAFT TYPE TREE MATERIAL ON
SMOOTH BARKED, TREES
SUBJECT TO SUN SCALD BEGIN
1ST BRANCH AND STAPLE EVERY
3RD TO 5TH LAP TO TOP OF
ROOT BALL. NOTE THAT PVC
PROTECTOR CAN BE USED IN
LIEU OF KRAFT PAPER.

FOR MASSED OR ROW PLANTING
ONLY, FOR SINGLE SPECIMEN SEE
TREE PLANTING DETAIL

12
"

SET SHRUB AT
SAME GRADE AS
GROWN IN NURSERY

PREPARE AMENDED
PLANTING SOIL TO
A DEPTH OF 12"

UNDISTURBED SOIL

APPLY SPECIFIED
MULCH AT A DEPTH
OF 3"

NOTES:
1. ALL PLANTING BEDS TO BE TILLED TO A DEPTH OF 12" AND SOIL

AMENDED ACCORDING TO RECOMMENDATIONS OF A SOIL TEST.
2. ALL PLANT MATERIAL TO CONFORM TO EXISTING SPECIFICATIONS

IN THE AMERICAN STANDARDS FOR NURSERY STOCK ACCORDING
TO THE AMERICAN ASSOCIATION OF NURSERYMEN.

3. PRUNE ALL DAMAGED OR DEAD WOOD PRIOR TO PLANTING.

2"
2"

5'
-0

" V
.I.

F.

4'
-2

"
2"

4"

12'-0" V.I.F.

2"
2"

5'
-0

" V
.I.

F.

4'
-2

"
2"

4"

LENGTH VARIES V.I.F.

C - ELEVATION

B - ELEVATION

NOTE:
G.C TO VERIFY ALL

DIMENSION ON SITE
BEFORE FABRICATION

CONCRETE
FOOTING

AREA NOT TO EXCEED A
1:50 (2%) CROSS SLOPE.

TRASH

ENCLOSURE

UNIT. VERIFY

SIZE.

1:50

(M
AX)

D

C

B

6" CONCRETE PAD WITH
6x6/10x10 W.M.M. ON 4"
COMPACTED GRAVEL
ON COMPACTED FILL.

PROVIDE NEW 6" PIPE
BOLLARD REF: 16/A1.3
COLOR BY OWNER

NEW CURB

EXISTING PARKING

NEW CURB

TS 4x4x1/8" POST

VINYL OR ALUMINUM
FENCING ATTACHED
TO STL. TUBING TOP

& BOTTOM

TS 4x4x1/8" POST

TS 2x2x1/8" RAIL

VINYL FENCING
ATTACHED TO STL.
TUBING TOP & BOTTOM

TS 4x4x1/8" POST

TS 2x2x1/8" RAIL

VINYL FENCING
ATTACHED TO
STL. TUBING TOP
& BOTTOM

TS 2x2x1/8" HORZ. TOP

TS 2x2x1/8" HORZ. BOTTOM

HOT DIP AND GALV. AND
PAINT FOR RUST
PREVENTION.

VINYL FENCING ATTACHED
TO STL. TUBING TOP &
BOTTOM

ENCASE CORNER POSTS IN
CONC. AS SHOWN

1/8" CLOSURE PLATE @
EACH POST

D - SECTION

4'-8"

4"

4'-0"

4"

12'-0"

4"

5'-6"

4"

5'-6"

4"

11'-10"

4"

4"

5'-5"

4"

5'-5"

EXISTING SIDEWALK

EXISTING SIDEWALK

10'-6
1
2"

10'-0"

6'-3
3
4"

RAMP 1:12
SLOPE MAX

5'-0"

6"

6"

6"

EX
IS

TI
N

G
 V

.I.
F.

EXISITNG V.I.F.

EX
IS

TI
N

G
 V

.I.
F.

EXISTING V.I.F.

18
'-1

0"

12'-0"

18
'-1

0"

3'-0"

3'
-8

"4'-0"

19'-0"

27
 M

AX
.

X 
< 

80POWDER COATED 1" X1"
TUBE STEEL  RAIL

SCALE: 17
PIPE 
BOLLARD

3/4" = 1'-0" SCALE: 18 MAILBOXES DETAIL 
3/4" = 1'-0"

SCALE: 20 TREE PLANTING DETAIL 
1/2" = 1'-0" SCALE: 21 SHRUB PLANTING DETAIL

3/4" = 1'-0" A1
.3

SCALE: 19
EXISTING BASKETBALL
COURT DETAIL 

1/8" = 1'-0"

SCALE: 16 TRASH ENCLOSURE DETAIL 
3/8" = 1'-0"

FIELD VERIFY ALL DIMENSIONS

AND CONDITIONS PRIOR TO

CONSTRUCTION
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SCALE: 22 CANE DETECTION @ ALL STAIRS 
1/2" = 1'-0"
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NEW CONCRETE TREAD

11" MIN.

CONTRACTOR TO ENCLOSE
STAIRS OPENING
(AS REQUIRED BY CODE)

STEEL
ANGLE

11
2" MAX.NEW METAL

CHANNEL BEYOND

R
IS

ER
 S

PA
C

ED
EQ

U
AL

LY
 A

PA
R

T
(4

" M
IN

. -
 7

" M
AX

. E
AC

H
)

11 2"

NOTE:
1)  ENCLOSE STAIRS OPENING (AS

REQUIRED BY CODE) PROVIDE NEW 3/8"
STEEL PLATE GUARD WELD TO EXISTING
RISER.

2)  CONTINUOUS HANDRAIL TO BE 36" MAX
FROM LEADING EDGE OF TREAD TO TOP
OF RAIL

3)  PRIME AND PAINT ALL METAL, COLOR BY
OWNER

4)  CONTRACTOR TO VERIFY OVERALL
HEIGHT OF STAIRS TO 2ND FLOOR

60°

R1/2"

2"x2" STEEL POST

31 2"

VARIES

1/2"x1/2" STEEL
TUBE @ 4" O.C.

1-1/2"x 1-1/2"" STEEL
TUBE TOP GUARDRAIL.

3'
-6

" M
IN

.

4" O.C. MAX.

EXIST. WALL
L-1 \"x1 \", WELD TO
2x2 TUBE, LAG BOLT TO
FRAME W/ }" x LENGTH REQ.

1-1/2"x 1-1/2"" STEEL
TUBE TOP GUARDRAIL.

EDGE OF WALL

6"x6"x1/4" STEEL PLATE

5/8" WD. LAG SCREWS
ANCHOR INTO SOLID
BLOCKING

11
2"

34
"

EX
IS

TI
N

G

11
2"NEW  HANDRAIL

ATTACHED TO
EXISTING WALL

PROVIDE BLOCKING

FRONT OF STAIR
TREAD

5'-0" MIN
LEVEL SURFACE

VARIES (UP TO 30')
1:12 MAX SLOPE

5'-0" MIN
LEVEL SURFACE

1'-0"

1'-0"

SLOPE OF 1:12 TO < 1: 16, 30" MAX RISE IN 30' MAX LENGTH
SLOPE OF 1:16 TO < 1: 20, 30" MAX RISE IN 40' MAX LENGTH

12
1

< 
27

" 34
"-

38
"

1'
-0

"
4'

-0
" E

Q
U

AL
 T

O
 R

AM
P

5'-0" MIN
LEVEL SURFACE

VARIES (UP TO 30')
1:12 MAX SLOPE

5'-0" MIN
LEVEL SURFACE

LANDING
(1:50 MAX SLOPE)

LANDING
(1:50 MAX SLOPE)

RAMP
(1:12 MAX SLOPE)

PROVIDE 1/2" MAX
DIAMETER HANDRAIL ON

BOTH SIDE OF RAMP

EXTEND HANDRAIL 1'-0"
PASS TOP AND BOTTOM

OF RAMP

< 
27

"

NEW CANE
DETECTION @
ALL STAIRS

27
" M

AX
.

X 
< 

80

3'
-0

" M
IN

.

3'
-6

" M
IN

.

1'-0"

V.I.F.

1'-0"

11
2"

MAX.

31
2"

O.C. 3 12 "

1 12 "

11 2"

11"

NEW CANE
DETECTION ONLY

AT ALL STAIRS

27
" M

AX
.

X 
< 

80

3'
-0

" M
IN

.
3'

-6
" M

IN
.

1'-0"

1'-0"

11
2"

MAX.

31
2"

O.C.

3
1 2
" 1
1 2
"

11 2"

11"

9'
-5

1 2" V
.I.

F.
 G

R
O

U
N

D
 F

LO
O

R
 T

O
TO

P 
O

F 
SE

C
O

N
D

 F
LO

O
R

16
 R

IS
ER

 S
PA

C
ED

 E
Q

U
AL

LY
 A

PA
R

T
(4

" M
IN

. -
 7

" M
AX

. E
AC

H
)

3'
-0

"

16
 R

IS
ER

 S
PA

C
ED

 E
Q

U
AL

LY
 A

PA
R

T
(4

" M
IN

. -
 7

" M
AX

. E
AC

H
)

9'
-5

1 2" V
.I.

F.
 G

R
O

U
N

D
 F

LO
O

R
 T

O
TO

P 
O

F 
SE

C
O

N
D

 F
LO

O
R

3'
-0

"

3'
-6

" M
IN

.

NEW CONCRETE TREAD

NEW METAL STRINGER
CHANNEL BEYOND

STEEL ANGLE WELDED
TO STEEL STRINGER.

STEEL PLATE WELDED TO STEEL
ANGLE. CONTRACTOR TO
ENCLOSE STAIRS OPENING
(AS REQUIRED BY CODE)

CONTRACTOR PROVIDE NEW PICKETS,
HANDRAIL & GUARDRAIL ON SIDE OF
THE BUILDING WALL THAT EXTENDS

BEYOND BUILDING. CONTRACTOR TO
VERIFY IN FIELD DISTANCE EXTEND

BEYOND BUILDING.

CONTRACTOR TO VERIFY EDGE
OF EXISTING BUILDING.

EXISTING BEAM, V.I.F.
PROVIDE NEW IF ONE

DOES NOT EXIST

NOTE:

1)  ENCLOSE STAIRS OPENING (AS REQUIRED BY
CODE) PROVIDE NEW 3/8" STEEL PLATE GUARD
WELD TO EXISTING RISER.

2)  CONTINUOUS HANDRAIL TO BE 36" MAX FROM
LEADING EDGE OF TREAD TO TOP OF RAIL

3)  PRIME AND PAINT ALL METAL, COLOR BY OWNER

4)  CONTRACTOR TO VERIFY OVERALL HEIGHT OF
STAIRS TO 2ND FLOOR

NEW STIRS LOCATED ON
LEFT SIDE OF BUILDING

UPSTAIRS UNIT ENTRY DOOR

NEW CONCRETE TREAD

NEW METAL STRINGER
CHANNEL BEYOND

STEEL ANGLE WELDED TO
STEEL STRINGER.

STEEL PLATE WELDED TO
STEEL ANGLE. CONTRACTOR

TO ENCLOSE STAIRS OPENING
(AS REQUIRED BY CODE)

NOTE:

1)  ENCLOSE STAIRS OPENING (AS REQUIRED BY
CODE) PROVIDE NEW 3/8" STEEL PLATE GUARD
WELD TO EXISTING RISER.

2)  CONTINUOUS HANDRAIL TO BE 36" MAX FROM
LEADING EDGE OF TREAD TO TOP OF RAIL

3)  PRIME AND PAINT ALL METAL, COLOR BY OWNER

4)  CONTRACTOR TO VERIFY OVERALL HEIGHT OF
STAIRS TO 2ND FLOOR

CONTRACTOR TO VERIFY THAT
GUARDRAIL ARE AT 42" MIN FROM
LEADING EDGE OF TREAD TO TOP OF
RAIL, OTHERWISE PROVIDE ADDITIONAL
RAILING TO MEET CODE. CONTRACTOR
PROVIDE PICKETS & HANDRAIL AS
REQUIRED

EXISTING BEAM, V.I.F.
PROVIDE NEW IF ONE
DOES NOT EXIST

UPSTAIRS UNIT ENTRY
DOOR BEYOND

CONTRACTOR TO VERIFY EDGE
OF EXISTING BUILDING BEYOND.

NEW STIRS LOCATED ON
LEFT SIDE OF BUILDING

EXISTING SIDING FINISH

EXISTING
SIDING FINISH

3'
-0

" M
IN

.

3'
-6

" M
IN

.

1'-0"

1'-0"

11
2"

MAX.

31
2"

O.C.

3
1 2
" 1
1 2
"

11 2"
11"3'

-0
" M

IN
.

3'
-6

" M
IN

.

1'-0"

1'-0"

11
2"

MAX.

31
2"

O.C. 3 12 "

1 12 "

11 2"

11"

A1
.4

FIELD VERIFY ALL DIMENSIONS

AND CONDITIONS PRIOR TO

CONSTRUCTION
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SCALE: 23 NEW STAIR DETAIL 
1 1/2" = 1'-0" SCALE: 24 GUARD RAIL DETAIL 

3/8" = 1'-0" SCALE: 25 HAND RAIL DETAIL 
1/2" = 1'-0" SCALE: 26 HC RAMP DETAIL 

3/8" = 1'-0"

SCALE: 27 OVERALL NEW EXTERIOR STAIR DETAIL 
3/8" = 1'-0"

AutoCAD SHX Text
2023

AutoCAD SHX Text
COPYRIGHT      BLACKLEDGE & ASSOCIATES, ARCHITECT



SECOND FLOOR

20
05

2002

20
04

2003

CONTRACTOR TO VERIFY EXISTING SMOKE BARRIER WALL AT
PARTY WALL IN THE ATTIC AREA INCLUDES THE FOLLOWING: 1/2"
PLYWOOD OR GYP BOARD FROM THE BOTTOM OF THE TRUSS TO
ROOF DECK & SEAL ALL JOINT W/ TAPE. EXTEND SMOKE BARRIER

WALL TO ROOF ENDS AS REQUIRED. (IF NOT CONTRACTOR TO
INSTALL AS SPECIFIED) PROVIDE AT LEAST ONE ATTIC ACCESS &

LIGHT ON EACH SIDE OF THE SMOKE BARRIER WALL.
(IF NOT CONTRACTOR TO INSTALL AS SPECIFIED)

67'-5" V.I.F. EXT. FRAME TO EXT. FRAME

21'-6" 12'-5" V.I.F. 33'-6"
42

'-1
1"

 V
.I.

F.
 E

XT
. F

R
AM

E 
TO

 E
XT

. F
R

AM
E

67'-5" V.I.F. EXT. FRAME TO EXT. FRAME

21'-6" 45'-11"

42
'-1

1"
 V

.I.
F.

 E
XT

. F
R

AM
E 

TO
 E

XT
. F

R
AM

E

21
'-5

1 2"
21

'-5
1 2"

ONE BDRM
RE: 3001

TWO BDRM
RE: 3201

TWO BDRM TYPE B
RE: 3202

REMOVE EXISTING BREEZEWAY WOOD STAIRS, CONCRETE STEPS,
HANDRAILS & GUARDRAILS. PROVIDE NEW STAIRS, HANDRAILS,

AND GUARDRAILS AS REQUIRED BY CODE. NEW STAIRS TO BE
RELOCATED TO ONE SIDE OF BREEZEWAY, AS SHOWN. PROVIDE
BACK RISER PLATE TO CLOSE STEP RISERS. BALISTER OPENING
SHALL NOT BE MORE THAN 4". PROVIDE NEW CANE DETECTORS.

COLOR BY OWNER. TYPICAL. CONTRACTOR TO VERIFY IN FIELD IF
NEW STAIRS CAN BE RELOCATED TO NEW LOCATION.

CONTRACTOR TO VERIFY IN FIELD BREEZEWAY OPENING AND
MEASUREMENTS OF NEW STAIRS & THAT IS COMPLIES WITH CODE
AND CLEARANCES REQUIRED BY CODE. CONTRACTOR TO VERIFY

IN FILED CONDITION OF LANDING. CONTRACTOR DETERMINE IF
LANDING NEEDS REPAIR AND/OR REPLACE WITH NEW.

(REFER TO SHEET A1.3 & A1.4 DETAILS 22-25, & 27 FOR STAIRS
DETAILS )

PROVIDE NEW VINYL WINDOWS WITH
LOW "E". PROVIDE NEW SCREENS &
BLINDS. TYPICAL AT ALL WINDOWS

NEW FIBERGLASS INSULATED DOOR W/ NEW
WOOD FRAME, PEEP HOLE, THRESHOLD, LEVER
DOOR HARDWARE, & WEATHER STRIPPING.
TYPICAL AT ALL UNIT ENTRY DOORS

REPLACE ALL EXISTING EXTERIOR PORCH
LIGHT FIXTURES WITH NEW. PROVIDE

NEW STAIRWELL LIGHT FIXTURE. LIGHT
BULB SHALL BE LED, TYPICAL.

 ℄ OF PARTY
WALL

 ℄ OF PARTY
WALL

 ℄ OF PARTY
WALL

ATTIC ACCESS
LOCATED ON 2ND
FLOOR BREEZEWAY

 ℄ OF PARTY
WALL

REPLACE EXISTING CONDENSING
UNIT PAD AS NECESSARY.
REMOVE EXISTING THEN INSTALL
NEW CONDENSING UNIT AND
INSULATED REFRIGERANT LINES

REPLACE ALL EXISTING EXTERIOR  LIGHTING
FIXTURES WITH NEW. LIGHT BULB SHALL BE
LED. PROVIDE ADDITIONAL LIGHTING,TYPICAL.

REMOVE ALL EXISTING
WINDOW SHUTTER

THROUGH OUT
BUILDING, TYPICAL

REPAIR AND/OR
REPLACE MISSING,
DAMAGE, OR SPALLED
SOLDIER COURSE BRICK.

PROVIDE NEW METAL
GUTTERS, DOWNSPOUTS &
SPLASH BLOCKS, TYPICAL

REMOVE EXISTING
SOFFITS, TRIM, & FASCIA

& REPLACE WITH NEW
METAL, TYPICAL

PROVIDE ADDITIONAL
R-39 OR BETTER

ATTIC INSULATION

REPLACE ALL EXISTING
WINDOWS WITH NEW

VINYL WINDOWS WITH
LOW "E". PROVIDE NEW

SCREENS & BLINDS.
TYPICAL AT ALL WINDOWS

NEW CONTINUOUS
RIDGE VENT

REMOVE EXISTING UNIT &
BUILDING IDENTIFICATION
SIGN & REPLACE NEW.
STYLE BY OWNER, TYPICAL.

REPAIR AND/OR
REPLACE MISSING,

DAMAGED, BROKEN, OR
SPALLED BRICK VENEER.

REMOVE & REPLACE EXISTING EXTERIOR DOOR WITH
NEW FIBERGLASS INSULATED DOOR WITH NEW WOOD
FRAME, THRESHOLD, LEVER DOOR HARDWARE, PEEP
HOLE, & WEATHER STRIPPING, TYPICAL.

REPAIR AND/OR
REPLACE MISSING,

DAMAGE, OR SPALLED
ROWLOCK BRICK.

CONTRACTOR TO VERIFY EXISTING SMOKE BARRIER WALL AT PARTY
WALL IN THE ATTIC AREA INCLUDES THE FOLLOWING: 1/2" PLYWOOD OR
GYP BOARD FROM THE BOTTOM OF THE TRUSS TO ROOF DECK & SEAL
ALL JOINT W/ TAPE. EXTEND SMOKE BARRIER WALL TO ROOF ENDS AS
REQUIRED. (IF NOT CONTRACTOR TO INSTALL AS SPECIFIED) PROVIDE

AT LEAST ONE ATTIC ACCESS & LIGHT ON EACH SIDE OF THE SMOKE
BARRIER WALL. (IF NOT CONTRACTOR TO INSTALL AS SPECIFIED)

REMOVE EXISTING
ROOF. PROVIDE NEW 30
YEAR ARCHITECTURAL

SINGLE, TYPICAL.

REMOVE EXISTING SIDING
AND INSTALL NEW HARDIE

BOARD OR LP SMART
BOARD SIDING. COLOR BY

OWNER, TYPICAL

2'-0" 2'-0" 2'-0" 2'-0" 2'-0" 2'-0"

1

REMOVE EXISTING BREEZEWAY WOOD STAIRS, CONCRETE STEPS, HANDRAILS & GUARDRAILS.
PROVIDE NEW STAIRS, HANDRAILS, AND GUARDRAILS AS REQUIRED BY CODE. NEW STAIRS TO BE
RELOCATED TO ONE SIDE OF BREEZEWAY, AS SHOWN. PROVIDE BACK RISER PLATE TO CLOSE STEP
RISERS. BALISTER OPENING SHALL NOT BE MORE THAN 4". PROVIDE NEW CANE DETECTORS. COLOR
BY OWNER. TYPICAL. CONTRACTOR TO VERIFY IN FIELD IF NEW STAIRS CAN BE RELOCATED TO NEW
LOCATION. CONTRACTOR TO VERIFY IN FIELD BREEZEWAY OPENING AND MEASUREMENTS OF NEW
STAIRS & THAT IS COMPLIES WITH CODE AND CLEARANCES REQUIRED BY CODE. CONTRACTOR TO
VERIFY IN FILED CONDITION OF LANDING. CONTRACTOR DETERMINE IF LANDING NEEDS REPAIR
AND/OR REPLACE WITH NEW. (REFER TO SHEET A1.3 & A1.4 DETAILS 22-25, & 27 FOR STAIRS DETAILS )

REMOVE ALL EXTERIOR
STORAGE, INCLUDING
DOORS, HARDWARE,
WALLS, ROOF & CONCRETE.

 ℄ OF PARTY
WALL

REPAIR LOOSE SOLIDER
COURSE BRICK

REPAIR MISSING
SOLIDER COURSE BRICK

FIRST FLOOR

ONE BDRM
TYPE B &
LAUNDRY
RE: 3002

2002

20
04

20
05

2003

67'-5" V.I.F. EXT. FRAME TO EXT. FRAME

21'-6" 12'-5" V.I.F. 33'-6"
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'-1

1"
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.I.
F.
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AM
E 

TO
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E

67'-5" V.I.F. EXT. FRAME TO EXT. FRAME

21'-6" 45'-11"

42
'-1

1"
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.I.
F.
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R
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E 

TO
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. F

R
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E

21
'-5

1 2"
21

'-5
1 2"

REPLACE EXISTING CONDENSING UNIT
PAD AS NECESSARY. REMOVE EXISTING

THEN INSTALL NEW CONDENSING UNIT
AND INSULATED REFRIGERANT LINES

VISUAL /
HEARING
IMPAIRED
ONE BDRM

RE: 3001

TWO BDRM
RE: 3201

REMOVE ALL
EXTERIOR STORAGE,
INCLUDING  DOORS,
HARDWARE, WALLS,
ROOF & CONCRETE.

PROVIDE NEW VINYL WINDOWS WITH
LOW "E". PROVIDE NEW SCREENS &
BLINDS. TYPICAL AT ALL WINDOWS

NEW FIBERGLASS INSULATED DOOR W/ NEW
WOOD FRAME, PEEP HOLE, THRESHOLD, LEVER
DOOR HARDWARE, & WEATHER STRIPPING.
TYPICAL AT ALL UNIT ENTRY DOORS

PROVIDE WATERPROOF G.F.I. ELECTRICAL
OUTLET WITHIN 20'-0" OF CONDENSER

UNITS. WIRE TO HOUSE PANEL.

REPLACE ALL EXISTING EXTERIOR PORCH
LIGHT FIXTURES WITH NEW. PROVIDE

NEW STAIRWELL LIGHT FIXTURE. LIGHT
BULB SHALL BE LED, TYPICAL.

CONTRACTOR TO VERIFY EXISTING SMOKE BARRIER WALL AT
PARTY WALL IN THE ATTIC AREA INCLUDES THE FOLLOWING: 1/2"
PLYWOOD OR GYP BOARD FROM THE BOTTOM OF THE TRUSS TO
ROOF DECK & SEAL ALL JOINT W/ TAPE. EXTEND SMOKE BARRIER

WALL TO ROOF ENDS AS REQUIRED. (IF NOT CONTRACTOR TO
INSTALL AS SPECIFIED) PROVIDE AT LEAST ONE ATTIC ACCESS &

LIGHT ON EACH SIDE OF THE SMOKE BARRIER WALL.
(IF NOT CONTRACTOR TO INSTALL AS SPECIFIED)

 ℄ OF PARTY
WALL

 ℄ OF PARTY
WALL

 ℄ OF PARTY
WALL

24
'-4

"

REMOVE EXISTING BREEZEWAY WOOD STAIRS, CONCRETE STEPS,
HANDRAILS & GUARDRAILS. PROVIDE NEW STAIRS, HANDRAILS,

AND GUARDRAILS AS REQUIRED BY CODE. NEW STAIRS TO BE
RELOCATED TO ONE SIDE OF BREEZEWAY, AS SHOWN. PROVIDE
BACK RISER PLATE TO CLOSE STEP RISERS. BALISTER OPENING
SHALL NOT BE MORE THAN 4". PROVIDE NEW CANE DETECTORS.

COLOR BY OWNER. TYPICAL. CONTRACTOR TO VERIFY IN FIELD IF
NEW STAIRS CAN BE RELOCATED TO NEW LOCATION.

CONTRACTOR TO VERIFY IN FIELD BREEZEWAY OPENING AND
MEASUREMENTS OF NEW STAIRS & THAT IS COMPLIES WITH CODE
AND CLEARANCES REQUIRED BY CODE. CONTRACTOR TO VERIFY

IN FILED CONDITION OF LANDING. CONTRACTOR DETERMINE IF
LANDING NEEDS REPAIR AND/OR REPLACE WITH NEW.

(REFER TO SHEET A1.3 & A1.4 DETAILS 22-25, & 27 FOR STAIRS
DETAILS )

2'-0" 2'-0" 2'-0" 2'-0" 2'-0" 2'-0"

REPLACE EXISTING CONDENSING UNIT PAD AS
NECESSARY. REMOVE EXISTING THEN INSTALL NEW
CONDENSING UNIT AND INSULATED REFRIGERANT LINES

REPLACE ALL EXISTING
EXTERIOR  LIGHTING
FIXTURES WITH NEW.
LIGHT BULB SHALL BE LED.
PROVIDE ADDITIONAL
LIGHTING,TYPICAL.

REPAIR AND/OR
REPLACE MISSING,
DAMAGE, OR SPALLED
SOLDIER COURSE BRICK.

PROVIDE NEW METAL
GUTTERS, DOWNSPOUTS &
SPLASH BLOCKS, TYPICAL

REMOVE EXISTING
SOFFITS, TRIM, & FASCIA

& REPLACE WITH NEW
METAL, TYPICAL

PROVIDE ADDITIONAL
R-39 OR BETTER

ATTIC INSULATION

REPLACE ALL EXISTING
WINDOWS WITH NEW
VINYL WINDOWS WITH
LOW "E". PROVIDE NEW
SCREENS & BLINDS.
TYPICAL AT ALL WINDOWS

REPAIR AND/OR
REPLACE MISSING,

DAMAGED, BROKEN, OR
SPALLED BRICK VENEER.

REMOVE & REPLACE EXISTING
EXTERIOR DOOR WITH NEW
FIBERGLASS INSULATED DOOR WITH
NEW WOOD FRAME, THRESHOLD,
LEVER DOOR HARDWARE, &
WEATHER STRIPPING, TYPICAL.

CONTRACTOR TO VERIFY EXISTING SMOKE BARRIER WALL AT PARTY
WALL IN THE ATTIC AREA INCLUDES THE FOLLOWING: 1/2" PLYWOOD OR
GYP BOARD FROM THE BOTTOM OF THE TRUSS TO ROOF DECK & SEAL
ALL JOINT W/ TAPE. EXTEND SMOKE BARRIER WALL TO ROOF ENDS AS
REQUIRED. (IF NOT CONTRACTOR TO INSTALL AS SPECIFIED) PROVIDE

AT LEAST ONE ATTIC ACCESS & LIGHT ON EACH SIDE OF THE SMOKE
BARRIER WALL. (IF NOT CONTRACTOR TO INSTALL AS SPECIFIED)

REMOVE EXISTING
ROOF. PROVIDE NEW 30
YEAR ARCHITECTURAL

SINGLE, TYPICAL.

REMOVE EXISTING SIDING
AND INSTALL NEW HARDIE

BOARD OR LP SMART
BOARD SIDING. COLOR BY

OWNER, TYPICAL

REPAIR AND/OR REPLACE
MISSING, DAMAGE, OR
SPALLED ROWLOCK BRICK.

REMOVE ALL EXTERIOR
STORAGE, INCLUDING

DOORS, HARDWARE,
WALLS, ROOF & CONCRETE.

 ℄ OF PARTY
WALL

 ℄ OF PARTY
WALL

NEW CONTINUOUS
RIDGE VENT

REPAIR MISSING
SOLIDER COURSE BRICK REPAIR MISSING

SOLIDER COURSE BRICK

PROVIDE  NEW
DECORATIVE SIDING AT

ALL GABLE ENDS, TYPICAL.

PROVIDE NEW
WALL PACK

REPAIR AND/OR
REPLACE MISSING,
DAMAGE, OR SPALLED
SOLDIER COURSE BRICK.

PROVIDE NEW METAL
GUTTERS, DOWNSPOUTS &
SPLASH BLOCKS, TYPICAL

REMOVE EXISTING
SOFFITS, TRIM, & FASCIA

& REPLACE WITH NEW
METAL, TYPICAL

PROVIDE ADDITIONAL
R-39 OR BETTER

ATTIC INSULATION

REPLACE ALL EXISTING
WINDOWS WITH NEW
VINYL WINDOWS WITH LOW
"E". PROVIDE NEW
SCREENS & BLINDS.
TYPICAL AT ALL WINDOWS

NEW CONTINUOUS
RIDGE VENT

REPAIR AND/OR
REPLACE MISSING,

DAMAGED, BROKEN, OR
SPALLED BRICK VENEER. REPAIR AND/OR REPLACE

MISSING, DAMAGE, OR
SPALLED ROWLOCK BRICK.

REMOVE EXISTING
ROOF. PROVIDE NEW 30
YEAR ARCHITECTURAL

SINGLE, TYPICAL.

REMOVE EXISTING SIDING
AND INSTALL NEW HARDIE

BOARD OR LP SMART
BOARD SIDING. COLOR BY

OWNER, TYPICAL

REMOVE ALL EXTERIOR
STORAGE, INCLUDING
DOORS, HARDWARE,
WALLS, ROOF & CONCRETE.PROVIDE NEW HARDIE BOARD

OR LP SMART BOARD SIDING
ONCE STORAGE HAS BEEN

REMOVED. TO MATCH EXISTING,
COLOR BY OWNER, TYPICAL

REMOVE ALL EXISTING
WINDOW SHUTTER
THROUGH OUT
BUILDING, TYPICAL

 ℄ OF PARTY
WALL

CONTRACTOR TO VERIFY EXISTING SMOKE BARRIER WALL AT PARTY WALL IN THE
ATTIC AREA INCLUDES THE FOLLOWING: 1/2" PLYWOOD OR GYP BOARD FROM THE
BOTTOM OF THE TRUSS TO ROOF DECK & SEAL ALL JOINT W/ TAPE. EXTEND SMOKE
BARRIER WALL TO ROOF ENDS AS REQUIRED. (IF NOT CONTRACTOR TO INSTALL AS
SPECIFIED) PROVIDE AT LEAST ONE ATTIC ACCESS & LIGHT ON EACH SIDE OF THE
SMOKE BARRIER WALL. (IF NOT CONTRACTOR TO INSTALL AS SPECIFIED)

REPAIR MISSING
SOLIDER COURSE BRICK

PROVIDE  NEW
DECORATIVE SIDING AT

ALL GABLE ENDS, TYPICAL.

REPAIR AND/OR
REPLACE MISSING,
DAMAGE, OR SPALLED
SOLDIER COURSE BRICK.

PROVIDE NEW METAL
GUTTERS, DOWNSPOUTS &
SPLASH BLOCKS, TYPICAL

REMOVE EXISTING SOFFITS,
TRIM, & FASCIA & REPLACE
WITH NEW METAL, TYPICAL

PROVIDE ADDITIONAL
R-39 OR BETTER

ATTIC INSULATION

REPLACE ALL EXISTING
WINDOWS WITH NEW
VINYL WINDOWS WITH
LOW "E". PROVIDE NEW
SCREENS & BLINDS.
TYPICAL AT ALL WINDOWS

NEW CONTINUOUS
RIDGE VENT

REPAIR AND/OR
REPLACE MISSING,

DAMAGED, BROKEN, OR
SPALLED BRICK VENEER.

REPAIR AND/OR REPLACE
MISSING, DAMAGE, OR
SPALLED ROWLOCK BRICK.

REMOVE EXISTING
ROOF. PROVIDE NEW 30
YEAR ARCHITECTURAL

SINGLE, TYPICAL.

REMOVE EXISTING SIDING
AND INSTALL NEW HARDIE

BOARD OR LP SMART
BOARD SIDING. COLOR BY

OWNER, TYPICAL

REPLACE EXISTING CONDENSING UNIT
PAD AS NECESSARY. REMOVE EXISTING

THEN INSTALL NEW CONDENSING UNIT
AND INSULATED REFRIGERANT LINES

REMOVE ALL EXISTING
WINDOW SHUTTER
THROUGH OUT
BUILDING, TYPICAL

 ℄ OF PARTY
WALL

CONTRACTOR TO VERIFY EXISTING SMOKE BARRIER WALL AT PARTY WALL IN THE
ATTIC AREA INCLUDES THE FOLLOWING: 1/2" PLYWOOD OR GYP BOARD FROM THE
BOTTOM OF THE TRUSS TO ROOF DECK & SEAL ALL JOINT W/ TAPE. EXTEND SMOKE
BARRIER WALL TO ROOF ENDS AS REQUIRED. (IF NOT CONTRACTOR TO INSTALL AS
SPECIFIED) PROVIDE AT LEAST ONE ATTIC ACCESS & LIGHT ON EACH SIDE OF THE
SMOKE BARRIER WALL. (IF NOT CONTRACTOR TO INSTALL AS SPECIFIED)

REPAIR MISSING
SOLIDER COURSE BRICK

SCALE: 2002 EAST ELEVATION
3/32" = 1'-0"

SCALE: 2001
BUILDING 1
FLOOR PLAN

3/32" = 1'-0"
NORTH

SCALE: 2003 WEST ELEVATION
3/32" = 1'-0"

SCALE: 2004 NORTH ELEVATION
3/32" = 1'-0" SCALE: 2005 SOUTH ELEVATION

3/32" = 1'-0"
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FIELD VERIFY ALL DIMENSIONS &

CONDITIONS PRIOR TO CONSTRUCTION.

ANY DISCREPANCIES IN DRAWINGS &

SPECIFICATIONS MUST BE REPORTED

REFER TO SHEET A4.0, A4.1, A4.2
& A4.3 FOR ADDITIONAL NOTES

EXTERIOR BUILDING NOTES:

1. REPLACE EXISTING CONCRETE CONDENSING UNIT
PAD ONLY AS NECESSARY. REMOVE EXISTING &
INSTALL NEW CONDENSING UNITS & INSULATED
REFRIGERANT LINES. PROVIDE NEW DISCONNECT
AND (1) NEW WATERPROOF GFI OUTLETS WITHIN
20'-0" OF CONDENSER UNITS, IF ONE IS NOT
ALREADY AVAILABLE. REFER TO SITE PLAN &
BUILDING PLAN FOR CONDENSER UNIT LOCATION.

2. PROVIDE NEW SEAMLESS 5" GUTTERS & 2"X3"
DOWNSPOUTS W/ CONCRETE SPLASH BLOCKS.
TYPICAL IN ALL APARTMENT BUILDINGS.

3. REMOVE EXISTING ROOF AND REPLACE WITH NEW
30 YEAR ARCHITECTURAL SHINGLE ROOF.

4. REMOVE EXISTING CAULKING AROUND ALL
DOORS, WINDOWS, AND TRIM. FOAM AND
RE-CAULK AFTER NEW UNIT ENTRY DOORS,
FRAMES, TRIM, AND WINDOWS ARE INSTALLED.

5. REMOVE ALL EXISTING ENTRY UNIT DOOR,
FRAMES, TRIM, THRESHOLD, & HARDWARE.
PROVIDE NEW FIBERGLASS INSULATED DOORS,
WITH FRAMES, TRIM, WOOD CASING, THRESHOLD
& SINGLE HANDLE LEVER DOOR HARDWARE.

6. ALL EXTERIOR ENTRY UNIT DOOR SHALL BE
PROVIDED WITH PEEP HOLE AT 60" A.F.F. FOR
STANDARD UNITS. AT H.C. ENTRY UNIT DOOR
SHALL HAVE (2) PEEP HOLE (1) AT 60" A.F.F. & (1)
AT 48" A.F.F.

7. REPLACE ALL DRYER VENTS & WASHER HOOK-UPS
WITH NEW IN SHARED LAUNDRY.

8. PROVIDE NEW  BUILDING & APARTMENT
IDENTIFICATION. (8" LETTERS ON BUILDINGS, 3"
APARTMENT NUMBERS).

9. PROVIDE ALL SIGN AT ALL H.C. UNITS AND PUBLIC
SPACES SUCH AS COMMUNITY AREA, OFFICE,
PUBLIC RESTROOM & LAUNDRY. REFER TO SHEET
A4.3 FOR MOUNTING DETAILS

10. PRIOR TO INSTALLING NEW SIDING, PROVIDE AND
INSTALL EXTERIOR HOUSE WRAP "TYVEK" ONLY IF
EXISTING DOES NOT EXIST.

11. PROVIDE ADDITIONAL LIGHTING (WALL PACK) ON
BUILDINGS TO PROVIDE BETTER SITE LIGHTING.
PROVIDE NEW STAIRWELL LIGHTING. WIRE TO
NEAREST HOUSE METER. SEE SITE AND BUILDING
PLANS FOR LOCATIONS.

12. INSTALL NEW VINYL INSULATED WINDOWS WITH
LOW E.

13. REMOVE ALL WINDOW SHUTTERS.

14. PROVIDE ADDITIONAL ATTIC INSULATION TO
INCREASE INSULATION VALUE TO R-39, PROVIDE
CERTIFICATE.

15. INSTALL VISUAL DOOR BELL AND VISUAL SMOKE
ALARMS AT THE 2% REQUIRED VISUAL
APARTMENTS. SEE SITE AND BUILDING PLANS FOR
LOCATION. (BUILDING 1, UNIT 103)

16. REMOVE ALL EXISTING STAIRS & PROVIDE NEW TO
MEET THE IBC AND UFAS CODES. INSTALL GUARD
RAILS AS REQUIRED BY UFAS.

17. AT 2ND FLOOR LANDINGS, PROVIDE NEW GUARD
RAILS MEETING REQUIRED UFAS CODE. REPAIR
/REPLACE 2ND FLOOR DECK AS REQUIRED.

NEW  WALLS AS SHOWN SHADED

DEMOLITION WALLS AS SHOWN DASHED

LEGEND 

*ALL WINDOWS & 2ND FLOOR WINDOWS NOTE:

ALL WINDOWS IN SLEEPING ROOMS TO HAVE A MIN. CLEAR
OPENING, MIN. CLEAR OPENING HEIGHT, MIN. CLEAR WIDTH AS PER
SECTION 1030 IN IBC 2015. ALL EXTERIOR WINDOWS ASSEMBLIES TO
COMPLY WITH IBC 2015 SECTION 1709.5.1 FOR PRESSURE RATING
DESIGN. PROVIDE FLASHING AT ALL EXTERIOR WINDOWS. WINDOW
GLAZING WITHIN 24" OF THE DOOR (IN CLOSED POSITION OR IN THE
DIRECTION OF DOOR SWING) SHALL BE TEMPERED.

ON 2ND FLOOR, ALL WINDOWS ARE TO HAVE PROTECTION LOCK
CONTROL DEVICE AS PER IBC 2015 SECTION 1015.8 ASTM F2090 FOR
EMERGENCY EGRESS RELEASE MECHANISM.

NOTE: WINDOW 
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ONE BDRM
RE: 3001

TWO BDRM
RE: 3201

TWO BDRM TYPE B
RE: 3202

SECOND FLOOR

 ℄ OF PARTY
WALL

 ℄ OF PARTY
WALL

 ℄ OF PARTY
WALL

CONTRACTOR TO VERIFY EXISTING SMOKE BARRIER WALL AT
PARTY WALL IN THE ATTIC AREA INCLUDES THE FOLLOWING: 1/2"
PLYWOOD OR GYP BOARD FROM THE BOTTOM OF THE TRUSS TO
ROOF DECK & SEAL ALL JOINT W/ TAPE. EXTEND SMOKE BARRIER

WALL TO ROOF ENDS AS REQUIRED. (IF NOT CONTRACTOR TO
INSTALL AS SPECIFIED) PROVIDE AT LEAST ONE ATTIC ACCESS &

LIGHT ON EACH SIDE OF THE SMOKE BARRIER WALL.
(IF NOT CONTRACTOR TO INSTALL AS SPECIFIED)

PROVIDE NEW VINYL WINDOWS WITH
LOW "E". PROVIDE NEW SCREENS &
BLINDS. TYPICAL AT ALL WINDOWS

NEW FIBERGLASS INSULATED DOOR W/ NEW
WOOD FRAME, PEEP HOLE, THRESHOLD, LEVER
DOOR HARDWARE, & WEATHER STRIPPING.
TYPICAL AT ALL UNIT ENTRY DOORS

REPLACE ALL EXISTING EXTERIOR PORCH
LIGHT FIXTURES WITH NEW. PROVIDE

NEW STAIRWELL LIGHT FIXTURE. LIGHT
BULB SHALL BE LED, TYPICAL.

ATTIC ACCESS
LOCATED ON 2ND
FLOOR BREEZEWAY

REMOVE EXISTING BREEZEWAY WOOD STAIRS, CONCRETE STEPS,
HANDRAILS & GUARDRAILS. PROVIDE NEW STAIRS, HANDRAILS,

AND GUARDRAILS AS REQUIRED BY CODE. NEW STAIRS TO BE
RELOCATED TO ONE SIDE OF BREEZEWAY, AS SHOWN. PROVIDE
BACK RISER PLATE TO CLOSE STEP RISERS. BALISTER OPENING
SHALL NOT BE MORE THAN 4". PROVIDE NEW CANE DETECTORS.

COLOR BY OWNER. TYPICAL. CONTRACTOR TO VERIFY IN FIELD IF
NEW STAIRS CAN BE RELOCATED TO NEW LOCATION.

CONTRACTOR TO VERIFY IN FIELD BREEZEWAY OPENING AND
MEASUREMENTS OF NEW STAIRS & THAT IS COMPLIES WITH CODE
AND CLEARANCES REQUIRED BY CODE. CONTRACTOR TO VERIFY

IN FILED CONDITION OF LANDING. CONTRACTOR DETERMINE IF
LANDING NEEDS REPAIR AND/OR REPLACE WITH NEW.

(REFER TO SHEET A1.3 & A1.4 DETAILS 22-25, & 27 FOR STAIRS
DETAILS )

2'-0" 2'-0" 2'-0" 2'-0" 2'-0" 2'-0"

2
REPLACE EXISTING CONDENSING
UNIT PAD AS NECESSARY.
REMOVE EXISTING THEN INSTALL
NEW CONDENSING UNIT AND
INSULATED REFRIGERANT LINES

REPAIR AND/OR
REPLACE MISSING,
DAMAGE, OR SPALLED
SOLDIER COURSE BRICK.

PROVIDE NEW METAL
GUTTERS, DOWNSPOUTS &
SPLASH BLOCKS, TYPICAL

NEW CONTINUOUS
RIDGE VENT

REMOVE EXISTING UNIT &
BUILDING IDENTIFICATION
SIGN & REPLACE NEW.
STYLE BY OWNER, TYPICAL.

REPAIR AND/OR
REPLACE MISSING,

DAMAGE, OR SPALLED
ROWLOCK BRICK.

CONTRACTOR TO VERIFY EXISTING SMOKE BARRIER WALL AT PARTY
WALL IN THE ATTIC AREA INCLUDES THE FOLLOWING: 1/2" PLYWOOD OR
GYP BOARD FROM THE BOTTOM OF THE TRUSS TO ROOF DECK & SEAL
ALL JOINT W/ TAPE. EXTEND SMOKE BARRIER WALL TO ROOF ENDS AS
REQUIRED. (IF NOT CONTRACTOR TO INSTALL AS SPECIFIED) PROVIDE
AT LEAST ONE ATTIC ACCESS & LIGHT ON EACH SIDE OF THE SMOKE
BARRIER WALL. (IF NOT CONTRACTOR TO INSTALL AS SPECIFIED)

REMOVE ALL EXTERIOR
STORAGE, INCLUDING
DOORS, HARDWARE,
WALLS, ROOF & CONCRETE.

REMOVE ALL EXISTING
WINDOW SHUTTER

THROUGH OUT
BUILDING, TYPICAL

REMOVE EXISTING
SOFFITS, TRIM, & FASCIA

& REPLACE WITH NEW
METAL, TYPICAL

PROVIDE ADDITIONAL
R-39 OR BETTER

ATTIC INSULATION

REPLACE ALL EXISTING
WINDOWS WITH NEW

VINYL WINDOWS WITH
LOW "E". PROVIDE NEW

SCREENS & BLINDS.
TYPICAL AT ALL WINDOWS

REPAIR AND/OR
REPLACE MISSING,

DAMAGED, BROKEN, OR
SPALLED BRICK VENEER.

REMOVE EXISTING
ROOF. PROVIDE NEW 30
YEAR ARCHITECTURAL

SINGLE, TYPICAL.

REMOVE EXISTING SIDING
AND INSTALL NEW HARDIE

BOARD OR LP SMART
BOARD SIDING. COLOR BY

OWNER, TYPICAL

REPLACE ALL EXISTING EXTERIOR  LIGHTING
FIXTURES WITH NEW. LIGHT BULB SHALL BE
LED. PROVIDE ADDITIONAL LIGHTING,TYPICAL.

REMOVE & REPLACE EXISTING EXTERIOR DOOR WITH
NEW FIBERGLASS INSULATED DOOR WITH NEW WOOD
FRAME, THRESHOLD, LEVER DOOR HARDWARE, PEEP
HOLE, & WEATHER STRIPPING, TYPICAL.

 ℄ OF PARTY
WALL

 ℄ OF PARTY
WALL

REPAIR MISSING
SOLIDER COURSE BRICK

REMOVE EXISTING BREEZEWAY WOOD STAIRS, CONCRETE STEPS, HANDRAILS & GUARDRAILS.
PROVIDE NEW STAIRS, HANDRAILS, AND GUARDRAILS AS REQUIRED BY CODE. NEW STAIRS TO BE
RELOCATED TO ONE SIDE OF BREEZEWAY, AS SHOWN. PROVIDE BACK RISER PLATE TO CLOSE STEP
RISERS. BALISTER OPENING SHALL NOT BE MORE THAN 4". PROVIDE NEW CANE DETECTORS. COLOR
BY OWNER. TYPICAL. CONTRACTOR TO VERIFY IN FIELD IF NEW STAIRS CAN BE RELOCATED TO NEW
LOCATION. CONTRACTOR TO VERIFY IN FIELD BREEZEWAY OPENING AND MEASUREMENTS OF NEW
STAIRS & THAT IS COMPLIES WITH CODE AND CLEARANCES REQUIRED BY CODE. CONTRACTOR TO
VERIFY IN FILED CONDITION OF LANDING. CONTRACTOR DETERMINE IF LANDING NEEDS REPAIR
AND/OR REPLACE WITH NEW. (REFER TO SHEET A1.3 & A1.4 DETAILS 22-25, & 27 FOR STAIRS DETAILS )
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24
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" V
.I.

F.
ONE BDRM

RE: 3001

TWO BDRM
RE: 3201

TWO BDRM TYPE B
RE: 3202

FIRST FLOOR

 ℄ OF PARTY
WALL

 ℄ OF PARTY
WALL

REPLACE EXISTING CONDENSING UNIT
PAD AS NECESSARY. REMOVE EXISTING

THEN INSTALL NEW CONDENSING UNIT
AND INSULATED REFRIGERANT LINES

REMOVE ALL
EXTERIOR STORAGE,
INCLUDING  DOORS,
HARDWARE, WALLS,
ROOF & CONCRETE.

PROVIDE NEW VINYL WINDOWS WITH
LOW "E". PROVIDE NEW SCREENS &
BLINDS. TYPICAL AT ALL WINDOWS

NEW FIBERGLASS INSULATED DOOR W/ NEW
WOOD FRAME, PEEP HOLE, THRESHOLD, LEVER
DOOR HARDWARE, & WEATHER STRIPPING.
TYPICAL AT ALL UNIT ENTRY DOORS

PROVIDE WATERPROOF G.F.I. ELECTRICAL
OUTLET WITHIN 20'-0" OF CONDENSER

UNITS. WIRE TO HOUSE PANEL.

REPLACE ALL EXISTING EXTERIOR PORCH
LIGHT FIXTURES WITH NEW. PROVIDE

NEW STAIRWELL LIGHT FIXTURE. LIGHT
BULB SHALL BE LED, TYPICAL.

CONTRACTOR TO VERIFY EXISTING SMOKE BARRIER WALL AT
PARTY WALL IN THE ATTIC AREA INCLUDES THE FOLLOWING: 1/2"
PLYWOOD OR GYP BOARD FROM THE BOTTOM OF THE TRUSS TO
ROOF DECK & SEAL ALL JOINT W/ TAPE. EXTEND SMOKE BARRIER

WALL TO ROOF ENDS AS REQUIRED. (IF NOT CONTRACTOR TO
INSTALL AS SPECIFIED) PROVIDE AT LEAST ONE ATTIC ACCESS &

LIGHT ON EACH SIDE OF THE SMOKE BARRIER WALL.
(IF NOT CONTRACTOR TO INSTALL AS SPECIFIED)

 ℄ OF PARTY
WALL

REMOVE EXISTING BREEZEWAY WOOD STAIRS, CONCRETE STEPS,
HANDRAILS & GUARDRAILS. PROVIDE NEW STAIRS, HANDRAILS,

AND GUARDRAILS AS REQUIRED BY CODE. NEW STAIRS TO BE
RELOCATED TO ONE SIDE OF BREEZEWAY, AS SHOWN. PROVIDE
BACK RISER PLATE TO CLOSE STEP RISERS. BALISTER OPENING
SHALL NOT BE MORE THAN 4". PROVIDE NEW CANE DETECTORS.

COLOR BY OWNER. TYPICAL. CONTRACTOR TO VERIFY IN FIELD IF
NEW STAIRS CAN BE RELOCATED TO NEW LOCATION.

CONTRACTOR TO VERIFY IN FIELD BREEZEWAY OPENING AND
MEASUREMENTS OF NEW STAIRS & THAT IS COMPLIES WITH CODE
AND CLEARANCES REQUIRED BY CODE. CONTRACTOR TO VERIFY

IN FILED CONDITION OF LANDING. CONTRACTOR DETERMINE IF
LANDING NEEDS REPAIR AND/OR REPLACE WITH NEW.

(REFER TO SHEET A1.3 & A1.4 DETAILS 22-25, & 27 FOR STAIRS
DETAILS )

2'-0" 2'-0" 2'-0" 2'-0" 2'-0" 2'-0"

REPLACE EXISTING CONDENSING UNIT PAD AS
NECESSARY. REMOVE EXISTING THEN INSTALL NEW
CONDENSING UNIT AND INSULATED REFRIGERANT LINES

REPAIR AND/OR
REPLACE MISSING,
DAMAGE, OR SPALLED
SOLDIER COURSE BRICK.

PROVIDE NEW METAL
GUTTERS, DOWNSPOUTS &
SPLASH BLOCKS, TYPICAL

REMOVE EXISTING
SOFFITS, TRIM, & FASCIA

& REPLACE WITH NEW
METAL, TYPICAL

PROVIDE ADDITIONAL
R-39 OR BETTER

ATTIC INSULATION

REPLACE ALL EXISTING
WINDOWS WITH NEW
VINYL WINDOWS WITH
LOW "E". PROVIDE NEW
SCREENS & BLINDS.
TYPICAL AT ALL WINDOWS

REPAIR AND/OR
REPLACE MISSING,

DAMAGED, BROKEN, OR
SPALLED BRICK VENEER.

CONTRACTOR TO VERIFY EXISTING SMOKE BARRIER WALL AT PARTY
WALL IN THE ATTIC AREA INCLUDES THE FOLLOWING: 1/2" PLYWOOD OR
GYP BOARD FROM THE BOTTOM OF THE TRUSS TO ROOF DECK & SEAL
ALL JOINT W/ TAPE. EXTEND SMOKE BARRIER WALL TO ROOF ENDS AS
REQUIRED. (IF NOT CONTRACTOR TO INSTALL AS SPECIFIED) PROVIDE

AT LEAST ONE ATTIC ACCESS & LIGHT ON EACH SIDE OF THE SMOKE
BARRIER WALL. (IF NOT CONTRACTOR TO INSTALL AS SPECIFIED)

REMOVE EXISTING
ROOF. PROVIDE NEW 30
YEAR ARCHITECTURAL

SINGLE, TYPICAL.

REMOVE EXISTING SIDING
AND INSTALL NEW HARDIE

BOARD OR LP SMART
BOARD SIDING. COLOR BY

OWNER, TYPICAL

REPAIR AND/OR REPLACE
MISSING, DAMAGE, OR
SPALLED ROWLOCK BRICK.

REMOVE ALL EXTERIOR
STORAGE, INCLUDING

DOORS, HARDWARE,
WALLS, ROOF & CONCRETE.

 ℄ OF PARTY
WALL NEW CONTINUOUS

RIDGE VENT

 ℄ OF PARTY
WALL

REPAIR MISSING
SOLIDER COURSE BRICK

REPAIR MISSING
SOLIDER COURSE BRICK

 ℄ OF PARTY
WALL

PROVIDE  NEW
DECORATIVE SIDING AT

ALL GABLE ENDS, TYPICAL.

REPAIR AND/OR
REPLACE MISSING,
DAMAGE, OR SPALLED
SOLDIER COURSE BRICK.
PROVIDE NEW METAL
GUTTERS, DOWNSPOUTS &
SPLASH BLOCKS, TYPICAL

REMOVE EXISTING SOFFITS,
TRIM, & FASCIA & REPLACE
WITH NEW METAL, TYPICAL

PROVIDE ADDITIONAL
R-39 OR BETTER

ATTIC INSULATION

REPLACE ALL EXISTING
WINDOWS WITH NEW
VINYL WINDOWS WITH
LOW "E". PROVIDE NEW
SCREENS & BLINDS.
TYPICAL AT ALL WINDOWS

NEW CONTINUOUS
RIDGE VENT

REPAIR AND/OR
REPLACE MISSING,

DAMAGED, BROKEN, OR
SPALLED BRICK VENEER.

REPAIR AND/OR REPLACE
MISSING, DAMAGE, OR
SPALLED ROWLOCK BRICK.

REMOVE EXISTING
ROOF. PROVIDE NEW 30
YEAR ARCHITECTURAL

SINGLE, TYPICAL.

REMOVE EXISTING SIDING
AND INSTALL NEW HARDIE

BOARD OR LP SMART
BOARD SIDING. COLOR BY

OWNER, TYPICAL

REPLACE EXISTING CONDENSING UNIT
PAD AS NECESSARY. REMOVE EXISTING

THEN INSTALL NEW CONDENSING UNIT
AND INSULATED REFRIGERANT LINES

REMOVE ALL EXISTING
WINDOW SHUTTER
THROUGH OUT
BUILDING, TYPICAL

CONTRACTOR TO VERIFY EXISTING SMOKE BARRIER WALL AT PARTY WALL IN THE
ATTIC AREA INCLUDES THE FOLLOWING: 1/2" PLYWOOD OR GYP BOARD FROM THE
BOTTOM OF THE TRUSS TO ROOF DECK & SEAL ALL JOINT W/ TAPE. EXTEND SMOKE
BARRIER WALL TO ROOF ENDS AS REQUIRED. (IF NOT CONTRACTOR TO INSTALL AS
SPECIFIED) PROVIDE AT LEAST ONE ATTIC ACCESS & LIGHT ON EACH SIDE OF THE
SMOKE BARRIER WALL. (IF NOT CONTRACTOR TO INSTALL AS SPECIFIED)

REPAIR MISSING
SOLIDER COURSE BRICK

 ℄ OF PARTY
WALL

PROVIDE  NEW
DECORATIVE SIDING AT

ALL GABLE ENDS, TYPICAL.
PROVIDE NEW
WALL PACK

REPAIR AND/OR
REPLACE MISSING,
DAMAGE, OR SPALLED
SOLDIER COURSE BRICK.

PROVIDE NEW METAL
GUTTERS, DOWNSPOUTS &
SPLASH BLOCKS, TYPICAL

REMOVE EXISTING
SOFFITS, TRIM, & FASCIA

& REPLACE WITH NEW
METAL, TYPICAL

PROVIDE ADDITIONAL
R-39 OR BETTER

ATTIC INSULATION REPLACE ALL EXISTING
WINDOWS WITH NEW
VINYL WINDOWS WITH LOW
"E". PROVIDE NEW
SCREENS & BLINDS.
TYPICAL AT ALL WINDOWS

NEW CONTINUOUS
RIDGE VENT

REPAIR AND/OR
REPLACE MISSING,

DAMAGED, BROKEN, OR
SPALLED BRICK VENEER.

REPAIR AND/OR REPLACE
MISSING, DAMAGE, OR
SPALLED ROWLOCK BRICK.

REMOVE EXISTING
ROOF. PROVIDE NEW 30
YEAR ARCHITECTURAL

SINGLE, TYPICAL.

REMOVE EXISTING SIDING
AND INSTALL NEW HARDIE

BOARD OR LP SMART
BOARD SIDING. COLOR BY

OWNER, TYPICAL

REMOVE ALL EXTERIOR
STORAGE, INCLUDING
DOORS, HARDWARE,
WALLS, ROOF & CONCRETE.

PROVIDE NEW HARDIE BOARD
OR LP SMART BOARD SIDING

ONCE STORAGE HAS BEEN
REMOVED. TO MATCH EXISTING,

COLOR BY OWNER, TYPICAL

REMOVE ALL EXISTING
WINDOW SHUTTER
THROUGH OUT
BUILDING, TYPICAL

CONTRACTOR TO VERIFY EXISTING SMOKE BARRIER WALL AT PARTY WALL IN THE
ATTIC AREA INCLUDES THE FOLLOWING: 1/2" PLYWOOD OR GYP BOARD FROM THE
BOTTOM OF THE TRUSS TO ROOF DECK & SEAL ALL JOINT W/ TAPE. EXTEND SMOKE
BARRIER WALL TO ROOF ENDS AS REQUIRED. (IF NOT CONTRACTOR TO INSTALL AS
SPECIFIED) PROVIDE AT LEAST ONE ATTIC ACCESS & LIGHT ON EACH SIDE OF THE
SMOKE BARRIER WALL. (IF NOT CONTRACTOR TO INSTALL AS SPECIFIED)

REPAIR MISSING
SOLIDER COURSE BRICK

SCALE: 2102 WEST ELEVATION
3/32" = 1'-0"

SCALE: 2101
BUILDING 2
FLOOR PLAN

3/32" = 1'-0"
NORTH

SCALE: 2103 EAST ELEVATION
3/32" = 1'-0"

SCALE: 2104 NORTH ELEVATION
3/32" = 1'-0" SCALE: 2105 SOUTH ELEVATION

3/32" = 1'-0"
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FIELD VERIFY ALL DIMENSIONS &

CONDITIONS PRIOR TO CONSTRUCTION.

ANY DISCREPANCIES IN DRAWINGS &

SPECIFICATIONS MUST BE REPORTED

REFER TO SHEET A4.0, A4.1, A4.2
& A4.3 FOR ADDITIONAL NOTES

NEW  WALLS AS SHOWN SHADED

DEMOLITION WALLS AS SHOWN DASHED

LEGEND 

*ALL WINDOWS & 2ND FLOOR WINDOWS NOTE:

ALL WINDOWS IN SLEEPING ROOMS TO HAVE A MIN. CLEAR
OPENING, MIN. CLEAR OPENING HEIGHT, MIN. CLEAR WIDTH AS PER
SECTION 1030 IN IBC 2015. ALL EXTERIOR WINDOWS ASSEMBLIES TO
COMPLY WITH IBC 2015 SECTION 1709.5.1 FOR PRESSURE RATING
DESIGN. PROVIDE FLASHING AT ALL EXTERIOR WINDOWS. WINDOW
GLAZING WITHIN 24" OF THE DOOR (IN CLOSED POSITION OR IN THE
DIRECTION OF DOOR SWING) SHALL BE TEMPERED.

ON 2ND FLOOR, ALL WINDOWS ARE TO HAVE PROTECTION LOCK
CONTROL DEVICE AS PER IBC 2015 SECTION 1015.8 ASTM F2090 FOR
EMERGENCY EGRESS RELEASE MECHANISM.

NOTE: WINDOW 

REFER TO SHEET A2.0
FOR BUILDING NOTES
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ONE BDRM
RE: 3001

TWO BDRM
RE: 3201

SECOND FLOOR

TWO BDRM TYPE B
RE: 3202

20
05

2202

20
04

2203 ℄ OF PARTY
WALL

 ℄ OF PARTY
WALL

 ℄ OF PARTY
WALL

CONTRACTOR TO VERIFY EXISTING SMOKE BARRIER WALL AT
PARTY WALL IN THE ATTIC AREA INCLUDES THE FOLLOWING: 1/2"
PLYWOOD OR GYP BOARD FROM THE BOTTOM OF THE TRUSS TO
ROOF DECK & SEAL ALL JOINT W/ TAPE. EXTEND SMOKE BARRIER

WALL TO ROOF ENDS AS REQUIRED. (IF NOT CONTRACTOR TO
INSTALL AS SPECIFIED) PROVIDE AT LEAST ONE ATTIC ACCESS &

LIGHT ON EACH SIDE OF THE SMOKE BARRIER WALL.
(IF NOT CONTRACTOR TO INSTALL AS SPECIFIED)

PROVIDE NEW VINYL WINDOWS WITH
LOW "E". PROVIDE NEW SCREENS &
BLINDS. TYPICAL AT ALL WINDOWS

NEW FIBERGLASS INSULATED DOOR W/ NEW
WOOD FRAME, PEEP HOLE, THRESHOLD, LEVER
DOOR HARDWARE, & WEATHER STRIPPING.
TYPICAL AT ALL UNIT ENTRY DOORS

REPLACE ALL EXISTING EXTERIOR PORCH
LIGHT FIXTURES WITH NEW. PROVIDE

NEW STAIRWELL LIGHT FIXTURE. LIGHT
BULB SHALL BE LED, TYPICAL.

ATTIC ACCESS
LOCATED ON 2ND
FLOOR BREEZEWAY

REMOVE EXISTING BREEZEWAY WOOD STAIRS, CONCRETE STEPS,
HANDRAILS & GUARDRAILS. PROVIDE NEW STAIRS, HANDRAILS,

AND GUARDRAILS AS REQUIRED BY CODE. NEW STAIRS TO BE
RELOCATED TO ONE SIDE OF BREEZEWAY, AS SHOWN. PROVIDE
BACK RISER PLATE TO CLOSE STEP RISERS. BALISTER OPENING
SHALL NOT BE MORE THAN 4". PROVIDE NEW CANE DETECTORS.

COLOR BY OWNER. TYPICAL. CONTRACTOR TO VERIFY IN FIELD IF
NEW STAIRS CAN BE RELOCATED TO NEW LOCATION.

CONTRACTOR TO VERIFY IN FIELD BREEZEWAY OPENING AND
MEASUREMENTS OF NEW STAIRS & THAT IS COMPLIES WITH CODE
AND CLEARANCES REQUIRED BY CODE. CONTRACTOR TO VERIFY

IN FILED CONDITION OF LANDING. CONTRACTOR DETERMINE IF
LANDING NEEDS REPAIR AND/OR REPLACE WITH NEW.

(REFER TO SHEET A1.3 & A1.4 DETAILS 22-25, & 27 FOR STAIRS
DETAILS )

2'-0" 2'-0" 2'-0" 2'-0" 2'-0" 2'-0"

3

NEW CONTINUOUS
RIDGE VENT

CONTRACTOR TO VERIFY EXISTING SMOKE BARRIER WALL AT PARTY
WALL IN THE ATTIC AREA INCLUDES THE FOLLOWING: 1/2" PLYWOOD OR
GYP BOARD FROM THE BOTTOM OF THE TRUSS TO ROOF DECK & SEAL
ALL JOINT W/ TAPE. EXTEND SMOKE BARRIER WALL TO ROOF ENDS AS
REQUIRED. (IF NOT CONTRACTOR TO INSTALL AS SPECIFIED) PROVIDE
AT LEAST ONE ATTIC ACCESS & LIGHT ON EACH SIDE OF THE SMOKE
BARRIER WALL. (IF NOT CONTRACTOR TO INSTALL AS SPECIFIED)

REMOVE ALL EXISTING
WINDOW SHUTTER

THROUGH OUT
BUILDING, TYPICAL

REMOVE EXISTING
SOFFITS, TRIM, & FASCIA

& REPLACE WITH NEW
METAL, TYPICAL

PROVIDE ADDITIONAL
R-39 OR BETTER

ATTIC INSULATION

REPLACE ALL EXISTING
WINDOWS WITH NEW

VINYL WINDOWS WITH
LOW "E". PROVIDE NEW

SCREENS & BLINDS.
TYPICAL AT ALL WINDOWS

REPAIR AND/OR
REPLACE MISSING,

DAMAGED, BROKEN, OR
SPALLED BRICK VENEER.

REMOVE EXISTING
ROOF. PROVIDE NEW 30
YEAR ARCHITECTURAL

SINGLE, TYPICAL.

REMOVE EXISTING SIDING
AND INSTALL NEW HARDIE

BOARD OR LP SMART
BOARD SIDING. COLOR BY

OWNER, TYPICAL

REPLACE EXISTING CONDENSING
UNIT PAD AS NECESSARY.
REMOVE EXISTING THEN INSTALL
NEW CONDENSING UNIT AND
INSULATED REFRIGERANT LINES

REPAIR AND/OR
REPLACE MISSING,
DAMAGE, OR SPALLED
SOLDIER COURSE BRICK.

PROVIDE NEW METAL
GUTTERS, DOWNSPOUTS &
SPLASH BLOCKS, TYPICAL

REMOVE EXISTING UNIT &
BUILDING IDENTIFICATION
SIGN & REPLACE NEW.
STYLE BY OWNER, TYPICAL.

REPAIR AND/OR
REPLACE MISSING,

DAMAGE, OR SPALLED
ROWLOCK BRICK.

REMOVE ALL EXTERIOR
STORAGE, INCLUDING
DOORS, HARDWARE,
WALLS, ROOF & CONCRETE.

REPLACE ALL EXISTING EXTERIOR  LIGHTING
FIXTURES WITH NEW. LIGHT BULB SHALL BE
LED. PROVIDE ADDITIONAL LIGHTING,TYPICAL.

REMOVE & REPLACE EXISTING EXTERIOR DOOR WITH
NEW FIBERGLASS INSULATED DOOR WITH NEW WOOD
FRAME, THRESHOLD, LEVER DOOR HARDWARE, PEEP
HOLE, & WEATHER STRIPPING, TYPICAL.

 ℄ OF PARTY
WALL

 ℄ OF PARTY
WALL

REMOVE EXISTING BREEZEWAY WOOD STAIRS, CONCRETE STEPS, HANDRAILS & GUARDRAILS.
PROVIDE NEW STAIRS, HANDRAILS, AND GUARDRAILS AS REQUIRED BY CODE. NEW STAIRS TO BE
RELOCATED TO ONE SIDE OF BREEZEWAY, AS SHOWN. PROVIDE BACK RISER PLATE TO CLOSE STEP
RISERS. BALISTER OPENING SHALL NOT BE MORE THAN 4". PROVIDE NEW CANE DETECTORS. COLOR
BY OWNER. TYPICAL. CONTRACTOR TO VERIFY IN FIELD IF NEW STAIRS CAN BE RELOCATED TO NEW
LOCATION. CONTRACTOR TO VERIFY IN FIELD BREEZEWAY OPENING AND MEASUREMENTS OF NEW
STAIRS & THAT IS COMPLIES WITH CODE AND CLEARANCES REQUIRED BY CODE. CONTRACTOR TO
VERIFY IN FILED CONDITION OF LANDING. CONTRACTOR DETERMINE IF LANDING NEEDS REPAIR
AND/OR REPLACE WITH NEW. (REFER TO SHEET A1.3 & A1.4 DETAILS 22-25, & 27 FOR STAIRS DETAILS )
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67'-5" V.I.F. EXT. FRAME TO EXT. FRAME

21'-6" 45'-11"

42
'-1

1"
 V

.I.
F.

 E
XT

. F
R

AM
E 

TO
 E

XT
. F

R
AM

E

21
'-5

1 2"
21

'-5
1 2"

24
'-4

" V
.I.

F.
NEW

ONE BDRM HC
RE: 3101

TWO BDRM
RE: 3201

TWO BDRM TYPE B
RE: 3202

FIRST FLOOR

2202

20
04

20
05

2203 ℄ OF PARTY
WALL

 ℄ OF PARTY
WALL

 ℄ OF PARTY
WALL

REPLACE EXISTING CONDENSING UNIT
PAD AS NECESSARY. REMOVE EXISTING

THEN INSTALL NEW CONDENSING UNIT
AND INSULATED REFRIGERANT LINES

REMOVE ALL
EXTERIOR STORAGE,
INCLUDING  DOORS,
HARDWARE, WALLS,
ROOF & CONCRETE.

PROVIDE NEW VINYL WINDOWS WITH
LOW "E". PROVIDE NEW SCREENS &
BLINDS. TYPICAL AT ALL WINDOWS

NEW FIBERGLASS INSULATED DOOR W/ NEW
WOOD FRAME, PEEP HOLE, THRESHOLD, LEVER
DOOR HARDWARE, & WEATHER STRIPPING.
TYPICAL AT ALL UNIT ENTRY DOORS

PROVIDE WATERPROOF G.F.I. ELECTRICAL
OUTLET WITHIN 20'-0" OF CONDENSER

UNITS. WIRE TO HOUSE PANEL.

REPLACE ALL EXISTING EXTERIOR PORCH
LIGHT FIXTURES WITH NEW. PROVIDE

NEW STAIRWELL LIGHT FIXTURE. LIGHT
BULB SHALL BE LED, TYPICAL.

CONTRACTOR TO VERIFY EXISTING SMOKE BARRIER WALL AT
PARTY WALL IN THE ATTIC AREA INCLUDES THE FOLLOWING: 1/2"
PLYWOOD OR GYP BOARD FROM THE BOTTOM OF THE TRUSS TO
ROOF DECK & SEAL ALL JOINT W/ TAPE. EXTEND SMOKE BARRIER

WALL TO ROOF ENDS AS REQUIRED. (IF NOT CONTRACTOR TO
INSTALL AS SPECIFIED) PROVIDE AT LEAST ONE ATTIC ACCESS &

LIGHT ON EACH SIDE OF THE SMOKE BARRIER WALL.
(IF NOT CONTRACTOR TO INSTALL AS SPECIFIED)

REMOVE EXISTING BREEZEWAY WOOD STAIRS, CONCRETE STEPS,
HANDRAILS & GUARDRAILS. PROVIDE NEW STAIRS, HANDRAILS,

AND GUARDRAILS AS REQUIRED BY CODE. NEW STAIRS TO BE
RELOCATED TO ONE SIDE OF BREEZEWAY, AS SHOWN. PROVIDE
BACK RISER PLATE TO CLOSE STEP RISERS. BALISTER OPENING
SHALL NOT BE MORE THAN 4". PROVIDE NEW CANE DETECTORS.

COLOR BY OWNER. TYPICAL. CONTRACTOR TO VERIFY IN FIELD IF
NEW STAIRS CAN BE RELOCATED TO NEW LOCATION.

CONTRACTOR TO VERIFY IN FIELD BREEZEWAY OPENING AND
MEASUREMENTS OF NEW STAIRS & THAT IS COMPLIES WITH CODE
AND CLEARANCES REQUIRED BY CODE. CONTRACTOR TO VERIFY

IN FILED CONDITION OF LANDING. CONTRACTOR DETERMINE IF
LANDING NEEDS REPAIR AND/OR REPLACE WITH NEW.

77(REFER TO SHEET A1.3 & A1.4 DETAILS 22-25, & 27 FOR STAIRS
DETAILS )

2'-0" 2'-0"2'-0" 2'-0" 2'-0" 2'-0"

REPLACE EXISTING CONDENSING UNIT PAD AS
NECESSARY. REMOVE EXISTING THEN INSTALL NEW
CONDENSING UNIT AND INSULATED REFRIGERANT LINES

REPAIR AND/OR
REPLACE MISSING,
DAMAGE, OR SPALLED
SOLDIER COURSE BRICK.

PROVIDE NEW METAL
GUTTERS, DOWNSPOUTS &
SPLASH BLOCKS, TYPICAL

REMOVE EXISTING
SOFFITS, TRIM, & FASCIA

& REPLACE WITH NEW
METAL, TYPICAL

PROVIDE ADDITIONAL
R-39 OR BETTER

ATTIC INSULATION
REPLACE ALL EXISTING
WINDOWS WITH NEW
VINYL WINDOWS WITH
LOW "E". PROVIDE NEW
SCREENS & BLINDS.
TYPICAL AT ALL WINDOWS

REPAIR AND/OR
REPLACE MISSING,

DAMAGED, BROKEN, OR
SPALLED BRICK VENEER.

CONTRACTOR TO VERIFY EXISTING SMOKE BARRIER WALL AT PARTY
WALL IN THE ATTIC AREA INCLUDES THE FOLLOWING: 1/2" PLYWOOD OR
GYP BOARD FROM THE BOTTOM OF THE TRUSS TO ROOF DECK & SEAL
ALL JOINT W/ TAPE. EXTEND SMOKE BARRIER WALL TO ROOF ENDS AS
REQUIRED. (IF NOT CONTRACTOR TO INSTALL AS SPECIFIED) PROVIDE

AT LEAST ONE ATTIC ACCESS & LIGHT ON EACH SIDE OF THE SMOKE
BARRIER WALL. (IF NOT CONTRACTOR TO INSTALL AS SPECIFIED)

REMOVE EXISTING
ROOF. PROVIDE NEW 30
YEAR ARCHITECTURAL

SINGLE, TYPICAL.

REMOVE EXISTING SIDING
AND INSTALL NEW HARDIE

BOARD OR LP SMART
BOARD SIDING. COLOR BY

OWNER, TYPICAL

REPAIR AND/OR REPLACE
MISSING, DAMAGE, OR
SPALLED ROWLOCK BRICK.

REMOVE ALL EXTERIOR
STORAGE, INCLUDING

DOORS, HARDWARE,
WALLS, ROOF & CONCRETE.

 ℄ OF PARTY
WALL NEW CONTINUOUS

RIDGE VENT

 ℄ OF PARTY
WALL

 ℄ OF PARTY
WALL

PROVIDE  NEW
DECORATIVE SIDING AT

ALL GABLE ENDS, TYPICAL.
PROVIDE NEW
WALL PACK

REPAIR AND/OR
REPLACE MISSING,
DAMAGE, OR SPALLED
SOLDIER COURSE BRICK.

PROVIDE NEW METAL
GUTTERS, DOWNSPOUTS &
SPLASH BLOCKS, TYPICAL

REMOVE EXISTING
SOFFITS, TRIM, & FASCIA

& REPLACE WITH NEW
METAL, TYPICAL

PROVIDE ADDITIONAL
R-39 OR BETTER

ATTIC INSULATION REPLACE ALL EXISTING
WINDOWS WITH NEW
VINYL WINDOWS WITH LOW
"E". PROVIDE NEW
SCREENS & BLINDS.
TYPICAL AT ALL WINDOWS

NEW CONTINUOUS
RIDGE VENT

REPAIR AND/OR
REPLACE MISSING,

DAMAGED, BROKEN, OR
SPALLED BRICK VENEER.

REPAIR AND/OR REPLACE
MISSING, DAMAGE, OR
SPALLED ROWLOCK BRICK.

REMOVE EXISTING
ROOF. PROVIDE NEW 30
YEAR ARCHITECTURAL

SINGLE, TYPICAL.

REMOVE EXISTING SIDING
AND INSTALL NEW HARDIE

BOARD OR LP SMART
BOARD SIDING. COLOR BY

OWNER, TYPICAL

REMOVE ALL EXTERIOR
STORAGE, INCLUDING
DOORS, HARDWARE,
WALLS, ROOF & CONCRETE.

PROVIDE NEW HARDIE BOARD
OR LP SMART BOARD SIDING

ONCE STORAGE HAS BEEN
REMOVED. TO MATCH EXISTING,

COLOR BY OWNER, TYPICAL

REMOVE ALL EXISTING
WINDOW SHUTTER
THROUGH OUT
BUILDING, TYPICAL

CONTRACTOR TO VERIFY EXISTING SMOKE BARRIER WALL AT PARTY WALL IN THE
ATTIC AREA INCLUDES THE FOLLOWING: 1/2" PLYWOOD OR GYP BOARD FROM THE
BOTTOM OF THE TRUSS TO ROOF DECK & SEAL ALL JOINT W/ TAPE. EXTEND SMOKE
BARRIER WALL TO ROOF ENDS AS REQUIRED. (IF NOT CONTRACTOR TO INSTALL AS
SPECIFIED) PROVIDE AT LEAST ONE ATTIC ACCESS & LIGHT ON EACH SIDE OF THE
SMOKE BARRIER WALL. (IF NOT CONTRACTOR TO INSTALL AS SPECIFIED)

 ℄ OF PARTY
WALL

PROVIDE  NEW
DECORATIVE SIDING AT

ALL GABLE ENDS, TYPICAL.

REPAIR AND/OR
REPLACE MISSING,
DAMAGE, OR SPALLED
SOLDIER COURSE BRICK.

PROVIDE NEW METAL
GUTTERS, DOWNSPOUTS &
SPLASH BLOCKS, TYPICAL

REMOVE EXISTING SOFFITS,
TRIM, & FASCIA & REPLACE
WITH NEW METAL, TYPICAL

PROVIDE ADDITIONAL
R-39 OR BETTER

ATTIC INSULATION

REPLACE ALL EXISTING
WINDOWS WITH NEW
VINYL WINDOWS WITH
LOW "E". PROVIDE NEW
SCREENS & BLINDS.
TYPICAL AT ALL WINDOWS

NEW CONTINUOUS
RIDGE VENT

REPAIR AND/OR
REPLACE MISSING,

DAMAGED, BROKEN, OR
SPALLED BRICK VENEER.

REPAIR AND/OR REPLACE
MISSING, DAMAGE, OR
SPALLED ROWLOCK BRICK.

REMOVE EXISTING
ROOF. PROVIDE NEW 30
YEAR ARCHITECTURAL

SINGLE, TYPICAL.

REMOVE EXISTING SIDING
AND INSTALL NEW HARDIE

BOARD OR LP SMART
BOARD SIDING. COLOR BY

OWNER, TYPICAL

REPLACE EXISTING CONDENSING UNIT
PAD AS NECESSARY. REMOVE EXISTING

THEN INSTALL NEW CONDENSING UNIT
AND INSULATED REFRIGERANT LINES

REMOVE ALL EXISTING
WINDOW SHUTTER
THROUGH OUT
BUILDING, TYPICAL

CONTRACTOR TO VERIFY EXISTING SMOKE BARRIER WALL AT PARTY WALL IN THE
ATTIC AREA INCLUDES THE FOLLOWING: 1/2" PLYWOOD OR GYP BOARD FROM THE
BOTTOM OF THE TRUSS TO ROOF DECK & SEAL ALL JOINT W/ TAPE. EXTEND SMOKE
BARRIER WALL TO ROOF ENDS AS REQUIRED. (IF NOT CONTRACTOR TO INSTALL AS
SPECIFIED) PROVIDE AT LEAST ONE ATTIC ACCESS & LIGHT ON EACH SIDE OF THE
SMOKE BARRIER WALL. (IF NOT CONTRACTOR TO INSTALL AS SPECIFIED)

SCALE: 2202 WEST ELEVATION
3/32" = 1'-0"

SCALE: 2201
BUILDING 3
FLOOR PLAN

3/32" = 1'-0"
NORTH

SCALE: 2203 EAST ELEVATION
3/32" = 1'-0"

SCALE: 2204 NORTH ELEVATION
3/32" = 1'-0" SCALE: 2205 SOUTH ELEVATION

3/32" = 1'-0"
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FIELD VERIFY ALL DIMENSIONS &

CONDITIONS PRIOR TO CONSTRUCTION.

ANY DISCREPANCIES IN DRAWINGS &

SPECIFICATIONS MUST BE REPORTED

REFER TO SHEET A4.0, A4.1, A4.2
& A4.3 FOR ADDITIONAL NOTES

NEW  WALLS AS SHOWN SHADED

DEMOLITION WALLS AS SHOWN DASHED

LEGEND 

*ALL WINDOWS & 2ND FLOOR WINDOWS NOTE:

ALL WINDOWS IN SLEEPING ROOMS TO HAVE A MIN. CLEAR
OPENING, MIN. CLEAR OPENING HEIGHT, MIN. CLEAR WIDTH AS PER
SECTION 1030 IN IBC 2015. ALL EXTERIOR WINDOWS ASSEMBLIES TO
COMPLY WITH IBC 2015 SECTION 1709.5.1 FOR PRESSURE RATING
DESIGN. PROVIDE FLASHING AT ALL EXTERIOR WINDOWS. WINDOW
GLAZING WITHIN 24" OF THE DOOR (IN CLOSED POSITION OR IN THE
DIRECTION OF DOOR SWING) SHALL BE TEMPERED.

ON 2ND FLOOR, ALL WINDOWS ARE TO HAVE PROTECTION LOCK
CONTROL DEVICE AS PER IBC 2015 SECTION 1015.8 ASTM F2090 FOR
EMERGENCY EGRESS RELEASE MECHANISM.

NOTE: WINDOW 

REFER TO SHEET A2.0
FOR BUILDING NOTES
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67'-5" V.I.F. EXT. FRAME TO EXT. FRAME

21'-6" 12'-5" V.I.F. 33'-6"
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TO
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E

67'-5" V.I.F. EXT. FRAME TO EXT. FRAME

21'-6" 45'-11"

42
'-1

1"
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.I.
F.

 E
XT

. F
R
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TO
 E

XT
. F

R
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E

21
'-5

1 2"
21

'-5
1 2"

ONE BDRM
RE: 3001

TWO BDRM
RE: 3201

TWO BDRM TYPE B
RE: 3202

SECOND FLOOR

20
05

2302

20
04

2303 ℄ OF PARTY
WALL

 ℄ OF PARTY
WALL

 ℄ OF PARTY
WALL

CONTRACTOR TO VERIFY EXISTING SMOKE BARRIER WALL AT
PARTY WALL IN THE ATTIC AREA INCLUDES THE FOLLOWING: 1/2"
PLYWOOD OR GYP BOARD FROM THE BOTTOM OF THE TRUSS TO
ROOF DECK & SEAL ALL JOINT W/ TAPE. EXTEND SMOKE BARRIER

WALL TO ROOF ENDS AS REQUIRED. (IF NOT CONTRACTOR TO
INSTALL AS SPECIFIED) PROVIDE AT LEAST ONE ATTIC ACCESS &

LIGHT ON EACH SIDE OF THE SMOKE BARRIER WALL.
(IF NOT CONTRACTOR TO INSTALL AS SPECIFIED)

PROVIDE NEW VINYL WINDOWS WITH
LOW "E". PROVIDE NEW SCREENS &
BLINDS. TYPICAL AT ALL WINDOWS

NEW FIBERGLASS INSULATED DOOR W/ NEW
WOOD FRAME, PEEP HOLE, THRESHOLD, LEVER
DOOR HARDWARE, & WEATHER STRIPPING.
TYPICAL AT ALL UNIT ENTRY DOORS

REPLACE ALL EXISTING EXTERIOR PORCH
LIGHT FIXTURES WITH NEW. PROVIDE

NEW STAIRWELL LIGHT FIXTURE. LIGHT
BULB SHALL BE LED, TYPICAL.

ATTIC ACCESS
LOCATED ON 2ND
FLOOR BREEZEWAY

REMOVE EXISTING BREEZEWAY WOOD STAIRS, CONCRETE STEPS,
HANDRAILS & GUARDRAILS. PROVIDE NEW STAIRS, HANDRAILS,

AND GUARDRAILS AS REQUIRED BY CODE. NEW STAIRS TO BE
RELOCATED TO ONE SIDE OF BREEZEWAY, AS SHOWN. PROVIDE
BACK RISER PLATE TO CLOSE STEP RISERS. BALISTER OPENING
SHALL NOT BE MORE THAN 4". PROVIDE NEW CANE DETECTORS.

COLOR BY OWNER. TYPICAL. CONTRACTOR TO VERIFY IN FIELD IF
NEW STAIRS CAN BE RELOCATED TO NEW LOCATION.

CONTRACTOR TO VERIFY IN FIELD BREEZEWAY OPENING AND
MEASUREMENTS OF NEW STAIRS & THAT IS COMPLIES WITH CODE
AND CLEARANCES REQUIRED BY CODE. CONTRACTOR TO VERIFY

IN FILED CONDITION OF LANDING. CONTRACTOR DETERMINE IF
LANDING NEEDS REPAIR AND/OR REPLACE WITH NEW.

(REFER TO SHEET A1.3 & A1.4 DETAILS 22-25, & 27 FOR STAIRS
DETAILS )

2'-0" 2'-0"2'-0" 2'-0" 2'-0" 2'-0"

4

NEW CONTINUOUS
RIDGE VENT

CONTRACTOR TO VERIFY EXISTING SMOKE BARRIER WALL AT PARTY
WALL IN THE ATTIC AREA INCLUDES THE FOLLOWING: 1/2" PLYWOOD OR
GYP BOARD FROM THE BOTTOM OF THE TRUSS TO ROOF DECK & SEAL
ALL JOINT W/ TAPE. EXTEND SMOKE BARRIER WALL TO ROOF ENDS AS
REQUIRED. (IF NOT CONTRACTOR TO INSTALL AS SPECIFIED) PROVIDE

AT LEAST ONE ATTIC ACCESS & LIGHT ON EACH SIDE OF THE SMOKE
BARRIER WALL. (IF NOT CONTRACTOR TO INSTALL AS SPECIFIED)

REMOVE ALL EXISTING
WINDOW SHUTTER

THROUGH OUT
BUILDING, TYPICAL

REMOVE EXISTING
SOFFITS, TRIM, & FASCIA

& REPLACE WITH NEW
METAL, TYPICAL

PROVIDE ADDITIONAL
R-39 OR BETTER

ATTIC INSULATION

REPLACE ALL EXISTING
WINDOWS WITH NEW

VINYL WINDOWS WITH
LOW "E". PROVIDE NEW

SCREENS & BLINDS.
TYPICAL AT ALL WINDOWS

REPAIR AND/OR
REPLACE MISSING,

DAMAGED, BROKEN, OR
SPALLED BRICK VENEER.

REMOVE EXISTING
ROOF. PROVIDE NEW 30
YEAR ARCHITECTURAL

SINGLE, TYPICAL.

REMOVE EXISTING SIDING
AND INSTALL NEW HARDIE

BOARD OR LP SMART
BOARD SIDING. COLOR BY

OWNER, TYPICAL

REPLACE EXISTING CONDENSING
UNIT PAD AS NECESSARY.
REMOVE EXISTING THEN INSTALL
NEW CONDENSING UNIT AND
INSULATED REFRIGERANT LINES

REPAIR AND/OR
REPLACE MISSING,
DAMAGE, OR SPALLED
SOLDIER COURSE BRICK.

PROVIDE NEW METAL
GUTTERS, DOWNSPOUTS &
SPLASH BLOCKS, TYPICAL

REMOVE EXISTING UNIT &
BUILDING IDENTIFICATION
SIGN & REPLACE NEW.
STYLE BY OWNER, TYPICAL.

REPAIR AND/OR
REPLACE MISSING,

DAMAGE, OR SPALLED
ROWLOCK BRICK.

REMOVE ALL EXTERIOR
STORAGE, INCLUDING
DOORS, HARDWARE,
WALLS, ROOF & CONCRETE.

REPLACE ALL EXISTING EXTERIOR  LIGHTING
FIXTURES WITH NEW. LIGHT BULB SHALL BE
LED. PROVIDE ADDITIONAL LIGHTING,TYPICAL.

REMOVE & REPLACE EXISTING EXTERIOR DOOR WITH
NEW FIBERGLASS INSULATED DOOR WITH NEW WOOD
FRAME, THRESHOLD, LEVER DOOR HARDWARE, PEEP
HOLE, & WEATHER STRIPPING, TYPICAL.

 ℄ OF PARTY
WALL

 ℄ OF PARTY
WALL

REPAIR MISSING
SOLIDER COURSE BRICK

REMOVE EXISTING BREEZEWAY WOOD STAIRS, CONCRETE STEPS, HANDRAILS & GUARDRAILS.
PROVIDE NEW STAIRS, HANDRAILS, AND GUARDRAILS AS REQUIRED BY CODE. NEW STAIRS TO BE
RELOCATED TO ONE SIDE OF BREEZEWAY, AS SHOWN. PROVIDE BACK RISER PLATE TO CLOSE STEP
RISERS. BALISTER OPENING SHALL NOT BE MORE THAN 4". PROVIDE NEW CANE DETECTORS. COLOR
BY OWNER. TYPICAL. CONTRACTOR TO VERIFY IN FIELD IF NEW STAIRS CAN BE RELOCATED TO NEW
LOCATION. CONTRACTOR TO VERIFY IN FIELD BREEZEWAY OPENING AND MEASUREMENTS OF NEW
STAIRS & THAT IS COMPLIES WITH CODE AND CLEARANCES REQUIRED BY CODE. CONTRACTOR TO
VERIFY IN FILED CONDITION OF LANDING. CONTRACTOR DETERMINE IF LANDING NEEDS REPAIR
AND/OR REPLACE WITH NEW. (REFER TO SHEET A1.3 & A1.4 DETAILS 22-25, & 27 FOR STAIRS DETAILS )

67'-5" V.I.F. EXT. FRAME TO EXT. FRAME

21'-6" 12'-5" V.I.F. 33'-6"

42
'-1

1"
 V

.I.
F.

 E
XT

. F
R

AM
E 

TO
 E

XT
. F

R
AM

E

67'-5" V.I.F. EXT. FRAME TO EXT. FRAME

21'-6" 45'-11"

42
'-1

1"
 V

.I.
F.

 E
XT

. F
R

AM
E 

TO
 E

XT
. F

R
AM

E

21
'-5

1 2"
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24
'-4

" V
.I.

F.
ONE BDRM

RE: 3001

TWO BDRM
RE: 3201

NEW
TWO BDRM HC

TYPE B
RE: 3301

FIRST FLOOR

2302

20
04

20
05

2303 ℄ OF PARTY
WALL

 ℄ OF PARTY
WALL

 ℄ OF PARTY
WALL

REPLACE EXISTING CONDENSING UNIT
PAD AS NECESSARY. REMOVE EXISTING

THEN INSTALL NEW CONDENSING UNIT
AND INSULATED REFRIGERANT LINES

REMOVE ALL
EXTERIOR STORAGE,
INCLUDING  DOORS,
HARDWARE, WALLS,
ROOF & CONCRETE.

PROVIDE NEW VINYL WINDOWS WITH
LOW "E". PROVIDE NEW SCREENS &
BLINDS. TYPICAL AT ALL WINDOWS

NEW FIBERGLASS INSULATED DOOR W/ NEW
WOOD FRAME, PEEP HOLE, THRESHOLD, LEVER
DOOR HARDWARE, & WEATHER STRIPPING.
TYPICAL AT ALL UNIT ENTRY DOORS

PROVIDE WATERPROOF G.F.I. ELECTRICAL
OUTLET WITHIN 20'-0" OF CONDENSER

UNITS. WIRE TO HOUSE PANEL.

REPLACE ALL EXISTING EXTERIOR PORCH
LIGHT FIXTURES WITH NEW. PROVIDE

NEW STAIRWELL LIGHT FIXTURE. LIGHT
BULB SHALL BE LED, TYPICAL.

CONTRACTOR TO VERIFY EXISTING SMOKE BARRIER WALL AT
PARTY WALL IN THE ATTIC AREA INCLUDES THE FOLLOWING: 1/2"
PLYWOOD OR GYP BOARD FROM THE BOTTOM OF THE TRUSS TO
ROOF DECK & SEAL ALL JOINT W/ TAPE. EXTEND SMOKE BARRIER

WALL TO ROOF ENDS AS REQUIRED. (IF NOT CONTRACTOR TO
INSTALL AS SPECIFIED) PROVIDE AT LEAST ONE ATTIC ACCESS &

LIGHT ON EACH SIDE OF THE SMOKE BARRIER WALL.
(IF NOT CONTRACTOR TO INSTALL AS SPECIFIED)

REMOVE EXISTING BREEZEWAY WOOD STAIRS, CONCRETE STEPS,
HANDRAILS & GUARDRAILS. PROVIDE NEW STAIRS, HANDRAILS,

AND GUARDRAILS AS REQUIRED BY CODE. NEW STAIRS TO BE
RELOCATED TO ONE SIDE OF BREEZEWAY, AS SHOWN. PROVIDE
BACK RISER PLATE TO CLOSE STEP RISERS. BALISTER OPENING
SHALL NOT BE MORE THAN 4". PROVIDE NEW CANE DETECTORS.

COLOR BY OWNER. TYPICAL. CONTRACTOR TO VERIFY IN FIELD IF
NEW STAIRS CAN BE RELOCATED TO NEW LOCATION.

CONTRACTOR TO VERIFY IN FIELD BREEZEWAY OPENING AND
MEASUREMENTS OF NEW STAIRS & THAT IS COMPLIES WITH CODE
AND CLEARANCES REQUIRED BY CODE. CONTRACTOR TO VERIFY

IN FILED CONDITION OF LANDING. CONTRACTOR DETERMINE IF
LANDING NEEDS REPAIR AND/OR REPLACE WITH NEW.

(REFER TO SHEET A1.3 & A1.4 DETAILS 22-25, & 27 FOR STAIRS
DETAILS )

2'-0" 2'-0" 2'-0" 2'-0"2'-0" 2'-0"

REPLACE EXISTING CONDENSING UNIT PAD AS
NECESSARY. REMOVE EXISTING THEN INSTALL NEW
CONDENSING UNIT AND INSULATED REFRIGERANT LINES

REPAIR AND/OR
REPLACE MISSING,
DAMAGE, OR SPALLED
SOLDIER COURSE BRICK.

PROVIDE NEW METAL
GUTTERS, DOWNSPOUTS &
SPLASH BLOCKS, TYPICAL

REMOVE EXISTING
SOFFITS, TRIM, & FASCIA

& REPLACE WITH NEW
METAL, TYPICAL

PROVIDE ADDITIONAL
R-39 OR BETTER

ATTIC INSULATION
REPLACE ALL EXISTING
WINDOWS WITH NEW
VINYL WINDOWS WITH
LOW "E". PROVIDE NEW
SCREENS & BLINDS.
TYPICAL AT ALL WINDOWS

REPAIR AND/OR
REPLACE MISSING,

DAMAGED, BROKEN, OR
SPALLED BRICK VENEER.

CONTRACTOR TO VERIFY EXISTING SMOKE BARRIER WALL AT PARTY
WALL IN THE ATTIC AREA INCLUDES THE FOLLOWING: 1/2" PLYWOOD OR
GYP BOARD FROM THE BOTTOM OF THE TRUSS TO ROOF DECK & SEAL
ALL JOINT W/ TAPE. EXTEND SMOKE BARRIER WALL TO ROOF ENDS AS
REQUIRED. (IF NOT CONTRACTOR TO INSTALL AS SPECIFIED) PROVIDE

AT LEAST ONE ATTIC ACCESS & LIGHT ON EACH SIDE OF THE SMOKE
BARRIER WALL. (IF NOT CONTRACTOR TO INSTALL AS SPECIFIED)

REMOVE EXISTING
ROOF. PROVIDE NEW 30
YEAR ARCHITECTURAL

SINGLE, TYPICAL.

REMOVE EXISTING SIDING
AND INSTALL NEW HARDIE

BOARD OR LP SMART
BOARD SIDING. COLOR BY

OWNER, TYPICAL

REPAIR AND/OR REPLACE
MISSING, DAMAGE, OR
SPALLED ROWLOCK BRICK.

REMOVE ALL EXTERIOR
STORAGE, INCLUDING

DOORS, HARDWARE,
WALLS, ROOF & CONCRETE.

 ℄ OF PARTY
WALL NEW CONTINUOUS

RIDGE VENT

 ℄ OF PARTY
WALL

REPAIR MISSING
SOLIDER COURSE BRICK REPAIR MISSING

SOLIDER COURSE BRICK

 ℄ OF PARTY
WALL

PROVIDE  NEW
DECORATIVE SIDING AT

ALL GABLE ENDS, TYPICAL.

PROVIDE NEW
WALL PACK

REPAIR AND/OR
REPLACE MISSING,
DAMAGE, OR SPALLED
SOLDIER COURSE BRICK.

PROVIDE NEW METAL
GUTTERS, DOWNSPOUTS &
SPLASH BLOCKS, TYPICAL

REMOVE EXISTING
SOFFITS, TRIM, & FASCIA

& REPLACE WITH NEW
METAL, TYPICAL

PROVIDE ADDITIONAL
R-39 OR BETTER

ATTIC INSULATION

REPLACE ALL EXISTING
WINDOWS WITH NEW
VINYL WINDOWS WITH LOW
"E". PROVIDE NEW
SCREENS & BLINDS.
TYPICAL AT ALL WINDOWS

NEW CONTINUOUS
RIDGE VENT

REPAIR AND/OR
REPLACE MISSING,

DAMAGED, BROKEN, OR
SPALLED BRICK VENEER.

REPAIR AND/OR REPLACE
MISSING, DAMAGE, OR
SPALLED ROWLOCK BRICK.

REMOVE EXISTING
ROOF. PROVIDE NEW 30
YEAR ARCHITECTURAL

SINGLE, TYPICAL.

REMOVE EXISTING SIDING
AND INSTALL NEW HARDIE

BOARD OR LP SMART
BOARD SIDING. COLOR BY

OWNER, TYPICAL

REMOVE ALL EXTERIOR
STORAGE, INCLUDING
DOORS, HARDWARE,
WALLS, ROOF & CONCRETE.

PROVIDE NEW HARDIE BOARD
OR LP SMART BOARD SIDING

ONCE STORAGE HAS BEEN
REMOVED. TO MATCH EXISTING,

COLOR BY OWNER, TYPICAL

REMOVE ALL EXISTING
WINDOW SHUTTER
THROUGH OUT
BUILDING, TYPICAL

CONTRACTOR TO VERIFY EXISTING SMOKE BARRIER WALL AT PARTY WALL IN THE
ATTIC AREA INCLUDES THE FOLLOWING: 1/2" PLYWOOD OR GYP BOARD FROM THE
BOTTOM OF THE TRUSS TO ROOF DECK & SEAL ALL JOINT W/ TAPE. EXTEND SMOKE
BARRIER WALL TO ROOF ENDS AS REQUIRED. (IF NOT CONTRACTOR TO INSTALL AS
SPECIFIED) PROVIDE AT LEAST ONE ATTIC ACCESS & LIGHT ON EACH SIDE OF THE
SMOKE BARRIER WALL. (IF NOT CONTRACTOR TO INSTALL AS SPECIFIED)

REPAIR MISSING
SOLIDER COURSE BRICK

REPAIR MISSING
SOLIDER COURSE BRICK

 ℄ OF PARTY
WALL

PROVIDE  NEW
DECORATIVE SIDING AT

ALL GABLE ENDS, TYPICAL.

REPAIR AND/OR
REPLACE MISSING,
DAMAGE, OR SPALLED
SOLDIER COURSE BRICK.

PROVIDE NEW METAL
GUTTERS, DOWNSPOUTS &
SPLASH BLOCKS, TYPICAL

REMOVE EXISTING SOFFITS,
TRIM, & FASCIA & REPLACE
WITH NEW METAL, TYPICAL

PROVIDE ADDITIONAL
R-39 OR BETTER

ATTIC INSULATION REPLACE ALL EXISTING
WINDOWS WITH NEW
VINYL WINDOWS WITH
LOW "E". PROVIDE NEW
SCREENS & BLINDS.
TYPICAL AT ALL WINDOWS

NEW CONTINUOUS
RIDGE VENT

REPAIR AND/OR
REPLACE MISSING,

DAMAGED, BROKEN, OR
SPALLED BRICK VENEER.

REPAIR AND/OR REPLACE
MISSING, DAMAGE, OR
SPALLED ROWLOCK BRICK.

REMOVE EXISTING
ROOF. PROVIDE NEW 30
YEAR ARCHITECTURAL

SINGLE, TYPICAL.

REMOVE EXISTING SIDING
AND INSTALL NEW HARDIE

BOARD OR LP SMART
BOARD SIDING. COLOR BY

OWNER, TYPICAL

REPLACE EXISTING CONDENSING UNIT
PAD AS NECESSARY. REMOVE EXISTING

THEN INSTALL NEW CONDENSING UNIT
AND INSULATED REFRIGERANT LINES

REMOVE ALL EXISTING
WINDOW SHUTTER
THROUGH OUT
BUILDING, TYPICAL

CONTRACTOR TO VERIFY EXISTING SMOKE BARRIER WALL AT PARTY WALL IN THE
ATTIC AREA INCLUDES THE FOLLOWING: 1/2" PLYWOOD OR GYP BOARD FROM THE
BOTTOM OF THE TRUSS TO ROOF DECK & SEAL ALL JOINT W/ TAPE. EXTEND SMOKE
BARRIER WALL TO ROOF ENDS AS REQUIRED. (IF NOT CONTRACTOR TO INSTALL AS
SPECIFIED) PROVIDE AT LEAST ONE ATTIC ACCESS & LIGHT ON EACH SIDE OF THE
SMOKE BARRIER WALL. (IF NOT CONTRACTOR TO INSTALL AS SPECIFIED)

REPAIR MISSING
SOLIDER COURSE BRICK

SCALE: 2302 EAST ELEVATION
3/32" = 1'-0"

SCALE: 2301
BUILDING 4
FLOOR PLAN

3/32" = 1'-0"
NORTH

SCALE: 2303 WEST ELEVATION
3/32" = 1'-0"

SCALE: 2304 NORTH ELEVATION
3/32" = 1'-0" SCALE: 2305 SOUTH ELEVATION

3/32" = 1'-0"
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FIELD VERIFY ALL DIMENSIONS &

CONDITIONS PRIOR TO CONSTRUCTION.

ANY DISCREPANCIES IN DRAWINGS &

SPECIFICATIONS MUST BE REPORTED

REFER TO SHEET A4.0, A4.1, A4.2
& A4.3 FOR ADDITIONAL NOTES

NEW  WALLS AS SHOWN SHADED

DEMOLITION WALLS AS SHOWN DASHED

LEGEND 

*ALL WINDOWS & 2ND FLOOR WINDOWS NOTE:

ALL WINDOWS IN SLEEPING ROOMS TO HAVE A MIN. CLEAR
OPENING, MIN. CLEAR OPENING HEIGHT, MIN. CLEAR WIDTH AS PER
SECTION 1030 IN IBC 2015. ALL EXTERIOR WINDOWS ASSEMBLIES TO
COMPLY WITH IBC 2015 SECTION 1709.5.1 FOR PRESSURE RATING
DESIGN. PROVIDE FLASHING AT ALL EXTERIOR WINDOWS. WINDOW
GLAZING WITHIN 24" OF THE DOOR (IN CLOSED POSITION OR IN THE
DIRECTION OF DOOR SWING) SHALL BE TEMPERED.

ON 2ND FLOOR, ALL WINDOWS ARE TO HAVE PROTECTION LOCK
CONTROL DEVICE AS PER IBC 2015 SECTION 1015.8 ASTM F2090 FOR
EMERGENCY EGRESS RELEASE MECHANISM.

NOTE: WINDOW 

REFER TO SHEET A2.0
FOR BUILDING NOTES
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REPAIR AND/OR REPLACE
MISSING, DAMAGE, OR SPALLED

SOLDIER COURSE BRICK.

PROVIDE NEW METAL
GUTTERS, DOWNSPOUTS &

SPLASH BLOCKS, TYPICAL

REPLACE ALL EXISTING WINDOWS
WITH NEW VINYL WINDOWS WITH

LOW "E". PROVIDE NEW SCREENS &
BLINDS. TYPICAL AT ALL WINDOWS

REMOVE EXISTING
BUILDING IDENTIFICATION
SIGN & REPLACE NEW.
STYLE BY OWNER, TYPICAL.

REPAIR AND/OR REPLACE
MISSING, DAMAGE, OR
SPALLED ROWLOCK BRICK.

PROVIDE NEW HARDIE
BOARD OR LP SMART
BOARD SIDING. COLOR
BY OWNER, TYPICAL

REMOVE EXISTING SOFFITS,
TRIM, & FASCIA & REPLACE
WITH NEW METAL, TYPICAL

REPAIR AND/OR REPLACE
MISSING, DAMAGED, BROKEN,
OR SPALDED BRICK VENEER.

PROVIDE NEW
WALL PACK

PROVIDE  NEW
DECORATIVE SIDING AT

ALL GABLE ENDS, TYPICAL.

TORNADO SHELTER
SIGN. REFER TO
DETAIL 7/TS1.0

14 GA. STEEL DOOR
& FRAME. REFER TO
DETAIL 8/TS1.0

PROVIDE NEW 30 YEAR
ARCHITECTURAL SINGLE. NEW
ROOF TO TIE IN WITH EXISTING
ROOF. NEW ROOF TO  MATCH
EXISTING ROOF PITCH.

NEW MAILBOX LOCATION,
COLOR & STYLE BY OWNER.

REMOVE EXISTING WOOD
POST AND REPLACE WITH

NEW WOOD POST.

PROVIDE NEW
METAL  SOFFITS,
TRIM, & FASCIA

TORNADO
SHELTER

20'-111
2" V.I.F. EXISTING OFFICE 6'-0" 16'-9" NEW STORM SHELTER

43'-81
2" OVERALL

OPEN
LEASI
OFFI

12
5

+/- 14'-7"

TOP OF TRUSS

BRG. 8'-0"
CEILING HEIGHT 

0'-0"

FINISH FLOOR

BRG. 8'-8"
TOP OF CMU 

EXISTING OFFICE
RE: 3401

43'-21
2" V.I.F. OVERALL  EXT. OF EXISTING FRAME TO EXT. OF NEW CONCRETE FRAME

16'-7" EXT. CONCRTE FACE TO EXT. CONCRETE FACE

NEW STORM SHELTER
RE: TS1.0 & TS1.1

6'-6"

6'-0" CLEAR MIN.

20'-11
2" V.I.F. EXT. FRAME TO EXT. FRAME

16
'-7

" V
.I.

F.
 E

XT
. F

R
AM

E 
TO

 E
XT

. F
R

AM
E

20'-11
2" V.I.F. EXT. FRAME TO EXT. FRAME

10
'-1

0"
 V

.I.
F.

20'-0" V.I.F.

24
'-5

" E
XT

. C
O

N
C

R
ET

E 
FA

C
E 

TO
 E

XT
. C

O
N

C
R

ET
E 

FA
C

E

18'-6" V.I.F.
6"

6"

6"

6"

PROVIDE NEW VINYL
WINDOWS WITH LOW "E".
PROVIDE NEW SCREENS

& BLINDS. TYPICAL AT ALL
WINDOWS

TORNADO SHELTER SIGN.
REFER TO DETAIL 7/TS1.0

8" CMU CONCRETE
BLOCK WALL

14 GA. STEEL DOOR &
FRAME. REFER TO
DETAIL 8/TS1.0

REPLACE ALL EXISTING
EXTERIOR LIGHT FIXTURES

WITH NEW, TYPICAL.

NEW FIBERGLASS
INSULATED DOOR W/ NEW

WOOD FRAME, THRESHOLD,
LEVER DOOR HARDWARE, &

WEATHER STRIPPING

PROVIDE NEW HOLLOW
METAL PAIR DOOR, WITH

WOOD FRAME,
THRESHOLD, WEATHER
STRIPPING  AND SINGLE

LEVER DOOR HARDWARE.

NEW MAILBOX
LOCATION

PROVIDE NEW WATER
PROOF LIGHTS. REFER TO
ELECTRICAL DRAWINGS FOR
MORE INFORMATION.

COVERED  AREA

COVERED  AREA

REMOVE EXISTING PICNIC
TABLE. PROVIDE NEW AND
RELOCATE PICNIC TABLE.

PICNIC TABLE  SHALL BE
H.C. ACCESSIBLE.

TORNADO SHELTER SIGN.
REFER TO DETAIL 7/TS1.0

14 GA. STEEL DOOR &
FRAME. REFER TO
DETAIL 8/TS1.0

FEMA RATED NATURAL
VENTILATION VENTS, REFER
TO STRUCTURAL DRAWINGS

2403

24
06

24
05

2404

H.C. THRESHOLD. REFER
TO DETAIL 13/TS1.1

H.C. THRESHOLD. REFER
TO DETAIL 13/TS1.1

FEMA RATED NATURAL
VENTILATION VENTS, REFER
TO STRUCTURAL DRAWINGS

NEW SHELTER ROOF
TO TIE IN WITH
EXISTING ROOF.

LINE OF EXTERIOR
FACE OF CONCRETE
BLOCK FOR SHELTER

LINE OF EXTERIOR
FACE OF CONCRETE

BLOCK FOR SHELTER

LINE OF END
OF SIDEWALK

LINE OF EXTERIOR
FACE OF STUD OF

EXISTING BUILDING

LINE OF FRONT
OF SIDEWALK

LINE OF FRONT
CONCRETE PATIO

EXISTING ROOF,
CONTRACTOR TO

VERIFY IN FIELD
ROOF PITCH

R
ID

G
E

R
ID

G
E

RIDGE

EXT.EXT.

EXT.EXT.

EXT. 5:12

5:12

5:
12

VALL
EY

VALLEYVALLEYVALL
EY

VALLEY VALL
EY

CONTRACTOR TO
MATCH NEW ROOF
WITH EXISTING ROOF.

PROVIDE  NEW
DECORATIVE SIDING AT

ALL GABLE ENDS, TYPICAL.

FEMA RATED NATURAL
VENTILATION VENTS, REFER
TO STRUCTURAL DRAWINGS

PROVIDE NEW HARDIE BOARD
OR LP SMART BOARD SIDING.

COLOR BY OWNER, TYPICAL

REPAIR AND/OR
REPLACE MISSING,
DAMAGE, OR SPALLED
SOLDIER COURSE BRICK.

PROVIDE NEW METAL
GUTTERS, DOWNSPOUTS &
SPLASH BLOCKS, TYPICAL

REPLACE ALL EXISTING
WINDOWS WITH NEW
VINYL WINDOWS WITH
LOW "E". PROVIDE NEW
SCREENS & BLINDS.
TYPICAL AT ALL WINDOWS

REMOVE EXISTING
SOFFITS, TRIM, &
FASCIA & REPLACE WITH
NEW METAL, TYPICAL

REPAIR AND/OR REPLACE
MISSING, DAMAGED, BROKEN,
OR SPALLED BRICK VENEER.

PROVIDE NEW
WALL PACK

PROVIDE NEW 30 YEAR
ARCHITECTURAL SINGLE. NEW
ROOF TO TIE IN WITH EXISTING

ROOF. NEW ROOF TO  MATCH
EXISTING ROOF PITCH.

REMOVE EXISTING
WINDOW UNIT.

PROVIDE NEW METAL
SOFFITS, TRIM, & FASCIA

REPAIR AND/OR REPLACE
MISSING, DAMAGE, OR
SPALLED ROWLOCK BRICK.

20'-111
2" V.I.F. EXISTING OFFICE6'-0"16'-9" NEW STORM SHELTER

43'-81
2" OVERALL

12
5

OPEN

+/- 14'-7"

TOP OF TRUSS

BRG. 8'-0"
CEILING HEIGHT 

0'-0"

FINISH FLOOR

BRG. 8'-8"
TOP OF CMU PROVIDE ADDITIONAL

R-39 OR BETTER
ATTIC INSULATION

REMOVE EXISTING
ROOF. PROVIDE NEW 30
YEAR ARCHITECTURAL

SINGLE, TYPICAL.

REMOVE EXISTING
WOOD POST AND

REPLACE WITH
NEW WOOD POST.

24'-7" NEW STORM SHELTER
28'-3" V.I.F. EXISTING

+/- 14'-7"

TOP OF TRUSS

BRG. 8'-0"
CEILING HEIGHT 

0'-0"

FINISH FLOOR

BRG. 8'-8"
TOP OF CMU 

FEMA RATED NATURAL
VENTILATION VENTS, REFER
TO STRUCTURAL DRAWINGS

PROVIDE NEW HARDIE BOARD
OR LP SMART BOARD SIDING.
COLOR BY OWNER, TYPICAL

PROVIDE NEW
WALL PACK

PROVIDE NEW 30 YEAR
ARCHITECTURAL SINGLE. NEW
ROOF TO TIE IN WITH EXISTING
ROOF. NEW ROOF TO  MATCH
EXISTING ROOF PITCH.

PROVIDE NEW METAL
SOFFITS, TRIM, & FASCIA

PROVIDE NEW METAL
GUTTERS, DOWNSPOUTS &

SPLASH BLOCKS, TYPICAL

REMOVE EXISTING
SOFFITS, TRIM, & FASCIA

& REPLACE WITH NEW
METAL, TYPICAL

REPAIR AND/OR
REPLACE MISSING,

DAMAGED, BROKEN, OR
SPALDED BRICK VENEER.

PROVIDE NEW METAL
GUTTERS, DOWNSPOUTS &

SPLASH BLOCKS, TYPICAL

REMOVE EXISTING
SOFFITS, TRIM, & FASCIA
& REPLACE WITH NEW
METAL, TYPICAL

REMOVE EXISTING
ROOF. PROVIDE NEW 30
YEAR ARCHITECTURAL
SINGLE, TYPICAL.

REMOVE EXISTING WOOD
POST AND REPLACE WITH
NEW WOOD POST.

PROVIDE ADDITIONAL
R-39 OR BETTER
ATTIC INSULATION

PROVIDE NEW HARDIE BOARD
OR LP SMART BOARD SIDING.
NEW SHELTER BEYOND.
COLOR BY OWNER, TYPICAL

NEW MAILBOX LOCATION,
COLOR & STYLE BY OWNER.

PROVIDE NEW HOLLOW
METAL PAIR DOOR, WITH

WOOD FRAME,
THRESHOLD, WEATHER
STRIPPING  AND SINGLE

LEVER DOOR HARDWARE.

SCALE: 2405 EAST ELEVATION
3/32" = 1'-0"

SCALE: 2401
OFFICE & NEW STORM SHELTER 
BUILDING FLOOR PLAN

3/32" = 1'-0"
NORTH

SCALE: 2406 WEST ELEVATION
3/32" = 1'-0"

SCALE: 2403 NORTH ELEVATION
1/8" = 1'-0"

SCALE: 2404 SOUTH ELEVATION
3/32" = 1'-0"
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FIELD VERIFY ALL DIMENSIONS &

CONDITIONS PRIOR TO CONSTRUCTION.

ANY DISCREPANCIES IN DRAWINGS &

SPECIFICATIONS MUST BE REPORTED
REFER TO SHEET A4.0, A4.1, A4.2
& A4.3 FOR ADDITIONAL NOTES

NEW  WALLS AS SHOWN SHADED

DEMOLITION WALLS AS SHOWN DASHED

LEGEND 

REFER TO SHEET A2.0 FOR
BUILDING NOTES

REFER TO SHEET STRUCTURAL
& M.E.P. DRAWINGS FOR
ADDITIONAL INFORMATION

REFER TO TS1.0 & TS1.1 FOR
ADDITIONAL INFORMATION FOR
STORM SHELTER

SCALE: 2402 ROOF PLAN
1/8" = 1'-0"
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REMOVE EXISTING
KITCHEN CABINETS,

COUNTERTOP, & BACK
SPLASH. PROVIDE NEW

KITCHEN BASE & UPPERS
CABINETS, COUNTERTOP,

& BACK SPLASH

AT GC DISCRETION TO
DETERMINE IF TUBS NEEDS
TO BE REPLACE WITH NEW.
PROVIDE NEW TUB FITTINGS
& PARTS. SHOWER HEAD
SHALL BE 2.5 GPM MAX

REMOVE ALL EXISTING
INTERIOR DOORS & REPLACE
WITH NEW 6-PANEL DOOR,
INCLUDING TRIM &
HARDWARE. PROVIDE NEW
SINGLE LEVER HANDLE &
DOOR STOPS, TYPICAL.

REMOVE & REPAIR ANY DAMAGE
SHEETROCK ON CEILING &

WALLS. REMOVE CEILING
TEXTURE. USE LOW OR NO VOC
PAINT ON CEILINGS AND WALLS

ONCE REPAIRED, TYPICAL

REMOVE ALL BATHROOM
ACCESSORIES & MIRROR.
PROVIDE ALL NEW. REFER
TO BATHROOM
ACCESSORY SCHEDULES

E1

KITCHEN
DINING

LIVING

BEDROOM

CLOSET

BATHROOM

CLO

REMOVE EXISTING HOT
WATER HEATER. PROVIDE
NEW ENERGY STAR GAS
HOT WATER HEATER "TALL
BOY". PROVIDE R-2
INSULATION ON ALL
EXPOSED HOT WATER PIPE.

REMOVE EXISTING HVAC AND
PROVIDE NEW ENERGY STAR
QUALITY HVAC 15 SEER MIN.

PROVIDE R-2 INSULATION ON
ALL EXPOSED HOT WATER PIPES.

REMOVE EXISTING VANITY
CABINET, BACK SPLASH,
SINK & FAUCET THEN
PROVIDE ALL NEW. PROVIDE
R-2 INSULATION ON ALL
EXPOSED HOT WATER PIPES

RELOCATED NEW 30" GAS
RANGE W/ MICROWAVE/VENT

HOOD AND VENT TO
EXTERIOR. INSTALL A PAIR

OF FIRE EXTINGUISHER
ABOVE RANGE. INSTALL NEW

PLASTIC LAMINATE BEHIND
RANGE, TYPICAL

REMOVE EXISTING WINDOWS &
BLINDS. PROVIDE NEW VINYL

WINDOWS WITH LOW "E" GLASS.
PROVIDE NEW 2" BLINDS &

SCREENS, TYPICAL

REMOVE EXISTING WATER
CLOSET & PARTS. PROVIDE
NEW WATER CLOSET & PARTS.
PROVIDE NEW TOILET TOPPER.
REFER TO DETAIL 5012/A5.0

REMOVE EXISTING WOOD
SHELVING & RODS.
PROVIDE NEW WIRE
SHELVES & RODS, TYPICAL.
REFER TO DETAIL 5005/A5.0

REMOVE EXISTING ENTRY
DOOR. PROVIDE NEW

FIBERGLASS DOOR W/
WOOD FRAME, TRIM,

WOOD CASING, PEEP
HOLE, THRESHOLD,

HARDWARE, & WEATHER
STRIPPING, TYPICAL

REMOVE EXISTING KITCHEN SINK
&  FAUCET. PROVIDE NEW

STAINLESS STEEL SINK, FAUCET,
& GARBAGE DISPOSAL. PROVIDE

R-2 INSULATION ON ALL EXPOSED
HOT WATER PIPES, TYPICAL.

REMOVE EXISTING
REFRIGERATOR &
RELOCATE TO END
OPPOSITE END OF
THE COUNTER

RELOCATED NEW
30" ENERGY STAR

REFRIGERATOR

REMOVE EXISTING
RETURN AIR & RELOCATE

TO SIDE WALL.

℄ OF PARTY
WALL

℄ OF PARTY
WALL

33'-6" V.I.F. PARTY WALL TO EXTERIOR FRAME

17'-10" 8'-5" 5'-7"

32'-8" V.I.F. INT. FACE TO INT. FACE OF WALL

21
'-5

1 2" V
.I.
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12
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3 8"

4'
-1

11 8"

33'-6" V.I.F. EXTERIOR FRAME TO EXTERIOR FRAME
32'-8" V.I.F. INT. FACE TO INT. FACE OF WALL

15'-5" 5'-0" 4'-5" 6'-7"

21
'-5

1 2" V
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 E
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W
AL

L

9'-1"

3'
-0

"
4'

-1
11 2"

3'
-4

"

3"

11'-5"
2'-7"

8'-9"

8'
-0

"

CLOSET

CLOSET

MECH

E2 E3

E4 E5

E7
E6

E8 E9

E11
E10

3'-0" DR

2'-6" DR

2'
-0

" D
R

2'
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R

2'-6" DR

2'-6" D
R2'
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" D
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N
EW
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.
2'

-0
" D

R

51025101
5103

5005 5005

5005

50
05

5005

REMOVE EXISTING RANGE
& VENT HOOD &

RELOCATE AS SHOWN

PROVIDE NEW
SECURITY ALARM

℄ OF PARTY
WALL

A

T
SKH

C

REMOVE EXISTING
THERMOSTAT AND PROVIDE
NEW THERMOSTAT, TYPICAL

D3

℄ OF PARTY
WALL

REMOVE EXISTING BEDROOM
CEILING LIGHT. PROVIDE NEW
CEILING FAN WITH LED LIGHT
FIXTURE IN BEDROOM AND
WIRE TO EXISTING SWITCH.
PROVIDE (1) NEW CORD FOR
CEILING FAN,TYPICAL

REMOVE EXISTING SMOKE
DETECTOR. PROVIDE NEW
CARBON MONOXIDE SMOKE
DETECTOR IN ALL
BEDROOMS & HALL. WIRE ALL
DETECTORS TOGETHER IN
EACH UNIT. TYPICAL

REMOVE EXISTING EXHAUST
FAN WITH LIGHT. PROVIDE NEW
EXHAUST FAN WITH LIGHT. TO
BE WIRED TO EXISTING SWITCH.
VENTED TO THE EXTERIOR

PROVIDE NEW OUTLET FOR
REFRIGERATOR, IF ONE IS
NOT PROVIDED ALREADYPROVIDE (1) NEW SWITCH & (1)

NEW OUTLET UNDERNEATH
SINK FOR GARBAGE DISPOSAL.
PROVIDE NEW ELECTRICAL AS
REQUIRED INCLUDING WIRING,

SWITCH & OUTLET .
REMOVE EXISTING WALL &

CEILING LIGHT FIXTURES.
PROVIDE NEW LED LIGHT BULB

& FIXTURE. TO BE WIRED TO
EXISTING SWITCH, TYPICAL

REMOVE EXISTING PORCH
LIGHT FIXTURE. PROVIDE

NEW PORCH LIGHT FIXTURE
WITH NEW LED LIGHT BULB.

PROVIDE NEW CEILING FAN WITH LED LIGHT
FIXTURE IN LIVING ROOM. PROVIDE (1) NEW
SWITCH FOR LIGHT AND (1) NEW CORD FOR
CEILING FAN. PROVIDE NEW ELECTRICAL AS
REQUIRED INCLUDING  WIRING & SWITCH. TYPICAL.

D E

F

A

D3

SSS

S

S
S

S

B SS

S

SK
S

PROVIDE NEW OUTLET
FOR RELOCATED RANGE &
VENT HOOD, IF ONE IS
NOT PROVIDED ALREADY

PROVIDE  NEW SECURITY
ALARM. PROVIDE NEW

ELECTRICAL AS REQUIRED.

REMOVE EXISTING ELECTRICAL
PANEL. PROVIDE NEW
ELECTRICAL PANEL. PROVIDE
NEW ELECTRICAL AS REQUIRED
INCLUDING WIRING. TYPICAL.

S

51
04

REMOVE EXISTING WASHER
HOOK-UP & DRYER VENT &
PROVIDE NEW WASHER
HOOK-UP & DRYER VENT

℄ OF PARTY
WALL

21'-6" V.I.F. EXTERIOR FRAME TO PARTY WALL
20'-8" V.I.F. INT. FACE TO INT. FACE OF WALL

17'-3" 3'-0"
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"
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KITCHEN

DINING

LIVING

BEDROOM

CLOSET

BATH

C
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TPANTRY MECH H.W.

SHARED LAUNDRY

H.W.E13 E13
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5005

5108

5107

REMOVE EXISTING
KITCHEN CABINETS,

COUNTERTOP, & BACK
SPLASH. PROVIDE NEW

KITCHEN BASE & UPPERS
CABINETS, COUNTERTOP,

& BACK SPLASH

REMOVE ALL EXISTING
INTERIOR DOORS & REPLACE
WITH NEW 6-PANEL DOOR,
INCLUDING TRIM &
HARDWARE. PROVIDE NEW
SINGLE LEVER HANDLE &
DOOR STOPS, TYPICAL.

REMOVE & REPAIR ANY
DAMAGE SHEETROCK ON
CEILING & WALLS. REMOVE
CEILING TEXTURE. USE
LOW OR NO VOC PAINT ON
CEILINGS AND WALLS
ONCE REPAIRED, TYPICAL

REMOVE ALL BATHROOM
ACCESSORIES & MIRROR.
PROVIDE ALL NEW. REFER
TO BATHROOM
ACCESSORY SCHEDULES

REMOVE EXISTING HOT
WATER HEATER. PROVIDE

NEW ENERGY STAR GAS
HOT WATER HEATER "TALL

BOY". PROVIDE R-2
INSULATION ON ALL

EXPOSED HOT WATER PIPE.

REMOVE EXISTING HVAC
AND PROVIDE NEW ENERGY

STAR QUALITY HVAC 15
SEER MIN. PROVIDE R-2

INSULATION ON  ALL
EXPOSED HOT WATER PIPES.

REMOVE EXISTING VANITY
CABINET, BACK SPLASH,
SINK & FAUCET THEN
PROVIDE ALL NEW. PROVIDE
R-2 INSULATION ON ALL
EXPOSED HOT WATER PIPES

RELOCATED NEW 30" GAS
RANGE W/ MICROWAVE/VENT

HOOD AND VENT TO
EXTERIOR. INSTALL A PAIR

OF FIRE EXTINGUISHER
ABOVE RANGE. INSTALL NEW

PLASTIC LAMINATE BEHIND
RANGE, TYPICAL

REMOVE EXISTING WINDOWS
& BLINDS. PROVIDE NEW
VINYL WINDOWS WITH LOW
"E" GLASS. PROVIDE NEW 2"
BLINDS & SCREENS, TYPICAL

REMOVE EXISTING WATER
CLOSET & PARTS. PROVIDE
NEW WATER CLOSET &
PARTS. PROVIDE NEW
TOILET TOPPER. REFER TO
DETAIL 5012/A5.0

REMOVE EXISTING WOOD
SHELVING & RODS.
PROVIDE NEW WIRE
SHELVES & RODS, TYPICAL.
REFER TO DETAIL 5005/A5.0

REMOVE EXISTING ENTRY
DOOR. PROVIDE NEW
FIBERGLASS DOOR W/ WOOD
FRAME, TRIM, WOOD CASING,
PEEP HOLE, THRESHOLD,
HARDWARE, & WEATHER
STRIPPING, TYPICAL

REMOVE EXISTING
KITCHEN SINK &  FAUCET.
PROVIDE NEW STAINLESS
STEEL SINK, FAUCET, &
GARBAGE DISPOSAL.
PROVIDE R-2 INSULATION
ON ALL EXPOSED HOT
WATER PIPES, TYPICAL.

REMOVE EXISTING
REFRIGERATOR &

RELOCATE TO END
OPPOSITE END OF

THE COUNTER

RELOCATED NEW
30" ENERGY STAR

REFRIGERATOR

REMOVE EXISTING
RANGE & VENT HOOD &

RELOCATE AS SHOWN

REMOVE EXISTING HOT
WATER HEATER. PROVIDE
NEW ENERGY STAR GAS
HOT WATER HEATER "TALL
BOY". PROVIDE R-2
INSULATION ON ALL
EXPOSED HOT WATER PIPE.

PROVIDE NEW LAUNDRY
FOLDING TABLE. REFER

TO DETAIL 5013/A5.0

PROVIDE NEW
DOOR CLOSER AT

LAUNDRY AREA

PROVIDE NEW WALL MOUNTED
MINI-SPLIT UNIT WITH HEAT &

AIR IN LAUNDRY ROOM. MODEL:
WYT009ALF122RL, PIONEER

LOW-AMBIENT DUCTLESS MINI
SPLIT INVERTER  AND AIR

CONDITIONER W/HEAT PUMP
110/120 -VOLT. MANUFACTURER

ARE TO BE "OR EQUAL"

CONTRACTOR TO V.I.F.
WASHER & DRYER MACHINE
ARE WORKING PROPERLY.
(1) WASHER & (1) DRYER
SHALL BE HC ACCESSIBLE
& FRONT LOADING.

AT GC DISCRETION TO
DETERMINE IF TUBS NEEDS
TO BE REPLACE WITH NEW.
PROVIDE NEW TUB FITTINGS
& PARTS. SHOWER HEAD
SHALL BE 2.5 GPM MAX

PROVIDE NEW
SECURITY ALARM

5'-0"

HC

HC

℄ OF PARTY
WALL
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S

REMOVE EXISTING
THERMOSTAT AND PROVIDE
NEW THERMOSTAT, TYPICAL

REMOVE EXISTING BEDROOM
CEILING LIGHT. PROVIDE NEW
CEILING FAN WITH LED LIGHT

FIXTURE IN BEDROOM AND
WIRE TO EXISTING SWITCH.

PROVIDE (1) NEW CORD FOR
CEILING FAN,TYPICAL

REMOVE EXISTING EXHAUST
FAN WITH LIGHT. PROVIDE NEW
EXHAUST FAN WITH LIGHT. TO
BE WIRED TO EXISTING SWITCH.
VENTED TO THE EXTERIOR

PROVIDE NEW OUTLET FOR
REFRIGERATOR, IF ONE IS
NOT PROVIDED ALREADY

REMOVE EXISTING WALL &
CEILING LIGHT FIXTURES.

PROVIDE NEW LED LIGHT BULB
& FIXTURE. TO BE WIRED TO
EXISTING SWITCH, TYPICAL

REMOVE EXISTING PORCH
LIGHT FIXTURE. PROVIDE
NEW PORCH LIGHT FIXTURE
WITH NEW LED LIGHT BULB.

PROVIDE NEW ELECTRICAL
SUCH AS WIRING & OUTLET
AS REQUIRED BY
MANUFACTURER  FOR NEW
MINI SPLIT SYSTEM.

REMOVE EXISTING SMOKE
DETECTOR. PROVIDE NEW
CARBON MONOXIDE SMOKE
DETECTOR IN ALL
BEDROOMS & HALL. WIRE
ALL DETECTORS TOGETHER
IN EACH UNIT. TYPICAL

PROVIDE NEW CEILING FAN
WITH LED LIGHT FIXTURE IN
LIVING ROOM. PROVIDE (1) NEW
SWITCH FOR LIGHT AND (1) NEW
CORD FOR CEILING FAN.
PROVIDE NEW ELECTRICAL AS
REQUIRED INCLUDING  WIRING
& SWITCH. TYPICAL.

PROVIDE (1) NEW SWITCH &
(1) NEW OUTLET

UNDERNEATH SINK FOR
GARBAGE DISPOSAL.

PROVIDE NEW ELECTRICAL
AS REQUIRED INCLUDING

WIRING, SWITCH & OUTLET .

PROVIDE NEW OUTLET
FOR RELOCATED RANGE &

VENT HOOD, IF ONE IS
NOT PROVIDED ALREADY

PROVIDE  NEW SECURITY
ALARM. PROVIDE NEW
ELECTRICAL AS REQUIRED.

REMOVE EXISTING
ELECTRICAL PANEL.

PROVIDE NEW ELECTRICAL
PANEL. PROVIDE NEW

ELECTRICAL AS REQUIRED
INCLUDING WIRING. TYPICAL.

S

SCALE: 3001
ONE BEDROOM
FLOOR PLAN

1/4" = 1'-0"

A3
.0

SCALE: 3002
ONE BEDROOM
TYPE B FLOOR PLAN

1/4" = 1'-0"

NEW  WALLS AS SHOWN SHADED

DEMOLITION WALLS AS SHOWN DASHED

FIELD VERIFY ALL DIMENSIONS &

CONDITIONS PRIOR TO CONSTRUCTION.

ANY DISCREPANCIES IN DRAWINGS &

SPECIFICATIONS MUST BE REPORTED

REFER TO SHEET A4.0, A4.1, A4.2,
& A4.3 FOR ADDITIONAL NOTES

NOTES:
CONTRACTOR TO PROVIDE ALL HOOK UPS, ELECTRICAL AND
PLUMBING LINES AS REQUIRED. NEW PLUMBING & ELECTRICAL
WILL NEED TO BE RELOCATED AS PER PLANS.

SCALE: 3001A
ONE BEDROOM
LIGHTING PLAN

1/8" = 1'-0"

SCALE: 3002A
ONE BEDROOM TYPE B
LIGHTING PLAN

1/8" = 1'-0"

LEGEND & NOTES

24" TOWEL BAR TAYMOR 04-4918
6" TOWEL RING TAYMOR 04-4904
TOILET PAPER HOLDER
SHOWER ROD TAYMOR 01-PR9500

BATHROOM ACCESSORIES 
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1. PROVIDE NEW SHOWER HEADS WITH A MAXIMUM OF 2.5 GALLONS PER MINUTE
FLOW RATE.

2. THE USE OF BETTER THAN R-2 INSULATION ON EXPOSED HOT WATER PIPES.

3. PROVIDE NEW ENERGY STAR QUALIFIED APPLIANCES.

4. INSTALL NEW WINDOWS WITH LOW E GLASS. PROVIDE 2" VINYL BLINDS.

5. INSTALL NEW ENERGY STAR QUALIFIED HVAC. HVAC SHALL BE MIN. OF 15 SEER.

6. INSTALL NEW ENERGY STAR QUALIFIED EFFICIENCY WATER HEATERS.

7. INSTALL LED LIGHTING THROUGH OUT UNIT, BUILDING, & SITE.

8. USE OF LOW OR NO VOC PAINT THROUGHOUT THE DEVELOPMENT.

9. PROVIDE ATTIC INSULATION BETTER THAN R-38, WALL INSULATION BETTER THAN
R-13 AND FLOOR INSULATION (IF APPLICABLE) BETTER THAN R-19.

10. PROVIDE ADDITIONAL INSULATION IN ATTIC TO INCREASE INSULATION VALUE TO
R-39, PROVIDE CERTIFICATION.

11. INSTALL NEW CEILING FANS IN EACH BEDROOM AND IN EACH LIVING ROOM.

12. PROVIDE NEW CARBON MONOXIDE SMOKE DETECTOR IN EACH UNIT, AND WIRE
ALL SMOKE DETECTORS TOGETHER. AT H.C. UNITS, SMOKE DETECTORS SHALL
HAVE STROBE LIGHTS.

13. SMOKE FREE POLICY FOR THE BUILDINGS.

14. PROVIDE INTERNET CONNECTION IN EACH UNIT THAT MEETS OR EXCEEDS THE
REQUIREMENT OUTLINED IN THE HUD BROADBAND INFRASTRUCTURE RULE.

15. PROVIDE NEW GARBAGE DISPOSAL IN EACH UNIT.

16. PROVIDE NEW SECURITY ALARM IN EACH UNIT.

17. SHARED LAUNDRY ON SITE. PROVIDE NEW WASHER & DRYER HOOK-UPS.

18. PROVIDE NEW COUNTER TOP MICROWAVE FOR H.C. UNITS & MICROWAVE/VENT
HOOD COMBO OVER THE RANGE FOR REGULAR UNITS.

19. PROVIDE & INSTALL NEW STOVE TOP FIRE AUTOMATIC FIRE EXTINGUISHERS.

20. INSTALL DRY CHEMICAL EXTINGUISHER (5LB) IN EACH APARTMENT KITCHEN.

21. PROVIDE DOOR STOPS AT ALL DOORS.

22. PROVIDE 2" BLINDS & SCREENS AT ALL WINDOWS.

23. INSTALL NEW MIRROR WITH BEVELED EDGE.

24. PROVIDE NEW WALL MOUNTED STORAGE ABOVE WATER CLOSET.

25. PROVIDE NEW DOOR BELL AT ALL HC UNITS & 2% UNIT (BLDG. 1, UNIT #103). DOOR
BELL SHALL BE HARDWIRED WITH STROBE LIGHT

26. INSTALL VISUAL DOOR BELL AND VISUAL SMOKE ALARM AT THE 2% (BLDG.1 , UNIT
#103) REQUIRED VISUAL APARTMENTS. SEE SITE PLAN FOR LOCATION.

27. REMOVE ALL EXISTING EMERGENCY PULLS, HORN & LIGHTS.

28. PROVIDE SECURE ATTIC ACCESS.

29. PROVIDE ADDITION WIRING & SWITCH AT ALL NEW CEILING FANS WITH LIGHT.
SWITCH FOR FAN SHALL HAVE ADJUSTABLE SPEED CONTROL AT H.C. UNITS ONLY.

GENERAL INTERIOR NOTE
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** FLOORING NOTE **:

PROVIDE NEW LVT (WOOD LOOK) FLOORING. ON 1ST FLOOR, PROVIDE LVT 
THROUGH OUT UNIT. ON 2ND FLOOR, PROVIDE LVT FLOORING IN ENTRIES,
LIVING ROOM, KITCHEN, DINING ROOM, BATHS, & HALL CLOSET. PROVIDE
CARPET IN BEDROOMS, AND BEDROOM CLOSET.

LVT FLOORING TO RUN UNDERNEATH ALL KITCHEN CABINETS, TYPICAL.

** RETURN AIR GRILL FOR 1 BEDROOM UNITS ONLY **:

EXISTING RETURN AIR GRILLE LOCATED IN WALL BELOW MECHANICAL
DOOR, SHALL BE REMOVED AND RELOCATED TO WALL FACING THE LIVING
ROOM. NEW RETURN AIR GRILLE SHALL MATCH EXISTING SIZE. REFER TO 1
BEDROOM FLOOR PLAN FOR RE-LOCATION OF NEW RETURN AIR GRILLE.

** ELECTRICAL PANELS **:.

ALL EXISTING ELECTRICAL PANELS SHALL BE REMOVED AND REPLACED 
WITH NEW. ALL NEW ELECTRICAL PANELS TO MATCH EXISTING. PROVIDE
NEW ELECTRICAL AS REQUIRED INCLUDING WIRING, ETC...

UNIT INTERIOR NOTE

*ALL WINDOWS & 2ND FLOOR WINDOWS NOTE:

ALL WINDOWS IN SLEEPING ROOMS TO HAVE A MIN. CLEAR
OPENING, MIN. CLEAR OPENING HEIGHT, MIN. CLEAR WIDTH AS PER
SECTION 1030 IN IBC 2015. ALL EXTERIOR WINDOWS ASSEMBLIES TO
COMPLY WITH IBC 2015 SECTION 1709.5.1 FOR PRESSURE RATING
DESIGN. PROVIDE FLASHING AT ALL EXTERIOR WINDOWS. WINDOW
GLAZING WITHIN 24" OF THE DOOR (IN CLOSED POSITION OR IN THE
DIRECTION OF DOOR SWING) SHALL BE TEMPERED.

ON 2ND FLOOR, ALL WINDOWS ARE TO HAVE PROTECTION LOCK
CONTROL DEVICE AS PER IBC 2015 SECTION 1015.8 ASTM F2090 FOR
EMERGENCY EGRESS RELEASE MECHANISM.

NOTE: WINDOW 
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3'-0" DR
REMOVE EXISTING ENTRY DOOR,

HARDWARE, & THRESHOLD.
PROVIDE NEW FIBERGLASS

DOOR WITH WOOD FRAME, TRIM,
WOOD CASING, PEEP HOLE, HC

THRESHOLD, HARDWARE, &
WEATHER STRIPPING, TYPICAL

PROVIDE NEW 30"
ENERGY STAR

REFRIGERATOR

PROVIDE NEW BASE &
UPPER CABINETS

COUNTERTOPS, PLASTIC
LAMINATE, & BACKSPLASH

PROVIDE NEW ACCESSIBLE 36"
CLEAR, STAINLESS STEEL

SINK, SINGLE HANDLE LEVER
FAUCET WITH SPOUT. INSTALL

R-2 INSULATION ON ALL
EXPOSED HOT WATER PIPES.

PROVIDE NEW GARAGE
DISPOSAL

PROVIDE NEW
COUNTERTOP

MICROWAVE

PROVIDE NEW 30" CLEAR
MIN. WORK SPACE

PROVIDE NEW 30"
ACCESSIBLE GAS RANGE &

VENT HOOD, VENT TO
EXTERIOR. INSTALL A PAIR

OF FIRE EXTINGUISHER
ABOVE RANGE. PROVIDE
NEW PLASTIC  LAMINATE
BEHIND RANGE, TYPICAL

PROVIDE NEW VANITY SINK &
FAUCET. VANITY SINK SHALL BE
2'-10" MAX. TO TOP OF SINK RIM.
PROVIDE R-2 INSULATION ON
ALL EXPOSED HOT WATER
PIPES, TYPICAL. REFER TO
DETAIL 5009/A5.0

PROVIDE NEW ACCESSIBLE
TOILET & PARTS. PROVIDE NEW
GRAB BARS. TOILET SHALL BE
EXACTLY 18" FROM WALL TO
CENTER OF TOILET, TYPICAL

CORNER GUARD LOCATIONS
TO BE PLASTIC - CLEAR *

REMOVE EXISTING WINDOWS
& BLINDS. PROVIDE NEW
VINYL WINDOWS WITH LOW
"E" GLASS. PROVIDE NEW 2"
BLINDS & SCREENS, TYPICAL

PROVIDE NEW TRANSFER
SHOWER & FITTINGS. SHOWER
HEAD SHALL BE 2.5 GPM MAX.
REFER TO DETAIL 5001/A5.0

REMOVE ALL BATHROOM
ACCESSORIES & MIRROR.
PROVIDE ALL NEW. REFER
TO BATHROOM
ACCESSORY SCHEDULESPROVIDE 5 LB DRY CHEMICAL

FIRE EXTINGUISHER IN KITCHEN
IN MOUNT AT 48" A.F.F.

REMOVE & REPAIR ANY
DAMAGE SHEETROCK ON

CEILING & WALLS. REMOVE
CEILING TEXTURE. USE

LOW OR NO VOC PAINT ON
CEILINGS AND WALLS

ONCE REPAIRED, TYPICAL

℄ OF PARTY
WALL

℄ OF PARTY
WALL

33'-6" V.I.F. PARTY WALL TO EXTERIOR FRAME

32'-8" V.I.F. INT. FACE TO INT. FACE OF WALL
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1 2" V
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-0

"

1'-41
2" 63

4" 63
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4" 12'-91
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1'
-7

"
M

AX
.1

'-2
"

KITCHEN

DINING

LIVING

BEDROOM

BATHROOM

LIN.

CLOSET

C
LO

SE
T

MECH

E1

H4 E5

H2
H1

H3

H9 H7 E9

H6

H5

H6

E11
E10

NEW
3'-0" DR

NEW
3'-0" DR
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EW
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5110

51
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5111 51
12

51
13

5006

50
07

5008

50
08

*
*

*

*

**

*

RELOCATE RETURN
AIR  TO SIDE WALL.

REMOVE ALL EXISTING
INTERIOR DOORS & REPLACE
WITH NEW 6-PANEL DOOR,
INCLUDING TRIM &
HARDWARE. PROVIDE NEW
SINGLE LEVER HANDLE &
DOOR STOPS, TYPICAL.

REMOVE EXISTING HOT
WATER HEATER. PROVIDE
NEW ENERGY STAR GAS
HOT WATER HEATER "TALL
BOY". PROVIDE R-2
INSULATION ON ALL
EXPOSED HOT WATER PIPE.

REMOVE EXISTING HVAC
AND PROVIDE NEW ENERGY

STAR QUALITY HVAC 15
SEER MIN. PROVIDE R-2

INSULATION ON  ALL
EXPOSED HOT WATER PIPES.

REMOVE EXISTING WOOD
SHELVING & RODS. PROVIDE NEW
WIRE SHELVES & RODS, TYPICAL.
REFER TO DETAIL 5007/A5.0

PROVIDE NEW
SECURITY ALARM

ENCLOSE DOOR
OPENING, TAPE, MUD, &
PAINT. ALIGN NEW WALL
WITH EXISTING WALL.

PROVIDE NEW WALL, TAPE,
MUD, & PAINT. ALIGN NEW

WALL WITH EXISTING WALL.

REMOVE EXISTING
MECHANICAL CLOSET
DOOR, WALLS & RETURN
AIR AS SHOWN TO
ACCOMMODATE FOR A
NEW MECHANICAL DOOR,
RELOCATION OF RETURN
AIR & ACCESSIBLE HALL
CLEARANCE

REMOVE EXISTING
MECHANICAL & HOT

WATER HEATER
EQUIPMENT AS SHOWN

TO ACCOMMODATE
FOR NEW EQUIPMENT.

REMOVE EXISTING BATHROOM
PLUMBING FIXTURES, WALLS,
DOOR & ACCESSORIES AS
SHOWN TO ACCOMMODATE
NEW ACCESSIBLE BATHROOM
LAYOUT. RELOCATE ALL
PLUMBING & ELECTRICAL
ACCORDING TO NEW LAYOUT.

REMOVE EXISTING KITCHEN
APPLIANCES, PLUMBING

FIXTURES, & CABINETS AS
SHOWN, TO ACCOMMODATE
NEW ACCESSIBLE KITCHEN

LAYOUT. RELOCATE ALL
PLUMBING AND ELECTRICAL

ACCORDING TO NEW LAYOUT

℄ OF PARTY
WALL

REMOVE EXISTING
CLOSET WALL, SHELVES &
DOOR AS SHOWN TO
ACCOMMODATE FOR NEW
ACCESSIBLE BATHROOM

REMOVE EXISTING
CLOSET WALL & DOOR
AS SHOWN TO
ACCOMMODATE FOR
NEW ACCESSIBLE DOOR

REMOVE EXISTING
HALL CLOSET

DOOR, JAMBS &
FRAME  AS SHOWN

℄ OF PARTY
WALL

PROVIDE DRY CHEMICAL FIRE
EXTINGUISHER IN KITCHEN IN

MOUNT AT 48" A.F.F.

PROVIDE NEW HARDWIRE
DOOR BELL WITH STROBE

LIGHT AT H.C. UNIT, TYPICAL

REMOVE EXISTING PORCH
LIGHT FIXTURE. PROVIDE

NEW PORCH LIGHT FIXTURE
WITH NEW LED LIGHT BULB.

REMOVE EXISTING THERMOSTAT.
PROVIDE NEW THERMOSTAT AND
SHALL BE MOUNTED AT 48" A.F.F.

TO TOP OF CONTROL, TYPICAL

REMOVE EXISTING BEDROOM CEILING
LIGHT FIXTURE. PROVIDE NEW CEILING
FAN WITH LED LIGHT FIXTURE IN
BEDROOM. PROVIDE (1) NEW SWITCH
FOR CEILING FAN. SWITCH FOR FAN
SHALL BE ADJUSTABLE SPEED
TYPICAL FOR H.C. UNITS. PROVIDE
NEW ELECTRICAL AS REQUIRED
INCLUDING WIRING & SWITCH. TYPICAL

LOWER ELECTRICAL
PANEL TO 48" A.F.F. TO
TOP OF PANEL, TYPICAL
AT ALL H.C. UNITS

PROVIDE NEW GFI OUTLET IN
BATHROOM AS REQUIREPROVIDE (2) NEW SWITCHES, (1)

FOR VENT HOOD, (1) FOR HOOD
LIGHT, SHALL BE LOCATED IN

FRONT OF FASCIA BOARD
PROVIDE NEW GFI OUTLET

IN KITCHEN AS REQUIRE

PROVIDE NEW OUTLET FOR
REFRIGERATOR, IF ONE IS
NOT PROVIDED ALREADY

℄ OF PARTY
WALL

℄ OF PARTY
WALL

A

T
SK
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C

D3
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F
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O2

SSS

S

S
S

S

B
SS

SK

S

O

S

SS

REMOVE EXISTING SMOKE DETECTOR.
PROVIDE NEW CARBON MONOXIDE
SMOKE DETECTOR IN ALL BEDROOMS
& HALL. WIRE ALL DETECTORS
TOGETHER IN EACH UNIT. TYPICAL

S

PROVIDE NEW CEILING FAN WITH LED LIGHT
FIXTURE IN LIVING ROOM. PROVIDE (2) NEW

SWITCH (1) NEW SWITCH FOR LIGHT AND (1) NEW
SWITCH FOR CEILING FAN. SWITCH FOR FAN SHALL

BE ADJUSTABLE SPEED TYPICAL FOR H.C. UNITS.
PROVIDE NEW ELECTRICAL AS REQUIRED

INCLUDING  WIRING & SWITCH. TYPICAL.

S

RELOCATE NEW EXHAUST FAN
WITH LIGHT. TO BE WIRED TO
EXISTING SWITCH. VENTED TO
THE EXTERIOR

REMOVE EXISTING WALL &
CEILING LIGHT FIXTURES.

PROVIDE NEW LED LIGHT BULB
& FIXTURE. TO BE WIRED TO
EXISTING SWITCH, TYPICAL

RELOCATE EXISTING RANGE &
VENT HOOD OUTLET AS SHOWN
TO ACCOMMODATE FOR
RELOCATED RANGE & VENT HOOD.

PROVIDE (1) NEW SWITCH & (1)
NEW OUTLET UNDERNEATH SINK

FOR GARBAGE DISPOSAL. NEW
SWITCH SHALL BE LOCATED IN

FRONT OF FASCIA BOARD.
PROVIDE NEW ELECTRICAL AS
REQUIRED INCLUDING WIRING,

SWITCH & OUTLET.

PROVIDE  NEW SECURITY
ALARM. MOUNT AT 48" A.F.F. TO

TOP OF CONTROL. PROVIDE
NEW ELECTRICAL AS REQUIRED.

REMOVE EXISTING ELECTRICAL
PANEL. PROVIDE NEW
ELECTRICAL PANEL. PROVIDE
NEW ELECTRICAL AS REQUIRED
INCLUDING WIRING. TYPICAL.

S

18"  VERTICAL
GRAB BAR

42" GRAB BAR

36" GRAB BAR

14'-5" V.I.F.

5'
-0

" V
.I.

F.

5'-0" CLEAR MIN.

4'
-8

" C
LE

AR
 M

IN
.

2'-6"
CLEAR MIN.

3'-0"

4'
-0

"

1'-7" MAX.

H9
H7 E9

H6

H5

H6

SHOWER SEAT
1'-6" HOLD

℄ OF PARTY
WALL

51
13 5111

5112

A3
.1

SCALE: 3101 ONE BEDROOM H.C. FLOOR PLAN
1/4" = 1'-0"

SCALE: 3101A
ONE BEDROOM H.C.
LIGHTING PLAN

1/8" = 1'-0"

SCALE: 3101B
ONE BEDROOM H.C. ENLARGE 
BATHROOM FLOOR PLAN 

1/2" = 1'-0"

ACCESSIBILITY NOTES

1. GENERAL NOTES, KITCHEN AND BATHROOM NOTES, ALSO APPLY TO H.C. UNITS.

2. IN ALL H.C. CLOSETS, PROVIDE FIXED ROD & SHELF @ 48" A.F.F.. VERIFY THAT AT LEAST 50% OF THE NEW
AND/OR EXISTING SHELVES IS NO MORE THAN 48" A.F.F TO TOP OF SHELF.

3. IN ALL H.C. KITCHEN, CABINETS TO BE 48" A.F.F. TO TOP OF BOTTOM SHELF IN UPPER CABINETS.

4. HANDICAP UNITS TO HAVE LIGHT SWITCHES INSTALLED AT  48" MAX A.F.F. TO TOP OF LIGHT SWITCH AND
ELECTRICAL OUTLETS AT 15" MIN. A.F.F. TO BOTTOM OF LOWER OUTLET.  ALL SWITCHES AND PLUGS TO BE
A CONTRASTING COLOR FROM COVER PLATE.

5. PROVIDE ONE TELEPHONE JACK WITHIN 18" OF PLUG IN KITCHEN AREA, IF ONE IS NOT ALREADY AVAILABLE.

6. AT H.C UNITS, INSTALL WIRELESS PLUG IN CHIMES WITH STROBE LIGHT AND PROVIDE NEW OUTLET AT 54" IN
LIVING ROOM OR HALL FOR PLUG-IN.

7. CONTINUE RUNNING FLOOR FINISHES UNDERNEATH ALL CABINETS.

8. INSTALL SMOKE DETECTOR WITH STROBE LIGHT FOR HEARING IMPAIRED.

7. AT ALL H.C. UNITS, ALL DOOR HARDWARE SHALL BE LEVER TYPE & INSTALL TWO (2) PEEP HOLES, ONE AT
REGULAR HEIGHT 60" A.F.F., THE OTHER AT 48" A.F.F

8. ALL FAUCETS TO BE LEVER OPERATED.

9. ALL EXPOSED PLUMBING AND DRAINS TO BE  COVERED.  PROVIDE & INSTALL THE FOLLOWING PLUMBEREX
PRODUCTS OR EQUAL:   DRAIN COVER MODEL 3011 WHITE W/ WHEELCHAIR OFFSET TAILPIECE COVER
MODEL 3041 WHITE, VALVE AND SUPPLY COVER MODEL 3021 EXTENSION COVER

10. LOCATE BATH SHOWER CONTROLS TO BE OFFSET FROM CENTER OF SHOWER. LOCATION TO BE
OPERABLE WITH ONE HAND WITHOUT TIGHT GRASPING, PINCHING, OR TWISTING OF THE WRIST. (OFFSET
LOCATION AT SHOWER EDGE)

11. PROVIDE 1-1/2" DIA. GRAB BARS AT WATER CLOSET.  PROVIDE MIN. 2x6 WOOD BLOCKING TO PROVIDE MIN.
250 LBS. SHEAR AND BENDING MOMENT.

A. 42" LONG
       B. 36" LONG

C. 24" LONG
D. 18" LONG

INCLUDING GRAB BARS AND SEATING AT SHOWER.

12. PROVIDE MINIMUM 2X8 WOOD BLOCKING TO PROVIDE MINIMUM 250 LBS. SHEAR AND BENDING MOMENT
FOR INSTALLATION OF H.C. GRAB BARS AND BLOCKING FOR WALL CABINETS.

13. PROVIDE MIRROR OVER THE LAVATORY MOUNTED AT 40" A.F.F. TO VIEWING SURFACE

14. PRIOR TO FABRICATION, JOB VERIFY ALL DIMENSIONS. CABINET MANUFACTURER TO BUILD CABINETS AND
VANITIES TO FIT ACTUAL JOB CONDITIONS

15. HARDWARE - CABINET AND DRAWER PULLS ARE TO BE "EPCO" WIRE PULLS OR EQUAL. WIRE PULLS SHALL
BE  ADA COMPLIANT AND CAN BE OPERATED WITH CLOSED FIST. (4" C/C).

16. PROVIDE BATHROOM ACCESSORIES REFER TO INTERIOR ELEVATIONS SHEET AND SHEET A4.0. EQUIPMENT
SCHEDULE FOR GRAB BAR SPECIFICATIONS

17. HVAC THERMOSTAT AT ALL H.C. APARTMENT UNITS AND/OR COMMUNITY BUILDING SHALL BE MOUNTED AT
48" A.F.F. TO TOP OF CONTROLS.

FIELD VERIFY ALL DIMENSIONS &

CONDITIONS PRIOR TO CONSTRUCTION.

ANY DISCREPANCIES IN DRAWINGS &

SPECIFICATIONS MUST BE REPORTED
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SCALE: 3102
ONE BEDROOM H.C. 
DEMO FLOOR PLAN

3/16" = 1'-0"

REFER TO SHEET A3.0 FOR
ADDITIONAL INTERIOR NOTES &

BATHROOM ACCESSORIES SCHEDULE

REFER TO SHEET A4.0, A4.1, A4.2, &
A4.3 FOR ADDITIONAL NOTES,

EQUIPMENT & LIGHT SCHEDULES

NEW  WALLS AS SHOWN SHADED

DEMOLITION WALLS AS SHOWN DASHED

NOTES:
CONTRACTOR TO PROVIDE ALL HOOK UPS, ELECTRICAL AND
PLUMBING LINES AS REQUIRED. NEW PLUMBING & ELECTRICAL
WILL NEED TO BE RELOCATED AS PER PLANS.

LEGEND & NOTES

AutoCAD SHX Text
HW

AutoCAD SHX Text
HW

AutoCAD SHX Text
HW

AutoCAD SHX Text
2023

AutoCAD SHX Text
COPYRIGHT      BLACKLEDGE & ASSOCIATES, ARCHITECT



℄ OF PARTY
WALL

℄ OF PARTY
WALL

℄ OF PARTY
WALL
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REMOVE EXISTING
KITCHEN CABINETS,

COUNTERTOP, & BACK
SPLASH. PROVIDE NEW

KITCHEN BASE & UPPERS
CABINETS, COUNTERTOP,

& BACK SPLASH

REMOVE ALL EXISTING
INTERIOR DOORS & REPLACE
WITH NEW 6-PANEL DOOR,
INCLUDING TRIM &
HARDWARE. PROVIDE NEW
SINGLE LEVER HANDLE &
DOOR STOPS, TYPICAL.

REMOVE & REPAIR ANY
DAMAGE SHEETROCK ON

CEILING & WALLS. REMOVE
CEILING TEXTURE. USE LOW

OR NO VOC PAINT ON
CEILINGS AND WALLS ONCE

REPAIRED, THROUGHOUT

REMOVE ALL BATHROOM
ACCESSORIES & MIRROR. PROVIDE
ALL NEW. REFER TO BATHROOM
ACCESSORY SCHEDULES

REMOVE EXISTING HOT
WATER HEATER. PROVIDE
NEW ENERGY STAR GAS
HOT WATER HEATER "TALL
BOY". PROVIDE R-2
INSULATION ON ALL
EXPOSED HOT WATER PIPE.

REMOVE EXISTING HVAC
AND PROVIDE NEW
ENERGY STAR QUALITY
HVAC 15 SEER MIN.
PROVIDE R-2 INSULATION
ON  ALL EXPOSED HOT
WATER PIPES.

REMOVE EXISTING VANITY
CABINET, BACK SPLASH,
SINK & FAUCET THEN
PROVIDE ALL NEW. PROVIDE
R-2 INSULATION ON ALL
EXPOSED HOT WATER PIPES

RELOCATED NEW 30" GAS
RANGE W/ MICROWAVE/VENT

HOOD AND VENT TO
EXTERIOR. INSTALL A PAIR

OF FIRE EXTINGUISHER
ABOVE RANGE. INSTALL NEW

PLASTIC LAMINATE BEHIND
RANGE, TYPICAL

REMOVE EXISTING WINDOWS & BLINDS. PROVIDE
NEW VINYL WINDOWS WITH LOW "E" GLASS.
PROVIDE NEW 2" BLINDS & SCREENS, TYPICAL

REMOVE EXISTING WATER
CLOSET & PARTS. PROVIDE NEW
WATER CLOSET & PARTS.
PROVIDE NEW TOILET TOPPER.
REFER TO DETAIL 5012/A5.0

REMOVE EXISTING WOOD SHELVING &
RODS. PROVIDE NEW WIRE SHELVES &
RODS, TYPICAL. REFER TO DETAIL 5005/A5.0

REMOVE EXISTING
ENTRY DOOR. PROVIDE

NEW FIBERGLASS DOOR
W/ WOOD FRAME, TRIM,

WOOD CASING, PEEP
HOLE, THRESHOLD,

HARDWARE, & WEATHER
STRIPPING, TYPICAL

REMOVE EXISTING KITCHEN
SINK &  FAUCET. PROVIDE

NEW STAINLESS STEEL SINK,
FAUCET, & GARBAGE

DISPOSAL. PROVIDE R-2
INSULATION ON ALL EXPOSED

HOT WATER PIPES, TYPICAL.

REMOVE EXISTING
REFRIGERATOR &

RELOCATE TO END
OPPOSITE END OF

THE COUNTER

RELOCATED NEW
30" ENERGY STAR

REFRIGERATOR

REMOVE EXISTING RANGE
& VENT HOOD &

RELOCATE AS SHOWN

PROVIDE NEW
SECURITY ALARM

AT GC DISCRETION TO
DETERMINE IF TUBS NEEDS
TO BE REPLACE WITH NEW.
PROVIDE NEW TUB FITTINGS
& PARTS. SHOWER HEAD
SHALL BE 2.5 GPM MAX
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REMOVE EXISTING
THERMOSTAT AND
PROVIDE NEW
THERMOSTAT, TYPICAL

REMOVE EXISTING BEDROOM
CEILING LIGHT. PROVIDE NEW
CEILING FAN WITH LED LIGHT
FIXTURE IN BEDROOM AND
WIRE TO EXISTING SWITCH.
PROVIDE (1) NEW CORD FOR
CEILING FAN,TYPICAL

REMOVE EXISTING SMOKE
DETECTOR. PROVIDE NEW CARBON
MONOXIDE SMOKE DETECTOR IN
ALL BEDROOMS & HALL. WIRE ALL
DETECTORS TOGETHER IN EACH
UNIT. TYPICAL

REMOVE EXISTING EXHAUST
FAN WITH LIGHT. PROVIDE NEW
EXHAUST FAN WITH LIGHT. TO
BE WIRED TO EXISTING SWITCH.
VENTED TO THE EXTERIOR

PROVIDE NEW OUTLET FOR
REFRIGERATOR, IF ONE IS
NOT PROVIDED ALREADY

PROVIDE (1) NEW SWITCH & (1) NEW
OUTLET UNDERNEATH SINK FOR
GARBAGE DISPOSAL. PROVIDE NEW
ELECTRICAL AS REQUIRED INCLUDING
WIRING, SWITCH & OUTLET .

REMOVE EXISTING
WALL & CEILING LIGHT

FIXTURES. PROVIDE
NEW LED LIGHT BULB

& FIXTURE. TO BE
WIRED TO EXISTING

SWITCH, TYPICAL

REMOVE EXISTING
PORCH LIGHT FIXTURE.

PROVIDE NEW PORCH
LIGHT FIXTURE WITH

NEW LED LIGHT BULB.

PROVIDE NEW CEILING FAN
WITH LED LIGHT FIXTURE IN

LIVING ROOM. PROVIDE (1) NEW
SWITCH FOR LIGHT AND (1)

NEW CORD FOR CEILING FAN.
PROVIDE NEW ELECTRICAL AS
REQUIRED INCLUDING  WIRING

& SWITCH. TYPICAL.

PROVIDE  NEW SECURITY
ALARM. PROVIDE NEW

ELECTRICAL AS REQUIRED.

PROVIDE NEW OUTLET
FOR RELOCATED RANGE &
VENT HOOD, IF ONE IS
NOT PROVIDED ALREADY

REMOVE EXISTING ELECTRICAL
PANEL. PROVIDE NEW
ELECTRICAL PANEL. PROVIDE
NEW ELECTRICAL AS REQUIRED
INCLUDING WIRING. TYPICAL.
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REMOVE EXISTING KITCHEN
CABINETS, COUNTERTOP, &

BACK SPLASH. PROVIDE NEW
KITCHEN BASE & UPPERS

CABINETS, COUNTERTOP, &
BACK SPLASH

REMOVE ALL EXISTING
INTERIOR DOORS & REPLACE

WITH NEW 6-PANEL DOOR,
INCLUDING TRIM &

HARDWARE. PROVIDE NEW
SINGLE LEVER HANDLE &

DOOR STOPS, TYPICAL.

REMOVE & REPAIR ANY
DAMAGE SHEETROCK ON
CEILING & WALLS. REMOVE
CEILING TEXTURE. USE
LOW OR NO VOC PAINT ON
CEILINGS AND WALLS ONCE
REPAIRED, THROUGHOUT

REMOVE ALL BATHROOM
ACCESSORIES & MIRROR.
PROVIDE ALL NEW. REFER
TO BATHROOM
ACCESSORY SCHEDULES

REMOVE EXISTING HOT
WATER HEATER. PROVIDE
NEW ENERGY STAR GAS
HOT WATER HEATER "TALL
BOY". PROVIDE R-2
INSULATION ON ALL
EXPOSED HOT WATER PIPE.

REMOVE EXISTING HVAC AND
PROVIDE NEW ENERGY STAR
QUALITY HVAC 15 SEER MIN.
PROVIDE R-2 INSULATION ON
ALL EXPOSED HOT WATER PIPES.

REMOVE EXISTING VANITY
CABINET, BACK SPLASH,
SINK & FAUCET THEN
PROVIDE ALL NEW. PROVIDE
R-2 INSULATION ON ALL
EXPOSED HOT WATER PIPES

RELOCATED NEW 30" GAS
RANGE W/ MICROWAVE/VENT

HOOD AND VENT TO
EXTERIOR. INSTALL A PAIR OF

FIRE EXTINGUISHER ABOVE
RANGE. INSTALL NEW

PLASTIC LAMINATE BEHIND
RANGE, TYPICAL

REMOVE EXISTING WINDOWS
& BLINDS. PROVIDE NEW

VINYL WINDOWS WITH LOW
"E" GLASS. PROVIDE NEW 2"

BLINDS & SCREENS, TYPICAL

REMOVE EXISTING WATER
CLOSET & PARTS. PROVIDE NEW
WATER CLOSET & PARTS.
PROVIDE NEW TOILET TOPPER.
REFER TO DETAIL 5012/A5.0

REMOVE EXISTING
WOOD SHELVING &
RODS. PROVIDE NEW
WIRE SHELVES &
RODS, TYPICAL. REFER
TO DETAIL 5005/A5.0

REMOVE EXISTING ENTRY
DOOR. PROVIDE NEW
FIBERGLASS DOOR W/ WOOD
FRAME, TRIM, WOOD CASING,
PEEP HOLE, THRESHOLD,
HARDWARE, & WEATHER
STRIPPING, TYPICAL

REMOVE EXISTING KITCHEN
SINK &  FAUCET. PROVIDE

NEW STAINLESS STEEL SINK,
FAUCET, & GARBAGE

DISPOSAL. PROVIDE R-2
INSULATION ON ALL EXPOSED

HOT WATER PIPES, TYPICAL.

REMOVE EXISTING
REFRIGERATOR &

RELOCATE TO END
OPPOSITE END OF

THE COUNTER

RELOCATED NEW
30" ENERGY STAR

REFRIGERATOR

REMOVE EXISTING
RANGE & VENT HOOD &

RELOCATE AS SHOWN

PROVIDE NEW
SECURITY ALARM

AT GC DISCRETION TO
DETERMINE IF TUBS NEEDS
TO BE REPLACE WITH NEW.
PROVIDE NEW TUB FITTINGS
& PARTS. SHOWER HEAD
SHALL BE 2.5 GPM MAX
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REMOVE EXISTING
THERMOSTAT AND

PROVIDE NEW
THERMOSTAT, TYPICAL

REMOVE EXISTING
BEDROOM CEILING LIGHT.

PROVIDE NEW CEILING FAN
WITH LED LIGHT FIXTURE

IN BEDROOM AND WIRE TO
EXISTING SWITCH.

PROVIDE (1) NEW CORD
FOR CEILING FAN,TYPICAL

REMOVE EXISTING SMOKE
DETECTOR. PROVIDE NEW
CARBON MONOXIDE SMOKE
DETECTOR IN ALL
BEDROOMS & HALL. WIRE
ALL DETECTORS TOGETHER
IN EACH UNIT. TYPICAL

REMOVE EXISTING
EXHAUST FAN WITH
LIGHT. PROVIDE NEW
EXHAUST FAN WITH
LIGHT. TO BE WIRED
TO EXISTING SWITCH.
VENTED TO THE
EXTERIOR

PROVIDE NEW OUTLET FOR
REFRIGERATOR, IF ONE IS
NOT PROVIDED ALREADY

PROVIDE (1) NEW SWITCH & (1)
NEW OUTLET UNDERNEATH

SINK FOR GARBAGE DISPOSAL.
PROVIDE NEW ELECTRICAL AS
REQUIRED INCLUDING WIRING,

SWITCH & OUTLET .

REMOVE EXISTING WALL &
CEILING LIGHT FIXTURES.

PROVIDE NEW LED LIGHT BULB
& FIXTURE. TO BE WIRED TO
EXISTING SWITCH, TYPICAL

REMOVE EXISTING
PORCH LIGHT FIXTURE.
PROVIDE NEW PORCH
LIGHT FIXTURE WITH
NEW LED LIGHT BULB.

PROVIDE NEW CEILING FAN
WITH LED LIGHT FIXTURE IN
LIVING ROOM. PROVIDE (1)
NEW SWITCH FOR LIGHT AND
(1) NEW CORD FOR CEILING
FAN. PROVIDE NEW
ELECTRICAL AS REQUIRED
INCLUDING  WIRING & SWITCH.
TYPICAL.

PROVIDE NEW OUTLET
FOR RELOCATED RANGE &

VENT HOOD, IF ONE IS
NOT PROVIDED ALREADY

PROVIDE  NEW SECURITY
ALARM. PROVIDE NEW
ELECTRICAL AS REQUIRED.

REMOVE EXISTING
ELECTRICAL PANEL.

PROVIDE NEW ELECTRICAL
PANEL. PROVIDE NEW

ELECTRICAL AS REQUIRED
INCLUDING WIRING. TYPICAL.
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SCALE: 3201
TWO BEDROOM
FLOOR PLAN

1/4" = 1'-0"

SCALE: 3202
TWO BEDROOM
TYPE B FLOOR PLAN

1/4" = 1'-0"

NEW  WALLS AS SHOWN SHADED

DEMOLITION WALLS AS SHOWN DASHED

FIELD VERIFY ALL DIMENSIONS &

CONDITIONS PRIOR TO CONSTRUCTION.

ANY DISCREPANCIES IN DRAWINGS &

SPECIFICATIONS MUST BE REPORTED

NOTES:
CONTRACTOR TO PROVIDE ALL HOOK UPS, ELECTRICAL AND
PLUMBING LINES AS REQUIRED. NEW PLUMBING & ELECTRICAL
WILL NEED TO BE RELOCATED AS PER PLANS.

SCALE: 3201A
TWO BEDROOM
LIGHTING PLAN

1/8" = 1'-0"

SCALE: 3202A
TWO BEDROOM TYPE B
LIGHTING PLAN

1/8" = 1'-0"

LEGEND & NOTES

REFER TO SHEET A3.0 FOR
ADDITIONAL INTERIOR NOTES &

BATHROOM ACCESSORIES SCHEDULE

REFER TO SHEET A4.0, A4.1, A4.2, &
A4.3 FOR ADDITIONAL NOTES,

EQUIPMENT & LIGHT SCHEDULES
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5006

REMOVE EXISTING ENTRY
DOOR, HARDWARE, &
THRESHOLD. PROVIDE NEW
FIBERGLASS DOOR WITH
WOOD FRAME, TRIM, WOOD
CASING, PEEP HOLE, HC
THRESHOLD, HARDWARE, &
WEATHER STRIPPING, TYPICAL

PROVIDE NEW 30"
ENERGY STAR

REFRIGERATOR

PROVIDE NEW BASE
& UPPER CABINETS

COUNTERTOPS,
PLASTIC LAMINATE,

& BACKSPLASH

PROVIDE NEW ACCESSIBLE
36" CLEAR, STAINLESS STEEL
SINK, SINGLE HANDLE LEVER
FAUCET WITH SPOUT. INSTALL
R-2 INSULATION ON ALL
EXPOSED HOT WATER PIPES.

PROVIDE NEW GARAGE
DISPOSAL

PROVIDE NEW
COUNTERTOP

MICROWAVE

PROVIDE NEW 30"
CLEAR  MIN.

WORK SPACE

PROVIDE NEW 30"
ACCESSIBLE GAS RANGE &

VENT HOOD, VENT TO
EXTERIOR. INSTALL A PAIR

OF FIRE EXTINGUISHER
ABOVE RANGE. PROVIDE
NEW PLASTIC  LAMINATE
BEHIND RANGE, TYPICAL

PROVIDE NEW VANITY SINK &
FAUCET. VANITY SINK SHALL
BE 2'-10" MAX. TO TOP OF SINK
RIM. PROVIDE R-2 INSULATION
ON ALL EXPOSED HOT WATER
PIPES, TYPICAL. REFER TO
DETAIL 5009/A5.0

PROVIDE NEW
ACCESSIBLE TOILET &
PARTS. PROVIDE NEW
GRAB BARS. TOILET
SHALL BE EXACTLY 18"
FROM WALL TO CENTER
OF TOILET, TYPICAL

REMOVE EXISTING WINDOWS
& BLINDS. PROVIDE NEW

VINYL WINDOWS WITH LOW
"E" GLASS. PROVIDE NEW 2"

BLINDS & SCREENS, TYPICAL

REMOVE ALL BATHROOM
ACCESSORIES & MIRROR.
PROVIDE ALL NEW. REFER
TO BATHROOM
ACCESSORY SCHEDULES

PROVIDE 5 LB DRY
CHEMICAL FIRE

EXTINGUISHER IN
KITCHEN IN MOUNT

AT 48" A.F.F.

REMOVE & REPAIR ANY
DAMAGE SHEETROCK ON
CEILING & WALLS. REMOVE
CEILING TEXTURE. USE LOW
OR NO VOC PAINT ON
CEILINGS AND WALLS ONCE
REPAIRED, TYPICAL

REMOVE ALL EXISTING
INTERIOR DOORS & REPLACE

WITH NEW 6-PANEL DOOR,
INCLUDING TRIM &

HARDWARE. PROVIDE NEW
SINGLE LEVER HANDLE &

DOOR STOPS, TYPICAL.

REMOVE EXISTING HOT WATER
HEATER. PROVIDE NEW ENERGY
STAR GAS HOT WATER HEATER
"TALL BOY". PROVIDE R-2
INSULATION ON ALL EXPOSED
HOT WATER PIPE.

REMOVE EXISTING HVAC AND
PROVIDE NEW ENERGY STAR
QUALITY HVAC 15 SEER MIN.
PROVIDE R-2 INSULATION ON
ALL EXPOSED HOT WATER PIPES.

REMOVE EXISTING WOOD
SHELVING & RODS.
PROVIDE NEW WIRE
SHELVES & RODS, TYPICAL.
REFER TO DETAIL 5006/A5.0

PROVIDE NEW
SECURITY ALARM

PROVIDE NEW WALL, TAPE,
MUD, & PAINT. ALIGN NEW
WALL WITH EXISTING WALL.

CORNER GUARD LOCATIONS
TO BE PLASTIC - CLEAR *

**

**

*

*

**

REMOVE EXISTING
MECHANICAL & HOT
WATER HEATER
EQUIPMENT AS SHOWN
TO ACCOMMODATE
FOR NEW EQUIPMENT.

REMOVE EXISTING BATHROOM
PLUMBING FIXTURES, WALLS,
DOOR & ACCESSORIES AS
SHOWN TO ACCOMMODATE
NEW ACCESSIBLE BATHROOM
LAYOUT. RELOCATE ALL
PLUMBING & ELECTRICAL
ACCORDING TO NEW LAYOUT.

REMOVE EXISTING KITCHEN
APPLIANCES, PLUMBING

FIXTURES, & CABINETS AS
SHOWN, TO ACCOMMODATE
NEW ACCESSIBLE KITCHEN

LAYOUT. RELOCATE ALL
PLUMBING AND ELECTRICAL

ACCORDING TO NEW LAYOUT

REMOVE EXISTING
CLOSET WALL, SHELVES &
DOOR AS SHOWN TO
ACCOMMODATE FOR NEW
ACCESSIBLE BATHROOM

REMOVE EXISTING
CLOSET WALL, DOOR,

SHELVES AS SHOWN TO
ACCOMMODATE FOR

NEW ACCESSIBLE DOOR

REMOVE EXISTING
HALL CLOSET DOOR,
JAMBS FRAME, &
SHELVING  AS SHOWN.

REMOVE EXISTING CLOSET
WALL & DOOR AS SHOWN
TO ACCOMMODATE FOR
NEW ACCESSIBLE DOOR

REMOVE EXISTING CLOSET
DOOR & BEDROOM DOOR AS
SHOWN TO ACCOMMODATE

FOR NEW ACCESSIBLE DOOR

REMOVE EXISTING HALL
WALL, BEDROOM DOOR,

BEDROOM WALL, &
ELECTRICAL PANEL AS

SHOWN TO ACCOMMODATE
FOR AN ACCESSIBLE HALL

CLEARANCE
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S

D3

O

S

O2

S

PROVIDE DRY CHEMICAL FIRE
EXTINGUISHER IN KITCHEN IN

MOUNT AT 48" A.F.F. PROVIDE NEW
HARDWIRE DOOR BELL
WITH STROBE LIGHT
AT H.C. UNIT, TYPICAL

REMOVE EXISTING PORCH
LIGHT FIXTURE. PROVIDE
NEW PORCH LIGHT FIXTURE
WITH NEW LED LIGHT BULB.

REMOVE EXISTING THERMOSTAT.
PROVIDE NEW THERMOSTAT AND
SHALL BE MOUNTED AT 48" A.F.F.

TO TOP OF CONTROL, TYPICAL

REMOVE EXISTING BEDROOM CEILING LIGHT
FIXTURE. PROVIDE NEW CEILING FAN WITH LED
LIGHT FIXTURE IN BEDROOM. PROVIDE (1) NEW

SWITCH FOR CEILING FAN. SWITCH FOR FAN
SHALL BE ADJUSTABLE SPEED TYPICAL FOR H.C.
UNITS. PROVIDE NEW ELECTRICAL AS REQUIRED

INCLUDING WIRING & SWITCH. TYPICAL

LOWER ELECTRICAL
PANEL TO 48" A.F.F. TO
TOP OF PANEL, TYPICAL
AT ALL H.C. UNITS

PROVIDE NEW GFI
OUTLET IN BATHROOM
AS REQUIRE

PROVIDE (2) NEW SWITCHES, (1)
FOR VENT HOOD, (1) FOR HOOD

LIGHT, SHALL BE LOCATED IN
FRONT OF FASCIA BOARD

PROVIDE NEW GFI
OUTLET IN KITCHEN
AS REQUIRE

PROVIDE NEW OUTLET FOR
REFRIGERATOR, IF ONE IS
NOT PROVIDED ALREADY

REMOVE EXISTING SMOKE
DETECTOR. PROVIDE NEW
CARBON MONOXIDE SMOKE
DETECTOR IN ALL
BEDROOMS & HALL. WIRE
ALL DETECTORS TOGETHER
IN EACH UNIT. TYPICAL

PROVIDE NEW CEILING FAN WITH LED LIGHT
FIXTURE IN LIVING ROOM. PROVIDE (2) NEW

SWITCH (1) NEW SWITCH FOR LIGHT AND (1) NEW
SWITCH FOR CEILING FAN. SWITCH FOR FAN SHALL

BE ADJUSTABLE SPEED TYPICAL FOR H.C. UNITS.
PROVIDE NEW ELECTRICAL AS REQUIRED

INCLUDING  WIRING & SWITCH. TYPICAL.
RELOCATE NEW EXHAUST FAN
WITH LIGHT. TO BE WIRED TO
EXISTING SWITCH. VENTED TO
THE EXTERIOR

REMOVE EXISTING WALL &
CEILING LIGHT FIXTURES.

PROVIDE NEW LED LIGHT BULB
& FIXTURE. TO BE WIRED TO
EXISTING SWITCH, TYPICAL

RELOCATE EXISTING RANGE &
VENT HOOD OUTLET AS SHOWN

TO ACCOMMODATE FOR
RELOCATED RANGE & VENT HOOD.

PROVIDE (1) NEW SWITCH & (1) NEW OUTLET
UNDERNEATH SINK FOR GARBAGE DISPOSAL. NEW

SWITCH SHALL BE LOCATED IN FRONT OF FASCIA
BOARD. PROVIDE NEW ELECTRICAL AS REQUIRED

INCLUDING WIRING, SWITCH & OUTLET.

PROVIDE  NEW SECURITY
ALARM. MOUNT AT 48" A.F.F.
TO TOP OF CONTROL.
PROVIDE NEW ELECTRICAL
AS REQUIRED.

SS

S

REMOVE EXISTING ELECTRICAL
PANEL. PROVIDE NEW
ELECTRICAL PANEL. PROVIDE
NEW ELECTRICAL AS REQUIRED
INCLUDING WIRING. TYPICAL.

S

18"  VERTICAL
GRAB BAR

42" GRAB BAR

36"  GRAB BAR

5'-0" V.I.F.
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ACCESSIBILITY NOTES

1. GENERAL NOTES, KITCHEN AND BATHROOM NOTES, ALSO APPLY TO H.C. UNITS.

2. IN ALL H.C. CLOSETS, PROVIDE FIXED ROD & SHELF @ 48" A.F.F.. VERIFY THAT AT LEAST 50% OF THE NEW
AND/OR EXISTING SHELVES IS NO MORE THAN 48" A.F.F TO TOP OF SHELF.

3. IN ALL H.C. KITCHEN, CABINETS TO BE 48" A.F.F. TO TOP OF BOTTOM SHELF IN UPPER CABINETS.

4. HANDICAP UNITS TO HAVE LIGHT SWITCHES INSTALLED AT  48" MAX A.F.F. TO TOP OF LIGHT SWITCH AND
ELECTRICAL OUTLETS AT 15" MIN. A.F.F. TO BOTTOM OF LOWER OUTLET.  ALL SWITCHES AND PLUGS TO BE
A CONTRASTING COLOR FROM COVER PLATE.

5. PROVIDE ONE TELEPHONE JACK WITHIN 18" OF PLUG IN KITCHEN AREA, IF ONE IS NOT ALREADY AVAILABLE.

6. AT H.C UNITS, INSTALL WIRELESS PLUG IN CHIMES WITH STROBE LIGHT AND PROVIDE NEW OUTLET AT 54" IN
LIVING ROOM OR HALL FOR PLUG-IN.

7. CONTINUE RUNNING FLOOR FINISHES UNDERNEATH ALL CABINETS.

8. INSTALL SMOKE DETECTOR WITH STROBE LIGHT FOR HEARING IMPAIRED.

7. AT ALL H.C. UNITS, ALL DOOR HARDWARE SHALL BE LEVER TYPE & INSTALL TWO (2) PEEP HOLES, ONE AT
REGULAR HEIGHT 60" A.F.F., THE OTHER AT 48" A.F.F

8. ALL FAUCETS TO BE LEVER OPERATED.

9. ALL EXPOSED PLUMBING AND DRAINS TO BE  COVERED.  PROVIDE & INSTALL THE FOLLOWING PLUMBEREX
PRODUCTS OR EQUAL:   DRAIN COVER MODEL 3011 WHITE W/ WHEELCHAIR OFFSET TAILPIECE COVER
MODEL 3041 WHITE, VALVE AND SUPPLY COVER MODEL 3021 EXTENSION COVER

10. LOCATE BATH SHOWER CONTROLS TO BE OFFSET FROM CENTER OF SHOWER. LOCATION TO BE
OPERABLE WITH ONE HAND WITHOUT TIGHT GRASPING, PINCHING, OR TWISTING OF THE WRIST. (OFFSET
LOCATION AT SHOWER EDGE)

11. PROVIDE 1-1/2" DIA. GRAB BARS AT WATER CLOSET.  PROVIDE MIN. 2x6 WOOD BLOCKING TO PROVIDE MIN.
250 LBS. SHEAR AND BENDING MOMENT.

A. 42" LONG
       B. 36" LONG

C. 24" LONG
D. 18" LONG

INCLUDING GRAB BARS AND SEATING AT SHOWER.

12. PROVIDE MINIMUM 2X8 WOOD BLOCKING TO PROVIDE MINIMUM 250 LBS. SHEAR AND BENDING MOMENT
FOR INSTALLATION OF H.C. GRAB BARS AND BLOCKING FOR WALL CABINETS.

13. PROVIDE MIRROR OVER THE LAVATORY MOUNTED AT 40" A.F.F. TO VIEWING SURFACE

14. PRIOR TO FABRICATION, JOB VERIFY ALL DIMENSIONS. CABINET MANUFACTURER TO BUILD CABINETS AND
VANITIES TO FIT ACTUAL JOB CONDITIONS

15. HARDWARE - CABINET AND DRAWER PULLS ARE TO BE "EPCO" WIRE PULLS OR EQUAL. WIRE PULLS SHALL
BE  ADA COMPLIANT AND CAN BE OPERATED WITH CLOSED FIST. (4" C/C).

16. PROVIDE BATHROOM ACCESSORIES REFER TO INTERIOR ELEVATIONS SHEET AND SHEET A4.0. EQUIPMENT
SCHEDULE FOR GRAB BAR SPECIFICATIONS

17. HVAC THERMOSTAT AT ALL H.C. APARTMENT UNITS AND/OR COMMUNITY BUILDING SHALL BE MOUNTED AT
48" A.F.F. TO TOP OF CONTROLS.

FIELD VERIFY ALL DIMENSIONS &

CONDITIONS PRIOR TO CONSTRUCTION.

ANY DISCREPANCIES IN DRAWINGS &

SPECIFICATIONS MUST BE REPORTED
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SCALE: 3302
TWO BEDROOM H.C. 
DEMO FLOOR PLAN

3/16" = 1'-0"

SCALE: 3301 TWO BEDROOM H.C. FLOOR PLAN
1/4" = 1'-0"

SCALE: 3301A
TWO BEDROOM H.C.
LIGHTING PLAN

1/8" = 1'-0"

SCALE: 3301B
TWO BEDROOM H.C. ENLARGE 
BATHROOM FLOOR PLAN 

1/2" = 1'-0"

REFER TO SHEET A3.0 FOR
ADDITIONAL INTERIOR NOTES &

BATHROOM ACCESSORIES SCHEDULE

REFER TO SHEET A4.0, A4.1, A4.2, &
A4.3 FOR ADDITIONAL NOTES,

EQUIPMENT & LIGHT SCHEDULES

NEW  WALLS AS SHOWN SHADED

DEMOLITION WALLS AS SHOWN DASHED

NOTES:
CONTRACTOR TO PROVIDE ALL HOOK UPS, ELECTRICAL AND
PLUMBING LINES AS REQUIRED. NEW PLUMBING & ELECTRICAL
WILL NEED TO BE RELOCATED AS PER PLANS.

LEGEND & NOTES
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NEW LOCATION FOR EXISTING MAIL
BOX. PROVIDE NEW WALL MOUNTED

MAILBOX.  H.C. MAILBOXES ARE
BELOW 48" A.F.F. AND ACCESSIBLE.

REMOVE & REPAIR ANY DAMAGE
SHEETROCK ON CEILING &

WALLS. REMOVE CEILING
TEXTURE. USE LOW OR NO VOC
PAINT ON CEILINGS AND WALLS

ONCE REPAIRED, TYPICAL

 PROVIDE NEW  HOLLOW METAL
PAIR DOOR W/ WOOD FRAME,

LEVER DOOR HARDWARE, & H.C.
THRESHOLD, TYPICAL.

20'-11
2" EXISTING (V.I.F.) EXTERIOR FRAME TO EXTERIOR FRAME

19'-31
2" EXISTING (V.I.F.)  INT. FACE TO INT. FACE OF WALL

7'-5" 11'-6"
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20'-11
2" EXISTING (V.I.F.) EXTERIOR FRAME TO EXTERIOR FRAME

19'-31
2" EXISTING (V.I.F.) INT. FACE TO INT. FACE OF WALL

11'-6"2'-0"41
2"5'-01

2"

20'-0" V.I.F.

9" 18'-6" 9"

10
'-1

0"
 V

.I.
F.

10
'-1

"
9"

4'
-0

"
41 2"

STORAGE

OFFICE

COVERED PATIO

C
LO

SE
T

1'
-0

"
2'

-6
"

2'
-6

"

COVERED
SIDEWALK

3'-0" DR

NEW 3'-0" DR

50
08

PR. 2'-6" DR

REMOVE EXISTING WINDOWS &
BLINDS. PROVIDE NEW VINYL
WINDOWS WITH LOW "E" GLASS.
PROVIDE NEW 2" BLINDS &
SCREENS, TYPICAL

REMOVE EXISTING ENTRY DOOR & REVERSE DOOR
SWING. PROVIDE NEW FIBERGLASS DOOR W/ WOOD
FRAME, TRIM, WOOD CASING, H.C. THRESHOLD,
HARDWARE, & WEATHER STRIPPING, TYPICAL

ADA SIGN W/ BRAILLE AT
ENTRY DOOR TO PUBLIC
SPACE AS REQUIRED, TYPICAL.
REFER TO SHEET A4.3

PROVIDE NEW WALL MOUNT
MINI SPLIT WITH HEAT & AIR.
REFER TO M.E.P. DRAWING FOR
ADDITIONAL INFORMATION.

REMOVE PART OF WALL AS
SHOWN TO ACCOMMODATE NEW
3'-0" DOOR & DOOR  OPENING AS
SHOWN FOR NEW CLOSET.

REMOVE EXISTING
WINDOW UNIT

REMOVE EXISTING PICNIC TABLE
AND RELOCATE AS SHOWN

NEW RELOCATED PICNIC TABLE.
TABLE SHALL BE H.C. ACCESSIBLE.

NEW STORM SHELTER. REFER TO SHEET
T1.0 & T1.1 FOR SHELTER INFORMATION.
ALSO REFER TO STRUCTURAL & M.E.P.
FOR ADDITIONAL INFORMATION.

NEW TORNADO
SHELTER

REMOVE EXISTING ALL SMOKE
DETECTORS. PROVIDE NEW

SMOKE DETECTOR IN ALL ROOMS
& HALL. WIRE ALL DETECTORS

TOGETHER IN EACH UNIT.

NEW
TORNADO
SHELTER

H
S

K

L

S

L2

S
S

S K

REMOVE EXISTING WALL &
CEILING LIGHT FIXTURES.

PROVIDE NEW LED LIGHT BULB
& FIXTURE. TO BE WIRED TO
EXISTING SWITCH, TYPICAL

REMOVE EXISTING PORCH
LIGHT FIXTURE. PROVIDE

NEW PORCH LIGHT FIXTURE
WITH NEW LED LIGHT BULB.

NEW WALL MOUNT MINI SPLIT
SYSTEM. REFER TO

ELECTRICAL DRAWING FOR
ADDITIONAL INFORMATION.

NEW PORCH & COVERED
SIDEWALK LIGHTS. REFER TO

ELECTRICAL DRAWING FOR
ADDITIONAL INFORMATION.

REMOVE EXISTING
WINDOW UNIT.

REFER TO T1.0 , T1.1 &
M.E.P. DRAWING FOR

ADDITIONAL INFORMATION.

REMOVE EXISTING ELECTRICAL
PANEL. PROVIDE NEW

ELECTRICAL PANEL. PROVIDE
NEW ELECTRICAL AS REQUIRED

INCLUDING WIRING. TYPICAL.
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SCALE: 3401 OFFICE & NEW STORM SHELTER FLOOR PLAN
1/4" = 1'-0"

NEW  WALLS AS SHOWN SHADED

DEMOLITION WALLS AS SHOWN DASHED

FIELD VERIFY ALL DIMENSIONS &

CONDITIONS PRIOR TO CONSTRUCTION.

ANY DISCREPANCIES IN DRAWINGS &

SPECIFICATIONS MUST BE REPORTED

NOTES:
CONTRACTOR TO PROVIDE ALL HOOK UPS, ELECTRICAL AND
PLUMBING LINES AS REQUIRED. NEW PLUMBING & ELECTRICAL
WILL NEED TO BE RELOCATED AS PER PLANS.

SCALE: 3401A
OFFICE & NEW STORM SHELTER 
ELECTRICAL PLAN

1/8" = 1'-0"

LEGEND & NOTES

REFER TO SHEET A3.0 FOR
ADDITIONAL INTERIOR NOTES &

BATHROOM ACCESSORIES SCHEDULE

REFER TO SHEET A4.0, A4.1, A4.2, &
A4.3 FOR ADDITIONAL NOTES,

EQUIPMENT & LIGHT SCHEDULES

1. EXISTING OFFICE SHALL BE UPDATED TO MEET THE CURRENT ADA
REQUIREMENTS FOR PUBLIC ACCESS.

2. PROVIDE A PUBLIC RESTROOM MEETING ADA REQUIREMENTS.

3. PROVIDE NEW MINI SPLIT SYSTEM FOR THE OFFICE WITH HEAT AND AIR.

4. REFER TO GENERAL INTERIOR NOTES ON SHEET A3.0 FOR ADDITIONAL
INFORMATION.

5. REFER TO T1.0 & T1.1 FOR STORM SHELTER INFORMATION.

6. REFER TO M.E.P. FOR STORM SHELTER & ADDITIONAL OFFICE NOTES &
INFORMATION.

7. REFER TO STRUCTURAL FOR STORM SHELTER & ADDITIONAL OFFICE NOTES &
INFORMATION.

 OFFICE  NOTES

** FLOORING NOTE **:

PROVIDE NEW LVT (WOOD LOOK) FLOORING. LVT FLOORING TO RUN
UNDERNEATH ALL KITCHEN CABINETS, TYPICAL.

** ELECTRICAL PANELS **:.

ALL EXISTING ELECTRICAL PANELS SHALL BE REMOVED AND REPLACED 
WITH NEW. ALL NEW ELECTRICAL PANELS TO MATCH EXISTING. PROVIDE
NEW ELECTRICAL AS REQUIRED INCLUDING WIRING, ETC...
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TELEPHONE JACK

FIXTURE SYM. DESCRIPTION

S

DUPLEX OUTLET

GFI DUPLEX OUTLET

220V OUTLET

SWITCH

THREE WAY SWITCH

CABLE TELEVISION

JUNCTION BOX
OUTLET

SYMBOL LEGEND :

DISCONNECT

42" BUILDER CEILING FAN WITH LED LIGHT KIT,
BRUSHED NICKEL FINISH, WITH WHITE GLASS SHADING52219HUNTER

CEILING FAN W/ LIGHT KIT
(LOCATION: APT. LIVING ROOM &
BEDROOM )

A

B EXHAUST FAN / LIGHT BROAN ZB80L1
*ENERGY STAR QUALIFIED*  80 CFM* EXHAUST FAN,
0.3 SONES WHITE POLYMERIC GRILLE. VENT TO
EXTERIOR

KIDDESMOKE DETECTORKS

CATALOG MKFIXTURE
SYM.

LIGHT FIXTURE SCHEDULE :

REMARKS & MOUNTINGMANUF.TYPE
LAMPS

WATTSNO.

---H.C. SMOKE DETECTORK2S STROBE LIGHTS

H

MODEL

EQUIPMENT SCHEDULE

(LOCKE E0063) ALUMINUM WATER HEATER PANS. 26" PAN FOR 38 GAL. 

REMARKS

DAYTON

MOEN

ITEM

E2

E1

E6

E3

KITCHEN SINK FITTINGS

KITCHEN SINK

DESCRIPTION

GAS RANGE

REFRIGERATOR

CAMCO MFG INC

E10

VANITY SINK FITTINGS

VANITY SINK

RANGE HOOD

WATER HEATER PAN

MANUF.

REMARKSMODEL
HANDICAP EQUIPMENT SCHEDULE

LOCKE C502  (36")  CONCEALED FLANGES AND SCREWS

DESCRIPTION

E11

H2

H1

ITEM

ELECTRIC RANGE

KITCHEN SINK

KITCHEN SINK FITTINGS

BETTER 

H3

H4

H6 H.C. GRAB BARS

H7

NOTE:

MANUF.

ON ALL EXPOSED HANDICAPPED DRAINS AND SUPPLIES PROVIDE AND INSTALL THE FOLLOWING PRODUCTS:
- DRAIN COVER MODEL 3011 WHITE WITH WHEELCHAIR/OFFSET - TAILPIECE COVER MODEL 3041 WHITE - LAVATORY SUPPLY COVERS -TRUEBRO MODEL B0086
- VALVE AND SUPPLY COVER MODEL 3021     - EXTENSION COVER MODEL 3031 WHITE

*1.28 GPF MAX*  ADA HEIGHT HET BOWL, HIGH EFFICIENCY TOILET WITH
PF1503WH/PF6112WH

M22 - ESCUTCHEONS, B237 - QUARTER TURN ANGLE BALL STOP CHROME PLATED  

PROFLO 

BRASSCRAFT

E8

WATER CLOSET FITTINGS

WATER CLOSET

E9 VARIESVANITY MIRROR

C

CEILING MOUNTED LIGHTD (LOCATION: APT. DINNING)

M

N ATTIC LIGHT 54614101 LED1

E7

E12

H8 H.C. WALL HUNG SINK

LAUNDRY BOX 

DRYER VENT

19 1/16" ROUND VITREOUS CHINA WHITE LAVATORY

*WATER SENSE, 1.5 GPM MAX., ADA COMPLIANT* 4" C/C LAV. FAUCET, POP UP DRAIN  

VORTENS

DELTA

DECORUM 

KIDDE

ALLIED MOULDED
PRODUCTS, INC

24" ROUND LED FLUSH MOUNT

GENERAL ELECTRIC GTE19DTNBB **ENERGY STAR QUALIFIED**, 19.1 CUBIC FOOT WITH TOP FREEZER, ADA COMPLIANT, BLACK

30" FREE STANDING GAS RANGE WITH SELF-CLEANING OVEN, BLACK

*ENERGY START QUALIFIED* 30" RANGE HOOD, VENT TO EXTERIOR, BLACKBCSEK 130BLBROAN

30" FREE STANDING GAS RANGE, WITH SELF-CLEANING SYSTEM
WEG515S0LBWHIRLPOOL

IPS CORP. FIRE RATED WASHING MACHINE OUTLET BOX

CONSTRUCTION
SOLUTIONS

DBX1017FR

BEVELED EDGES

P DOOR CHIME 1HEAR WORLD
COMMUNICATIONS

ELKAY 33"X22"X5 1/2" STAINLESS STEEL DOUBLE BOWL SINK, OFFSET DRAIN, 

33" x 22" x 6-9/16" STAINLESS STEEL DOUBLE BOWL SINK, 4 HOLE SELF RIMMING SINK.

B298 - BRAIDED POLYMER COATED FIBER CONNECTOR 12",    
C222 - CLOSET BOLTS, C250 - BOWL WAX,     C251 - C.R.P BOWL WAX 

M22 - ESCUTCHEONS, B237 - QUARTER TURN ANGLE BALL STOP CHROME PLATED  
B296 - BRAIDED POLYMER COATED FIBER CONNECTOR 20",  D0447 BASKET STRAINER 

M22 - ESCUTCHEONS, B237 - QUARTER TURN ANGLE BALL STOP CHROME PLATED  
B296 - BRAIDED POLYMER COATED FIBER CONNECTOR 20",      

LOCKE C504  (42")

LED

LOCKE C501  (24")  

FR-12-WMOB

RECESSED DRYER VENT VENTING BOX 

BEMIS 1500 TOILET SEAT

*1.5 GPM, CHROME FINISHED, SINGLE - LEVER KITCHEN FAUCET W/ SIDE SPRAY
CA87888 SERIES  

WALL MOUNTED VANITY LIGHT
(LOCATION: APT. BATHROOM)

LOUVERED VENT HOODS (WHITE COLORS AT VINYL SIDING WALLS)HS4W  (LOCKEL3502) OR
HS4B  (LOCKEL3518) LOUVERED VENT HOODS (BROWN COLORS AT BRICK WALLS)

PROVIDE COMPLETE VENTING KITS AT COMMUNITY LAUNDRY ROOM 

4421603EN3-962 *ENERGY STAR QUALIFIED* 24" W x 8 18" H, 3 LIGHT,
LED BULB, BRUSH NICKEL, ETCHED GLASS

& 4 HOLE SELF RIMMING SINK (ADA COMPLIANT)

H9

LOCKE C500  (18")  

D23322-4

B2515LF-PPU

3726-02-V

LRADQ332255

9024.004EC

B2 BROANEXHAUST FAN
QTXE080 ---

GENERATION
LIGHTING

E13

*ENERGY STAR QUALIFIED* 40 GALLON GAS HOT WATER HEATER, TALL BOY URG2D40S6NBRADFORD WHITEHOT WATER HEATER (GAS)

E4

MICROWAVE WMC30516HB COUNTERTOP MICROWAVE, 1.6 CU. FT., ADA COMPLIANT, BLACK WHIRLPOOL 

STOVE TOP FIRE MICROHOOD FIRE EXTINGUISHER  I PAIR - SWIFT FIRE PROTECTION, INC.

H5

H.C. VANITY SINK MANSFIELD 239-4 WHITE

CEILING MOUNTED LIGHTD2

2

---

3

3

E

LED

---

9.3W
LED

F
*ENERGY STAR QUALIFIED*, 3.5" W x 6" H x 12" D,
DECORATIVE HALF MOON, LED WALL LIGHT,
BRUSHED NICKEL, FROSTED ACRYLIC GLASS

HD02940-1WALL MOUNTED HALL LIGHT
(LOCATION: APT. HALL)

SUNLITE 1 LED

---

HW-LDHSK

---TWH-LED-ALO-40KLITHONIA LIGHTING
SURFACE MOUNTED
LED WALL PACK LED WALL PACK LIGHT

STOVE TOP FIRE AUTOMATIC FIRE EXTINGUISHER  I PAIR - SWIFT FIRE PROTECTION, INC.

LED

S

ROUND CEILING MOUNTED
(LOCATION: APT. KITCHEN)

MICROWAVE/HOOD 30"W X 15 7/8" OVER-THE-RANGE MICROWAVE W/ RECIRCULATING VENTING  - BLACKJNM3163DJBBGENERAL ELECTRIC

UNIVERSAL IPS ROUGH IN VALVE ASSEMBLY. 1.5 GPM MAX. FLOW RATE DELTATUB & SHOWER FITTINGS
R10000-UNBX 
T13420 - H2OT 

CHROME PLATED TUB SHOWER TRIM KIT W/PRESSURE BALANCED VALVE & SLIP ON DIVERTER SPOUT.
(LOCKE A0451-PVC TIP TOE BATH WASTE & OVERFLOW)

60"X30"X72" 3 PIECE TUB (REMODELINE SECTIONALS) AQUATICTUB 2603TRIO

(LOCATION: APT. HALL)

(LOCATION: COMMUNITY)

(LOCATION: APT. BATHROOM)

*ENERGY STAR QUALIFIED*  80 CFM* EXHAUST FAN,
0.3 SONES WHITE POLYMERIC GRILLE. VENT TO
EXTERIOR

G UNDER CABINET KITCHEN LIGHT
(LOCATION: KITCHEN SINK)

O SOLAR FLOOD LIGHT
(LOCATION: SIGN LIGHT) HUBBELL LFS-12LD-5K-W-BL LED--- LED SOLAR FLOOD LIGHT

JGB635DEKBB 

*WATER SENSE* TUB SHOWER FAUCET, CHROME FINISH

W/ PLATED FLANGE & STOPPER  

VARIES

ADA COMPLIANT, UP FRONT CONTROLS, BLACK

STMH1-677-1B

STFS1-675-3

MOEN M22 - ESCUTCHEONS, B237 - QUARTER TURN ANGLE BALL STOP CHROME PLATED  
B296 - BRAIDED POLYMER COATED FIBER CONNECTOR 20",  D0447 BASKET STRAINER 

*1.5 GPM, CHROME FINISHED, SINGLE - LEVER KITCHEN FAUCET W/ SIDE SPRAY

CA87888 SERIES  

*1.28 GPF MAX*  ADA HEIGHT HET BOWL, HIGH EFFICIENCY TOILET WITH
PF1503WH/PF6112WH

M22 - ESCUTCHEONS, B237 - QUARTER TURN ANGLE BALL STOP CHROME PLATED  

PROFLO 

BRASSCRAFTWATER CLOSET FITTINGS

WATER CLOSET

B298 - BRAIDED POLYMER COATED FIBER CONNECTOR 12",    
C222 - CLOSET BOLTS, C250 - BOWL WAX,     C251 - C.R.P BOWL WAX 

BEMIS 1500 TOILET SEAT

ENTERPRISE 
CO L TD

19 1/4" ROUND VITREOUS CHINA SELF RIM, WHITE LAVATORY, 4" FAUCET CENTERS

VANITY SINK FITTINGS

*WATER SENSE, 1.5 GPM MAX., ADA COMPLIANT* 4" C/C LAV. FAUCET, POP UP DRAIN  

DELTA
M22 - ESCUTCHEONS, B237 - QUARTER TURN ANGLE BALL STOP CHROME PLATED  
B296 - BRAIDED POLYMER COATED FIBER CONNECTOR 20",      

B2515LF-PPU W/ PLATED FLANGE & STOPPER  

20"X18" VITREOUS CHINA LAVATORY WITH EVERCLEAN, WHITE, WALL HUNG WHEELCHAIR ACCESSIBLE,
4" C/C FAUCET DRILLING

WALL HUNG 

*WATER SENSE, 1.5 GPM MAX., ADA COMPLIANT* 4" C/C LAV. FAUCET, POP UP DRAIN  

DELTA M22 - ESCUTCHEONS, B237 - QUARTER TURN ANGLE BALL STOP CHROME PLATED  
B296 - BRAIDED POLYMER COATED FIBER CONNECTOR 20",      

B2515LF-PPU
W/ PLATED FLANGE & STOPPER  

H.C. SHOWER UNIT AQUATIC 1363BFSD 36" TRANSFER SHOWER, 1/2" THRESHOLD, HANDICAP ACCESSIBLE WITH FOLD DOWN SEAT 

UNIVERSAL IPS ROUGH IN VALVE ASSEMBLY & DIVERTER VALUE ROUGH IN  SYMMONS SHOWER FITTINGS R10000-UNBX 
9605-PLR-1.5-X-STN *WATER SENSE* 1.5 GPM, SHOWER/HAND SHOWER SYSTEM, ADA COMPLIANT, SATIN NICKEL FINISH

PROGRESS LIGHTING P7251-0930K9

2

1 LED
*ENERGY STAR QUALIFIED* 32.5" LED FLUSH
MOUNT LIGHT, BRUSHED NICKEL

TOPAZ
SDL4-12-930-
BN-D-28 --- 12W

LED
*ENERGY STAR QUALIFIED*, 4" LED SURFACE
MOUNT DISK LIGHT, BRUSH NICKEL FINISH

*ENERGY STAR QUALIFIED* 7" W x 10.37" H x 8.62" D, LED
ONE LIGHT, WALL MOUNT, BLACKP6084-3130K9PROGRESS LIGHTING

PORCH LIGHT - WALL MOUNTED
(LOCATION: APT. EXTERIOR & EXT.
OFFICE )

--- LED

---

T THERMOSTAT HONEYWELL TH5110D1006 ------ THERMOSTAT SHALL BE MOUNTED AT 48" MAX
FROM FINISH FLOOR TO TOP OF CONTROLT

*MATERIALS AND MANUFACTURER ARE TO BE "OR EQUAL" 

GENERAL ELECTRIC 

CEILING MOUNT LIGHT
(OFFICE & LAUNDRY)L

E5 GARBAGE DISPOSAL 1/3-HORSEPOWER MOTOR. PROVIDE ELECTRICAL RECEPTACLE & SWITCH WASTE KING L-111

2GIGCP21-345
GCS PLATFORM

CHIME WITH STROBE LIGHT, HARD WIRED

S SECURITY ALARM 12GIG ---

A4
.0

CEILING MOUNTED LIGHTD3 (LOCATION: APT. CLOSET)
GENERATION
LIGHTING 75434EN3-962 1 LED

*ENERGY STAR QUALIFIED*, 11 12" D, 4" H, ONE LIGHT
CEILING FLUSH MOUNT, BRUSHED NICKEL, STAIN
ETCHED GLASS

GENERATION
LIGHTING 75435EN3-962 LED

*ENERGY STAR QUALIFIED*, 14" D, 4 12 " H, TWO LIGHT
CEILING FLUSH MOUNT, BRUSHED NICKEL, STAIN
ETCHED GLASS

GENERATION
LIGHTING 75436EN3-962 LED

*ENERGY STAR QUALIFIED*, 16 3 4" D, 5 12 " H, THREE
LIGHT CEILING FLUSH MOUNT, BRUSHED NICKEL, STAIN
ETCHED GLASS

H2 *ENERGY STAR QUALIFIED* 11" W x 3.7" H, ROUND LED
CEILING MOUNT, BLACK54471291HAMPTON BAY

BREEZEWAY LIGHT - CEILING
MOUNT (LOCATION: BLDG. EXT.) 1 LED

CEILING MOUNT LIGHT
(OFFICE STORAGE)L2 COMMERCIAL

ELECTRIC 54677641 --- LED
*ENERGY STAR QUALIFIED*, 4'-0" LED WRAPAROUND
LIGHT, WHITE FINISH

PROGRESS LIGHTING P7251-0930K9 1 LED
*ENERGY STAR QUALIFIED* 32.5" LED FLUSH
MOUNT LIGHT, BRUSHED NICKEL

** SEE ELECTRICAL DRAWING FOR TORNADO 
SHELTER & NEW EXTERIOR LIGHTING FOR 

O2 HAMPTON BAY HB1023C-35 LED--- 12" LED FLUSH MOUNT CEILING LIGHT, FROST WHITE
GLASS, WET LOCATION, BRUSHED NICKEL FINISH

CEILING MOUNT
(LOCATION: APT. BATH)

OFFICE LIGHT FIXTURE SCHEDULE **

(AT SHARED LAUNDRY) 

(AT SHARED LAUNDRY) 
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SINK FITTINGS

NOTE: @ GENERAL CONTRACTOR DISCRETION 
TO REPLACE WITH NEW 

(TO MATCH EXISTING) 

120V AC W/ 9VDC BATTERY BACK-UP
W/ CARBON MOXIDEKN-COSM-IBA

120V W/ BATTERY BACK-UP &
STROBE LIGHT FOR HEARING
IMPAIRED

P4010ACLEDSCO-2

---

LED

GC2E SECURITY & CONTROL PANEL, TOUCH
SCREEN, WHITE

3

3
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GENERAL SITE NOTES:

H.C. ACCESSIBILITY NOTES:
1. GENERAL NOTES, KITCHEN AND BATHROOM NOTES, ALSO APPLY TO H.C. UNITS.

2. IN ALL H.C. CLOSETS, PROVIDE FIXED ROD & SHELF. VERIFY THAT AT LEAST 50% OF THE NEW
AND/OR EXISTING SHELVES SHALL BE NO MORE THAN 48" A.F.F TO TOP OF SHELF. REFER TO
SHEET A5.0.

3. IN ALL H.C. UNITS, KITCHEN & BATHROOM CABINETS SHALL MEET UFAS REQUIREMENTS. ALL
COUNTER HEIGHT IS TO BE NO HIGHER THAN 2'-10" AND UPPER CABINETS TO BE NO HIGHER
THAN 48" A.F.F. TO TOP OF BOTTOM SHELF IN UPPER CABINETS.

4. HANDICAP UNITS TO HAVE LIGHT SWITCHES INSTALLED AT  48" MAX A.F.F. TO TOP OF LIGHT
SWITCH AND ELECTRICAL OUTLETS AT 15" MIN. A.F.F. TO BOTTOM OF LOWER OUTLET.  ALL
SWITCHES AND PLUGS TO BE A CONTRASTING COLOR FROM COVER PLATE.

5. ALL DOOR HARDWARE SHALL BE LEVER TYPE AND ADA APPROVED AT ALL H.C. APARTMENTS,
COMMUNITY AND/OR OFFICE BUILDING.

6. CONTINUE RUNNING VINYL FLOORING UNDERNEATH ALL CABINETS.

5. INSTALL SMOKE DETECTOR WITH SOUND/STROBE LIGHT (BRK-100C) FOR VISUAL & HEARING
IMPAIRED IN HALL AND ALL BEDROOMS IN ALL H.C. UNITS. PROVIDE AN ADDITIONAL 2% OF
TOTAL UNITS W/ SMOKE DETECTOR WITH STROBE LIGHTS FOR ANY FUTURE VISUAL AND
HEARING IMPAIRED UNITS.

6. HANDICAP UNIT DESIGNED IN ACCORDANCE WITH A.D.A. & UFAS GUIDANCE MATERIAL ON
HANDICAPPED ACCESSIBILITY.

7. ENTRY DOOR TO H.C. UNIT SHALL HAVE TWO (2) PEEP HOLES, ONE AT 60", THE OTHER AT 42"
A.F.F.

8. ALL FAUCETS TO BE LEVER OPERATED.

9. ALL EXPOSED PLUMBING AND DRAINS TO BE COVERED. PROVIDE & INSTALL THE FOLLOWING
PLUMBEREX PRODUCTS: DRAIN COVER MODEL 3011 WHITE W/ WHEELCHAIR OFFSET
TAILPIECE COVER MODEL 3041 WHITE, VALVE AND SUPPLY COVER MODEL 3021 EXTENSION
COVER

10. BATH TUB AND SHOWER CONTROLS TO BE LOCATED LEFT OR RIGHT OF CENTER AND SHALL
BE LOCATED TO BE OPERABLE WITH ONE HAND WITHOUT TIGHT GRASPING, PINCHING, OR
TWISTING OF THE WRIST.

11. PROVIDE 1 1/2" DIA. GRAB BARS AS SHOWN WITH MIN. 2 x 8 BLOCKING TO PROVIDE MIN. 250
LBS. SHEAR AND BENDING MOMENT (AT WATER CLOSET). SEE INTERIOR ELEVATIONS FOR
EXACT LOCATIONS.

       A.  42" LONG
       B.  36" LONG

    C.  24" LONG
INCLUDING GRAB BARS AND SEATING AT SHOWER.

12. PROVIDE MIRROR OVER THE LAVATORY MOUNTED AT 40" A.F.F. TO BOTTOM OF VIEWING
SURFACE.

13. PRIOR TO FABRICATION, JOB VERIFY ALL DIMENSIONS. CABINET MANUFACTURER TO BUILD
CABINETS AND VANITIES TO FIT ACTUAL JOB CONDITIONS

14. HARDWARE - CABINET AND DRAWER PULLS ARE TO BE WIRE PULLS EQUAL TO KEELER
PW355 WIRE PULL 5/16" DIA. (4" C/C).

15. PROVIDE NEW BATHROOM ACCESSORIES IN ALL BATHROOMS. REFER TO INTERIOR
ELEVATIONS SHEET AND EQUIPMENT SCHEDULE FOR GRAB BAR SPECIFICATIONS.

16. HVAC THERMOSTAT AT ALL H.C. UNITS AND COMMUNITY BUILDING SHALL BE MOUNTED AT
48" MAX A.F.F. TO TOP OF CONTROLS.

17. PROVIDE MINIMUM 2x8 WOOD BLOCKING WITH A MINIMUM 250 LBS. SHEAR AND BENDING
MOMENT FOR INSTALLATION OF H.C. GRAB BARS, BLOCKING FOR WALL CABINETS &
SHELVES/RODS.

18. REMOVE ALL EMERGENCY PULLS, HORN AND LIGHT. BLANK OFF LINES NOT IN USE AND
PROVIDE COVER PLATE AS REQUIRED.

19. REMOVE ALL EXISTING INTERIOR AND EXTERIOR CALL LIGHTS, & BLANK INTERIOR &
EXTERIOR SWITCHES.

20. INSTALL VISUAL HARD WIRED DOOR BELL AND VISUAL SMOKE ALARM AT THE 2% REQUIRED
VISUAL APARTMENTS.

21. PROVIDE NEW HARD WIRED DOOR BELL AT ALL H.C. UNITS AND AT 2% VISUAL AND HEARING
IMPAIRED UNITS.

1. THE CONTRACTOR SHALL OBTAIN AND PAY FOR ALL BUILDING PERMIT(S) AS REQUIRED.

2. CONTRACTOR TO PROVIDE CONTROL, TOOLED, EXPANSION AS SIDEWALKS & ROADS AS REQUIRED.

3. FINISH GRADE SHALL BE 2" BELOW THE SURFACE OF WALKS, STEPS, ETC...EXCEPT WHERE
NECESSARY TO ACCOMMODATE DRAINAGE. CONTRACTOR SHALL HYDROMULCH SITE WHEN THE
SITE IS DISTURBED OR BARE AREAS EXIST.

4. ACCESSIBLE ROUTE SIDEWALKS SHALL NOT EXCEED 5% (1'-0" IN 20'-0") SLOPE WITH A 2% (1:50) MAX
CROSS SLOPE AND SHALL BE 3'-0" WIDE EXCEPT WHERE NOTED IN PLAN. SIDEWALKS IN FRONT OF
PARKING SHALL BE 6'-0". ACCESSIBLE ROUTE RAMPS EXCEEDING 5% SLOPE SHALL NOT BE MORE
THAN 1'-0" IN 12'-0" MAX. (8.33%) SLOPE. RAMPS OVER 6" IN HEIGHT ARE TO HAVE HANDRAILS ON
BOTH SIDES OF RAMP. CONTRACTOR TO PROVIDE RAMPS, CURBS, ETC...AS REQUIRED AND
INDICATED IN PLANS.

5. THE CONTRACTOR SHALL FURNISH AND INSTALL ONE MAILBOX PER APARTMENT (REFER TO SITE
PLAN FOR LOCATION). CONTRACTOR SHALL VERIFY TYPE OF MAIL BOXES TO BE INSTALLED WITH
LOCAL POSTMASTER & OWNER. PROVIDE OFFICE MAIL SLOT AND PARCEL PACKAGE BOX NO
GREATER THAN 48" A.F.F TO CONTROLS.

6. REPLACE EXISTING MAILBOXES WITH NEW AND RELOCATE AT OFFICE. (REFER TO SITE PLAN FOR
LOCATION). NEW MAIL BOXES SHALL BE H.C. ACCESSIBLE. VERIFY H.C. MAIL BOX ARE BETWEEN 48"
A.F.F. AND 15" A.F.F. TO OPERABLE PART. VERITY THAT MAILBOXES HAVE A 5'-0" TURNING RADIUS, IF
NOT RELOCATE AND/OR PROVIDE NEW CONCRETE AREA TO COMPLY WITH H.C. ACCESSIBILITY.

7. CONTRACTOR SHALL RE-PAINT INDICATED PARKING SPACES, ACCESS AISLES AND ACCESSIBLE
PARKING, WITH (2) COATS OF PAINT, AFTER NEW SEAL COAT IS INSTALLED. REFER TO
SPECIFICATIONS.

8. NO WHERE SHALL THE CROSS SLOPE OF AN ACCESSIBLE ROUTE EXCEED 1:50, INCLUDING THOSE
THAT CROSS STREETS AND PARKING AREAS.

9. HANDICAPPED PARKING SPACES AND ACCESS AISLES SHALL BE LEVEL WITH SURFACE. SLOPES
SHALL NOT EXCEED 1:50 IN ALL DIRECTIONS.

10. BUILDING LIGHTS INSTALLATION BY E.C. CONNECT TO HOUSE METER AND PHOTO CELLS. ALL NEW
WALL PACKS ARE TO BE 75 WATTS (OR EQUAL) TYPICALLY, EXCEPT AT PARKING AREAS WALL
PACKS ARE TO BE 150 WATTS MIN. (OR EQUAL).

11. PROVIDE THE INTERNATIONAL SYMBOL FOR HANDICAPPED SIGN WITH BRAILLE AT ALL PUBLIC
ENTRANCES AND SPACES, INCLUDING OFFICE, STORM SHELTER, RESTROOM,  ETC...SIGN SHALL BE
LOCATED ON LATCH SIDE OF DOOR. ADA REQUIRED HEIGHT.

12. REMOVE & RELOCATE EXISTING TRASH ENCLOSURE LOCATION. RELOCATED TRASH ENCLOSURE
SHALL BE H.C. ACCESSIBLE. REMOVE EXISTING TRASH ENCLOSURE WOOD FENCE AND REPLACE
WITH NEW VINYL FENCE. REFER TO SITE PLAN A1.0 FOR TRASH LOCATION AND TRASH ENCLOSURE
DETAIL 16/A1.3.

13. THICKEN SLABS AT TRASH ENCLOSURE TO BE 6" THICK CONCRETE WITH 6X6/10X10 W.M.M. ON 4"
AGGREGATE BASE (ODOT TYPE A) ON COMPACTED FILL. REFER TO TRASH ENCLOSURE DETAIL.

14. REPLACE EXISTING CONDENSING UNIT PADS ONLY AS NECESSARY WITH NEW, WHERE BROKEN OR
NOT LEVEL. REMOVE EXISTING CONDENSING UNITS AND INSTALL NEW CONDENSING UNITS AND
INSULATED REFRIGERANT LINES (WERE APPLICABLE). PROVIDE DISCONNECT AND (1) NEW
WATERPROOF GFI OUTLETS WITHIN 20'-0" OF CONDENSER UNIT, IF ONE IS NOT ALREADY
AVAILABLE.

15. REPAIR OR REPLACE DRIVEWAYS PAVING AND CURBS WHERE FAILED. PROVIDE ALTERNATE BID
FOR ASPHALT OVERLAY AFTER REPAIRING/REPLACING CONCRETE.

16. REPAIR OR REPLACE EXISTING CONCRETE ENTRY DRIVES WHERE FAILED, CAULK ALL CRACKS AND
JOINTS WITH EXPANDABLE CAULKING. REPAIR EXISTING CONCRETE PARKING/DRIVEWAY WITH NEW
CONCRETE.

17. REPLACE AND ADD NEW CONCRETE SIDEWALKS WHERE CRACKED OR SEPARATED WITH MORE
THAN 14" IN VERTICAL HEIGHT. DOWEL INTO THE ABUTTING AND ADJOINING EXISTING WALKS.

18. ALL NEW CONCRETE SHALL BE A MINIMUM 3500 PSI AND REINFORCED WITH 6X6/10X10 W.W.M. AND
DOWELED TO ADJOINING CONCRETE.

19. PROVIDE A TOTAL OF (4) HANDICAPPED PARKING SPACES. PROVIDE (2) SPACES MARKED AS "H.C.
TENANT" , (1) SPACE MARKED "VISITOR", (1) SPACE MARKED "VAN ACCESSIBLE" AT THE OFFICE
LOCATION ARE REQUIRED. EXISTING HANDICAPPED PARKING SPACES WILL BE DEMOLISHED AND
RELOCATED. NEW ADA COMPLIANT PARKING, RAMPS AND SIDEWALK AS REQUIRED. PATCH AND
REPAIR CONCRETE CURBS AS NEEDED. VERIFY THAT THE ACCESSIBLE ROUTE FROM THE
HANDICAPPED APARTMENT MEETS THE UFAS/ADA ACCESS REQUIREMENTS.

20. PROVIDE NEW BUILDING AND APARTMENT IDENTIFICATION, (8" LETTERS ON BUILDINGS & 3"
NUMBERS ON APARTMENTS).

21. TRIM EXISTING TRESS AND SHRUBS AWAY FROM BUILDINGS. REMOVE ANY DEAD TREES AND GRIND
STUMPS.

22. REWORK & CORRECT GRADING AS REQUIRED TO LOWER GRADE OR ADD SOIL, AT BUILDING
FOUNDATIONS SO THAT GRADE IS LOWER THAN FINISH FLOOR AND WATER WILL DRAIN AWAY FROM
BUILDINGS.

23. PROVIDE NEW PROJECT SIGN.

24. REHAB (2) UFAS APARTMENTS AND PROVIDE ACCESS TO SITE AMENITIES.

25. PROVIDE ACCESSIBLE SIDEWALKS FROM H.C. UNIT TO OFFICE, MAIL BOX, TRASH ENCLOSURE, AND
SITE AMENITIES. ALL SIDEWALKS THAT ARE ON A H.C. ACCESSIBLE ROUTE SHALL MEET REQUIRED
SLOPES AND ADA/UFAS STANDARD. ACCESSIBLE ROUTE TO BE SHOWN ON SITE PLAN.

26. REMOVE AND REPLACE ALL EXISTING EXTERIOR SIDEWALKS AND RAMPS THAT EXCEED HEIGHT
AND SLOPE REQUIREMENT. PROVIDE NEW SIDEWALKS, RAMPS, AND HANDRAILS AS REQUIRED.
RE-PAIR/RE-PLACE EXISTING HANDRAILS AS REQUIRED TO BRING THE SITE ACCESS UP TO CODE.

27. SHARED LAUNDRY FACILITY IS PROVIDED ON SITE FOR TENANTS TO USE. LAUNDRY LOCATED ON
THE BACK OF BUILDING 1. PROVIDE NEW DRYER & WASHER HOOK-UPS.

28. REMODEL EXISTING LAUNDRY AND OFFICE. OFFICE SHALL BE UP DATED TO MEET THE CURRENT
ASA REQUIREMENTS FOR PUBLIC ACCESS AS WELL AS ADDING A PUBLIC RESTROOM MEETING ADA
REQUIREMENTS.

29. ALL BUILDINGS TO HAVE EXISTING SEWER LINES SCOPED TO VERIFY SEWER BACK UP PROBLEMS.
IF "DIPS" ARE BAD, CONTRACTOR IS TO LOCATE AND REPLACE AS REQUIRED.

30. STEAM CLEAN EXTERIOR CONCRETE WALKS AND PORCHES.

31. REPLACE ALL EXISTING METAL SIDEWALKS COVER (IF APPLICABLE) WITH NEW UNDERWALK DRAINS.
CLEAN OUT AND CORRECT FLOW AS NECESSARY.

32. CONDUCT AN INSPECTION TEST FOR ANY ASBESTOS. ANY REPAIRS OR REMOVAL OF ASBESTOS
MUST BE PERFORMED BY LICENSED CONTRACTOR.

33. REPLACE EXISTING SITE LIGHTING FIXTURE WITH NEW. ADD ADDITIONAL LIGHTING ON BUILDING TO
PROVIDE BETTER SITE LIGHTING. WIRE TO NEAREST HOUSE METER. ALL LIGHTING SHALL BE LED.
(REFER TO SITE PLAN FOR LOCATION)

34. REMOVE ALL EXISTING STAIRS AND PROVIDE NEW TO MEET THE IBC AND UFAS CODE. INSTALL
GUARD RAILS AS REQUIRED BY UFAS.

35. AT SECOND FLOOR LANDINGS, PROVIDE NEW GUARD RAILS MEETING CODE. RE-PAIR/RE-PLACE
SECOND FLOOR LANDING DECK AS REQUIRED.

36. REMODEL EXISTING BASKETBALL COURT AS REQUIRED. PROVIDE NEW ACCESSIBLE SIDEWALK TO
IT.

37. CONSTRUCT AN ICC500 DESIGNED STORM SHELTER BASED ON 1.5 PERSONS PER APARTMENT
BEDROOM.

38. PROVIDE DROUGHT TOLERANT EXTERIOR PLANTING AND GRASS.

39. REFER TO DRAWINGS INCLUDING ALTA SURVEY, SITE PLANS, & DETAIL SHEETS FOR ADDITIONAL
INFORMATION.

GENERAL APARTMENT NOTES:

1. PROVIDE H.C. UNITS TO MEET UFAS CODE REQUIRMENT. (NOTE: 5% OF RESIDENTIAL
UNITS TO BE HANDICAPPED UNITS 24 X 5% = 2 H.C. UNITS REQUIRED) AT LEAST ONE OF
EACH TYPE IS TO BE CONSTRUCTED. PROVIDE 2% VISUALLY IMPAIRED UNITS (1
REQUIRED).

2. PATCH & REPAIR/ REPLACE ALL INTERIOR WALLS AND CEILINGS AS NEEDED ( USE TYPE
"X" GYPSUM BOARD AT PARTY WALLS AND MOISTURE RESISTANT IN BATHROOMS AND
KITCHENS.) CLEAN ALL WALLS AS REQUIRED. PRIME ALL WALLS AND CEILINGS PRIOR TO
PAINT IN UNITS WHERE TENANT SMOKED. PAINT A MINIMUM OF TWO COATS PER
MANUFACTURER'S INSTRUCTIONS. ALL CEILINGS AND EXTERIOR WALLS TO HAVE 5/8"
FIRECODE GYP. BOARD. ALL INTERIOR WALLS TO HAVE 1/2" GYP. BD.

3. ALL OUTLETS PROVIDED AT ALL WET AREAS SHALL BE GFI OUTLET.

4. HANDICAPPED UNITS DESIGNED IN ACCORDANCE WITH UFAS GUIDANCE MATERIAL ON
HANDICAPPED ACCESSIBILITY.

5. PROVIDE ALL NEW INTERIOR DOORS, HARDWARE, AND TRIM. ALL NEW INTERIOR DOORS
SHALL BE PRE-HUNG HOLLOW CORE, COLOR AND TEXTURE BY OWNER.  ALL H.C. UNITS
SHALL HAVE LEVER HANDLES ON ALL DOORS. NEW DOORS SHALL BE 6 PANELS.

6. INSTALL NEW STOVE TOP FIRE AUTOMATIC FIRE EXTINGUISHER (1) PAIR IN ALL VENTS
HOODS -SWIFT FIRE PROTECTION, INC. (IN H.C. UNITS ONLY) AND STOVE TOP FIRE STOP
MICROHOOD FIRE SUPPRESSOR FITS UNDER MICROWAVE OVEN (1) PAIR IN ALL
MICORHOODS- SWIFT FIRE PROTECTION, INC. (IN STANDARD UNITS ONLY)

7. INSTALL DRY CHEMICAL EXTINGUISHER (ABC 5 LB.), WHICH IS READILY VISIBLE IN EACH
KITCHEN AT ALL APARTMENT UNITS. IN HC UNIT MOUNT FIRE EXTINGUISHER AT 48" A.F.F.
TO TOP OF EXTINGUISHER. INSTALL DRY CHEMICAL EXTINGUISHER (ABC 10 LB), WHICH IS
READILY VISIBLE IN EACH LAUNDRY ROOMS, & OFFICE: MOUNTED FIRE EXTINGUISHER AT
48" TOP OF EXTINGUISHER, OR OTHERWISE NOTED ON DRAWINGS.

8. PROVIDE & SEAL ALL SUPPLY & RETURN DUCTWORKS TO REDUCE LEAKAGE.

9. CLEAN ALL DUCTWORK. CLEAN ALL MECHANICAL CLOSETS.

10. ALL SMOKE DETECTOR ARE TO BE MOUNTED ON CEILING, IF POSSIBLE 36" AWAY FROM
LIGHT FIXTURE, CEILING FAN, AND DOOR. AT H.C. UNITS PROVIDE STROBE LIGHT FOR
HEARING IMPAIRED.

11. PROVIDE SECURE ATTIC ACCESS AND ATTIC LIGHTS. PROVIDE AT LEAST ONE ACCESS ON
EACH SIDE OF THE PARTY WALL. INSTALL ATTIC FIXTURE WITH COVER.

12. PROVIDE 2" HORIZONTAL VINYL BLINDS FOR ALL WINDOWS. COLORS TO SELECTED BY
OWNER.

13. PROVIDE NEW CABINET IN KITCHEN & BATHROOM AT ALL UNITS AND COMMON AREAS.
ALL CABINET DOORS SHALL BE VENEERED PLYWOOD FLAT, FIVE PIECE OR ROUTED
EDGES. ALL CABINET DRAWERS TO HAVE DUAL SIDETRACKS DRAWER CONSTRUCTION.
PROVIDE 4" PULLS IN H.C. UNITS ONLY. AT H.C UNITS, CABINETS SHALL BE AT 48" A.F.F.
TO TOP OF SHELF IN UPPER CABINET. BASE CABINETS SHALL BE AT 2'-10" MAX. A.F.F. TO
TOP OF COUNTERTOP.

14. PROVIDE NEW CABINETS, POST FORM PLASTIC LAMINATE COUNTERTOPS WITH
INTEGRAL 4" BACKSPLASH AND SIDE SPLASH IN KITCHEN AND BATHROOMS. OWNER TO
SELECT COLOR. NEW CABINETS SHALL HAVE DUAL SIDETRACKS DRAWERS  AND MUST
BE OPERABLE WITH CLOSED FIST OR FLAT OPEN HAND. PROVIDE CABINET HANDLES IN
ALL H.C. UNITS.

15. PRIOR TO FABRICATION, JOB VERIFY ALL DIMENSIONS. CABINET MANUFACTURER TO
BUILD CABINETS AND VANITIES TO FIT ACTUAL JOB CONDITIONS.

16. PROVIDE NEW ENERGY STAR QUALIFIED APPLIANCES IN ALL APARTMENTS. PROVIDE
NEW 30" REFRIGERATOR, TYPICAL IN ALL UNITS.

17. PROVIDE NEW 30" GAS RANGE AND HOOD VENT. VENT TO EXTERIOR. TYPICAL FOR ALL
UNITS. INSTALL NEW (F.R.P.) PLASTIC LAMINATES BEHIND ALL RANGES.

18. AT ALL  H.C. UNITS &OFFICE, FAUCETS TO BE LEVER OPERATED.

19. ALL KITCHEN SINKS TO BE STAINLESS STEEL SINK WITH SINGLE LEVER HANDLE
CONTROLS AND SWINGING SPOUT. PROVIDE OFFSET DRAIN LINES IN DESIGNATED H.C.
UNITS.

20. PROVIDE NEW KITCHEN SINK GARBAGE DISPOSAL. PROVIDE SWITCHES AT BASE
CABINETS FOR GARBAGE DISPOSAL IN H.C. UNITS.

21. PROVIDE WITH NEW WIRE SELF. PROVIDE NEW RODS FOR INTERIOR CLOSETS. PROVIDE
CENTER BRACKETS AS FOLLOWS: 5'-0" TO 8'-0" WIDE, PROVIDE THREE BRACKETS, ABOVE
8'-0" WIDE, PROVIDE 4 BRACKETS. (NOTE: IN HANDICAP UNITS ALL SHELVES TO BE NO
MORE THAN 48" A.F.F. TO TOP OF BOTTOM SHELF IN UPPER CABINET).

22. ALL NEW PLUMBING WALLS TO BE 2X6 STUDS.

23. PROVIDE ALL NEW PLUMBING FIXTURES. PROVIDE NEW LAVATORY & HARDWARE (VANITY
TYPE)

24. PROVIDE NEW OF THE FOLLOWING: (1) TOWEL BARS, (1) TOWEL RING, (1) TOILET PAPERS
HOLDERS, (1) SHOWER RODS, AND VANITY BEVELED EDGE MIRRORS IN ALL BATHROOMS.

25. FLAME SPREAD FOR CEILING AND WALLS SHALL BE 75.

26. 5
8" FIRECODE GYP. BOARD TO EXTEND BEHIND ALL TUBS AND IN CABINETS AT FIRE

PARTITIONS WALLS. INSULATE ALL PIPES IN FIRE PARTITION WALL AND ALL HOLES CUT IN
WALL. FIRE PARTITION WALLS TO BE 2 X 4 STUDS ON 2 X 6 PLAT STAGGERED AND
INSULATED.

27. PROVIDE CONTINUOUS WOOD BLOCKING FOR ALL WALL NEW CABINETS, HANGING
SELF/ROD.

28. REFER TO MECHANICAL, ELECTRICAL, AND PLUMBING NOTES FOR MORE INFORMATION.

29. PROVIDE NEW WOOD LOOK (LVT) LUXURY VINYL TILE FLOORING IN KITCHEN, DINING
AREA, LIVING ROOM, BATH, ENTRIES, CLOSETS, & HALLWAYS, BEDROOM, AND BEDROOM
CLOSETS ON 1ST FLOOR. ON 2ND FLOOR PROVIDE CARPET IN BEDROOM & BEDROOM
CLOSET, REST OF UNIT WILL HAVE LVT.  PRIOR TO INSTALLATION, REMOVE ANY OLD
FLOORING, CARPET, PADDING, AND TRACK STRIPS. REPAIR DENTS, BUMPS, AND CLEAN
FLOOR SURFACE. 

30. CONTINUE RUNNING FLOOR FINISHES UNDERNEATH ALL NEW H.C. CABINETS.

31. OWNER TO APPROVE AND/OR PICK OUT ALL FINISHES/COLORS.

32. PROVIDE SMOKE BARRIER WALL AT PARTY WALL IN THE ATTIC AREA. INSTALL 12"
PLYWOOD OR GYP BOARD FROM THE BOTTOM OF THE TRUSS TO ROOF DECK AND SEAL
ALL JOINTS WITH TAPE. EXTEND SMOKE BARRIER WALL TO ROOF ENDS AS REQUIRED.
PROVIDE AT LEAST ONE ATTIC ACCESS ON EACH SIDE OF THE SMOKE BARRIER WALL.
EXISTING ATTIC ACCESS ARE IN THE EXTERIOR STAIRWELL. SEE EXTERIOR ELEVATION
SHEETS A2.0-A2.4 FOR LOCATION.

33. PROVIDE NEW DOOR STOPS ON ALL DOORS (WALL TYPE HAGER 223W OR HINGE STOP
EQ. TO "PERFECT PRODUCTS" "DOOR SAVER".

34. PROVIDE NEW WATER CLOSET & PARTS, INCLUDING, BUT NOT LIMITED TO THE
FOLLOWING: BALLCOCK, FLAPPER, AND WHITE TOILET BOWL CAPS, FLEX CLOSET
SUPPLY STOP, AND FLUSH LEVER. ALL NEW WATER CLOSETS SHALL BE PROVIDED WITH
NEW WAXED RINGS PRIOR TO RE-ANCHORING OF WATER CLOSETS FOLLOWING THE
INSTALLATION OF LVT FLOORING.

35. REFURBISH ALL EXISTING TUBS. AT GENERAL CONTRACTOR DISCRETION TO DETERMINE
IF EXISTING TUB SHALL BE REPLACE WITH NEW. PROVIDE NEW 36" TRANSFER SHOWER
AT ALL H.C. UNITS. ALL TUBS AND SHOWERS SHALL HAVE NEW FITTINGS WITH
ANTI-SCALED GUARD AND FLOW LITTERS; SHOWER RODS; SINGLE HANDLE LEVER
FAUCETS AND SHOWER HEADS WITH MAXIMUM 2.5 GALLONS PER MINUTE FLOW RATE.
AT ALL H.C. UNITS, PROVIDE NEW 60" LONG HAND-HELD SPRAYER IN ADDITION TO
SHOWER HEAD. PROVIDE DIVERTER VALVE.

36. REMOVE ALL EXISTING CAULKING MATERIAL FROM JOINTS & ABUTTING DISSIMILAR
MATERIALS, WHICH ARE PRESENTLY CAULKED AT KITCHEN & BATH CABINETS TO
WALL/FLOORS, COUNTERTOPS TO WALLS, WATER CLOSETS TO FLOORS, & AT BOTTOM
OF ALL BASES. FOLLOW REMOVAL, CLEAN UP AND RE-CAULK SAME TO ABUTTING
MATERIALS WHETHER THEY WERE PREVIOUSLY CAULKED OR NOT. REFER TO CAULKING
SPECS FOR REQUIRED CAULKING MATERIALS FOR SPECIFIC LOCATIONS.

37. REMOVE ALL EMERGENCY PULLS, HORN & LIGHT. BLANK OFF LINES NOT IN USED.
PROVIDE COVER PLATES AS REQUIRED.

38. REPLACE ALL OTHER ROOM LIGHT FIXTURES IF BROKEN OR INOPERABLE WITH LIKE
KIND. REPLACE ALL KEYLESS FIXTURES WITH NEW GLOBE FIXTURES.

3. INSTALL NEW SEAMLESS 5" METAL GUTTER & 2"x3" DOWNSPOUTS WITH CONCRETE
SPLAHBLOCKS. TYPICAL IN ALL APARTMENT BUILDING.

4. BUILDING LIGHTS AND INSTALLATION BY E.C. CONNECT TO HOUSE METER, AND PHOTO
CELL. ALL NEW WALL PACKS ARE TO BE 75 WATTS (OR EQUAL) TYPICALLY, EXCEPT AT
PARKING AREAS  WALL PACKS ARE TO BE 150 WATTS MIN (OR EQUAL).

5. PROVIDE THE INTERNATIONAL SYMBOL FOR HANDICAPPED SIGN WITH BRAILLE AT ALL
PUBLIC ENTRANCES AND SPACES, INCLUDING OFFICE, LAUNDRY, RESTROOMS,...ETC. SIGN
SHALL BE LOCATED ON LATCH SIDE OF DOOR. ADA REQUIRED HEIGHT.

6. REMOVE EXISTING CAULKING AROUND ALL DOORS, WINDOWS, AND TRIM. FOAM & RE-CAULK
AFTER NEW UNIT ENTRY DOORS, FRAMES, AND WINDOWS ARE INSTALLED.

7. EACH FRONT ENTRY DOOR SHALL BE PROVIDED WITH A PEEP HOLE AT 60". AT H.C. UNITS
PROVIDE (2) PEEP HOLES (1) AT 60" AND (1) AT 48". PROVIDE NEW LEVER DOOR HARDWARE
AND H.C. THRESHOLD AT ALL H.C UNITS, OFFICE, & ANY PUBLIC AREA. PROVIDE DEAD BOLT
LOCKS WITH INTERIOR "THUMB LATCH".

8. REPLACE ALL EXISTING ROOFS WITH NEW 30 YEAR ROOF.

9. REMOVE ALL WINDOW SHUTTERS.

10. REPLACE ANY ROTTEN OR MISSING PLYWOOD SOFFITS AND FASCIA AND RE-NAIL ANY
LOOSE WOOD.

11. REMOVE EXISTING SIDING AS REQUIRED PRIOR TO INSTALLING NEW HARDI BOARD OR LP
SMART BOARD SIDING.

12. AT GABLE ENDS PROVIDE AND INSTALL DECORATIVE SIDING.

13. PRIOR TO INSTALLING NEW METAL FASCIAS, VENTED SOFFITS AND TRIM, RE-PAIR/RE-PLACE
ANY ROOTING OR MISSING PLYWOOD WITH NEW.

14. PRIOR TO INSTALLING NEW SIDING, PROVIDE AND INSTALL EXTERIOR HOUSE WRAP "TYVEK"
ONLY IF EXISTING DOES NOT EXIST.

15. REPAIR AND OR REPLACE BRICK THAT IS MISSING, DAMAGED, OR SPALDED. REPAIR BY
POINTING BRICK JOINTS WHERE MORTAR IS MISSING. REPAIR ANY BRICK FAILURE AT NOTED
ON PLANS.

16. REMOVE ALL EMERGENCY PULLS, HORN, AND LIGHT. BLANK OFF LINES NOT IN USED AND
PROVIDE COVER PLATE AS REQUIRED.

INTERIOR NOTES:

40.   REPAINT INTERIOR OF ALL APARTMENTS (TYPICAL). PERFORM THE FOLLOWING PRIOR TO
PRIMING/PAINTING/STAINING ALL WALLS, CEILINGS, CASING, TRIM, FRAMES, BASES, AND
DOORS; REPAIR, PAINT, SAND & PREPARE ALL DAMAGED, CRACKED, WARPED, BROKEN,
LOOSE, OR MISSING DRYWALL WALLS & CEILING. RE-SET PROTRUDING NAILS/SCREWS
AND REMOVE ALL WALL PICTURES NAILS/HANGERS/SCREWS. REMOVE ALL DOOR
CASING, TRIM, FRAME & DOOR SCHEDULED TO BE MOVED & REPLACED AND PROVIDE
NEW AS SPECIFIED. RE-ANCHOR ALL EXISTING WOOD CASING, FRAMES, TRIM & DOORS
NOT SCHEDULED TO BE REMOVED. THOROUGHLY CLEAN ALL SALVAGED INTERIOR
SURFACES (PAINTED OR STAINED) W/APPROPRIATE CLEANER PRIOR TO
PRIMING/PAINTING/STAINING. CLEAN MATERIAL SHALL BE THE TYPE WHICH DOES NOT
AFFECT THE SURFACES PREVENTING PROPER TACK FOR PRIMER (DO NOT USE SOAP).
FOLLOWING THOROUGH CLEANING, PRIME/PAINT/STAIN ALL NEW & EXISTING WOOD
DOORS, FRAME, CASING, TRIM, & BASE AS PER SPECIFICATIONS, ALL REPAIRED CEILING
& WALL AREAS SHALL BE RE-TEXTURED TO MATCH EXISTING TEXTURE. REFER TO SPECS
FOR TYPES OF PRIMERS, PAINTS, AND STAINS FOR EACH SURFACE FOR THIS PROJECT,
ALL DOORS, CASE AND BASE WILL BE REPLACED WITH NEW. NO OR LOW VOC PAINT
REQUIRED.

41.   PROVIDE TAMPER PROOF 10-YEAR SMOKE ALARM; HAND-WIRED CARBON MONOXIDE
SMOKE DETECTORS W/ BATTERY BACK-UP IN ALL UNITES BEDROOM AND IN ALL
HALLWAYS LEADING TO THE BEDROOMS. SMOKE DETECTORS SHALL BE WIRED TO SAME
CIRCUIT WITHIN EACH UNIT. IN H.C. UNITS ONLY, INSTALL SMOKE DETECTOR W/ CARBON
MONOXIDE & SOUND/STROBE TYPE BATTERY BACK-UP SYSTEM EQUAL TO BRK 7030BSL
FOR HEARING IMPAIRED IN HALL AND ALL BEDROOMS.

42.   REMOVE ALL EXISTING WATER HEATERS; REPLACE WITH ALL NEW ENERGY STAR
QUALIFIED GAS WATER HEATERS COMPLETE WITH PANS, COPPER RELIEF VALVE AND
NEW PLUGS OR DISCONNECT. PIPE OVERFLOW TO THE NEAREST FLOOR DRAIN, WET
VENT, OR TO THE EXTERIOR. 

43.   REMOVE ALL EXISTING HVAC DOORS. PROVIDE NEW DOORS WITH R/A GRILLES (WERE
APPLICABLE). AS AN ALTERNATE PROVIDE LOURVED DOORS AT ALL HVAC UNIT
LOCATIONS.  RELOCATE R/A GRILLES ONLY ON 1 BEDROOM UNITS. REFER TO UNIT
FLOOR PLAN FOR NEW LOCATION.

44.   REPLACE ALL EXISTING EXHAUST BATH VENTS AND LIGHTS WITH NEW, VENT TO 
EXTERIOR.

45. REPLACE ALL EXISTING INTERIOR & EXTERIOR LIGHT FIXTURES WITH NEW. PROVIDE LED
LIGHT BULBS. SEE ELECTRICAL SCHEDULE.

46. PROVIDE NEW HANDICAP-ACCESSIBLE SINKS, H.C. WATER CLOSETS, GRAB BARS AND
H.C. SHOWERS UNITS IN BATHROOMS FOR H.C. APARTMENTS.

47. REPLACE ALL RECEPTACLES, SWITCHES, AND COVER PLATES WITH NEW, IF BROKEN
CRACKED, MISSING OR INOPERABLE (INCLUDING T.V. AND TELEPHONE JACKS).

48. AT ALL H.C. UNITS, PROVIDE NEW OUTLET WITHIN 18" OF TELEPHONE JACK, IF ONE IS
NOT ALREADY AVAILABLE.

49. HANDICAP UNITS TO HAVE LIGHT SWITCHES & PLUGS TO BE  A CONTRASTING COLOR
FROM COVER PLATE. SWITCHES ARE TO BE 44" A.F.F. TO CONTROL AND ELECTRICAL
OUTLETS 18" A.F.F. MIN. TO BOTTOM PLUG.

50. AT ALL H.C. UNITS AND (1) VISUALLY IMPAIRED UNIT, INSTALL NEW HARD WIRED PUSH
BUTTON CHIMES WITH STROBE LIGHTS.

51. PROVIDE ALL NEW THERMOSTATS IN ALL UNITS.  THERMOSTATS SHALL BE MOUNTED AT
48" A.F.F. TO TOP OF CONTROL AT H.C. UNIT.

52. USE LOW OR NO VOC PAINT.

53. PROVIDE CEILING FAN WITH LIGHTS IN EACH BEDROOM AND IN EACH LIVING. PROVIDE
NEW ELECTRICAL WIRING & SWITCH FOR BOTH LIGHT AND FAN, IF NOT ALREADY
AVAILABLE. IN STANDARD UNITS PROVIDE (2) NEW CEILING FAN CORDS, (1) FOR FAN AND
(1) FOR LIGHT. IN H.C. UNIT PROVIDE (1) NEW SWITCH FOR CEILING FAN.

54. PROVIDE NEW AND OR/LOWER FURR DOWN AS REQUIRED FOR UPPER NEW CABINETS TO
MEET 48" HEIGHT REQUIREMENT FOR UFAS COMPLIANT KITCHEN OR APPROVED LARGER
UPPER CABINETS (36" VERIFY)

55. PROVIDE NEW MICROWAVE IN ALL APARTMENTS, IN STANDARD UNITS ABOVE KITCHEN
RANGE, AND AT H.C. UNITS OVER COUNTERTOPS.

56. PROVIDE TERMINATE TREATMENT OF ALL UNITS. PROVIDE CERTIFICATION UPON
COMPLETION. PROVIDE INSECT FUMIGATION IN ALL UNITS AFTER REHAB WORK. USE
CAUTION SO THAT ANY ADJACENT OCCUPIED UNITS WILL NOT BE AFFECTED FROM
FUMIGANT. IF TREATMENT DAMAGE IS FOUND, REPLACE DAMAGED WOOD WITH NEW.

57. PROVIDE R-2 INSULATION ON ALL EXPOSED HOT WATER PIPES.

58. REMOVE EXISTING HVAC SYSTEMS AND PROVIDE NEW ENERGY STAR QUALIFIED HVAC
SYSTEM (FURNACES AND A/C UNITS) TYPICAL FOR ALL APARTMENTS. HVAC SHALL BE 15
SEER MIN. RE-USE DUCTWORK IF POSSIBLE. CLEAN ALL EXISTING DUCTWORK. INSTALL
NEW FLOOR VENTS, CEILING AND WALL GRILLES. REPLACE THRU-WALL FILTERED
RETURN AIR GRILLES WITH NEW. PROVIDE AND SEAL ALL SUPPLY AND RETURN
DUCTWORKS TO REDUCE DUCK LEAKAGE.

59. PROVIDE SECURE ATTIC ACCESS. PROVIDE AT LEAST ONE ACCESS ON EACH SIDE OF
THE PARTY AND INSTALL ATTIC KEYLESS LIGHT FIXTURE WITH COVER GUARD. EXISTING
ATTIC ACCESS LOCATED IN THE EXTERIOR STAIRWELLS.

60. INSTALL GROUND FAULT BREAKERS IN KITCHEN AND BATHS IF MISSING OR INOPERATIVE.
HOOK UP TO THE EXISTING GFI CIRCUIT. PROVIDE AND INSTALL NEW ARC FAULT
OUTLETS AT ALL BEDROOM PLUG, IF REQUIRED BY LOCAL CODE OFFICIAL.

61. PROVIDE LED LIGHTING IN THE PARKING LOTS.

62. PROVIDE NEW MOUNTED STORAGE CABINET ABOVE WATER CLOSET.

63. ADD ADDITIONAL INSULATION IN ATTIC TO INCREASE INSULATION VALUE TO R-39.
PROVIDE CERTIFICATE.

64. REPAIR WALLBOARD AT CEILING EDGES AND CORNERS WHERE JOINT TAPE HAD BEEN
PULLED LOOSE OR WHERE NAILS HAVE POPPED, TYPICAL.

65. REMOVE CEILING TEXTURE FROM ALL APARTMENT CEILING, PATCH & REPAIR CEILING AS
NEEDED PRIOR TO APPLYING NEW TROWELED TEXTURE FINISH, PRIME, AND PAINT.

66. PROVIDE NEW CASE, BASE BOARD, AND CHAIR RAILS.

67. PAINT ALL ELECTRICAL CABINET DOOR TO CONTRAST WITH WALL COLOR. RE-LABEL IF
MISSING OR FADED ALL ELECTRICAL PANEL CIRCUITS.

68. PROVIDE INTERNET CONNECTION IN EACH UNIT HAT MEET OR EXCEEDS THE
REQUIREMENT OUTLINED IN THE THE HUD BROADBAND INFRASTRUCTURE RULE.

69. PROVIDE AND INSTALL NEW SECURITY ALARM IN EACH APARTMENT UNIT.

1. INSTALL NEW SINGLE HUNG VINYL WINDOWS WITH LOW-E GLASS, U-FACTOR LESS THAN =
0.36, 2 PANES OF AGON GAS FILLED INSULATED GLASS AND SHGC LESS THAN 0.30.
WINDOWS SHALL BE EQUAL TO "BETTER BUILT VERTICAL SLIDERS, COMPLETE WITH
SCREENS (WHITE) FRAME IN NEW WINDOW SILL TO MATCH ADJACENT WALL STRUCTURES.
WHERE WINDOWS ARE WITHIN 24" OF A DOOR OR WINDOWS BELOW 18" AT FINISH FLOOR,
WINDOW GLAZING SHALL BE TEMPERED. WINDOWS IN ALL BEDROOMS SHALL BE MINIMUM
3050 & MEET IBC CODE ON WIND LOAD, HEIGHT OFF FLOOR, AND EGRESS CODE OF MINIMUM
5.7 SQ. FT. OPENING. AT ALL 2ND FLOOR WINDOWS, PROVIDE PROTECTION LOCK CONTROL
DEVICE TO PREVENT WINDOW FALL PER IBC 2015 SECTION 1015.8, ASTM F2090 FOR
EMERGENCY EGRESS RELEASE MECHANISM.

2. REMOVE ALL EXISTING FRONT ENTRY DOOR, FRAMES, & THRESHOLD. PROVIDE NEW
FIBERGLASS INSULATED (MIN. R-15 INSULATION) DOOR WITH, FRAMES, TRIMS, WOOD
CASING, THRESHOLDS & SINGLE HANDLE LEVER DOOR HARDWARE. AT H.C. UNITS AND
OFFICE ALL THRESHOLDS TO BE ADA APPROVED & SHALL HAVE LEVER DOOR HARDWARE.
ALL EXTERIOR DOOR SHALL HAVE WEATHER STRIPS, BOTTOM SWEEPS, METAL
QUARTER-ROUND RAIN DRIPS AT AREA WITHOUT COVER/ROOF. FOAM INSULATES SPACES
BETWEEN NEW DOOR FRAMES AND ROUGH OPENING AT HEAD AND JAMBS PAINT EXTERIOR
DOOR WITH TWO COATS OF PAINT. COLOR BY OWNER.

EXTERIOR NOTES:

GENERAL APARTMENT NOTES:

EXTERIOR NOTES:

GENERAL APARTMENT NOTES:

SMOKE FREE POLICY FOR ALL BUILDINGS
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1. THE DRAWINGS ARE INTENDED TO COVER THE LAYOUT & DESIGN OF THE
WORK & ARE NOT TO BE SCALED FOR EXACT MEASUREMENTS.

2. THE CONTRACTOR SHALL VISIT THE SITE BEFORE SUBMITTING A BID & SHALL
VERIFY ALL DIMENSIONS & LOCATIONS PRIOR TO PURCHASING COMPONENTS
OR COMMENCING WORK.

3. ANY CONNECTION TO, OR RELOCATION OF, EXISTING UTILITIES REQUIRING
DISCONNECTION OF NORMAL UTILITY SERVICES SHALL BE SCHEDULED &
COORDINATED WITH THE OWNER OR HIS REPRESENTATIVE. PREMIUM TIME
SHALL BE INCLUDED.

4. IN NO CASE SHALL THE UTILITIES BE LEFT DISCONNECTED AT THE END OF A
WORKDAY WITHOUT AUTHORIZATION FROM THE OWNER.

5. PROVIDE ALL EXCAVATION NECESSARY FOR INSTALLATION OF THE WORK
INCLUDED. COMPLY WITH ALL APPLICABLE & GOVERNING SAFETY
REGULATIONS INCLUDING OSHA.

6. CONTRACTOR SHALL INCLUDE ALL NECESSARY CUTTING & PATCHING OF
WALLS, FLOORS, CEILINGS & ROOFS FOR INSTALLATION. NO STRUCTURAL
MEMBERS SHALL BE CUT WITHOUT PERMISSION FROM THE ARCHITECT.

7. CONTRACTOR SHALL REPAIR ANY EXISTING FACILITIES DAMAGED DUE TO
THE OPERATIONS OF THE CONTRACTOR.

8. PERFORMANCE, WORKMANSHIP & MATERIAL SHALL COMPLY WITH
GOVERNING CODES, STATE STATUTES, CITY ORDINANCES & REGULATIONS
OF REGULATORY BODIES HAVING JURISDICTION.

9. CONTRACTOR SHALL PROCURE & PAY FOR ALL REQUIRED PERMITS &
LICENSES.

10. GUARANTEE EACH NEW SYSTEM & EACH ELEMENT THEREOF AGAINST ANY
DEFECT DUE TO FAULTY WORKMANSHIP, DESIGN OR MATERIAL FOR A PERIOD
OF ONE YEAR.

11. INSTALL ALL EQUIPMENT PER MANUFACTURER'S INSTALLATION
INSTRUCTIONS AND REQUIREMENTS.

12. SUBMIT FIVE (5) COPIES OF COMPLETE PRODUCT DATA & SHOP DRAWINGS.
EACH SUBMITTAL SHALL BE STAMPED & DATED BY THE CONTRACTOR.

13. REQUESTS FOR SUBSTITUTIONS SHALL BE MADE SEVEN (7) DAYS PRIOR TO
BID.

14. THE CONTRACTOR SHALL SHOW, ON BLUE-LINE PRINTS, ANY CHANGES FROM
THE ORIGINAL DRAWINGS MADE DURING INSTALLATION. DELIVER TO THE
OWNER WHEN THE WORK IS COMPLETED.

15. PROVIDE THREE (3) COPIES OF OPERATING & SERVICE MANUALS, INCLUDING
OPERATING INSTRUCTIONS, SERVICE INSTRUCTIONS & SUBMITTAL
LITERATURE TO THE OWNER.

16. DEMONSTRATE TO & INSTRUCT THE OWNER IN THE PROPER OPERATION &
MAINTENANCE OF ALL SYSTEMS.

17. WHERE EQUIPMENT IS FURNISHED BY THE OWNER OR OTHER CONTRACTOR,
PROVIDE ROUGH-IN & MAKE FINAL CONNECTIONS PER SHOP DRAWINGS &
MANUFACTURER'S INSTALLATION INSTRUCTIONS.

18. STORE EQUIPMENT & MATERIAL TO PREVENT DAMAGE. DAMAGED
EQUIPMENT SHALL BE REPLACED OR RESTORED TO A CONDITION
ACCEPTABLE TO THE OWNER.

19. TOUCH UP OR REFINISH MINOR DAMAGE TO ITEMS OF EQUIPMENT SUPPLIED
WITH MANUFACTURER'S STANDARD FINISH.

20. TEST ALL SAFETY DEVICES, PERFORM EQUIPMENT START-UP & MAKE ANY
ADJUSTMENTS REQUIRED TO MAKE THE EQUIPMENT FULLY OPERATIONAL
PER THE MANUFACTURER'S INSTRUCTIONS.

21. PROVIDE NON-CONDUCTING TYPE CONNECTIONS WHENEVER JOINING
DISSIMILAR MATERIALS.

22. INSULATION MATERIAL SHALL HAVE A MINIMUM RATING OF 25 FLAME SPREAD
AND 50 FOR SMOKE DEVELOPED. ALL ADHESIVES SHALL BE WATERPROOF.

23. PROVIDE FIRE STOPPING FOR PIPES, DUCTWORK, ETC. PASSING THROUGH
FIRE OR SMOKE PARTITIONS.

24. COORDINATE WITH OTHER TRADES WHEN LOCATING EQUIPMENT, PIPING,
DUCTWORK, ETC.

25. VERIFY VOLTAGE AND PHASE OF ELECTRICAL SERVICE TO EACH PIECE OF
EQUIPMENT.

26. ALL EQUIPMENT SHALL BE INSTALLED IN SUCH A MANNER THAT ALL
COMPONENTS REQUIRING ACCESS ARE LOCATED AND INSTALLED THAT THEY
MAY BE SERVICED, RESET, REPLACED, RECALIBRATED, ETC. BY SERVICE
PERSONNEL USING NORMAL SERVICE TOOLS AND EQUIPMENT.

27. ALL EQUIPMENT AND RELATED ABOVE SLAB PIPING, FLUES, DUCTWORK,
CONTROL WIRING, AND ACCESSORIES SHALL BE INSTALLED PARALLEL OR
PERPENDICULAR TO BUILDING LINES AND, IF INSTALLED WITHIN THE BUILDING
ENVELOPE, SHALL BE INSTALLED AS HIGH AS POSSIBLE TO ALLOW THE
MAXIMUM AMOUNT OF HEADROOM. ALL EQUIPMENT SHALL BE INSTALLED
WITH THE REQUIRED CLEARANCES AS RECOMMENDED BY THE EQUIPMENT
MANUFACTURER OR GOVERNING CODES.

28. WORK SHALL BE PERFORMED IN ACCORDANCE WITH ALL APPLICABLE
REQUIREMENTS OF ALL GOVERNING CODES, RULES AND REGULATIONS,
INCLUDING THE FOLLOWING MINIMUM STANDARDS, WHETHER STATUTORY OR
NOT:

NATIONAL ELECTRICAL CODE (NEC)
NATIONAL FIRE PROTECTION ASSOCIATION (NFPA)
INTERNATIONAL BUILDING CODE (IBC)
AMERICANS WITH DISABILITIES ACT (ADA)
INTERNATIONAL PLUMBING CODE (IPC)
INTERNATIONAL MECHANICAL CODE (IMC)
INTERNATIONAL EXISTING BUILDING CODE (IBEC)
UFAS, ADA, FAIR HOUSING (IF APPLIED)

29. ANY MEP EQUIPMENT OR COMPONENTS THAT PENETRATE FIRE PARTITION
WALLS ARE TO HAVE REQUIRED FIRE ASSEMBLY STOPS AS PER CODE.

30. CLEAN ALL MECHANICAL CLOSETS.

MEP GENERAL  NOTES: ELECTRICAL GENERAL  NOTES:
1. IN PARTY WALLS, ELECTRICAL OUTLETS SHALL NOT BE BACK TO BACK.

SEPARATE BY 24" O.C. (MIN).  WHEN OUTLETS ARE LESS THAN 24" O.C., USE
HILTI CP614 FIRESTOP PUTTY AT BOXES.

2. ALL WIRING SHALL BE SECURELY FASTENED TO STUDS.

3. IN H.C APARTMENTS INSTALL ALL SWITCHES AND PLUGS TO HAVE
CONTRASTING COLORS FROM COVER PLATE.  MOUNTING HEIGHTS PER UFAS
& FAIR HOUSING REQUIREMENTS.

4. HANDICAP UNITS TO HAVE LIGHT SWITCHES INSTALLED AT  48" MAX A.F.F. TO
TOP OF LIGHT SWITCH AND ELECTRICAL OUTLETS AT 15" MIN. A.F.F. TO
BOTTOM OF LOWER OUTLET.  ALL SWITCHES AND PLUGS TO BE A
CONTRASTING COLOR FROM COVER PLATE.

5. ALL WIRING DONE IS TO BE WITH COPPER WIRE.. ALUMINUM WIRE SHALL NOT
BE USED. ALL WIRING SHALL BE SIZED IN ACCORDANCE WITH NEC LATEST
EDITION.

6. ELECTRICAL CONTRACTOR SHALL CONTACT TELEPHONE COMPANY & VERIFY
PRE WIRING RESPONSIBILITIES.  ELECTRICAL CONTRACTOR IS RESPONSIBLE
FOR OUTLETS SHOWN PRE WIRED WITH ELECTRICAL BOX, COVER PLATE &
JUNCTION BOX IN ATTIC.  ELECTRICAL CONTRACTOR SHALL PROVIDE AND
INSTALL ONE JACK PER TELEPHONE OUTLET SHOWN.

7. ELECTRICAL CONTRACTOR SHALL PERMIT, MARK, AND LABEL ALL
DISCONNECTS AND CIRCUITS IN PANEL WITH ROOMS & APPLIANCES.

8. SMOKE DETECTORS SHALL BE CONNECTED SO ALL ARE ACTIVATED IN UNION
FOR EACH APARTMENT.

9. ELECT. CONTRACTOR SHALL FURNISH & INSTALL POWER CORDS FOR ALL
RANGES, DRYERS, GARBAGE DISPOSALS & WATER HEATERS.

10. ON ALL BUILDINGS, PAINT ALL EXPOSED CONDUIT & DISCONNECT BOXES
COLOR TO BLEND TO ADJACENT MATERIAL.

11. OWNER TO APPROVE ALL LIGHTING.

12. PRIOR TO BID AND CONSTRUCTION SURVEY THE SITE TO DETERMINE ALL
EXISTING CONDITIONS RELATED TO THE WORK. THIS INCLUDES ALL EXISTING
UTILITIES.  SEE BUILDING AND SITE UTILITY PLANS FOR TRANSFORMER AND
METER LOCATIONS.

13. ELECTRICAL CONTRACTOR TO COORDINATE THE MOUNTING HEIGHTS OF ALL
RECEPTACLES WITH ARCHITECTURAL DETAILS, OWNER, H.C. ACCESSIBILITY
REQUIREMENTS.

14. ALL CIRCUITS SHALL HAVE AN EQUIPMENT GROUND WIRE ROUTED IN THE
CONDUIT.

15. ALL 120V BRANCH CIRCUITS GREATER THAN 100' SHALL BE #10 THHN, MINIMUM.

16. CONTRACTOR SHALL BE RESPONSIBLE FOR COORDINATING BREAKER SIZE AND
DISCONNECT SIZE AND REQUIREMENTS FOR EQUIPMENT WITH MECHANICAL
CONTRACTOR AND WITH OWNER ON OWNER PROVIDED EQUIPMENT.

17. PROVIDE PULL STRING IN ALL EMPTY CONDUITS.

18. ALL THREE PHASE CIRCUITS AND CIRCUITS LARGER THEN 30A SHALL BE RUN IN
SEPARATE CONDUITS. OTHER CIRCUITS MAY BE COMBINED IN CONDUITS.  SUCH
COMBINED CIRCUITS SHALL BE DERATED PER NEC.

19. CONNECT EXIT/EMERGENCY LIGHTS AHEAD OF SWITCH TO LOCAL LIGHTING
CIRCUIT. OBTAIN APPROVAL FROM FIRE MARSHALL FOR EMERGENCY LIGHT
LOCATIONS.

20. THE "ELECTRICAL" DOCUMENTS ARE NOT STAND ALONE DOCUMENTS BUT ARE A
PORTION OF A LARGER SET OF CONSTRUCTION DOCUMENTS. REFER TO ALL
DOCUMENTS FOR WORK.

21. IN H.C. UNITS PROVIDE NEW ELECTRICAL AS REQUIRED FOR NEW ROOM
LAYOUTS. EQUIPMENT AS PER CODE. REMOVE ALL OLD ELECTRICAL NOT TO BE
USED.

22. PROVIDE NEW ELECTRICAL WIRING AND SWITCH FOR NEW CEILING FAN WITH
LIGHT IN ALL H.C. UNITS. WIRE TO EXISTING SWITCH.

23. PROVIDE NEW ELECTRICAL WIRING AND SWITCH FOR NEW CEILING FAN WITH
LIGHT IN ALL UNIT LIVING ROOM. PROVIDE (1) NEW SWITCH FOR LIGHT AND CORD
FOR CEILING FAN, AT ALL REGULAR UNITS. FOR H.C. UNITS PROVIDE (2) NEW
SWITCHES, (1) FOR LIGHT AND (1) FOR FAN.

PLUMBING GENERAL  NOTES:
1. PROVIDE READILY ACCESSIBLE VALVES AT HOT AND COLD WATER PLUMBING

HEADERS.

2. PROVIDE SHUTOFF VALVES WITH UNIONS AT EACH SERVICE CONNECTION TO
EACH PIECE OF EQUIPMENT. VALVE HANDLES SHALL BE PROVIDED WITH
EXTENSIONS TO ALLOW HANDLE ACCESS BEYOND FACE OF INSULATION.

3. ALL PIPING SHALL BE PROPERLY SUPPORTED PER IPC.

4. DO NOT INSTALL PIPING IN ELECTRIC ROOMS OR DIRECTLY ABOVE ELECTRICAL
EQUIPMENT.

5. GRADE MAIN HORIZONTAL DRAINAGE PIPING OVER 2" IN SIZE AT 1/8" PER FOOT
UNLESS OTHERWISE NOTED.

6. INSTALL PIPING TO ALLOW FOR EXPANSION & CONTRACTION WITHOUT
STRESSING PIPING OR CONNECTED EQUIPMENT.

7. PROVIDE REDUCED PRESSURE BACKFLOW PREVENTER ON ALL CONNECTIONS
OF NONPOTABLE WATER TO POTABLE WATER.

8. TEST PIPING TO THE FOLLOWING MINIMUM CRITERIA:
    DOMESTIC WATER - 150% OF DESIGN
  PRESSURE/NOT LESS THAN 150 PSIG
  SANITARY - 10' STATIC HEAD
 NATURAL GAS - 25 PSIG

9. PROVIDE ACCESS PANEL FOR EQUIPMENT OR ISOLATION VALVES IN LOCATIONS
AS REQUIRED TO MAINTAIN ACCESSIBILITY. PROVIDE MINIMUM SIZE REQUIRED
FOR FULL MAINTENANCE ACCESS. VERIFY WALL OR CEILING CONSTRUCTION
REQUIREMENTS. ACCESS PANELS TO BE COMPATIBLE WITH WALL TYPE AND
WALL RATING.

10. LOCATE FLOOR DRAINS AND CLEANOUTS TO BE EASILY ACCESSIBLE FOR
MAINTENANCE. FLOOR DRAINS, FLOOR SINKS, ETC. WITH SQUARE TOPS TO BE
INSTALLED SQUARE WITH ROOM OR ADJACENT EQUIPMENT SURFACES.

11. COLLECT PLUMBING VENTS FROM REMOTE FIXTURES IN CEILING SPACE AND
TERMINATE GROUPINGS WITH 2" MINIMUM VTR OR VENT THRU WALL OR AS
INDICATED ON PLANS. PLUMBING VENT TERMINATIONS TO BE LOCATED 10'-0"
MINIMUM FROM ANY OUTSIDE AIR INTAKE LOCATIONS. VERIFY EXACT
LOCATIONS WITH MECHANICAL CONTRACTOR.

12. REFER TO MANUFACTURER'S INSTRUCTIONS FOR CONNECTIONS AND
ADDITIONAL REQUIREMENTS FOR COMPLETE INSTALLATION OF EQUIPMENT AND
DEVICES THAT ARE INSTALLED AS PART OF THIS WORK.

13. FURNISH ALL TUBING, TRIM,  AND FITTINGS AS REQUIRED FOR ALL FINAL
EQUIPMENT CONNECTIONS.

14. ROUTE ALL WATER PIPING SO AS TO AVOID THE POTENTIAL FOR FREEZING.
WATER LINES TO BE INSTALLED UNDER BUILDING INSULATION OR ON WARM
SIDE OF INSULATION..

15. COORDINATE PIPING ROUTING AND PLACEMENT OF EQUIPMENT AND DEVICES
WITH THE HVAC AND ELECTRICAL CONTRACTORS PRIOR TO INSTALLATION.

16. REFER TO ARCHITECTURAL ELEVATIONS FOR MOUNTING HEIGHTS OF PLUMBING
FIXTURES AND REQUIREMENTS FOR H.C. ACCESSIBILITY.

17. CONTRACTOR TO OBTAIN VALID WATER FLOW TEST DATA AND VERIFY ACTUAL
DOMESTIC WATER PRESSURE AVAILABLE FROM UTILITY SERVICE. COORDINATE
WITH ENGINEER TO PROVIDE PRESSURE REDUCING VALVE OR BOOSTER PUMP
IF REQUIRED TO ADJUST FOR EXCESSIVE OR INADEQUATE PRESSURE TO
SERVE THE ENTIRE SYSTEM DEMAND REQUIREMENTS.

18. COORDINATE EXACT LOCATION AND ROUTING OF ALL UNDERSLAB PIPING
SYSTEMS TO AVOID CONFLICT WITH FOUNDATION, COLUMN FOOTINGS, ETC.
WHILE MAINTAINING PROPER FLOWLINES.

19. COORDINATE ALL FLOOR SINKS, FLOOR DRAINS, TRENCH DRAINS, AND
CLEANOUTS WITH FINISHED FLOOR ELEVATIONS TO ENSURE THEY ARE
INSTALLED PLUMB AND LEVEL. PROVIDE DEEP SEAL TRAPS.

20. PLUMBING CONTRACTOR SHALL INSULATE ALL PIPING ROUTED IN EXTERIOR
BUILDING WALLS TO PREVENT FREEZING. ALL ISOLATION OR BALANCING
VALVES TO PIPING ROUTED IN CHASE AREAS SHALL BE READILY ACCESSIBLE
FROM CEILING AREA OR THROUGH ACCESS PANELS. PROVIDE ISOLATION
VALVES ON BRANCH PIPING FROM MAINS TO ISOLATED FIXTURES OR FIXTURE
GROUPS.

21. ALL EXPOSED PIPING PENETRATING FINISHED WALLS SHALL BE PROVIDED WITH
CHROME PLATED ESCUTCHEONS.

22. THE PLUMBING CONTRACTOR SHALL BE RESPONSIBLE FOR FINAL
CONNECTIONS TO EQUIPMENT AS INDICATED ON THE CONTRACT DOCUMENTS
PER THE RELEVANT MANUFACTURER'S INSTRUCTIONS. COORDINATE WITH
MANUFACTURER'S INFORMATION TO PROVIDE ALL REQUIRED VALVES,
REGULATORS, BACKFLOW PREVENTERS FILTERS, DRAINS, TUBING AND
FITTINGS FOR FINAL CONNECTION THAT ARE NOT OTHERWISE INDICATED ON
THE CONTRACT DOCUMENTS.

23. PROVIDE SANITARY RECEPTORS FOR CONDENSATE DRAINS FROM INDOOR
FURNACES. COORDINATE EXACT REQUIREMENTS WITH THE MECHANICAL
CONTRACTOR.

24. ANY EXPOSED PIPING SHALL BE INSTALLED IN A NEAT APPEARING MANNER AND
PROPERLY SUPPORTED IN PLACE. ALL INTERIOR OR EXTERIOR EXPOSED PIPING
IS TO BE PAINTED. VERIFY FINAL PAINT SELECTION WITH ARCHITECT.

25. PROVIDE NEW PLUMBING AS REQUIRED FOR NEW REMODELED H.C. UNITS.
REMOVE/OR CAP OFF ALL UNUSED PLUMBING. PROVIDE NEW LAUNDRY BOX
INCLUDING NEW PLUMBING FOR NEW LAUNDRY ROOMS IN ALL UNITS.

26. SCOPE ALL EXISTING EXTERIOR SEWER LINES.

1. FABRICATE AND INSTALL ALL NEW DUCTWORK, FITTINGS AND SUPPORTS PER
SMACNA STANDARDS.

2. NEW RECTANGULAR SHEETMETAL DUCTWORK SHALL BE LINED WITH 1"
ACOUSTICAL LINER.  CONCEALED ROUND DUCTWORK SHALL BE WRAPPED
WITH 2" INSULATION. EXPOSED ROUND DUCTWORK TO BE UN-INSULATED
SPIRAL. FLEXIBLE DUCT RUNOUTS SHALL BE LIMITED TO 6'-0" MAXIMUM. ANY
EXTERIOR DUCTWORK TO BE SEALED WATERTIGHT WITH PAINTABLE FLEXIBLE
MASTIC TYPE SEALER OR EQUIVALENT. EXPOSED DUCTWORK TO BE PAINTED.
VERIFY FINISH WITH ARCHITECT.

3. PROVIDE 100% FREE AREA FIRE DAMPERS, SMOKE DAMPERS OR COMBINATION
FIRE AND SMOKE DAMPERS AS REQUIRED AT ALL PENETRATIONS OF RATED
PARTITIONS. PROVIDE ACCESS TO RESET FUSIBLE LINKS. REFER TO
ARCHITECT'S  PARTITION PLANS FOR EXACT LOCATIONS AND RATINGS OF FIRE
AND SMOKE RATED PARTITIONS. COORDINATE ELECTRICAL REQUIREMENTS
FOR POWER AND ACTIVATION OF SMOKE/COMBINATION FIRE AND SMOKE
DAMPERS WITH ELECTRICAL CONTRACTOR.

4. DISCHARGE INDOOR FURNACE UNIT CONDENSATE DRAIN PIPING TO FLOOR
DRAIN OR OTHER APPROVED LOCATION WITH AIR GAP. DO NOT DISCHARGE
CONDENSATE DRAINS INTO RECEPTORS THAT TERMINATE ONTO SIDEWALKS
OR TRAFFIC WAYS. LOCATE PIPING TO AVOID BLOCKING FILTER AND UNIT
MAINTENANCE ACCESS. PROVIDE CONDENSATE DRAIN TRAPS PER
MANUFACTURER'S INSTRUCTIONS. EXTERIOR CONDENSATE DRAINS TO BE
COPPER OR GALVANIZED STEEL.

5. PROVIDE DUCT SMOKE DETECTORS WHERE REQUIRED BY THE MECHANICAL
CODE OR INDICATED ON PLANS.

6. PROVIDE ACCESS PANEL IN ANY LOCATION REQUIRING MAINTENANCE ACCESS
TO DUCTWORK, DAMPERS, CONTROL DEVICES, EQUIPMENT, ETC. VERIFY WALL
OR CEILING CONSTRUCTION REQUIREMENTS. PROVIDE MINIMUM SIZE
REQUIRED FOR FULL CHASE, CEILING, WALL OR SERVICE AREA MAINTENANCE
ACCESS.

7. MECHANICAL CONTRACTOR TO PROVIDE T-STATS, CONDUIT AND WIRING AS
REQUIRED FOR ALL MECHANICAL CONTROLS. WHERE CONTROL WIRING IS
LOCATED IN RETURN PLENUMS, CONDUIT OR PLENUM RATED WIRE IS
REQUIRED.

8. PROVIDE PVC COMBUSTION AIR INTAKE AND FLUE TO CONCENTRIC VENT
ADAPTER FOR FURNACES. INSTALL CONCENTRIC VENT ADAPTER THROUGH
ROOF OR WALL AS INDICATED PER MANUFACTURER'S RECOMMENDATIONS.
VERIFY PVC PIPING SIZE REQUIREMENTS WITH ACTUAL LENGTH OF RUN
REQUIRED TO COMPLY WITH MANUFACTURER'S INSTALLATION INSTRUCTIONS.
WHERE VENTS ARE TO BE PAINTED, PROVIDE PAINT SPECIFICALLY COMPATIBLE
WITH PVC MATERIAL AND PREPARE SURFACES PRIOR TO PAINTING PER
MANUFACTURER'S INSTRUCTIONS.

9. EXTERIOR VENTS, VENT CAPS, AND LOUVERS TO BE PAINTED OR OTHERWISE
FINISHED TO MATCH THE BUILDING EXTERIOR COLORS. VERIFY EXACT FINISH
AND COLOR SELECTIONS WITH THE ARCHITECT.

10. REFER TO MANUFACTURER'S INSTRUCTIONS FOR CONNECTIONS AND
ADDITIONAL REQUIREMENTS FOR COMPLETE INSTALLATION OF EQUIPMENT
AND DEVICES THAT ARE INSTALLED AS PART OF THIS WORK. THE CONTRACTOR
SHALL BE RESPONSIBLE FOR FINAL CONNECTIONS TO EQUIPMENT AS
INDICATED ON THE CONTRACT DOCUMENTS PER THE RELEVANT
MANUFACTURER'S INSTRUCTIONS. COORDINATE WITH MANUFACTURER'S
INFORMATION TO PROVIDE ALL REQUIRED VALVES, REGULATORS, BACKFLOW
PREVENTERS FILTERS, DRAINS, TUBING AND FITTINGS FOR FINAL CONNECTION
THAT ARE NOT OTHERWISE INDICATED ON THE CONTRACT DOCUMENTS.

11. THE MECHANICAL WORK INCLUDES COMPLETE AND FUNCTIONAL SYSTEMS OF
PLUMBING, FIRE PROTECTION, HEATING, VENTILATING, AIR CONDITIONING,
EXHAUST & TEMPERATURE CONTROL.

12. REMOVE EXISTING HVAC SYSTEMS, PROVIDE NEW HVAC SYSTEMS (FURNACE
AND A/C UNITS) TYPICAL ALL APARTMENTS. RE-USE EXISTING FAN COIL
DUCTWORK IF POSSIBLE. CLEAN ALL EXISTING DUCTWORK.

13. REPLACE ALL EXISTING SUPPLY DIFFUSERS AND RETURN AIR GRILLES.

14. PROVIDE NEW FILTER IN ALL EQUIPMENTS.

15. ALL BATHROOM EXHAUST FANS TO VENT TO THE EXTERIOR.

16. ALL RANG HOODS ARE TO VENT TO THE EXTERIOR.

17. REPLACE ANY DAMAGED OR MISSING DUCTWORK, VENTS, ETC WITH NEW.

HVAC GENERAL  NOTES:

MECHANICAL SPECIFICATIONS
REMOVE AND REPLACE EXISTING HVAC SYSTEM IN EACH APARTMENT SPACE WITH
NEW. MANUFACTURER BY OWNER. NEW ENERGY STAR QUALIFIED HVAC SHALL
MATCH EXISTING COOLING AND HEATING CAPACITY. MINIMUM 15 SEER EFFICIENCY.

CONTRACTOR TO VERIFY EXISTING EQUIPMENT AND SPACE PROVIDED ARE
SUFFICIENT FOR NEW HVAC EQUIPMENT AND NEW HOT WATER HEATER.
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Figure 703.2.5 Height of Raised Characters

703.2.6 Stroke Thickness. Stroke thickness of the uppercase letter "I" shall be 15 percent maximum of the height of the character.

703.2.7 Character Spacing. Character spacing shall be measured between the two closest points of adjacent raised characters

       within a message, excluding word spaces. Where characters have rectangular cross sections, spacing between individual raised

       characters shall be 1/8 inch (3.2 mm) minimum and 4 times the raised character stroke width maximum. Where characters have

       other cross sections, spacing between individual raised characters shall be 1/16 inch (1.6 mm) minimum and 4 times the raised

       character stroke width maximum at the base of the cross sections, and 1/8 inch  (3.2 mm) minimum and 4 times the raised

       character stroke width maximum at the top of the cross sections. Characters shall be separated from raised  borders and

      decorative elements 3/8 inch (9.5 mm) minimum.

703.2.8 Line Spacing. Spacing between the baselines of separate lines of raised characters within a message shall be 135 percent

      minimum and 170 percent maximum of the raised character height.

703.3 Braille. Braille shall be contracted (Grade 2) and shall comply with 703.3 and 703.4.

703.3.1 Dimensions and Capitalization. Braille dots shall have a domed or rounded shape and shall comply with Table 703.3.1.

       The indication of an  uppercase letter or letters shall only be used before the first word of sentences, proper nouns and names,

        individual letters of the alphabet, initials, and acronyms.

Table 703.3.1 Braille Dimensions

703.1 General. Signs shall comply with 703. Where both visual and tactile characters are required, either one sign with both visual
           and tactile characters,  or two separate signs, one with visual, and one with tactile characters, shall be provided.
703.2 Raised Characters. Raised characters shall comply with 703.2 and shall be duplicated in braille complying with 703.3.
          Raised characters shall be installed in accordance with 703.4.

          Advisory 703.2 Raised Characters. Signs that are designed to be read by touch should not have sharp or abrasive edges.

703.2.1 Depth. Raised characters shall be 1/32 inch (0.8 mm) minimum above their background.
703.2.2 Case. Characters shall be uppercase.
703.2.3 Style. Characters shall be sans serif. Characters shall not be italic, oblique, script, highly decorative, or of other unusual
          forms.
703.2.4 Character Proportions. Characters shall be selected from fonts where the width of the uppercase letter "O" is 55 percent
            minimum and 110 percent maximum of the height of the uppercase letter "I".
703.2.5 Character Height. Character height measured vertically from the baseline of the character shall be 5/8 inch (16 mm)
           minimum and 2 inches (51 mm) maximum based on the height of the uppercase letter "I".

        EXCEPTION: Where separate raised and visual characters with the same information are provided, raised character height shall
                                     be permitted to be 1/2 inch (13 mm) minimum.

Figure 703.3.1 Braille Measurement

703.3.2 Position. Braille shall be positioned below the corresponding text. If text is multi-lined, braille shall be placed below the

        entire text.  Braille shall be separated 3/8 inch (9.5 mm) minimum from any other tactile characters and 3/8 inch (9.5 mm)

        minimum from raised borders and decorative  elements.

              EXCEPTION: Braille provided on elevator car controls shall be separated 3/16 inch (4.8 mm) minimum and shall be

                                     located either directly below or adjacent to the corresponding raised characters or symbols.

Figure 703.3.2 Position of Braille

703.4 Installation Height and Location. Signs with tactile characters shall comply with 703.4.

703.4.1 Height Above Finish Floor or Ground. Tactile characters on signs shall be located 48 inches (1220 mm) minimum

            above the finish floor or ground surface, measured from the baseline of the lowest tactile character and 60 inches

            (1525 mm) maximum above the finish floor or ground surface, measured from the baseline of the highest tactile character.

      EXCEPTION: Tactile characters for elevator car controls shall not be required to comply with 703.4.1.
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Figure 703.3.2 Position of Braille

703.4 Installation Height and Location. Signs with tactile characters shall comply with 703.4.

703.4.1 Height Above Finish Floor or Ground. Tactile characters on signs shall be located 48 inches (1220 mm) minimum

            above the finish floor or ground surface, measured from the baseline of the lowest tactile character and 60 inches

            (1525 mm) maximum above the finish floor or ground surface, measured from the baseline of the highest tactile character.

      EXCEPTION: Tactile characters for elevator car controls shall not be required to comply with 703.4.1.

Figure 703.4.1 Height of Tactile Characters Above Finish Floor or Ground

703.4.2 Location. Where a tactile sign is provided at a door, the sign shall be located alongside the door at the latch side. Where

         a tactile sign is provided at double doors with one active leaf, the sign shall be located on the inactive leaf. Where a tactile

         sign is provided at double doors with two active leafs, the sign shall be located to theright of the right hand door. Where

         there is no wall space at the latch side of a single door or at the right side of double doors, signs shall be located on the

         nearest adjacent wall. Signs containing tactile characters shall be located so that a clear floor space of 18 inches (455 mm)

         minimum by 18 inches (455 mm) minimum, centered on the  tactile  characters, is provided beyond the arc of any door

         swing between the closed position and 45 degree open position.

           EXCEPTION: Signs with tactile characters shall be permitted on the push side of doors with closers and without

                                      hold-open devices.

Figure 703.4.2 Location of Tactile Signs at Doors

703.5 Visual Characters. Visual characters shall comply with 703.5.

           EXCEPTION: Where visual characters comply with 703.2 and are accompanied by braille complying with 703.3, they

                                    shall not be  required to comply with 703.5.2  through 703.5.9.

703.5.1 Finish and Contrast. Characters and their background shall have a non-glare finish. Characters shall contrast with their

             background with either light characters on a dark background or dark characters on a light background.

         Advisory 703.5.1 Finish and Contrast. Signs are more legible for persons with low vision when characters contrast as

                          much as possible with their background. Additional factors affecting the ease with which the text can be

                         distinguished from its background include shadows cast by lighting sources, surface glare, and the uniformity of

                           the text and its background colors and textures.

703.5.2 Case. Characters shall be uppercase or lowercase or a combination of both.

703.5.3 Style. Characters shall be conventional in form. Characters shall not be italic, oblique, script, highly decorative, or of

           other unusual forms.

703.5.4 Character Proportions. Characters shall be selected from fonts where the width of the uppercase letter "O" is 55

            percent minimum and  110 percent maximum of the height of the uppercase letter "I".

703.5.5 Character Height. Minimum character height shall comply with Table 703.5.5. Viewing distance shall be measured as

             the horizontal distance  between the character and an  obstruction preventing further approach towards the sign.

             Character height shall be based on the uppercase letter "I".

Table 703.5.5 Visual Character Height

703.5.6 Height From Finish Floor or Ground. Visual characters shall be 40 inches (1015 mm) minimum above the finish

          floor or ground.

          EXCEPTION: Visual characters indicating elevator car controls shall not be required to comply with 703.5.6.

703.5.7 Stroke Thickness. Stroke thickness of the uppercase letter "I" shall be 10 percent minimum and 30 percent maximum

           of the height of the character.

703.5.8 Character Spacing. Character spacing shall be measured between the two closest points of adjacent characters,

           excluding word spaces. Spacing between individual characters shall be 10 percent minimum and 35 percent maximum of

           character height.

703.5.9 Line Spacing. Spacing between the baselines of separate lines of characters within a message shall be 135 percent

              minimum and 170 percent  maximum of the character height.

703.6 Pictograms. Pictograms shall comply with 703.6.

703.6.1 Pictogram Field. Pictograms shall have a field height of 6 inches (150 mm) minimum. Characters and braille shall not

             be located in the pictogram field.
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Figure 703.6.1 Pictogram Field

703.6.2 Finish and Contrast. Pictograms and their field shall have a non-glare finish. Pictograms shall contrast with their field

       with either a light pictogram on a dark field or a dark pictogram on a light field.

             Advisory 703.6.2 Finish and Contrast. Signs are more legible for persons with low vision when characters contrast as

                                       much as possible with their background. Additional factors affecting the ease with which the text can

                                      be distinguished from its background include shadows cast by lighting sources,  surface glare, and the

                                       uniformity of the text and background colors and textures.

703.6.3 Text Descriptors. Pictograms shall have text descriptors located directly below the pictogram field. Text descriptors

          shall comply with 703.2, 703.3 and 703.4.

703.7 Symbols of Accessibility. Symbols of accessibility shall comply with 703.7.

703.7.1 Finish and Contrast. Symbols of accessibility and their background shall have a non-glare finish. Symbols of

           accessibility shall contrast with their background with either a light symbol on a dark background or a dark symbol on a

           light background.

            Advisory 703.7.1 Finish and Contrast. Signs are more legible for persons with low vision when characters contrast as

                                       much as possible with their background. Additional actors affecting the ease with which the text can be

                                      distinguished from its background include shadows cast by lighting source, surface glare, and the

                                       uniformity of the text and background colors and textures.
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NOTE: Y = 48" MIN. IF DOOR
HAS BOTH LATCH AND CLOSER

HINGE SIDE APPROACHES-

NOTE:  ALL DOORS IN ALCOVES SHALL COMPLY WITH THE CLEARANCES FOR FRONT APPROACHES.

MANEUVERING CLEARANCES AT DOORS
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FIG. 25
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PROVIDE WIRE PULL HANDLES
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BARS LOCATIONS.
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AND/OR SHOWER
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11"
MIN.
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SCALE: 5001 TYPICAL TRANSFER SHOWER
3/8" = 1'-0" SCALE: 5002

BLOCKING DETAIL
AT GRAB BAR

3" = 1'-0" SCALE: 5003
BLOCKING DETAIL
AT TUB/SHOWER

1 1/2" = 1'-0" SCALE: 5004
DETAIL @ 
H.C. MIRROR

1" = 1'-0" SCALE: 5005
TYPICAL 
CLOSET

3/8" = 1'-0" SCALE: 5006
TYPICAL 
H.C. CLOSET

3/8" = 1'-0"

SCALE: 5007
TYPICAL 
H.C. CLOSET

3/8" = 1'-0" SCALE: 5008
TYPICAL 
LINEN & PANTRY

3/8" = 1'-0"

SCALE: 5009 SECTION AT H.C. VANITY
3/4" = 1'-0"

SCALE: 5010 SECTION AT H.C. KITCHEN
3/4" = 1'-0"

SCALE: 5012
ABOVE WALL 
CABINET DETAIL

3/4" = 1'-0"

SCALE: 5015
TYPCIAL H.C. KITCHEN 
CABINET ELEVATION 

1" = 1'-0"SCALE: 5014
TYPCIAL KITCHEN
CABINET ELEVATION 

1" = 1'-0"

SCALE: 5011 WALL HUNG SINK DETAIL 
1" = 1'-0"

A5
.0

SCALE: 5016 ATTIC ACCESS DETAIL 
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PROVIDE NEW
30" GAS RANGE
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EXISTING
FURR DOWN

PROVIDE NEW
OVER THE RANGE
MICROWAVE VENT
HOOD

PROVIDE KNOBS
THROUGHOUT

PROVIDE NEW
PLASTIC LAM.
BEHIND RANGE

 NEW PLASTIC LAM.
COUNTERTOP,

BACK SPLASH &
SIDE SPLASH

WOOD BASE

NEW PRE-MANUF.
CABINETS W/
ADJUSTABLE
SHELVES

PROVIDE NEW
ENERGY STAR

REFRIGERATOR

11'-1" V.I.F.
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SHELVES

FALSE FALSE

E5
E4

PROVIDE NEW
SINK & FAUCET

PROVIDE NEW
GARBAGE
DISPOSAL

PROVIDE R-2
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TOWEL RING AT
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SHOWER ROD
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TOILET TOPPER
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NEW VENT HOOD,
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NEW PRE-MANUF.
CABINETS W/
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OPEN

PROVIDE 4" PULLS
THROUGHOUT

NEW 6" TOWEL
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A.F.F.

18" GRAB BAR

36" GRAB BAR
42 GRAB BAR
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CONTINUOUS
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FLUSH CONTROL
OPPOSITE
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MIRROR
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SIDE SPLASH

PROVIDE NEW
VANITY SINK,

CABINET, & FAUCET

PROVIDE R-2
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EXPOSED HOT
WATER PIPES
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VENT HOOD
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NEW PRE-MANUF.
CABINETS W/
ADJUSTABLE

SHELVES

PROVIDE NEW
SINK & FAUCET

PROVIDE NEW
GARBAGE
DISPOSAL

PROVIDE R-2
INSULATION ON
EXPOSED HOT
WATER PIPES

EXISTING
FURR DOWN

PROVIDE KNOBS
THROUGHOUT

NEW PLASTIC LAM.
COUNTERTOP,
BACK SPLASH &
SIDE SPLASH
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MOUNTED MIRROR
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AT 54" A.F.F.
PROVIDE NEW
PLASTIC LAM.
COUNTERTOP,
BACK SPLASH &
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VANITY SINK,
CABINET, & FAUCET
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WATER PIPES
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SHOWER ROD
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TOILET TOPPER
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ENTRY/EXIT
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CLOSET

(2) EXISTING
DRYERS TO
REMAIN. (1)
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ACCESSIBLE.HC
PROVIDE NEW
DRYER VENT
HOOK-UPSWOOD BASE
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FOR GARBAGE DISPOSAL.
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FRONT OF FASCIA BOARD

PROVIDE 4" PULLS
THROUGHOUT
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FOR SEAT
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SCALE: 5101
ONE BEDROOM 
KITCHEN ELEVATION
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SCALE: 5102
ONE BEDROOM 
KITCHEN ELEVATION

3/8" = 1'-0" SCALE: 5103
ONE BEDROOM 
BATHROOM ELEVATION
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SCALE: 5109
ONE BEDROOM H.C.
KITCHEN ELEVATION

3/8" = 1'-0"

SCALE: 5111
ONE BEDROOM H.C.
BATHROOM ELEVATION

3/8" = 1'-0" (NOTES: UFAS DESIGN)
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REFER TO SHEET A3.0
& A4.0 - A4.3 FOR
ADDITIONAL UNIT

NOTES, HC NOTES &
SCHEDULES

(NOTES: UFAS DESIGN)
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SCALE: 5104
ONE BEDROOM TYPE B
KITCHEN ELEVATION

3/8" = 1'-0"

SCALE: 5105
ONE BEDROOM TYPE B
KITCHEN ELEVATION

3/8" = 1'-0" SCALE: 5106
ONE BEDROOM TYPE B
BATHROOM ELEVATION

3/8" = 1'-0"
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SCALE: 5107 LAUNDRY ELEVATION
3/8" = 1'-0"

SCALE: 5108 LAUNDRY ELEVATION
3/8" = 1'-0"

SCALE: 5110
ONE BEDROOM H.C.
KITCHEN ELEVATION

3/8" = 1'-0" (NOTES: UFAS DESIGN)

SCALE: 5112
ONE BEDROOM H.C.
BATHROOM ELEVATION

3/8" = 1'-0" (NOTES: UFAS DESIGN) SCALE: 5113
ONE BEDROOM H.C.
BATHROOM ELEVATION

3/8" = 1'-0" (NOTES: UFAS DESIGN)
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SCALE: 5207
TWO BEDROOM H.C.
KITCHEN ELEVATION

3/8" = 1'-0"

SCALE: 5209
TWO BEDROOM H.C.
BATHROOM ELEVATION

3/8" = 1'-0"

(NOTES: UFAS DESIGN)

(NOTES: UFAS DESIGN)

SCALE: 5201
TWO BEDROOM 
KITCHEN ELEVATION

3/8" = 1'-0" SCALE: 5202
TWO BEDROOM 
KITCHEN ELEVATION

3/8" = 1'-0" SCALE: 5203
TWO BEDROOM 
BATHROOM ELEVATION

3/8" = 1'-0" SCALE: 5204
TWO BEDROOM TYPE B
KITCHEN ELEVATION

3/8" = 1'-0"

SCALE: 5205
TWO BEDROOM TYPE B
KITCHEN ELEVATION

3/8" = 1'-0" SCALE: 5206
TWO BEDROOM TYPE B
BATHROOM ELEVATION

3/8" = 1'-0"

2 
BE

D
R

O
O

M
 H

.C
.

 IN
TE

R
IO

R
 E

LE
VA

TI
O

N
S

SCALE: 5208
TWO BEDROOM H.C.
KITCHEN ELEVATION

3/8" = 1'-0" (NOTES: UFAS DESIGN) SCALE: 5210
TWO BEDROOM H.C.
BATHROOM ELEVATION

3/8" = 1'-0" (NOTES: UFAS DESIGN) SCALE: 5211
TWO BEDROOM H.C.
BATHROOM ELEVATION

3/8" = 1'-0" (NOTES: UFAS DESIGN)
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TORNADO SHELTER SCHEDULE

3'-0" 2"2"

14 GA. SOLID CORE STEEL DOOR

14 GA. STEEL
FRAME. MODEL:
STEELCRAFT FP14

6'
-8

"

1. COMMERCIAL GRADE A.D.A. COMPLIANT 3-POINT LOCK
MECHANICAL PANIC DEVICE WITH CLASSROOM FUNCTION,
MODEL: VON DUPRIN WS9857

2. STORM SHELTER DOOR - MODEL: STEELCRAFT PW14, 1-3/4" TH. x
14 GA. STEEL DOOR W/ INTERNAL STEEL STIFFENERS

3. STORM SHELTER FRAME - MODEL: STEELCRAFT FP14, 14 GA.
STEEL AND 3-SIDED FLUSH FRAME

4. DOOR, FRAME AND HARDWARE MEET THE FEMA 320 & 306, AND
ICC 500 GUIDELINES

3-POINT LOCK W/
PANIC HARDWARE.
MODEL: VON
DUPRIN WS9857

14 GA. STEEL
DOOR. MODEL:
STEELCRAFT PW14

TORNADO
SHELTER

2'-0"

5'
-0

" (
60

")

1'
-6

"

1'-6"
℄

TORNADO SHELTER SIGNAGE NOTES:

1. SIGNAGE SHALL BE MOUNTED AT EVERY ENTRANCE
TO THE TORNADO SHELTER, SIGNAGE INDICATING
"TORNADO SHELTER OR APPROPRIATE SYMBOLS AS
APPLICABLE SHALL BE INSTALLED.

2. THE SIGN SHALL BE BOTH TACTILE AND VISUAL,
MEETING THE REQUIREMENTS OF ICC A117.1. THE
SIGN SHALL BE NO SMALLER THAN 8.5"x11". THE SIGN
SHALL BE MOUNTED ON OR ADJACENT TO THE DOOR
LOCATED ACCORDANCE WITH ICC A117.1. BRAILLE
SHALL BE CONTRACTED (GRADE 2) AND POSITION
BELOW THE TEXT.

3. THE IDENTIFYING SIGN SHALL BE POSTED IN
PROMINENT LOCATION 60" A.F.F. ABOVE THE FINISHED
FLOOR TO THE CENTERLINE OF THE SIGN.

4. SHELTER TO HAVE A DESIGN INFORMATION SIGN
WITHIN OR OUTSIDE THE TORNADO SHELTER STATING
THE BUILDER OR MANUFACTURER OF THE SHELTER &
THE STORM TYPE & RESPECTIVE DESIGN WIND SPEED.
THE SIGN MUST REMAIN LEGIBLE AND VISIBLE.

TORNADO SHELTER NOTES:

CONTRACTOR TO PROVIDE & SUPPLY THE FOLLOWING
EMERGENCY LIGHTS & SUPPLY/ ITEMS IN THE TORNADO
SHELTER.

1. EMERGENCY LIGHTING SYSTEM SHALL PROVIDE AND
AVERAGE OF 1 FOOT CANDLE (11 LUX) OF
ILLUMINATION WITH A MINIMUM 2 HOURS BATTERY
BACK-UP

2. FLASHLIGHTS WITH CHARGING BATTERIES (1
FLASHLIGHT PER 10 TORNADO SHELTER OCCUPANTS.

3. FIRE EXTINGUISHER, (NUMBER & RATINGS OF
EXTINGUISHER SHALL BE BASED ON THE
REQUIREMENTS OF NFPA 10 - CHECK WITH THE LOCAL
FIRE MARSHAL HAVING JURISDICTION) APPROPRIATE
FOR USE IN A CLOSED ENVIRONMENT WITH HUMAN
OCCUPANCY, SURFACE MOUNTED ON SAFE ROOM
WALL.

4. FIRST AID KITS RATED FOR SAFE ROOM OCCUPANCY
OF GREATER THAN 50.

TORNADO SHELTER
101

14 GA. STEEL DOOR &
FRAME. REFER TO
DETAIL 8/TS1.0

TORNADO SHELTER SIGN.
REFER TO DETAIL 7/TS1.0

H2

3

FEMA RATED NATURAL
VENTILATION VENTS, REFER
TO STRUCTURAL DRAWINGS

3

H.C. THRESHOLD,
REFER DETAIL 13/TS1.0

4

H2

H1

2

1

10

FLOOR
DRAIN

2X4 WOOD STUD
WALL WITH 12"
GYP.BD. FINISH WALL

R.R.
102

12

11

9

43'-21
2" V.I.F. OVERALL EXT. OF NEW CONCRETE TO EXT. OF EXISTING FRAME

16'-7" EXT. CONCRTE FACE TO EXT. CONCRETE FACE6'-6"

6'-0" CLEAR MIN.

20'-11
2" V.I.F. EXISTING  FRAME TO EXT. FRAME

16
'-7

" V
.I.

F.
 E

XI
ST

IN
G

  F
R

AM
E 

TO
 E

XT
. F

R
AM

E

20'-11
2" V.I.F. EXISTING FRAME TO EXT. FRAME

24
'-5

" E
XT

. C
O

N
C

R
ET

E 
FA

C
E 

TO
 E

XT
. C

O
N

C
R

ET
E 

FA
C

E

H3

CONCRETE BLOCK

HARDIE BOARD
EXTERIOR
SIDING FINISH

FEMA RATED NATURAL
VENTILATION VENTS,
REFER TO STRUCTURAL
DRAWINGS

2X6 WOOD STUD WALL
WITH 12" MG. GYP.BD. AT
PLUMBING FINISH WALL

14 GA. STEEL DOOR &
FRAME. REFER TO
DETAIL 8/TS1.0

TORNADO SHELTER SIGN.
REFER TO DETAIL 7/TS1.0

EXTERIOR DOOR LANDING  & RAMP
SHALL HAVE SLOPE NOT
EXCEED 1:50 (2%) IN ANY DIRECTION

 12" GYP.BD. FINISH
WALL (OPTIONAL)

EXISTING OFFICE

6'-31
2" 8'-111

2"

15'-3"

8'
-2

1 2"

14
'-1

0"

5

H.C. THRESHOLD,
REFER DETAIL 13/TS1.1

EGRESS
DOOR

EGRESS
DOOR

LOAD BEARING
WALL

LOAD BEARING
WALL

FIRE EXTINGUISHER
MOUNTED AT 48" A.F.F.

FIRE EXTINGUISHER
MOUNTED AT 48" A.F.F.

EMERGENCY
LIGHT W/ 2 HR
BATTERY BACK-UP

EMERGENCY EXIT
SIGN & LIGHT W/ 2 HR
BATTERY BACK-UP

9'-1"

4'-5"

OCCUPANCY LOAD
(300/5) = 60

EMERGENCY LIGHT
W/ 2 HR BATTERY
BACK-UP

EMERGENCY EXIT SIGN &
LIGHT W/ 2 HR BATTERY

BACK-UP

B

AC

A

C

B

24
'-5

"

16'-7"

9'-7 12 "

10
'-9

"

6'-6"

1'-4"

EGRESS
LIGHT

EGRESS LIGHT

EXISTING OFFICE

FEMA RATED
AIR VENTS

FEMA RATED
AIR VENTS

CONTINUOUS
RIDGE VENT

PRE-FINISHED
DOWNSPOUT & GUTTERS

HERITAGE SHINGLES ON 15# FELT ON 58" CDX
OR PLYWD DECK WITH PLY CLIPS AT JOINTS

HARDIE BOARD
SIDING AND TRIM

TORNADO SHELTER
DOOR AND FRAME.
REFER TO DETAIL 8/TS1.0

TORNADO SHELTER SIGN.
REFER TO DETAIL 7/TS1.0

TORNADO
SHELTER

20'-111
2" V.I.F. EXISTING OFFICE 6'-0" 16'-9" NEW STORM SHELTER

43'-81
2" OVERALL

OPEN

LEASI
OFFI

12
5

+/- 14'-7"

TOP OF TRUSS

BRG. 8'-0"
CEILING HEIGHT 

0'-0"

FINISH FLOOR

BRG. 8'-8"
TOP OF CMU 

FEMA AIR VENT. REFER TO
STRUCTURAL DRAWINGS

FOR HEIGHT LOCATION.

CONTINUOUS
RIDGE VENT

PRE-FINISHED
DOWNSPOUT & GUTTERS

HERITAGE SHINGLES ON 15# FELT ON 58" CDX
OR PLYWD DECK WITH PLY CLIPS AT JOINTS

HARDIE BOARD
SIDING AND TRIM

20'-111
2" V.I.F. EXISTING OFFICE6'-0"

43'-81
2" OVERALL

12
5

16'-9" NEW STORM SHELTER

OPEN

+/- 14'-7"

TOP OF TRUSS

BRG. 8'-0"
CEILING HEIGHT 

0'-0"

FINISH FLOOR

BRG. 8'-8"
TOP OF CMU 

24'-7" NEW STORM SHELTER

28'-3" V.I.F. EXISTING

+/- 14'-7"

TOP OF TRUSS

BRG. 8'-0"
CEILING HEIGHT 

0'-0"

FINISH FLOOR

BRG. 8'-8"
TOP OF CMU 

FEMA AIR VENT. REFER TO
STRUCTURAL DRAWINGS

FOR HEIGHT LOCATION.

PRE-FINISHED
DOWNSPOUT & GUTTERS

HERITAGE SHINGLES ON 15# FELT ON 58" CDX
OR PLYWD DECK WITH PLY CLIPS AT JOINTS

HARDIE BOARD
SIDING AND TRIM

CONTINUOUS
RIDGE VENT

H2

H2

H1

H3

5'-6"FINISH WALL
TO FINISH WALL

7'
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" F
IN
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H

 W
AL

L
TO

 F
IN

IS
H

 W
AL

L

1'
-6

" *
H

O
LD

*
5'

-0
" C

LE
AR

 M
IN

.

2'
-6

"
C

LE
AR

M
IN

.

FLOOR
DRAIN

SOAP & PAPER TOWEL
DISPENSER BY OWNER

18" GRAB
BAR

36" GRAB
BAR

REFER TO SHEET TS1.1
FOR GENERAL NOTES,
SCHEDULES, INTERIOR

ELEVATIONS, WALL
SECTIONS & DETAIL

SCALE: 1
TORNADO SHELTER
FLOOR PLAN

1/4" = 1'-0" NORTH

SCALE: 8 TORNADO SHELTER DOOR
3/8" = 1'-0"SCALE: 7 TORNADO SHELTER SIGN

1/2" = 1'-0"

NOTES:
CONTRACTOR TO PROVIDE ALL
HOOK UPS, ELECTRICAL AND
PLUMBING LINES AS REQUIRED.
CONTRACTOR TO COORDINATE
WITH LOCAL UTILITY COMPANY.

TS
1.

0

SCALE: 3
TORNADO SHELTER
NORTH ELEVATION

3/16" = 1'-0" SCALE: 4
TORNADO SHELTER
SOUTH ELEVATION

3/16" = 1'-0"

SCALE: 5
TORNADO SHELTER
WEST ELEVATION

3/16" = 1'-0"

SCALE: 2
TORNADO SHELTER LIFE
SAFETY & EGRESS PLAN

1/4" = 1'-0" NORTH
REFER TO STRUCTURAL
& M.E.P. DRAWINGS FOR

MORE INFORMATION
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.

4'
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" M
AX

.

3'
-4

" M
AX

.

H3

18" VERTICAL
GRAB BAR

36" GRAB BAR
42" GRAB BAR

PROVIDE
CONTINUOUS

BLOCKING

TOILET PAPER
HOLDER

FLUSH CONTROL
OPPOSITE NEAREST
ADJACENT  WALL

PROVIDE NEW
SINK AND FAUCET

WRAP PIPE FOR
PROTECTION

WOOD BASE

PROVIDE NEW WALL MOUNT
PAPER TOWEL DISPENSER,
STYLE & COLOR BY OWNER

PROVIDE NEW WALL MOUNT
SOAP DISPENSER, STYLE &
COLOR BY OWNER

24" MIN.

33
"-

36
"

12"
MAX.3'-6"

4'-6" MIN.

H1

H2

42" MAX

18
" M

IN
.

11 2"
M

IN

39"- 41"

39
"-
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1"

18
" M

IN
.

7"-9"

36" GRAB BAR

42" GRAB BAR PROVIDE
CONTINUOUS
BLOCKINGTOILET PAPER

HOLDER

WOOD BASE

18" VERTICAL
GRAB BAR

5'-6"

*THIS THRESHOLD OCCURS AT ALL EXTERIOR DOORS
IN H.C. UNITS, OFFICE & TORNADO SHELTER*

1 2"
M

AX
.

AS REQ.'D TO FIT
NEW DOOR & JAMB

METAL QUARTER-ROUND
RAIN DRIP - ALL DOORS

ALUMINUM H.C.
THRESHOLD (A.D.A.) @
ALL EXTERIOR DOORS

BOTTOM DOOR SWEEP
ALL DOORS

INSULATED DOOR

THOROUGHLY CAULK
UNDER THRESHOLD

1 4"
M

AX
.

 (A
.D

.A
.)

1 4"
M

AX
.

8" 4"
4"

10 MIL. VAPOR BARRIER

1'
-0

"

SLOPE AWAY

8'
-0

"

7 1/2"

SEE STRUCTURAL
DRAWINGS FOR FOOTINGS
& FOUNDATION

4" COMPACTED
CRUSHED STONE

2'-0"

12

5

7'
-1

11 2"

1 2"

8"

11 2"

4"
3"

1'
-4

1 2"

8" CONCRETE
MASONRY UNIT
WALL W/ FILLED
CONCRETE & STEEL
REINFORCEMENT

BRG. 8'-8" AFF
TOP OF CMU

 8'-0"  UNFINISHED
CEILING HEIGHT

HARDIE BOARD
SOFFIT W/ CONT.

VENT

2x BLOCKINGHARDIE BOARD
FASCIA

METAL GUTTERS
W/ FLASHING

HARDIE BOARD TRIM

LANDMARK SHINGLES
ON 15# FELT ON 7/16" OSB

 DECK W/ PLYCLIPS @ JOINTS.

PRE-ENGINEERED
WOOD TRUSSES

HARDIE BOARD SIDING

FLASHING WITH DRIP DIP

WOOD FURRING STRIPS

WATER RESISTIVE BARRIER

STARTER STRIP SEALED CONC.

RUBBER BASE
(OPTIONAL)

PAINTED FINISH
(OPTIONAL)

1/2" GYP. BD.
(OPTIONAL FINISH)

CONCRETE ROOF
ON METAL DECKING

STEEL BEAM FOR
SUPPORT

8" 4"
4"

10 MIL. VAPOR BARRIER

1'
-0

"

SLOPE AWAY

7 1/2"

SEE STRUCTURAL
DRAWINGS FOR FOOTINGS
& FOUNDATION

4" COMPACTED
CRUSHED STONE

2'-0"

12

5

1 2"
8"

11 2"
4"

3"
8'

-0
"

7'
-1

11 2"

7"

1'
-4

1 2"

8" CONCRETE
MASONRY UNIT
WALL W/ FILLED
CONCRETE & STEEL
REINFORCEMENT

HARDIE BOARD
SOFFIT W/ CONT.

VENT

2x BLOCKINGHARDIE BOARD
FASCIA

METAL GUTTERS
W/ FLASHING

HARDIE BOARD TRIM

LANDMARK SHINGLES
ON 15# FELT ON 7/16" OSB

 DECK W/ PLYCLIPS @ JOINTS.

PRE-ENGINEERED
WOOD TRUSSES

HARDIE BOARD SIDING

FLASHING WITH DRIP DIP

WOOD FURRING STRIPS

WATER RESISTIVE BARRIER

STARTER STRIP SEALED CONC.

RUBBER BASE
(OPTIONAL)

PAINTED FINISH
(OPTIONAL)

CONCRETE ROOF
ON METAL DECKING

STEEL BEAM FOR
SUPPORT

BRG. 8'-8" AFF
TOP OF CMU

 8'-0"  UNFINISHED
CEILING HEIGHT

1/2" GYP. BD.
(OPTIONAL FINISH)

MK DOOR SIZE MATERIAL FINISH MATERIAL FINISH GLAZING REMARKS

DOOR FRAME

1 3'-0" X 6'-8" X 1-3/4" MANUF. PAINTED

NOTE:
1. ALL INTERIOR DIMENSIONS ARE NOMINAL.  G.C. SHALL ADJUST ACTUAL FINISH DIMENSIONS
2. SEE SPECS FOR HARDWARE SCHEDULE

14 GA. STEEL

TORNADO SHELTER - DOOR SCHEDULE

----14 GA. STEEL

REMARKS

8'-0"

HEIGHTWALL 4WALL 1 WALL 2 WALL 3BASEFLOORMK

101

DESCRIPTION CEILING

CONCRETETORNADO SHELTER

NOTES: 1) ALL PAINT SHALL BE LOW OR NO VOC.         2) CMU = CONCRETE MASONRY UNIT.        3) GYP.BD. = GYPSUM BOARD.     4) MR. MOISTURE RESISTANT 

3. ALL DOORS TO BE PAINTED. COLOR BY OWNER.
4. INSTALL TORNADO SHELTER SIGNAGE WERE REQUIRED.

HC THRESHOLD, WEATHER STRIP

2 3'-0" X 6'-8" X 1-3/4" MANUF. PAINTED ---- HC THRESHOLD, WEATHER STRIP

3 3'-0" X 6'-8" X 1-3/8" PAINTED PAINTEDWOOD ----HC WOOD

14 GA. STEEL14 GA. STEEL

TORNADO SHELTER - ROOM FINISH SCHEDULE

8'-0"102 CONCRETERESTROOM

NONE NONE

GYP. BD. PAINT GYP. BD. PAINT
MR. GYP. BD. 

GYP. BD. PAINTRUBBER

TS
1.

1

UNFINISHED CMU UNFINISHED CMU UNFINISHED CMU UNFINISHED CMU

*MATERIALS AND MANUFACTURER ARE TO BE "OR EQUAL" 

1. GENERAL CONTRACTOR SHALL OBTAIN AND PAY FOR ALL BUILDING PERMITS AS REQUIRED

2. INTERIOR OF SHELTER TO BE UNFINISHED. OWNER HAS THE OPTION TO FINISH INTERIOR OF SHELTER WITH
1

2" GYP. BOARD PAINTED INTERIOR FINISH & RUBBER BASE. COLOR BY OWNER.

3. EXTERIOR WALL ARE TO BE CONCRETE MASONRY UNIT (CMU) WALL WITH SIDING FINISH. COLOR & STYLE BY
OWNER.

4. INTERIOR WALLS ARE TO 2x4 WOOD STUD WALLS WITH 12" GYP. BOARD PAINTED INTERIOR FINISH. COLOR BY
OWNER.

5. INTERIOR PLUMBING WALLS ARE TO BE 2X6 WOOD STUD WITH 12" MOISTURE RESISTANT GYP BOARD PAINT
INTERIOR FINISH. COLOR BY OWNER.

6. INTERIOR DOOR TO BE HOLLOW CORE WOOD WITH TRIM, AND SINGLE LEVER HANDLE. DOOR AND TRIM TO
BE PAINT. COLOR BY OWNER.

7. REFER TO STRUCTURAL AND M.E.P. DRAWINGS FOR MORE INFORMATION

GENERAL BUILDING NOTES:

SCALE: 11
RESTROOM
INTERIOR ELEVATION

3/8" = 1'-0"

SCALE: 12
RESTROOM
INTERIOR ELEVATION

3/8" = 1'-0"

SCALE: 13 H.C. DOOR THRESHOLD 
3" = 1'-0"

SCALE: 9 TYPICAL WALL SECTION
3/4" = 1'-0" SCALE: 10 TYPICAL WALL SECTION

3/4" = 1'-0"

TELEPHONE JACK

FIXTURE SYM. DESCRIPTION

S

DUPLEX OUTLET

GFI DUPLEX OUTLET

220V OUTLET

SWITCH

THREE WAY SWITCH

CABLE TELEVISION

JUNCTION BOX
OUTLET

SYMBOL LEGEND :

DISCONNECT

S

LEDDUAL LITEEGRESS LIGHT EMERGENCY LED SCONCE, WET LOCATION,
BLACK

PGN

2 HR. BATTERY BACK-UP LED EMERGENCY EXIT
SIGN & LIGHT COMBO, 21.2" W x 8.5" H x 3.32" DEEU-MR16-LED-2HRASTRA LITE, INC.EMERGENCY EXIT

SIGN & LIGHTA

CATALOG MKFIXTURE
SYM.

LIGHT FIXTURE SCHEDULE :

REMARKS & MOUNTINGMANUF.TYPE
LAMPS

WATTSNO.

B

4.5W
LED2

EU-MR16-LED-2HRASTRA LITE, INC.EMERGENCY LIGHT 5.4W
LED2 2 HR. BATTERY BACK-UP LED EMERGENCY

LIGHT, 12.4" W x 4.75" H x 3.2" D

LED CEILING CHANNEL
STRIP ---LCS-4-52-MVD-840GLOBALUX LED

LIGHTING
48" LED CHANNEL STRIPLED

EXHAUST FAN / LIGHT BROAN ZB80L1 *ENERGY STAR QUALIFIED*  80 CFM* EXHAUST FAN,
0.3 SONES, WHITE GRILLE. VENT TO EXTERIOR

--- LED

C

D

E

---

REMARKSMODEL
HANDICAP EQUIPMENT SCHEDULE

LOCKE C502  (36")  CONCEALED FLANGES AND SCREWS

DESCRIPTION

H1

ITEM

BETTER 
H.C. GRAB BARS

NOTE:

MANUF.

ON ALL EXPOSED HANDICAPPED DRAINS AND SUPPLIES PROVIDE AND INSTALL THE FOLLOWING PRODUCTS:

- DRAIN COVER MODEL 3011 WHITE WITH WHEELCHAIR/OFFSET - TAILPIECE COVER MODEL 3041 WHITE - LAVATORY SUPPLY COVERS -TRUEBRO MODEL B0086
- VALVE AND SUPPLY COVER MODEL 3021     - EXTENSION COVER MODEL 3031 WHITE

H3

H.C. WALL HUNG SINK DECORUM 

LOCKE C504  (42")

LOCKE C501  (24")  
LOCKE C500  (18")  

9024.004EC

*1.28 GPF MAX*  ADA HEIGHT HET BOWL, HIGH EFFICIENCY TOILET WITH
PF1503WH/PF6112WH

M22 - ESCUTCHEONS, B237 - QUARTER TURN ANGLE BALL STOP CHROME PLATED  

PROFLO 

BRASSCRAFTWATER CLOSET FITTINGS

WATER CLOSET

B298 - BRAIDED POLYMER COATED FIBER CONNECTOR 12",    
C222 - CLOSET BOLTS, C250 - BOWL WAX,     C251 - C.R.P BOWL WAX 

BEMIS 1500 TOILET SEAT

ENTERPRISE 
CO L TD

20"X18" VITREOUS CHINA LAVATORY WITH EVERCLEAN, WHITE, WALL HUNG WHEELCHAIR ACCESSIBLE,
4" C/C FAUCET DRILLING

SINK FITTINGS

*WATER SENSE, 1.5 GPM MAX., ADA COMPLIANT* 4" C/C LAV. FAUCET, POP UP DRAIN  

DELTA M22 - ESCUTCHEONS, B237 - QUARTER TURN ANGLE BALL STOP CHROME PLATED  
B296 - BRAIDED POLYMER COATED FIBER CONNECTOR 20",      

B2515LF-PPU
W/ PLATED FLANGE & STOPPER  
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GYP. BD. PAINTPAINT

OPTIONAL TO PROVIDE GYP. 
BD. PAINT INTERIOR FINISH 
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ABBREVIATIONS

• A.F.F. ABOVE FINISHED FLOOR
• A.E. AIR ENTRAINED
• A.B. ANCHOR BOLT
• ACI AMERICAN CONCRETE INSTITUTE
• AISC AMERICAN INSTITUE OF STEEL

CONSTRUCTION 
• ALT. ALTERNATE
• APA AMERICAN PLYWOOD ASSOCIATION
• ARCH ARCHITECTURAL DRAWINGS
• AWS AMERICAN WELDING SOCIETY
• BM. BEAM
• B.O.B. BOTTOM OF BEAM
• B.O.D. BOTTOM OF DECK
• B.O.F. BOTTOM OF FOOTING
• B.O.S. BOTTOM OF STEEL
• BOT. BOTTOM
• B.N. BOUNDARY NAILING
• BRG. BEARING
• BLDG. BUILDING
• CANT. CANTILEVER
• C.L. CENTERLINE
• CLR. CLEAR
• C.J. CONTROL OR CONSTRUCTION JOINT
• CMU CONRETE MASONRY UNIT
• COL. COLUMN
• C.F.S. COLD-FORMED STEEL
• CONC. CONCRETE
• CONN. CONNECTION
• CONST. CONSTRUCTION
• CONT. CONTINUOUS
• D.B.A. DEFORMED BAR ANCHOR
• DBL. DOUBLE
• D OR D.L. DEAD LOAD
• DIA DIAMETER
• D.F.(S) DOUGLAS FIR (SOUTH)
• DWGS DRAWINGS
• DWL. DOWEL
• EA. EACH
• E.W. EACH WAY
• E.N. EDGE NAILING
• ELEV. ELEVATION
• EX. EXISTING
• EXIST. EXISTING
• EXP. EXPANSION
• EXT EXTERIOR
• f'c CONCRETE COMPRESSIVE STRENGTH
• f'm CONRETE MASONRY COMPRESSIVE

STRENGTH
• F.F. FINISH FLOOR
• FND. FOUNDATION
• F.S. FAR SIDE
• FT. FEET
• FTG. FOOTING
• GA. GAGE OR GAUGE
• GALV. GALVANIZED
• H.E.G. HOLTZEN ENGINEERING GROUP, P.C.
• H.S.A. HEADED STUD ANCHOR
• HORIZ. HORIZONTAL
• HSS HOLLOW STEEL SECTION
• IN. INCH
• INFO. INFORMATION
• INSUL. INSULATION
• INT. INTERIOR

• J.B. JOIST BEARING
• K KIPS
• L LENGTH
• LAP LAP SPLICE LENGTH
• Ldh DEVELOPMENT LENGTH FOR HOOKED REINF.
• Lt LENGTH OF REINFORCING HOOK
• LT. WT. LIGHT WEIGHT
• L-OR-L.L LIVE LOAD
• LLH LONG LEG HORIZONTAL
• LLV LONG LEG VERTICAL
• LONG LONGITUDINAL
• MAT'S MATERIAL
• MAX. MAXIMUM
• MECH. MECHANICAL
• MEZZ. MEZZANINE
• MFR. MANFACTURER
• MIN. MINIMUM
• MPH MILES PER HOUR
• MISC MISCELLANEOUS
• MTL. METAL 
• N.S. NEAR SIDE
• N.T.S. NOT TO SCALE
• O.C. ON CENTER
• OPP OPPOSITE
• O.S.B. ORIENTED STRAND BOARD
• O.W.S.J. OPEN WEB STEEL JOIST
• P.A.F. POWDER ACTUATED FASTENER
• PL. PLATE
• P.T. PRESSURE TREATED -OR- POST TENSIONED
• QTY. QUANTITY
• REINF. REINFORCEMENT
• REQD. REQUIRED
• R.S. RING SHANK (DEFORMED SHANK)
• RLL-OR Lr ROOF LIVE LOAD
• RTU ROOF TOP UNIT
• SCHED. SCHEDULE
• SDS SELF DRILLING SCREW
• SIM. SIMILAR
• S-OR-S.L. SNOW LOAD
• S.P SOUTHERN PINE
• SPECS. SPECIFICATIONS
• S.O.G. SLAB-ON-GRADE
• SQ. SQUARE
• STD. STANDARD
• STIFF. STIFFENER
• T&B. TOP AND BOTTOM
• T.O.F. TOP OF FOOTING
• T.O.M. TOP OF MASONRY
• T.O.S. TOP OF STEEL, TOP OF STUD
• T.O.W. TOP OF WALL
• T.P. TIE PLATE
• TRANS. TRANSVERSE
• TYP. TYPICAL
• VERT. VERTICAL
• V.I.F. CERIFY IN FIELD
• W WIDE FLANGE DESIGNATION
• W.W.F. WELDED WIRE FABRIC
• W/ WITH
• W/OUT WITHOUT

ANCHOR BOLTS

1. CAST-IN-PLACE ANCHOR BOLTS SHALL CONFORM TO THE FOLOWING UNLESS NOTED OTHERWISE.
A. STEEL COLUMN AND STEEL BEAM-TO-CONCRETE/CMU ANCHOR BOLTS SHALL BE PLACED PRIOR TO 

CONCRETE INSTALLATION.  WET-SET STEEL COLUMN AND STEEL BEAM-TO-CONCRETE/CMU  ANCHOR BOLTS 
ARE PROHIBITED, CAST-IN-PLACE ANCHOR BOLTS SHALL NOT BE INSTALLED AFTER CONCRETE IS POURED.  
ANCHOR BOLT TEMPLATE SHALL BE USED TO HOLD ANCHOR BOLTS IN PLACE.

B. HEADED ANCHOR BOLTS: ASTM F1554 GRADE 36, Fy= 36 KSI, Fu= 58 KSI
C. STEEL PLATE WASHERS: ASTM A36
D. BENT L-BOLTS OR J-BOLTS SHALL NOT BE USED WITH STEEL COLUMNS, OR STEEL BEAM-TO-CONCRETE/CMU 

CONNECTIONS.
E. DEFORMED BAR ANCHORS:

a. ASTM A496 & REQUIREMENTS FOR TYPE C STUDS, Fy= 70 KSI, Fu= 80 KSI
2. POST-INSTALLED ANCHORS SHALL BE INSTALLED PER MANUFACTURERS RECOMMENDATION. POST INSTALLED 

ANCHORS SHALL NOT BE USED IN-PLACE OF CAST-IN-PLACE ANCHORS UNLESS NOTED IN DRAWINGS.
A. ADHESIVE ANCHORS FOR CONCRETE/GROUTED CMU SHALL CONFORM TO THE FOLLOWING UNLESS NOTED 

OTHERWISE.
a. HAS THREADED ROD BY HILTI OR EQUAL.
b. HILTI HIT-HY 200 ADHESIVE OR EQUAL.

CAST-IN-PLACE CONCRETE

MATERIALS
1. ALL CONCRETE CONSTRUCTION SHALL BE IN ACCORDANCE WITH ACI 301, 304, ACI 318, AND ACI 347.
2. ALL CONCRETE SHALL BE MADE WITH STONE AGGREGATE
3. DO NOT ADD WATER TO CONCRETE DURING PLACEMENT.
4. CONCRETE MIX SHALL MEET THE FOLLOWING UNLESS STATED OTHERWISE IN THE SPECIFICATIONS.

A. PORTLAND CEMENT: ASTM C150, TYPE I/II
B. FLY ASH: ASTM C618 CLASS C
C. NORMAL-WEIGHT AGGREGATE: ASTM C33, GRADED
D. WATER: ASTM 94 AND POTABLE
E. AIR-ENTRAINMENT: ASTM C260

* SLUMP MAY BE INCREASED WHEN CHEMICAL ADMIXTURES ARE USED, PROVIDED THAT THE ADMIXTURE TREATED 
CONCRETE HAS THE SAME OR LOWER WATER-CEMENT RATIO AND DOES NOT EXHIBIT SEGREGATION POTENTIAL OR 
EXCESSIVE BLEEDING.  MAXIMUM 8" SLUMP AFTER ADDING ADMIXTURES.  MIX DESIGN SUBMITTAL SHALL IDENTIFY 
VALUE OF PRE-ADMIXTURE SLUMP VALUE.

GENERAL
1. PROVIDE ADMIXTURES CERTIFIED BY MANUFACTURER TO BE COMPATIBLE WITH OTHER ADMIXTURES AND THAT 

WILL NOT CONTRIBUTE WATER-SOLUBLE CHLORIDE IONS EXCEEDING THOSE PERMITTED IN HARDENED 
CONCRETE.  DO NOT USE CALCIUM CHLORIDE OR ADMIXTURES CONTAINING CALCIUM CHLORIDE.
A. WATER-REDUCING ADMIXTURE: ASTM C 494, TYPE A.
B. RETARDING ADMIXTURE: ASTM C494, TYPE B.
C. WATER-REDUCING AND RETARDING ADMIXTURE: ASTM C 494, TYPE D
D. HIGH-RANGE, WATER-REDUCING ADMIXTURE: ASTM C494, TYPE F.
E. HIGH-RANGE, WATER-REDUCING AND RETARDING ADMIXTURE: ASTM C494, TYPE G.
F. PLASTICIZING AND RETARDING ADMIXTURE: ASTM C 1017, TYPE II.
G. WATER REPELLANT: BASF RHEOMIX 235 ADDED PER MANUFACTURERS RECOMMENDATION (SLAB-ON-GRADE 

ONLY)
2. AGGREGATES SHALL BE PROPORTIONED SUCH THAT MIX DESIGN CONTAINS A MINIMUM OF 50% COARSE 

AGGREATE PER THE GRADATION REQUIREMENT OF ASTM C33.
3. ADDITION OF ANY ADMIXTURES SHALL BE APPROVED BY THE PROJECT STRUCTURAL ENGINEER.
4. CURING COMPOUND: ASTMC309 MASTER BUILDER "MASTER SEAL"(OR APPROVED EQUAL)
5. COLD WEATHER PLACEMENT: COMPLY WITH ACI 306.
6. HOT WEATHER CONCRETE: COMPLY WITH ACI 305.
7. VAPOR RETARDER SHALL MEET ASTM E 1745, CLASS A, AND REQUIREMENT BELOW (UNLESS STATED OTHERWISE 

IN THE SPECIFICATION OR ARCHITECTURAL DRAWINGS)
A. INSTALL PER MANUFACTURER'S RECROMMENDATION (USE MANUFACTURERS RECOMMENDED TAPE)
B. STEGO INDUSTRIES, LLC,: STEGO WRAP (10 MIL CLASS A) OR EQUAL.

8. PROVIDE A RUBBED FINISH TO EXPOSED CONCRETE (EXCLUDING FLOOR SLABS), UNLESS STATED OTHERWISE IN 
SPECIFICATIONS OR ARCHITECTURAL DRAWINGS).

9. PROVIDE A BROOM FINISH TO EXTERIOR CONCRETE PLATFORMS, STEPS, RAMPS, AND WALKS, UNLESS STATED 
OTHERWISE IN SPECIFICATIONS OR ARCHITECTURAL DRAWINGS.

10. CLEAN AND SEAL ALL JOINTS WITH CAULKING, AFTER CAULKING IS HARDENED TRIM FLAT WITH TOP OF JOINT.

REINFORCING:
1. CONCRETE POURED AGAINST EARTH = 3"
2. CONCRETE POURED IN FORMS BUT EXPOSED TO WEATHER OR EARTH:

A. IF BARS ARE LARGER THAN #5 = 2"
B. IF BARS ARE #5 OR SMALLER = 1 1/2"

3. CONCRETE NOT EXPOSED TO WEATHER OR EARTH:
A. STRUCTURAL SLABS AND WALLS = 3/4"

4. ALL BAR LENGTHS TO SCALE UNLESS NOTED OTHERWISE. REFER TO CONCRETE LAP SPLICES SCHEDULE FOR 
SPLICE LENGTHS OR AS SHOWN ON DRAWINGS WHICHEVER IS GREATER. PROVIDE CORNER BARS AT WALL 
FOOTING AND GRADE BEAM CORNERS, AND INTERSECTIONS. SIZE AND SPACING SHALL MATCH HORIZONTAL 
BARS.

5. PROVIDE ALL ACCESORIES NECESSARY TO SUPPORT REINFORCING AT POSITIONS SHOWN ON THE PLANS IN 
ACCORDANCE WITH THE LATEST ACI DETAILING MANUAL.

6. REINFORCING BARS, HAIRPINS, AND TIE RODS/TIE BEAM REINFORCING SHALL CONFORM TO THE ASTM A615 
GRADE 60. DO NOT WELD OR REBEND REINFORCING, UNLESS NOTED OTHERWISE.

7. STIRRUPS SHALL CONFORM TO ASTM A615 GRADE 40. DO NOT WELD OR REBEND.
8. ONLY ASTM A706 GRADE 60 REINFORCING BARS MAY BE WELDED AND WELDING SHALL CONFORM TO THE LATEST 

EDITION OF AWS D1.4.
9. WIRE MESH REINFORCEMENT SHALL CONFORM TO ASTM A185. LAP ONE FULL MESH AT SIDE AND END LAPS AND 

WIRE TOGETHER. PLACE MESH AT MID-DEPTH OF SLAB.
10. PROVIDE SLEEVES FOR ALL PIPES PLACED THROUGH CONCRETE WALLS OR SLABS. NO OPENINGS OTHER THAN 

THOSE SHOWN ON THE STRUCTURAL DRAWINGS WILL BE PERMITTED, UNLESS ARCHITECT/ENGINEER'S 
APPROVAL IS SECURED PRIOR TO PLACEMENT OF REINFORCING STEEL.

11. REFER TO MECHANICAL AND PLUMBING DRAWINGS FOR OPENINGS, PROVIDE REINFARCING BARS AT CORNERS 
AND EDGES OF OPENINGS AND PENETRATIONS IN ACCORDANCE WITH TYPICAL DETAILS.

12. VERTICAL CONSTRUCTION JOINTS IN FOOTINGS AND GRADE BEAMS SHALL BE LOCATED WHERE APPROVED BY 
ARCHITECT/ENGINEER.

CONCRETE MASONRY

1. CONCRETE MASONRY UNITS SHALL CONFORM TO ASTM C90, LIGHT WEIGHT, WITH A NET AREA COMPRESSIVE 
STRENGTH OF CONCRETE MASONRY UNITS OF 1,900 PSI, DESIGN BASED ON A MINIMUM COMPRESSIVE 
STRENGTH OF MASONRY F'm= 1,500 PSI.

2. MORTAR SHALL CONFORM TO ASTM C270, TYPE S.
3. ALL GROUT SHALL CONFORM TO ASTM C476 WITH A MINIMUM 2,000 PSI COMPRESSIVE STRENGTH IN 28 DAYS.
4. ALL MASONRY WALLS SHALL HAVE TRUSS TYPE HORIZONTAL JOINT REINFORCING WITH (2)-9 GAUGE WIRES AND 

WITH PREFABRICATED CORNER AND TEE UNITS AT CORNERS AND INTERSECTIONS.
5. TYPICAL JOINT REINFORCING SHALL BE LOCATED AT 16" ON CENTER VERTICALLY.
6. REINFORCING STEEL SHALL CONFORM TO ASTM A615 GRADE 60.
7. SOLID GROUT ALL CELLS WITH REINFORCING.
8. DO NOT USE SOLID BOTTOM BLOCKS FOR BOND BEAMS AT SOLID GROUTED WALLS OR AT CELLS WITH VERTICAL 

REINFORCING.
9. VERTICAL CELLS TO BE FILLED SHALL HAVE VERTICAL ALIGNMENT SUFFICIENT TO MAINTAIN A CONTINOUS CLEAR 

CELL. OVERHANGING MORTAR OR OTHER OBSTRUCTIONS SHALL BE REMOVED FROM THE INSIDES OF CELL 
WALLS.

10. REINFORCING SHALL BE CONTINUOUS OR LAPPED 48 BAR DIAMETERS OR AS SHOWN IN DRAWINGS WHICH EVER 
IS GREATER.

11. VERTICAL REINFORCEMENT SHALL BE HELD IN POSITION AT TOP AND BOTTOM AND AT INTERVALS NOT 
EXCEEDING 6'-0".

12. GROUT SHALL BE POURED IN LIFTS OF 5-FEET MAXIMUM HEIGHT. STOP GROUT POUR 2-INCHES BELOW TOP OF 
BLOCK TO CREATE KEY FOR NEXT GROUT POUR. EXTEND REINFORCING BAR BEYOND GROUT POUR FOR A 
LENGTH EQUAL TO OR GREATER THAN THE BAR LAP LENGTH.

13. ALL STEEL LINTELS ON MASONRY SHALL HAVE MINIMUM OF 8-INCHES BEARING.
14. LOCATE VERTICAL WALL CONTROL JOINTS IN EXTERIOR MASONRY WALLS AT 24'-0" O.C. MAXIMUM. LOCATE BARS 

THROUGH JOINTS. DO NOT LOCATE JOINTS WITHIN 2-FEET OF AN OPENING.
15. FURNISH AND HAVE IN PLACE ADEQUATE LATERAL BRACING AND VERTICAL SUPPORT FOR THE SAFE ERECTION 

AND TRUE ALIGNMENT OF THE MASONRY WALL UNTIL SUCH TIME AS THE FINAL CONNECTIONS ARE MADE AND 
THE ROOF, AND DECKING IS IN PLACE.

16. CONSTRUCTION SHALL BE IN CONFORMANCE WITH THE IBC 2015, AND MASONRY INSTITUTE OF AMERICAN 
STANDARDS.

EXISTING CONDITIONS
1. DRAWINGS ARE ONLY AN APPROXIMATION OF EXISTING CONDITIONS.
2. CONTRACTOR SHALL SATISFY HIMSELF AND FIELD VERIFY EXISTING CONDITIONS AND EXTENT OF NEW WORK TO 

BE COMPLETED BEFORE SUBMITTING BID.
3. CONTRACTOR IS RESPONSIBLE FOR FIELD VERIFYING DIMENSIONS, DEPTHS, ELEVATIONS, AND ANY OTHER 

REQUIRED INFORMATION FOR CONSTRUCTION.
4. CONTRACTOR SHALL COORDINATE FIELD VERIFIED INFORMATION WITH FABRICATORS PRIOR TO ANY 

CONSTRUCTION TAKING PLACE.
5. INFORM ARCHITECT OF ANY CONFLICTS WITN NEW AND EXISTING CONSTRUCTION AS SHOWN OR DETAILED.

FOUNDATIONS

FOOTING FOUNDATIONS
1. SOIL INVESTIGATION HAS NOT BEEN PERFORMED OR PROVIDED TO THE STRUCTURAL ENGINEER.  THE SOIL 

BEARING VALUES HAVE BEEN ASSUMED.  SOILS ARE ASSUMED NON-EXPANSIVE AND NOT PRONE TO EXCESS 
CONSOLIDATION.

2. CONTRACTOR IS RESPONSIBLE TO VERIFY THE SOIL BEARING VALUES AND BUILDING PAD PREPARATION LISTED 
BELOW IN "EARTHWORK".

3. THE CONTRACTOR SHALL CONTRACT WITH A QUALIFIED SOILS ENGINEER TO PERFORM TESTING, INSPECT THE 
FOOTING EXCAVATIONS, PROOF-ROLLING, AND COMPACTION TO VERIFY THE BEARING MATERIAL AND IDENTIFY 
SOFT, LOOSE, AND YIELDING AREAS ON THE SITE.

4. IT'S HIGHLY RECOMMENDED THE CONTRACTOR COORDINATE WITH THE OWNER AND RETAIN A GEOTECHNICAL 
ENGINEERING FIRM TO PERFORM A SOILS INVESTIGATION TO VERIFY THE ASSUMED SOIL DESIGN VALUES AND 
BUILDING PAD PREPARATION.  NOTIFY THE ARCHITECT AND STRUCTURAL ENGINEER IF THE SOILS INVESTIGATION 
ENCOUNTERS SOFT SOIL, EXPANSIVE SOIL, OR HIGH GROUND WATER SO THE FOUNDATION DESIGN CAN BE 
VERIFIED.

5. NO SOILS INVESTIGATION HAS BEEN PERFORMED ON THIS SITE AND AS SUCH THE STRUCTURAL ENGINEER 
ASSUMES NO LIABILITY FOR THE SOIL-STRUCTURE INTERACTION, FOOTING PERFORMANCE OR FOOTING 
SETTLEMENT, AND RESULTING CRACKS IN THE FUTURE.

FOOTING FOUNDATIONS
1. ASSUMED ALLOWABLE SOIL BEARING PRESSURE = 1,500 PSF (BEARING ON STIFF EXISTING SOIL)
2. FOOTINGS SHALL BEAR A MINIMUM OF 2'-6" BELOW FINISHED EXTERIOR GRADE.
3. PROTECT BOTTOMS OF EXCAVATION AGAINST FROST AND KEEP FREE OF WATER, DEBRIS AND LOOSE MATERIAL. 

SOIL BECOMING UNSUITABLE FOR BEARING MUST BE REMOVED.
4. PROTECTIVE MEASURES SHALL BE TAKEN BY THE CONTRACTOR TO PREVENT MOISTURE CHANGE IN FOOTING 

EXCAVTIONS.
5. EXCESS EXCAVATION BELOW FOOTINGS SHALL BE FILLED WITH LEAN CONCRETE.

EARTHWORK
1. PRIOR TO THE PLACEMENT OF FILL, THE EXISTING SUBGRADE SHALL BE:

A. STRIPPED OF ALL VEGETATION, TOPSOIL, AND ANY OTHER DELETERIOUS MATERIALS.
B. OVER-EXCAVATE AS REQUIRED TO 2'-0" BELOW THE FLOOR SLAB GRANULAR BASE., EXTEND 5-FEET BEYOND 

THE BUILDING FOOTPRINT.
C. PROOF-ROLLED INCLUDING REMOVING AND REPLACING ANY SOFT MATERIAL WHICH EXHIBITS RUTTING OR 

DEFLECTS EXCESSIVELY WHEN TRAVERSED BY A LOADED TRUCK WITH A REAR AXLE LOAD OF 
APPROXIMATELY 16,000 lbs.

D. SCARIFIED TO A DEPTH OF (8) INCHES, AND MOISTURE CONDITIONED (-2% TO +3% OF OPTIMUM) AND 
COMPACTED TO 95 PERCENT OR MORE OF STANDARD PROCTOR MAXIMUM DRY DENSITY.

2. ALL FILL AND NATURAL GRADES (FOR THE CASE WHERE NO FILL IS USED) IN THE BUILDING AREA SHALL BE:
A. MINIMUM 2'-0" OF ENGINEERED FILL BELOW THE  BOTTOM OF FLOOR SLAB GRANULAR BASE
B. COMPACTED TO AT LEAST 95 PERCENT OF STANDARD PROCTOR MAXIMUM DRY DENSITY (ASTM D698) AT A 

MOISTURE CONTENT WITHIN -2% TO +3% OF OPTIMUM.
C. PLACED IN LIFTS NOT TO EXCEED (8) INCHES IN COMPACTED THICKNESS.
D. TESTED FOR FIELD DENSITY EVERY 5,000 S.F. PER LIFT OF FILL UNDER STRUCTURE A WITH A MINIMUM OF (3)-

TESTS PER LIFT.
3. COMPACTION SHALL BE EXTENDED TO 5 FT. BEYOND THE BUILDING FOOTPRINT.
4. STRUCTURAL FILL REQUIREMENTS:

A. AMOUNT FINER THAN 2-INCH SIEVE = 100%
B. AMOUNT FINER THAN NO. 200 SIEVE = 12% MINIMUM, AND IF P.I ≤ 7, 60% MAXIMUM.
C. LIQUID LIMIT = 35 MAXIMUM.
D. PLASTICITY INDEX (P.I.) = 5 TO 15

5. SIX (6) INCHES OR MORE OF GRANULAR BASE, MEETING THE FOLLOWING REQUIREMENTS, SHALL BE PLACED 
OVER THE SUBGRADE:
A. ASTM C33 NO. 67 AGGREGATE

6. SUBGRADE MOISTURE SHALL BE MAINTAINED UNTIL CONCRETE SLAB IS POURED.
7. THE CONTRACTOR SHALL CONTRACT WITH A QUALIFIED SOILS ENGINEER TO PERFORM TESTING, INSPECT THE 

FOOTING EXCAVATIONS, PROOF-ROLLING, AND COMPACTION TO VERIFY THE BEARING MATERIAL AND IDENTIFY 
SOFT AND YEILDING AREAS ON THE SITE.

UTILITY TRENCH BACKFILL
1. CONSTRUCT AN EFFECTIVE CLAY TRENCH PLUG AT ALL UTILITY TRENCHES THAT PENETRATE BENEATH THE 

BUILDING OR THROUGH A PERIMETER FOOTING.
2. CLAY PLUG SHALL COMPLETELY SURROUND UTILITY LINE, EXTEND 5-FEET FROM FACE OF EXTERIOR PERIMETER 

FOOTING.
3. COMPACTED CLAY PLUG AT A WATER CONTENT ABOVE OPTIMUM.

GENERAL NOTES

1. THE STRUCTURAL DRAWINGS DEPICT THE STRUCTURE IN ITS FINAL CONSTRUCTED CONFIGURATION.
2. NEITHER CONSTRUCTION MEANS AND METHODS, TECHNIQUES, CONSTRUCTION SEQUENCE NOR CONSTRUCTION 

SAFETY ARE PART OF THE STRUCTURAL ENGINEER'S RESPONSIBILITY OR SCOPE OF WORK.
3. THE GENERAL CONTRACTOR AND HIS SUBCONTRACTORS ARE FULLY RESPONSIBLE FOR THE MEANS AND 

METHODS WHICH INCLUDE CONSTRUCTION BRACING AND TEMPORARY SUPPORTS USED TO CONSTRUCT THE 
STRUCTURE AND FOR FULL COMPLIANCE WITH ALL JOB SAFETY RELATED REGULATIONS AND CONDITIONS AT THE 
SITE.

4. THE GENERAL CONTRACTOR SHALL BE RESPONSIBLE FOR INSTALLING TEMPORARY LATERAL BRACING FOR 
STRUCTURAL STABILITY. TEMPORARY BRACING SHALL REMAIN IN PLACE UNTIL PERMANENT BRACING, ROOF AND 
FLOOR DIAPHRAGMS, AND WALL ARE COMPLETELY INSTALLED AND ALL CONNECTIONS COMPLETED.

5. THE GENERAL CONTRACTOR SHALL BE RESPONSIBLE DURING ERECTION OF THE BUILDING ADDITIONAL 
TEMPORARY SHORING, BRACING, FORMING, GUYING, VERTICAL SUPPORTS, ETC... TO STABILIZE THE STRUCTURE, 
HOLD THE STRUCTURE IN PROPER ALIGNMENT, AND TO WITHSTAND CONSTRUCTION LOADING. 

6. OBSERVATION SITE VISITS, IF ANY BY STRUCTURAL ENGINEER OR A REPRESENTATIVE OF THE STRUCTURAL 
ENGINEER SHALL NOT INCLUDE INSPECTIONS, SPECIAL INSPECTIONS, SAFETY INSPECTIONS, NOR REVIEW OR 
INSPECTIONS OF CONSTRUCTION MEANS AND METHODS. OBSERVATION SITE VISITS ARE SOLELY FOR THE 
PURPOSE OF ASSISTING WITH ACHIEVING CONFORMANCE WITH CONTRACT DOCUMENTS, BUT DO NOT GUARANTY 
CONTRACTOR'S PERFORMANCE AND SHALL NOT BE CONSTRUED AS SUPERVISION OF CONSTRUCTION.

7. ALL DETAILS ARE TYPICAL UNLESS NOTED OTHERWISE. DETAILS SHALL APPLY TO ALL SIMILAR AND LIKE 
CONDITIONS.

8. CRANES, CONCRETE TRUCKS, AND ALL OTHER HEAVILY LOADED VEHICLES ARE NOT TO BE DRIVEN ACROSS 
FOUNDATION MEMBERS NOR BUILDING SLABS. VEHICLES DRIVEN ON BUILDINGS SLABS ARE AT THE RISK OF THE 
GENERAL CONTRACTOR.

9. THE GENERAL CONTRACTOR SHALL COORDINATE ALL FLOOR AND ROOF PENETRATIONS WITH ARCHITECTURAL 
DRAWINGS, AND MECHANICAL, PLUMBING, AND ELECTRICAL DRAWINGS.

10. IF GENERAL STRUCTURAL NOTES OR PLANS CONFLICT WITH THE SPECIFICATIONS THE MORE STRINGENT SHALL 
CONTROL.

GENERAL  STRUCTURAL NOTES
ALL MATERIALS, WORKMANSHIP AND CONSTRUCTION METHODS SHALL BE IN ACCORDANCE WITH THE STRUCTURAL 
DRAWINGS, SPECIFICATIONS AND NOTES LISTED BELOW.  MINIMUM PROVISIONS OF THE INTERNATIONAL BUILDING 
CODE, 2018 EDITION, AND LOCAL AMENDMENTS SHALL APPLY WHERE DETAILS ARE NOT SHOWN OR DESCRIBED.  OTHER 
APPLICABLE CODES AND STANDARDS ARE GIVEN BELOW.

METAL CONCRETE FORM/COMPOSITE DECK

1. METAL CONCRETE FORM DECK AS SHOWN ON DRAWINGS BY VULCRAFT OR EQUAL.
2. REFER TO DRAWINGS FOR FASTENING. 
3. MANUFACTURER SHALL PROVIDE STEEL FLASHING, CELL CLOSURES, COLLARS, CLOSURE PLATES, GIRDER FILLER,  

ETC. FOR OPENINGS THROUGH DECK, AT SUPPORTS, COLUMNS, AND OTHER AREAS AS REQUIRED.
A. WHERE CLOSURE PLATES BEAR ON CONCRETE OR CMU WALLS WITHOUT STEEL BEARING, CONNECT TO 

CONCRETE/CMU WITH P.A.F. AT 12" O.C. OR PER MANUFACTURER RECOMMENDATIONS, WHICHEVER IS MORE 
STRINGENT, CONTRACTOR SHALL COORDINATE.

B. WHERE CLOSURE PLATE ARE NOT MANUFACTURED AT THE REQUIRED SIZE, 3/16" THICK STEEL BENT PLATE 
MATCHING THE CORRECT VERTICAL DEPTH AND REQUIRED HORIZONTAL LENGTH MAY BE USED IN-PLACE OF 
CLOSURE PLATES.  BENT PLATE STEEL CLOSURE PLATES SHALL BE SIZED ACCORDINGLY AND CONNECTED TO 
CONCRETE/CMU WITH 3/8"x4" HEADED STUD ANCHORS EMBED AT 24" ON CENTER, AND WELDED TO STEEL 
WITH 1" LONG FILLET WELDS AT 12" ON CENTER, CONTRACTOR SHALL COORDINATE.

4. FOLLOW MANUFACTURES RECOMMENDATIONS AND DRAWINGS FOR SHORING REQUIREMENTS.

WOOD FRAMING

PROVIDE JOIST, TRUSS AND BEAM HANGERS AS MANUFACTURED BY SIMPSON WHERE REQUIRED FOR RAFTER, 
CEILING JOISTS & TRUSS BEARING. HANGERS SHALL BE SELECTED BASED ON THE LOADS SHOWN ON THE PLANS AND 
SUBMITTED FOR ENGINEER'S APPROVAL.

SAWN LUMBER
STUDS RAFTERS, CEILING JOIST, AND POSTS LUMBER SHALL AT MINIMUM MEET THE FOLLOWING PROPERTIES LISTED 
BELOW:

SHEATHING
WOOD PLYWOOD SHEATHING PANELS SHALL CONFORM TO U.S. PRODUCT STANDARD PS1, LATEST EDITION, OSB 
SHEATHING PANELS SHALL CONFORM TO U.S. PRODUCT STANDARD PS2, AND HAVE PROPERTIES LISTED BELOW:

GENERAL
1. PROVIDE ALL BRACING REQUIRED FOR TEMPORARY WIND LOADS AND ERECTION STRESSES.
2. MANUFACTURED WOOD PRODUCTS HAVE BEEN DESIGNED AROUND TRUSJOIST MACMILLAN (PSL BEAMS SHALL 

BE PARALLAM PSL 2.0E, LVL BEAMS SHALL BE MICROLAM LVL 2.0E, AND LSL BEAMS SHALL BE TIMBERSTRAND 1.3E 
(UP TO 7 1/4" DEEP) OR 1.55E (9 1/2" TO 16" DEEP)). ALTERNATE MANUFACTURER SHALL SUBMIT PRODUCT 
LITERATURE AND BEAM HANGERS FOR THEIR PRODUCTS FOR  ARCHITECT/ENGINEER  APPROVAL.

3. MAXIMUM MOISTURE CONTENT OF LUMBER = 19%.
4. INSTALL HANGERS PER MANUFACTURER RECOMMENDATIONS.
5. WOOD FRAMING NOT SPECIFICALLY INDICATED ON THE PLANS SHALL CONFORM TO IBC 2015, CHAPTER 23, 

SECTION 2308 CONVENTIONAL LIGHT-FRAME CONSTRUCTION.
6. CONFORM TO NAILING SCHEDULE IN IBC TABLE 2304.9.1.
7. REFER TO DRAWINGS FOR NAILING REQUIREMENTS.
8. BOLTS AND LAG SCREWS SHALL CONFORM TO ASTM A307, PROVIDE A STANDARD WASHER AT HEADS AND NUTS.
9. LAG SCREWS SHALL HAVE CLEARANCE HOLE EQUAL TO THE DIAMETER OF THE SHANK AND SAME DEPTH OF THE 

UNTHREADED SHANK.  LEAD HOLES FOR LAG SCREWS SHALL BE 60% OF THE SHANK DIAMETER AND A LENGTH 
EQUAL TO THE THREADED PORTION.

10. WOOD SCREWS SHALL BE SIMPSON SDS SCREWS, NAILS ARE NOT AN ACCEPTABLE ALTERNATE WHERE SCREWS 
ARE NOTED.

11. UNLESS NOTED OTHERWISE ON DRAWINGS ROOF PANELS SHALL BE ATTACHED TO MEMBERS WITH RING SHANK 
NAILS AT 6" O.C. AT EDGES AND BOUNDARY MEMBERS, AND 12" O.C. AT INTERMEDIATE SUPPORTS.  UNLESS 
NOTED OTHERWISE USE 8d NAILS FOR 7/16" THICK SHEATHING, USE 10d NAILS FOR SHEATHING GREATER THAN 
7/16" THICK.

12. PANELS SHALL BE USED IN ACCORDANCE WITH THE RECOMMENDATIONS OF THE AMERICAN PLYWOOD 
ASSOCIATION.

13. ALLOW 1/8" SPACE AT PANEL ENDS AND EDGES UNLESS OTHERWISE RECOMMENDED BY THE PANEL 
MANUFACTURER.

14. PROVIDE ALUMINUM CLIPS AT ROOF SHEATHING JOINTS.
15. INSTALL ALL ROOF PANELS WITH THE LONG DIMENSION OF THE PANEL ACROSS SUPPORT, AND WITH PANEL OVER 

TWO OR MORE SPANS. LONG DIMENSION OF PANEL SHALL BE STAGGERED FROM ADJACENT PANELS. PROVIDE 
ALUMINUM PLY CLIPS OR USE TONGUE AND GROOVE JOINTS FOR 3/4" OR THICKER PLYWOOD.

16. ALL BOTTOM BEARING PLATES BEARING ON CONCRETE SHALL BE PRESSURE TREATED. UNLESS NOTED 
OTHERWISE.

17. WASHERS SHALL BE USED UNDER ALL BOLT HEADS AND NUTS CONTACTING WOOD.
18. CONCRETE SCREWS SHALL BE SIMPSON TITEN SCREWS.
19. ALL NAILS SHALL BE COMMON NAILS UNLESS NOTED OTHERWISE, NAILS SHALL MEET ASTM F1667.

-COMMON NAILS (LENGTHxDIA.): (8d-2 1/2"x0.131", 10d-3"x0.148", 16d-3 1/2"x0.162", 20d-4"x0.192")
-RING SHANK NAILS(LENGTHxDIA.): (8d-2 1/2"x0.120", 10d-3"x0.135", 16d-3 1/2"x0.148")

WOOD TRUSSES

WOOD TRUSSES SHALL BE DESIGNED AND FABRICATED FOR THE FOLLOWING LOADS:

GENERAL
1. IN ADDITION TO GRAVITY LOADS, TRUSSES SHALL BE DESIGNED FOR A BASIC WIND SPEED,  EXPOSURE

CATEGORY AND IMPORTANCE FACTOR SHOWN IN THE DESIGN LOADS-WIND DESIGN DATA ON THIS SHEET.
2. REVERSAL OF WIND LOADS SHALL BE CONSIDERED DURING DESIGN FOR WIND LOADING AND UNBALANCED 

SNOW LOAD.
3. TRUSS SPANS WHICH ARE GREATER THAN 40'-0" SHALL HAVE A MINIMUM 2x6 TOP & BOTTOM CHORDS UNLESS 

NOTED OTHERWISE, TRUSS SPANS LESS THAN 40'-0" SHALL HAVE A MINIMUM 2x4 TOP & BOTTOM CHORDS.
4. TRUSSES SHALL BE DESIGNED FOR THE LOADS SHOWN ON THE PLANS. GIRDER TRUSSES AND GIRDER TRUSS 

CONNECTIONS SHALL BE DESIGNED & FABRICATED FOR THE ABOVE LOADS FOR THE TRIBUTARY AREA & 
LOADING CONDITIONS SHOWN ON THE FRAMING PLAN.

5. FURNISH AND HAVE IN PLACE ADEQUATE LATERAL BRACING AND VERTICAL SUPPORT FOR THE SAFE ERECTION 
AND TRUE ALIGNMENT OF THE TRUSSES UNTIL SUCH TIME AS THE FINAL CONNECTIONS ARE MADE AND THE 
ROOF DIAPHRAGM AND SHEAR WALLS ARE COMPLETELY IN PLACE.

6. ALL TRUSSES SHALL BE SPACED AT A MAXIMUM OF 2'-0" O.C. UNLESS NOTED OTHERWISE.
7. PROVIDE HURRICANE TIES FROM ROOF TRUSSES TO TOP PLATE AT EACH BEARING WALL USING SIMPSON H2.5A 

TIES OR EQUAL, INSTALL PER MANUFACTURER'S RECOMMENDATIONS.
8. WHERE TRUSSES BEAR ON STUD WALLS FROM BOTH SIDES, STAGGER TRUSSES SIDE BY SIDE.
9. TRUSS MANUFACTURER SHALL CONFIGURE WEB MEMBERS TO PROVIDE ADEQUATE CLEAR OPENINGS FOR 

DUCTS, PLUMBING, ATTIC EQUIPMENT, MAINTENANCE CATWALKS, AND OTHER OPENINGS, NOT SHOWN ON THE 
STRUCTURAL PLANS.

10. TRUSS MANUFACTURER SHALL SUBMIT DESIGN CALCULATIONS AND FABRICATION DRAWINGS (FOR ALL 
TRUSSES) SEALED BY A PROFESSIONAL ENGINEER REGISTERED IN THE STATE THE PROJECT IS LOCATED IN.

11. TRUSS MANUFACTURER SHALL SUBMIT AN ERECTION PLAN SHOWING TRUSS LAYOUT, TEMPORARY 
BRACING, PERMANENT BRACING, TRUSS CONFIGURATIONS, HANGER TYPES, AND BEARING CONDITIONS
ALONG WITH SUPPORTING CALCULATIONS FOR TRUSS TYPES.

WALL EDGE
ZONE 4

WALL INTERIOR
ZONE 5

ROOF EDGE
ZONE 2

ROOF INTERIOR
ZONE 1
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STRUCTURAL SHEET INDEX

SHEET NO. SHEET NAME
S1.0 GENERAL STRUCTURAL NOTES

S1.1 TYPICAL DETAILS

S1.2 TYPICAL DETAILS

S1.3 STRUCTURAL SPECIAL INSPECTION

S1.4 TORNADO SHELTER DESIGN CRITERIA

S2.0 FOUNDATION/FRAMING PLAN

S3.0 DETAILS

6. COMPONENT & CLADDING PRESSURE RE: SCHEDULE
5. INTERNAL PRESSURE COEFFICIENT +/-0.18
4. WIND EXPOSURE CATEGORY C
3. RISK CATEGORY II
2. NOMINAL WIND SPEED 90 MPH
1. ULTIMATE WIND SPEED 115 MPH

WIND DESIGN DATA (NON-SHELTER)

5. THERMAL FACTOR, Ct 1.2
4. SNOW LOAD IMPORTANCE FACTOR, Is 1.0
3. SNOW EXPOSURE FACTOR, Ce 1.0
2. FLAT-ROOF SNOW LOAD, Pf 8.4 PSF
1. GROUND SNOW LOAD, Pg 10 PSF

ROOF SNOW LOADS

3. ROOF LIVE LOADS 20 PSF (NON-REDUCIBLE)
1. DEAD LOADS BUILDING MATERIALS

UNIFORM DEAD LOADS AND LIVE LOADS

DESIGN LOADS

SLAB-ON-GRADE 3,500 4 1 0 0.475 470 20

EXTERIOR PORCH
SLAB-ON-GRADE

3,500 4 1 4.5 0.45 470 20

TORNADO SHELTER
ELEVATED
STRUCTURAL SLAB
ON MTL DECK

4,000 4 3/4 5 0.45 517 0

TORNADO SHELTER
WALLS

4,000 4 1 1/2 4.5 0.45 517 0

FOOTINGS 3,000 5 1 1/2 4.5 0.53 470 20

TYPE OF
CONSTRUCTION

28 DAY
COMPRESSIV
E STRENGTH

(PSI)

*MAX.
SLUMP
(INCH)

MAX.
AGGREGATE
SIZE (INCH)

AIR
ENTRAINMENT

(±1 1/2%)

MAX.
W/C

RATIO

MIN.
CEMENTIOUS

MATERIAL
(lbs./C.Y.)

MAX.
FLY-ASH

(%)

CONCRETE MIX SCHEDULE

PLATES AND LEDGERS DOUG. FIR (S) -OR- SOUTHERN PINE NO. 2

BUILT-UP BEAMS DOUG. FIR (S) -OR- SOUTHERN PINE NO. 2

SOLID POSTS DOUG. FIR (S) NO. 1

MEMBER SPECIES GRADE

SAWN LUMBER

12" WIDE 1,000 PSI 1,400 PSI 1,600,000 PSI
10" WIDE 1,050 PSI 1,450 PSI 1,600,000 PSI
8" WIDE 1,250 PSI 1,500 PSI 1,600,000 PSI

5"-6" WIDE 1,350 PSI 1,550 PSI 1,600,000 PSI
SOUTHERN PINE NO. 1 2"-4" WIDE 1,500 PSI 1,650 PSI 1,600,000 PSI

DOUGLAS FIR (SOUTH) NO. 2 2" AND WIDER 850 PSI 1,350 PSI 1,200,000 PSI

DOUGLAS FIR (SOUTH) NO. 1
5"x5" AND
LARGER

1,150 PSI 925 PSI 1,200,000 PSI

SPECIES
SIZE

CLASSIFICATION
Fb Fc E

ROOF PLYWOOD OR O.S.B. APA RATED C-D 7/16" 24/16 1

SHEATHING
PANEL

CONSTRUCTION SHEATHING GRADE

PLYWOOD
VENEER
GRADE

NOMINAL
THICKNESS

SPAN
RATING EXPOSURE

2. USE CREEP FACTOR OF 2.0 FOR TOTAL DEFLECTION.

2. ADD 5 PSF TOP CHORD DEAD LOAD WHERE TRUSSES SUPPORT...

NOTES: 1.
SUPERIMPOSED TOP & BOTTOM CHORD DEAD LOADS DO NOT INCLUDE
TRUSS SELF-WEIGHT.

24" 20 PSF 15 PSF 5 PSF 7 PSF L/480 L/360

SPACING

TOP
CHORD
ROOF
LIVE

LOAD

SUPERIMPOSE
D TOP CHORD
DEAD LOAD

SUPERIMPOSED
BOTTOM

CHORD DEAD
LOAD

TOTAL DEAD
LOAD FOR

NET UPLIFT

LL
DEFL.
LIMIT

TOTAL
LOAD
DEFL.
LIMIT

ROOF TRUSS DESIGN LOADS

4. PLUS AND MINUS SIGNS SIGNIFY PRESSURES
ACTING TOWARD AND AWAY FROM THE SURFACES,
RESPECTIVELY.

3. PRESSURES ARE NORMAL TO THE SURFACE.

2. LINEAR INTERPOLATION IS PERMITTED FOR
EFFECTIVE WIND AREA BETWEEN 10 S.F. AND 100
S.F.

1. EDGE/CORNER PRESSURES ZONES LENGTH "a"=3'-0"
FROM EDGES.

NOTES:

3 ROOF CORNER +26/-53 +25/-50 +24/-48

2 ROOF EDGE +26/-53 +25/-50 +24/-48

1 ROOF INTERIOR +26/-29 +25/-25 +24/-24

10 S.F. 50 S.F. 100 S.F.
ZONE DESCRIPTION

EFFECTIVE WIND AREA

COMPONENT AND CLADDING WIND
PRESSURES



"LAP"

"LAP"

"L
"

"L
t"

"Ldh"

2 1/2" -OR- 4db 
GREATER OF

LAP "Ldh"
EXTEND "Ldh"ADD'L
LENGTH PER PLANS

EXTEND TAIL ADD'L
LENGTH PER PLANS

EXTEND "Ldh"ADD'L
LENGTH PER PLANS

BEND DIA.
BEND DIA.

RE: PLANS

"W"

R
E

: 
P

L
A

N

"D
"

C
L
R

.

2
"

C
L
R

.

3
"

CLR.
3"

RE: PLANS

"W"

R
E

: 
P

L
A

N

"D
"

C
L
R

.

3
"

C
L
R

.
2
"

TRENCH FOOTING - TYPICAL CONTINUOUS FOOTING OR
SPREAD FOOTING - TYPICAL

CLR.
3"

NOTE:
TYPICAL FOR:
• STRIP FOOTINGS
• TRENCH FOOTINGS

#4 VERT BARS,
TYP

BENT BAR, MATCH
HORIZ. REINF.

BENT BAR, MATCH
HORIZ. REINF.

#4 VERT BARS

(TYP)

LAP

(TYP)

LAP

R
E

: 
G

E
N

'L
S

T
R

U
C

. 
N

O
T

E
S

VAPOR BARRIER,
RE: GEN'L STRUC.

NOTES REINF. CONC.
S.O.G., RE: PLAN

GRANULAR BASE, RE:
GEN'L STRUC. NOTES
FOR MAT'L & THICKNESS

STRUCTURAL FILL, RE:
GEN'L STRUC. NOTES

PREPARE SUBGRADE
RE: GEN'L STRUC. NOTES

FLOOR SLAB-ON-GRADE

SAWN CONTROL JOINT, 1/4 OF
SLAB THICKNESS, FILL W/

SEALANT
INTERUPT EVERY OTHER BAR 
AT SAW JOINT

SLAB CONTROL JOINT (C.J.)

(2)-#4x4'-0" AT 6" O.C.
AT TOP OF SLAB

TYPICAL RE-ENTRANT CORNER DETAIL

C
LR.

3"

(M
IN

.)
3

" 
C

L
R

.

"D
"

SECTION

ELEVATION

1
6 (MIN.)

FTG. REINF.
RE: PLANS

CLOSED TIES EA. SIDE
OF PENETRATION

DEEPEN FTG. AS REQ'D
FOR CLEARANCE

PROVIDE CLAY
TRENCH PLUG

5' BEYOND FTG.

FILL VOID
W/ CAULK

PVC SDR35 SLEEVE,
(MX. DIA. = 'D'/2)

DETAIL NOTE:
REFER TO FOUNDATION DETAILS FOR
SMOOTH DOWEL LOCATIONS IF
REQUIRED.

1/2" ISOLATION JT. W/
WATERPROOF
SEALANT

EXTERIOR CONC.
SLAB

FOUNDATION
STRUCTURE

OR BLD'G S.O.G.

JAMB

HEAD

3/8"xT PL. W/
1/2"x4" H.C.A.

AT 16" O.C.

(TYP)

"T"

RE: CMU LINTEL DTL'S

DETAIL NOTE:
1. TYPICAL WALL REINFORCING NOT SHOWN
2. JAMB DETAILS SHOWN ARE PER CECO STORM PRO 361 ASSEMBLY. 

ALTERNATE TESTED & APPROVED ASSEMBLIES MAY BE SUBMITTED 
FOR REVIEW 

(1)-#5 VERT. 
EA. CELL

SOLID GROUT

12 GA. MASONRY T ANCHOR. 
THROAT OF FRAME JAMB 
MUST BE FILLED WITH MAX. 
1800 PSI GROUT

"H
"

"W"

CMU
WALL

MAX. 46" A.F.F.

SIDE SECTION

INSIDEOUTSIDE

FLUSH MOUNTED FEMA 361 GRILLE 
CHEVRON BLADE MODEL AFL-501 BY 

GREEN HECK OR EQ., INSTALL PER MFR. 
REQUIREMENTS., RE: PLANS FOR SIZE("W"x"H")

SECTION A

OUTSIDE

INSIDE

A

DETAIL NOTE:
PROVIDE MANUAL DAMPER TO OPEN DURING 
EVENT, REFER TO MECHANCIAL PLANS.

GREENHECK 
GRILLE (LOW)

GREENHECK 
GRILLE (HIGH)

3
' -

 1
0
"

7
' -

 0
"

(2)-#5 T&B OF 
GRILL (TYP)

(2)-#5 VERT. 
EA. SIDE

NATURAL VENTILATION GRILLE-ELEVATION

2' - 6" (TYP)

8
"

RE: CMU LINTEL DTL.

MIN. #5 VERT. BAR 
AT WALL 
INTERSECTIONS

MIN. (2)-#5 BARS VERT.
EA. SIDE OF WINDOWS

BENT DOWEL, MATCH
JAMB REINF. (TYP)

MIN. (2)-#5 VERT.
AT DOOR JAMB
FULL WALL HT.

SOLID GROUT LINTEL
RE: LINTEL SECTION

FOR DEPTH

LINTEL REINF.

MIN. #5 VERT. BAR
AT WALL CORNERS

BOND BM. AT TOP OF  
WALLS/PARAPETS, AND  AT ROOF 

DIAPHRAGMS CONNECTIONS W/  
MIN. (1)-#4 HORIZ. U.N.O.

MIN. (2)-#5 AROUND 
ALL OPENINGS

DUCT OPENING

AT ALL OPENINGS)
2' - 0" MIN. (TYP.

WIDTH
JAMB

WIDTH
JAMB

(TYP)

2' - 0" MIN.

D
E

P
T

H

L
IN

T
E

L

BENT DOWEL, MATCH
WALL VERT. REINF. (TYP)

D
E

P
T

H
L

IN
T

E
L

DETAIL NOTE:
1. SOLID GROUT ALL CELLS WITH REINFORCING UNLESS WALL IS NOTED AS SOLID 

GROUT, THEN GROUT ALL CELLS.

2. VERTICAL AND HORIZONTAL REINFORCING IS SHOWN IN ADDITION TO TYPICAL 
WALL REINFORCING, TYPICAL WALL REINFORCING NOT SHOWN FOR CLARITY.

3. DO NOT USE SOLID BOTTOM BLOCKS FOR BOND BEAMS AT SOLID GROUTED 
WALLS OR AT CELLS WITH VERTICAL REINFORCING.

4. CMU WALL CONSTRUCTION SHALL BE RUNNING BOND.

5. HORIZONTAL BOND BEAM REINFORCING AND HORIZONTAL LINTEL 
REINFORCEMENT ARE NOT CUMULATIVE, USE LARGER BAR SIZE AND QUANTITY.

6. WHERE MULTIPLE OPENINGS ARE CLOSELY LOCATED, USE CONTINUOUS LINTEL 
REINFORCEMENT TO REDUCE CONGESTION DUE TO LAP SPLICES, IF LINTEL 
HORIZONTAL LINTEL REINFORCING VARIES, USE LARGER BAR SIZE AND 
QUANTITY.

OPENING
DTL. NOTESECTION - A

ROOF SLAB - PLAN VIEW

10"ø & 12" DIA. OPN'G
(5)-#3x48" EA. WAY

14"ø & 16" DIA OPN'G,
(7)-#3x48" EA. WAY

DETAIL NOTE:
1. PRIMARY SLAB REINFORCING NOT SHOWN

FOR CLARITY.
2. SELECT SLAB OPENING SIZE SO THAT

FREE AREA MATCHES OR EXCEEDS DUCT
FREE AREA SPECIFIED BY MECHANICAL
PLANS

CONC. ROOF SLAB

MTL. DUCT
OR FORMED
OPENING

DUCT REDUCER
FITTING

DUCT PER MECH. PLANS

REINF.

SIZE (FREE AREA)
10"ø (52.54 IN SQ.)
12"ø (77.78 IN SQ.)
14"ø (103.30 IN SQ.)
16"ø (137.38 IN SQ.)

(TYP)
  1 3/4" CLR.

(T
Y

P
)

  1
 3

/4
" 

C
L

R
.

E
Q

. E
Q

.

A

SCOTT E.
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N.T.S.
1

CONCRETE REINFORCING LAP SPLICE AND STANDARD HOOK  DETAILS &
SCHEDULE

4. SPLICE LENGTHS ARE FOR NORMAL WEIGHT CONCRETE,
INCREASE BY 33% FOR LIGHTWEIGHT CONCRETE

3. SPLICE LENGTHS ARE FOR REINFORCING WITH
Fy=60,000 PSI.

2. LAP SPLICE LENGTHS SHOWN ARE CLASS "B".

1. TOP BARS ARE HORIZONTAL BARS WITH MORE THAN 12"
OF FRESH CONCRETE PLACED BELOW THE HORIZONTAL
REINFORCEMENT.

NOTES:

#10 116" 89" 107" 83" 100" 77"

#9 105" 81" 97" 74" 90" 70"

#8 93" 72" 86" 66" 80" 62"

#7 81" 63" 75" 58" 70" 54"

#6 56" 43" 52" 40" 48" 37"

#5 47" 36" 43" 33" 40" 31"

#4 37" 29" 34" 27" 32" 25"

#3 28" 22" 26" 20" 24" 19"

TOP OTHER TOP OTHER TOP OTHER

BAR
SIZE

f'c = 3,000 PSI f'c = 3,500 PSI f'c = 4,000 PSI

REBAR LAP SPLICE IN CONCRETE

2. DEVELOPMENT LENGTHS ARE FOR REINFORCING WITH Fy=60,000 PSI.

1. DEVELOPMENT LENGTHS ARE FOR NORMAL WEIGHT CONCRETE, INCREASE
BY 33% FOR LIGHTWEIGHT CONCRETE

NOTES:

#10 15" 5" 10" 21 1/4" 27 1/2" 25 1/2" 24"

#9 13 1/2" 4 1/2" 9" 19 1/8" 25" 23" 21 1/2"

#8 12" 4" 6" 16" 22" 20 1/2" 19"

#7 10 12" 3 1/2" 5 1/4" 14" 19" 18" 17"

#6 9" 3" 4 1/2" 12" 16 1/2" 15 1/2" 14 1/2"

#5 7 1/2" 2 1/2" 3 3/4" 10" 14" 13" 12"

#4 6" 2 1/2" 3" 8" 11" 10" 9 1/2"

#3 4 1/2" 2 1/2" 2 1/4" 6" 8 1/4" 8" 7"

90º 180º 3,000 PSI 3,500 PSI 4,000 PSI

BAR
SIZE

STD. HOOK
LENGTH 'L' BEND

DIA.

90º HOOK TAIL
LENGTH (W/
BEND) "Lt"

DEVELOPMENT LENGTH (Ldh) PER
CONCRETE STRENGH (f'c)

REBAR STANDARD HOOKS IN CONCRETE

N.T.S.
2

TYPICAL FOOTING REBAR CLEAR DISTANCE

N.T.S.
3

TYPICAL CONTINUOUS FOOTING CORNER REINFORCING

N.T.S.
4

TYPICAL BUILDING PAD SECTION
N.T.S.

5
TYPICAL SLAB-ON-GRADE DETAILS

N.T.S.
6

TYPICAL FOOTING PENETRATION DETAIL
N.T.S.

7
TYPICAL S.O.G. ABUTTING VERT. CONC.

N.T.S.
9

TYPICAL STORM SHELTER DOOR FRAME DETAILS

N.T.S.
10

TYPICAL NATURAL VENTILATION GRILL DETAIL
N.T.S.

11
TYPICAL CMU REINFORCING DETAILS

N.T.S.
8

Typical Roof Vent Opening Detail



TOP OF LINTEL

TOP REINF.

STIRRUPS, AS 
REQ'D

8" OR 16" TALL LINTEL BLOCK,
RE: ARCH. PLANS

BOT. REINF.

TOP OF OPENING

TYPICAL CMU LINTEL
REINFORCING SECTION

NOTES:
1. DISCONTINUE JOINT REINFORCING AT CONTROL JOINTS.
2. CONTINUE BOND BEAM REINFORCING THRU CONTROL JOINTS.
3. WHERE SLAB JOINTS.
4. PROVIDE CONTROL JOINTS AT A MAXIMUM OF 24' ON-CENTER MAX.
5. COORDINATE BRICK VENEER JOINTS WITH ARCHITECTURAL PLANS.
6. DO NOT LOCATE CONTROL JOINTS WITHIN 2'-0" OF OPENINGS NOR 

WITHIN DISTANCE OF HALF THE WALL HEIGHT FROM CORNERS.

BOND BEAM STEP

CORNER & INTERSECTION DETAILS

WALL VERT. REINF.
IN FIRST CELL

CONTROL JOINT DETAIL

(4'-0" MIN.)

RE: LAP SCHED.

JT. REINF.
DISCONT.

BOND BM. ELEV.

BOND BM. ELEV.

HORIZ. REINF.
AT BOND BM.

BOND BEAM LOCATION

CENTERED VERTICAL REINFORCING

L
IN

T
E

L
 D

E
P

T
HBENT CORNER BAR

MATCH BOND BM.
REINF.

#5 CORNER
BAR, U.N.O.

HORIZ. BARS

VERT. BAR

INTERSECTING WALL

RAKE & CAULK BOTH
SIDES OF JT.,

RE: ARCH. PLANS

DISCONT. HORIZ.
JT. REINF.

INTERLOCK WALL
CORNER W/
RUNNING BOND
COURSING

(TYP)

LAP

SOLID GROUT

JAMB WIDTH

CONT. (2)-#5 VERT. REINF. EA. 
CELL FULL HT. OF WALL, 

U.N.O. JAMB DETAIL

PREFORMED PVC TEE
WALL C.J.

MFR. C.J. BLOCK

VERT. BARS

SPACING

VERT. REINF.

E
Q

.
E

Q
.

PROVIDE HOLLOW BOT.
BOND BM. BLOCKS AT
SOLID GROUTED WALLS
& AT CELLS W/ VERT. REINF.

PROVIDE BOND BM.
BLOCKS W/ REDUCED

WEBS OR WEB
KNOCKOUTS (TYP)

BACKER ROD W/
SEALANT (TYP)

HEADED SHEAR STUDS (H.S.A)
PLACED IN STRONG POSITION
(LOCATE NEAR EDGE OF FLUTE
FURTHEST FROM BM. CL.)

CONC. SLAB ON
COMP. MTL. DECK

STEEL BEAM

CL BM. SPAN

COMPOSITE SLAB NOTES:
1. IF PLANS INDICATE STEELS BEAMS SHALL BE SHORED, THEN SHORING SHALL REMAIN UNTIL THE 

CONCRETE HAS REACHED 75% OF THE 28 DAY COMPRESSIVE STRENGTH BASED ON CYLINDER 
TESTS.

2. CONNECTION OF HEADED SHEAR STUDS (H.S.A.) TO BEAMS ARE CRITICAL, H.S.A.'S SHALL BE 
INSTALLED, INSPECTED, AND TESTED PER AISC AND AWS D1.1.

3. HEADED SHEAR STUDS SHALL BE UNIFORMILY DISTRIBUTED, EACH SIDE OF BEAM CENTERLINE 
SHALL HAVE AN EQUAL NUMBER OF STUDS AT EQUAL SPACING.

4. NUMBER OF STUDS SHOWN ON PLANS AS [X] ARE A MINIMUM, ADDITIONAL STUDS MAY BE 
REQUIRED TO MEET MAXIMUM SPACING REQUIREMENTS SHOWN BELOW.

5. TOP FLANGE OF BEAM RECIEVING H.S.A.'S SHALL NOT BE SHOP PRIMED OR PAINTED.

6. WATER ON THE DECK, OR BETWEEN THE BEAM AND DECK MUST BE REMOVED BEFORE 
WELDING.

MAX.

1' - 0"
CL OF BEAM SUPPORT

1ST H.S.A.

MAX.

1' - 0" M
IN

.

1
" 

C
L

R
.

STEEL BM.

H.S.A. CENTERED ON BM.,
RE: PLANS FOR SIZE,
QUATITY & SPACING

COMPOSITE
MTL. DECK

SLAB REINF.,
RE: PLANS

A

SECTION - A

5/8" PUDDLE
WELDS

SIDELAP FASTENERS

SUPPORT FASTENERS

(3)-1 1/2" TOP ARC SEAM
WELDS PER SPAN

36/4 PATTERN

TYPE 1.5" VLR COMPOSITE FLOOR DECK

DETAIL NOTE:
PROVIDE 5/8" PUDDLE WELD AT 12" O.C. AT 
PERIMETER SUPPORTS, SUPPORTS PARALLEL 
WITH DECK, AND COLLECTOR BEAMS AND 
FRAME BEAMS.

2" MIN.

LAP SPLICE
MTL. DECK

CL LAP
CL SUPPORT

5/8

SUPPORT WELD
PATTERN

SPLICE DETAIL

MTL. DECK

R
E

Q
'D

A
S

1'-0" MAX.

OPENING WIDTH x3

L3x3x3/16 EACH SIDE OF
OPENING - INSTALL PRIOR
TO CUTTING OPENING

CONDIATION A - OPENINGS TO 1'-0"

1/8 2

TYP. EA.
FLUTE

DETAIL NOTE:
1. PROVIDE 22"x30" OPENING TO

OVER-BUILT ROOF FOR
ACCESS. BLOCK ALL EDGES
OF OPENING.

BEARING WALL
BELOW

GABLE END WALL
2x8 RIDGE BD.

OUTRIGGER

2x4 x 28" BLOCKS
W/ (2)-16d NAILS AT
EA. TRUSS

2x8 FLAT VALLEY(SLEEPER)
ON ROOF SHEATHING W/
(2)-16d NAILS AT EA. TRUSS

2x4 VERT. AT BLOCKS

2x6 RAFTER AT 24" O.C.

2x4 COLLAR TIE AT 48" O.C.

TRUSS TOP CHORD

RAFTERS ROOF SHEATHING

VERT. BRACE
(BEYOND)

VERT. BRACE

FLAT VALLEY/SLEEPER

BLOCKS

TRUSS TOP
CHORD

2x4 STUDS
AT 16" O.C.

RIDGE BD.

CONT. ROOF
SHEATHING

DETAIL NOTE:
1. UNLESS NOTED OTHERWISE ON THE 

DRAWINGS ALL SIMPSON BRACKETS SHALL 
BE SIMPSON PC OR EPS BEAM TO POST 
BRACKETS.

2. G.C. SHALL COORDINATE SIMPSON POST 
BRACKET SIZES WITH BEAMS AND POSTS 
ON PLANS. CONNECTIONS SHALL  BE MADE 
PER MANUFACTURERS RECOMMENDATIONS

BEAM-POST DETAILS

WOOD 
POST

SIMPSON 
BRACKET

WOOD BM.
SIMPSON ST2215
W/ (20)-16d NAILS

WOOD
POST

GIRDER TRUSS-TO WOOD POST DETAILS

SIMPSON MSTA49
STRAP

DBL. TOP PL -OR- WD. BM.

HIP GIRDER
TRUSS
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N.T.S.
1

TYPICAL CMU DETAILS

N.T.S.
3

TYPICAL COMPOSITE BEAM DETAIL

N.T.S.
2

TYPICAL METAL DECK CONNECTION DETAILS

N.T.S.
4

TYPICAL METAL DECK OPENING DETAIL

REINFORCING WITH Fy= 60,000 PSI

1. LAP LENGTHS ARE FOR

NOTES:

#8 64"

#7 56"

#6 48"

#5 40"

#4 32"

#3 24"

BAR
SIZE

LAP LENGTH

REBAR LAP SPLICES IN CMU

2. END CELL REINFORCEMENT IS LOCATED AT ENDS OF WALLS, CORNERS, AND EDGE OF
OPENGINGS/JAMBS.

1. REFER TO BOND BEAM ELEVATION SCHEDULE FOR BOND BEAM LOCATIONS.

NOTES:

All SOLID 8" #5 AT 8" O.C. CENTERED (2)-#5 (2)-#5

TYPE GROUTING
NOMINAL

WIDTH
VERTICAL

REINFORCING
VERTICAL REINF.

LOCATION
HORIZONTAL
REINFORCING

END CELL
VERTICAL REINF.

CMU WALL SCHEDULE

1. REFER TO CMU WALL SCHEDULE FOR
HORIZONTAL REINFORCING AT BOND BEAMS.

NOTES:

108'-0"

106'-8"

102'-8"

ALL -

CMU WALL TYPES

BOND BEAM ELEVATION SCHEDULE

2. SOLID GROUT FULL LINTEL DEPTH.

1. PROVIDE TEMPORARY SHORING FOR LINTELS.

NOTES:

L1 8" - (2)-#5 - 8"

LINTEL
TYPE

LINTEL
DEPTH

TOP
REINFORCING

BOTTOM
REINFORCING

STIRRUPS
JAMB
WIDTH

CMU STRUCTURAL LINTEL SCHEDULE

N.T.S.
7

TYPICAL OVER-FRAMING DETAIL

N.T.S.
5

WOOD BM. TO WOOD POST DETAIL
N.T.S.

6
TYPICAL WOOD FRAMING DETAILS
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(a) WHERE APPLICABLE, SEE ALSO SECTION 1705.12, SPECIAL INSPECTIONS FOR SEISMIC RESISTANCE.
(b) SPECIFIC REQUIREMENTS FOR SPECIAL INSPECTION SHALL BE INCLUDED IN THE RESEARCH REPORT FOR THE ANCHOR ISSUED BY AN
APPROVED SOURCE IN ACCORDANCE WITH 17.8.2 IN ACI 318, OR OTHER QUALIFICAITON PROCEDURES. WHERE REQUIREMENTS ARE NOT
PROVIDED, SPECIAL INSPECTION REQUIREMENTS SHALL BE SPECIFIED BY THE REGISTERED DESIGN PROFESSIONAL AND SHALL BE
APPROVED BY THE BUILDING OFFICIAL PRIOR TO THE COMMENCEMENT OF THE WORK.

7.
VERIFY MAINTENANCE OF SPECIFIED CURING TEMPERATURE AND
TECHNIQUES

- X
ACI 318:

26.5.3-26.5.5
1908.9

6.
INSPECT CONCRETE  PLACEMENT FOR PROPER APPLICATION
TECHNIQUES

X - ACI 318: 26.5
1908.6,  1908.7,

1908.8

5.
PRIOR TO CONCRETE PLACEMENT, FABRICATE SPECIMENS FOR
STRENGTH TESTS, PERFORM SLUMP AND AIR CONTENT TESTS, AND
DETERMINE THE TEMPERATURE OF THE CONCRETE

X -
    ASTM C172

ASTM C31
ACI 318: 26.4,...

1908.10

4.         VERIFY USE OF REQUIRED DESIGN MIX - X
ACI 318: CH.
19,  26.4.3,

26.4.4

  1904.1,
1904.2, 1908.2,

1908.3

     B. MECHANICAL ANCHORS AND ADHESIVE ANCHORS NOT DEFINED IN 4.A. X ACI 318,  17.8.2

     A.
ADHESIVE ANCHORS INSTALLED IN HORIZONTALLY OR UPWARDLY
INCLINE      ORIENTATIONS TO RESIST SUSTAINED TENSION LOADS

X
ACI 318:
17.8.2.4

3.          INSPECT ANCHORS POST-INSTALLED IN HARDENED CONCRETE...

-

2.          INSPECT ANCHORS CAST IN CONCRETE - X ACI 318: 17.8.2 -

1.         INSPECT REINFOREMENT, AND VERIFY PLACEMENT. - X
ACI 318 CH. 20,

25.2, 25.3,
26.6.1-26.6.3

1908.4

TYPE
CONTINUOU
S SPECIAL

INSPECTION

PERIODIC
SPECIAL

INSPECTION

REFERENCED
STANDARD (a)

IBC
REFERENCE

TABLE 1705.3 REQUIRED SPECIAL INSPECTIONS AND TESTS OF CONCRETE CONSTRUCTION

5. PRIOR TO PLACEMENT OF COMPACTED FILL, INSPECT SUBGRADE AND VERIFY THAT
SITE HAS BEEN PREPARED PROPERLY

- X

4. VERIFY USE OF PROPER MATERIALS, DENSITIES AND LIFT THICKNESS DURING
PLACEMENT AND COMPACTION OF COMPACTED FILL

X -

3. PERFORM CLASSIFICATION AND TESTING OF COMPACTED FILL MATERIALS - X

2. VERIFY EXCAVATIONS ARE EXTENDED TO PROPER DEPTH AND HAVE REACHED
PROPER MATERIAL

- X

1. VERIFY MATERIALS BELOW SHALLOW FOUNDATIONS ARE ADEQUATE TO ACHIEVE THE
DESIGN BEARING CAPACITY

- X

TYPE
CONTINUOUS

SPECIAL INSPECTION
PERIODIC SPECIAL

INSPECTION

TABLE 1705.6  REQUIRED SPECIAL INSPECTIONS AND TESTS OF SOILS

(a) FREQUENCY REFERS TO THE FREQUENCY OF SPECIAL INSPECTION, WHICH MAY BE CONTINUOUS DURING THE TASK LISTED OR
PERIODIC DURING THE LISTED TASK, AS DEFINED IN THE TABLE.
(b) REQUIRED FOR THE FIRST 5000 SQUARE FEET (465 SQUARE METERS) OF ACC MASONRY.
(c) REQUIRED AFTER THE FIRST 5000 SQUARE FEET (465 SQUARE METERS) OF ACC MASONARY.

7. OBSERVE PREPARATION OF GROUT SPECIMENS, MORTAR SPECIMENS,
AND/OR PRISMS

X

ART. 1.4
B.2.a.3,1.4
B.2.b.3, 1.4

B.2.c.3, 1.4 B.3,
1.4 B.4

F. PLACEMENT OF GROUT X ART. 3.5, 3.6 C

E. APPLICATION AND MEASUREMENT OF PRESTRESSING FORCE X ART. 3.6 B

D.

PREPARATION, CONSTRUCTION, AND PROTECTION OF MASONARY
DURING COLD WEATHER (TEMPERATURE BELOW 40 DEGREES F (4.4
DEGREES C)) OR HOT WEATHER (TEMPERATURE ABOVE 90 DEGREES
F (32.2 DEGREES C))

X ART. 1.8 C, 1.8 D

C. WELDING OF REINFORCEMENT X SEC. 8.1.6.7.2,...

B.
TYPE, SIZE, AND LOCATION OF ANCHORS, INCLUDING OTHER DETAILS
OF ANCHORAGE OF MASONRY TO STRUCTURAL MEMBERS, FRAMES,
OR OTHER CONSTRUCTION

X
SEC. 1.2.1 (e),
6.1.4.3, 6.2.1

A. SIZE AND LOCATION OF STRUCTURAL ELEMENTS X ART. 3.3 F

4. VERIFY DURING CONSTRUCTION

E. CONSTRUCTIONS OF MORTAR JOINTS X ART. 3.3 B

D. PROPORTIONS OF SITE-PREPARED GROUT X
ART. 2.6 B, 2.4

G.1.b

C. PLACEMENT OF REINFORCEMENT , AND CONNECTORS X
SEC. 6.1, 6.2.1,

6.2.6, 6.2.7
ART. 3.2 E, 3.4,

3.6 A

B. GRADE, TYPE, AND SIZE OF REINFORCEMENT AND ANCHOR BOLTS X SEC. 6.1 ART. 2.4, 3.4

A. GROUT SPACE X ART. 3.2 D, 3.2 F

3. PRIOR TO GROUTING, VERIFY THAT THE FOLLOWING ARE IN COMPLIANCE

D. LOCATION OF REINFORCEMENT, AND CONNECTORS X ART. 3.4, 3.6 A

C GRADE AND SIZE OF PRESTRESSING TENDONS AND ANCHORAGES X
ART. 2.4 B,

2.4 H

B. CONSTRUCTION OF MORTAR JOINTS X ART. 3.3 B

A. PROPORTIONS  OF SITE-PREPARED MORTAR X ART. 2.1,   2.6 A

2. AS MASONARY CONSTRUCTION BEGINS, VERIFY THAT THE FOLLOWING
ARE IN COMPLIANCE

1.
VERIFICATION OF SLUMP FLOW AND VISUAL STABILITY INDEX (VSI) AS
DELIVERED TO THE PROJECT SITE IN ACCORDANCE WITH SPECIFICATION
ARTICLE 1.5 B.1.b.3 FOR SELF CONSOLIDATING GROUT

X

INSPECTION TASK
CONTINUO

US
PERIODIC

TMS402/  ACI 530/
ASCE 5

TMS 602/
ACI 530.1/
ASCE 6

MINIMUM SPECIAL INSPECTON

VERIFICATION OF f'm AND f'acc IN ACCORDANCE WITH SPECIFICATION ARTICLE 1.4 B PROIR TO CONSTRUCTION, EXCEPT WHERE
SPECIFICALLY EXEMPTED BY THIS CODE

VERIFICATION OF SLUMP FLOW AND VISUAL STABILITY INDEX (VSI) AS DELIVERED TO THE PROJECT SITE IN ACCORDANCE WITH
SPECIFICATION ARTICLE 1.5B.1.b.3 FOR SELF CONSOLIDATIONG GROUT

MINIMUM TESTS

TABLE 3.1.2 LEVEL B QUALITY ASSURANCE

(1) THE FABRICATOR OR ERECTOR, AS APPLICABLE, SHALL MAINTAIN A SYSTEM BY WHICH A WELDER WHO HAS WELDED A JOINT OR
MEMBER CAN BE IDENTIFIED. STAMPS, IF USED, SHALL BE THE LOW-STRESS TYPE.
O - OBSERVE THESE ITEMS ON A RANDOM BASIS.  OPERATIONS NEED NOT BE DELAYED PENDING THESE INSPECTIONS.
P - PERFORM THESE TASKS FOR EACH WELDED JOINT OR MEMBER

8. CHECK WELDING EQUIPMENT O -

7. FIT-UP OF FILLET WELDS
-     DIMENSIONS (ALIGNMENT, GAPS AT ROOT)
-     CLEANLINESS (CONDITION OF STEEL SURFACES)
-     TACKING (TACK WELD QUALITY AND LOCATION)

O O

6. CONFIGURATION AND FINISH OF ACCESS HOLES O O

5. FIT-UP GROOVE WELDS (INCLUDING JOINT GEOMETRY)
-     JOINT PREPARATION
-     DIMENSIONS (ALIGNMENT, ROOT OPENING, ROOT FACE, BEVEL)
-     CLEANLINESS (CONDITION OF STEEL SURFACES)
-     TACKING (TACK WELD QUALITY AND LOCATION)
-     BACKING TYPE AND FIT (IF APPLICABLE)

O O

4. WELDER IDENTIFICATION SYSTEM (1) O O

3. MATERIAL IDENTIFICATION  (TYPE/GRADE) O O

2. MANUFACTURER CERTIFICATIONS OF WELDING CONSUMABLES AVAILABLE P P

1. WELDING PROCEDURE SPECIFICATIONS (WPSs) AVAILABLE P P

INSPECTION TASKS PROR TO WELDING QC QA

STRUCTURAL STEEL - TABLE N5.4-1 INSPECTION TASKS PRIOR TO WELDING.

O - OBSERVE THESE ITEMS ON A RANDOM BASIS.  OPERATIONS NEED NOT BE DELAYED PENDING THESE INSPECTIONS
P - PERFORM THESE TAKS FOR EACH WELDED JOINT OR MEMBER

6. WELDING TECHNIQUES
-     INTERPASS AND FINAL CLEANING
-     EACH PASS WITHIN PROFILE LIMITAIONS
-     EACH PASS MEETS QUALITY REQUIREMENTS

O O

5. WPS FOLLOWED
-     SETTINGS ON WELDING EQUIPMEN
-     TRAVEL SP
-     SELECTED WELDING MATERIAL
-     SHIELDED GAS TYPE/FLOW RATE
-     PREHEAT APPLIED
-     INTERPASS TEMPERATURE MAINTAINED (MIN./MAX.)
-     PROPER POSITION (F, V, H, OH)

O O

4. ENVIROMENTAL CONDITIONS
-     WIND SPEED WITHIN LIMITS
-     PRECIPITAION AND TEMPERATURE

O O

3. NO WELDING OVER CRACKED TACK WELDS O O

2. CONTROL AND HANDLING OF WELDING CONSUMABLES
-     PACKING
-     EXPOSURE CONTROL

O O

1. USE OF QUALIFIED WELDERS O O

INSPECTION TASKS DURING WELDING QC QA

STRUCTURAL STEEL - TABLE N5.4-2 INSPECTION TASKS DURING WELDING.

(1) WHEN WELDING OF DOUBLER PLATES, CONTINUITY PLATES OR STIFFENERS HAS BEEN PERFORMED IN THE K-AREA, VISUALLY
INSPECTED THE WEB K-AREA WITHIN 3 IN. (75 MM) OF THE WELD
O - OBSERVE THESE ITEMS ON A RANDOM BASIS.  OPERATIONS NEED NOT BE DELAYED PENDING THESE INSPECTIONS.
P - PERFORM THESE TASKS FOR EACH WELDED JOINT OR MEMBER

8. DOCUMENT ACCEPTANCE OR REJECTION OF WELDED JOINT OR MEMBER P P

7. REPAIR ACTIVITIES P P

6. BACKING REMOVED AND WELD TABS REMOVED (IF REQUIRED) P P

5. K-AREA (1) P P

4. ARC STRIKES P P

3. WELDS MEET VISUAL ACCEPTANCE CRITERIA
-     CRACK PROHBITION
-     WELD/BASE-METAL FUSION
-     CRATOR CROSS SECTION
-     WELD PROFILES
-     WELD SIZE
-     UNDERCUT
-     POROSITY

P P

2. SIZE, LENGTH AND LOCATION OF WELDS P P

1. WELDS CLEANED O O

INSPECTION TASKS AFTER WELDING QC QA

STRUCTURAL STEEL - TABLE N5.4-3 INSPECTION TASKS AFTER WELDING.

O - OBSERVE THESE ITEMS ON A RANDOM BASIS.  OPERATIONS NEED NOT BE DELAYED PENDING THESE INSPECTIONS
P - PERFORM THESE TASKS FOR EACH BOLTED CONNECTION

7.  PROPER STORAGE PROVIDED FOR BOLTS, NUTS, WASHERS AND OTHER
FASTENER COMPONENTS

O O

6. PRE-INSTALLATION VERIFICATION TESTING BY INSTALLATION PERSONNEL
OBSERVED AND DOCUMENTED FOR FASTENER ASSEMBLIES AND METHODS
USED

P O

5. CONNECTING ELEMENTS, INCLUDING THE APPROPRIATE FAYING SURFACE
CONDITION AND HOLE PREPARATION, IF SPECIFIED, MEET APPLICABLE
REQUIREMENTS

O O

4. PROPER BOLTING PROCEDURE SELECTED FOR JOINT DETAIL O O

3. PROPER FASTENERS SELECTED FOR THE JOINT DETAIL (GRADE, TYPE, BOLT
LENGTH IF THREADS ARE TO BE EXCLUDED FROM SHEAR PLANE.

O O

2. FASTENERS MARKED IN ACCORDANCE WITH ASTM REQUIREMENTS O O

1. MANUFACTURER'S CERTIFICATIONS AVAILABLE FOR THE FASTERNER
MATERIALS

O P

INSPECTION TASKS PROR TO BOLTING QC QA

STRUCTURAL STEEL - TABLE N5.6-1 INSPECTION TASKS PRIOR TO BOLTING

O - OBSERVE THESE ITEMS ON A RANDOM BASIS.  OPERATIONS NEED NOT BE DELAYED PENDING THESE INSPECTIONS
P - PERFORM THESE TASKS FOR EACH BOLTED CONNECTION

4. FASTENERS ARE PRETENSIONED IN ACCORDANCE WITH THE RCSC
SPECIFICATION, PROGRESSING SYSTEMATICALLY FROM THE MOST RIGID
POINT TOWARD THE FREE EDGES

O O

3. FASTENER COMPONENT NOT TURNED BY THE WRENCH PREVENTED FROM
ROTATING O O

2. JOINT BROUGHT TO THE SNUG-TIGHT CONDITION PRIOR TO THE
PRETENSIONING OPERATION O O

1. FASTNER ASSEMBLIES, OF SUITABLE CONDITION, PLACED IN ALL HOLES AND
WASHERS (IF REQUIRED) ARE POSITIONED AS REQUIRED

O O

INPECTION TASKS DURING BOLTING QC QA

STRUCTURAL STEEL - TABLE N5.6-2 INSPECTION TASKS DURING BOLTING

O - OBSERVE THESE ITEMS ON A RANDOM BASIS.  OPERATIONS NEED NOT BE DELAYED PENDING THESE INSPECTIONS.
P - PERFORM THESE TASKS FOR EACH BOLTED CONNECTION

1. DOCUMENT ACCEPTANCE OR REJECTION OF BOLTED CONNECTIONS P P

INSPECTION TASKS AFTER BOLTING QC QA

STRUCTURAL STEEL - TABLE N5.6-3 INSPECTION TASKS AFTER BOLTING

O - OBSERVE THESE ITEMS ON A RANDOM BASIS.  OPERATIONS NEED NOT BE DELAYED PENDING THESE INSPECTIONS.
P - PERFORM THESE TASKS FOR EACH STEEL ELEMENT.

3. DOCUMENT ACCEPTANCE OR REJECTION OF STEEL ELEMENTS P P

2.
PLACEMENT AND INSTALLATION OF STEEL HEADED STUD ANCHORS P P

1. PLACEMENT AND INSTALLATION OF STEEL DECK P P

INSPECTION OF STEEL ELEMENTS OF COMPOSTIE CONSTRUCTION PRIOR TO
CONCRETE PLACEMENT

QC QA

STRUCTURAL STEEL - TABLE N6.1  INSPECTION OF STEEL ELEMENTS OF COMPOSITE CONSTRUCTION
PRIOR TO CONCRETE PLACEMENT



STORM SHELTER

DEAD LOADS AND LIVE LOADS
1. DEAD LOAD BUILDING MATERIALS
2. COMPOSITE SLAB 79 PSF

- COMPOSITE SLAB (MAX. 145 PCF CONCRETE) 69 PSF
- COLLATERAL LOAD (TOTAL) 10 PSF

- MECHANICAL & ELECTRICAL ALLOWANCE 4 PSF
- MISCELLANEOUS LOADS 6 PSF

1. ROOF LIVE LOAD (ICC500-2014, SECTION 303.2) 100 PSF + (20 PSF FOR HOST BUILDING) = 120 PSF

WIND DESIGN DATA (ICC500-2014, SECTION 304)
1. ULTIMATE WIND SPEED 250 MPH
2. WIND DIRECTIONAL FACTOR (Kd) 1.0
3. WIND IMPORTANCE FACTOR 1.0
4. WIND EXPOSURE CATEGORY C
5. TOPOGRAPHIC EFFECTS (Kzt) 1.0
6. INTERNAL PRESSURE COEFFICIENT ±0.55

EARTHQUAKE DESIGN DATA
1. RISK CATEGORY II
2. SEISMIC IMPORTANCE FACTOR 1.0
3. MAPPED SPECTRAL RESPONSE ACCELERATIONS Ss= 0.160, S1= 0.077
4. SITE CLASS D
5. DESIGN SPRECTRAL RESPONSE ACCELERATIONS SDS= 0.171; SD1= 0.123
6. SEISMIC DESIGN CATEGORY B
7. BASIC SEISMIC FORCE RESISTING SYSTEM BEARING WALL SYSTEM: ORDINARY REINFORCED MASONRY 

SHEAR WALLS
8. RESPONSE MODIFICATION FACTOR, R 2.0
9. SEISMIC RESONSE COEFFICIENT, Cs 0.085
10. DESIGN BASE SHEAR (1.0E) 5.03 KIPS
11. ANALYSIS PROCEDURE USED EQUIVALENT LATERAL FORCE

GENERAL NOTES
1. THE DESIGN OF THIS STRUCTURE WILL MEET PRESSURE & MISSILE IMPACT TEST REQUIREMENTS AS LISTED IN 

CHAPTER 3 AND CHAPTER 8.
2. SHELTER DOOR ASSEMBLIES SHALL BE TESTED IN ACCORDANCE WITH MISSILE IMPACT AND PRESSURE TEST 

PROCEDURES DESCRIBED IN CHAPTER 8.
3. STORM SHELTER MEETS AND/OR EXCEEDS THE STRUCTURAL REQUIRMENTS OF FEMA 361 AND NSSA/ICC500-2014.
4. THE PRIMARY PURPOSE OF THE STORM SHELTER STRUCTURAL DRAWINGS IS TO PROVIDE SAFETY BASED ON 

FEMA AND ICC DESIGN CRITERIA, NOT NECESSARILY TO PREVENT ALL DAMAGE OR MAINTAIN NON-ESSENTIAL 
SERVICE FUNTIONS.

5. THE UNDER SIGNED ENGINEER WILL NOT SUPERVISE THE EXCAVATION AND CONSTRUCTION OF THE STRUCTURE.
6. REFER TO ARCHITECTURAL AND ME&P DRAWINGS FOR NON-STRUCTURAL REQUIREMENTS FOR THE STORM 

SHELTER.

STRUCTURAL OBSERVATIONS (ICC500-2014, SECTION 106.4)
1. IN ADDITION TO SPECIAL INSPECTIONS; DURING CONSTRUCTION, THE BUILDING OWNER SHALL EMPLOY A 

REGISTERED DESIGN PROFESSIONAL TO CONDUCT VISUAL OBSERVATIONS OF THE STRUCTURAL SYSTEM FOR 
GENERAL CONFORMANCE TO THE APPROVED CONSTRUCTION DOCUMENTS AT SIGNIFICANT CONSTRUCTION 
STAGES AS FURTHER DESCRIBED IN SECTION 106.4.

2. DEFICIENCIES SHALL BE REPORTED IN WRITING TO THE OWNER AND AUTHORITY HAVING JURISDICTION. 
STRUCTURAL OBSERVATIONS ARE NOT THE RESPONSIBILITY OF THE STRUCTURAL ENGINEER NOR ARE THEY 
INCLUDED IN THE STRUCTURAL ENGINEERS SCOPE OF WORK.

CONTRACTOR RESPONSIBILITY (ICC500-2014, SECTION 107.3.3
1. EACH CONTRACTOR RESPONSIBLE FOR THE CONSTRUCTION, FABRICATION OR INSTALLATION OF A MAIN 

WINDFORCE-RESISTING SYSTEM OR ANY COMPONENT LISTED IN THE QUALITY ASSURANCE PLAN SHALL SUBMIT A 
WRITTEN STATEMENT OF RESPONSIBILITY TO THE AUTHORITY HAVING JURISDICTION, THE RESPONSIBLE DESIGN 
PROFESSIONAL AND THE OWNER PRIOR TO THE COMMENCEMENT OF WORK ON THE SYSTEM OR COMPONENT.  
THE CONTRACTOR'S STATEMENT OF RESPONSIBILITY SHALL CONTAIN:
A. ACKNOWLEDGEMENT OF AWARENESS OF THE SPECIAL REQUIREMENTS CONTAINED IN THE QUALITY 

ASSURANCE PLAN.
B. ACKNOWLEDGEMENTS THAT CONTROL WILL BE EXERCISED TO OBTAIN COMPLIANCE WITH THE 

CONSTRUCTION DOCUMENTS.
C. PROCEDURES FOR EXERCISING CONTROL WITHIN THE CONTRACTOR'S ORGANIZATION, THE METHOD AND 

FREQUENCY OF REPORTING AND THE DISTRIBUTION OF REPORTS.
D. IDENTIFICATION AND QUALIFICATIONS OF THE PERSON(S) EXERCISING SUCH CONTROL AND THEIR POSITION(S) 

IN THE ORGANIZATION.

WALL EDGE
ZONE 5

WALL INTERIOR
ZONE 4

ROOF CORNER
ZONE 3

ROOF EDGE
ZONE 2

ROOF INTERIOR
ZONE 1

COMPONENT & CLADDING SCHEMATIC

"a""a"

"a"

"a"

STORM SHELTER - STRUCTURAL QUALITY ASSURANCE PLAN 
(ICC500-2014, SECTION 107.3)

THIS PLAN COVERS THE STRUCTURAL QUALITY ASSURANCE PLAN REQUIREMENTS FOR EACH PORTION OF THE MAIN 
WIND FORCE RESISTING SYSTEM AND EACH STRUCTURAL WIND-RESISTING COMPONENT INCLUDING: TYPE AND 
FREQUENCY OF SPECIAL INSPECTIONS, TESTING, THE STRUCTURAL OBSERVATIONS TO BE PERFORMED PER 
ICC500-2014 SECTION 106.4, AND THE REQUIRED DISTRIBUTION, TYPE & FREQUENCY OF REPORTS OF TESTS, 
INSPECTIONS AND STRUCTURAL OBSERVATIONS.  SPECIAL INSPECTIONS AND TESTS SHALL BE PERFORMED AS NOTED 
ON THE SPECIAL INSPECITON TABLES ON THIS SHEET AND IN THE SPECIFICATIONS.  IF THERE IS A CONFLICT THE MORE 
STRINGENT SHALL APPLY.

SPECIAL INSPECTION, TESTING, AND STRUCTURAL OBSERVATION REPORTS SHALL BE PROVIDED IN A WRITTEN 
FORMAT AND DISTRIBUTED TO THE STRUCTURAL ENGINEER OF RECORD, ARCHITECT, AND OWNER WITHIN 72-HOURS 
OF PERFORMING THE INPECTIONS, TEST, OR OBSERVATION.

MAIN WIND FORCE RESISTING SYSTEM
THE MAIN FORCE RESISTING SYSTEM IS COMPRISED OF A COMPOSITE METAL DECK WITH REINFORCED CONCRETE 
TOP  SUPPORTED BY STRUCTURAL COMPOSITE STEEL BEAMS, CMU SHEAR WALLS, A SHALLOW CONCRETE 
FOUNDATION.

1. FOUNDATION SYSTEM:
A. THE FOUNDATION IS A SHALLOW FOUNDATION SYSTEM CONSTRUCTED WITH CONTINUOUS CONCRETE 

FOOTINGS AT CONCRETE WALLS.  SHELTER UPLIFT FORCES AND LATERAL FORCES ARE TRANSFERED TO THE 
CONTINUOUS FOOTINGS WITH REINFORCING DOWELS EXTENDING INTO THE  CONCRETE FOOTINGS AND CMU 
WALLS.

B. SPECIAL INSPECTIONS AND TESTS:
a. EARTHWORK

• TABLE 1705.6 REQUIRED SPECIAL INSPECTIONS AND TESTS OF SOIL ON S1.1 SHEET.
• TESTING FREQUENCY AS NOTED IN GENERAL STRUCTURAL NOTES OR SPECIFICATIONS, WHICHEVER IS 

MORE STRINGENT.
b. CONCRETE  FOOTINGS

• TABLE 1705.3 REQUIRED SPECIAL INSPECTIONS AND TESTS OF CONCRETE CONSTRUCTION ON S1.1 
SHEET.
1. ADDITIONALLY INCLUDE

A. FORM DIMENSIONS
B. REINFORCING STEEL PLACEMENT, SIZE, SPACING, COVER, LAP LENGTHS

a. FOOTINGS
2. WALL SYSTEM:

A. THE WALLS ARE CONSTRUCTED WITH A 8" THICK REINFORCED SOLID GROUT CMU WALLS WITH PENETRATIONS 
PROTECTED BY FEMA LOUVERS AND ACCESS OPENINGS PROTECTED WITH ICC500-2014 RATED DOORS AS 
DETAILED IN PLANS.  WALL AND SHEAR WALL UPLIFT AND LATERAL FORCES ARE TRANSFERED TO THE 
FOUNDATION WITH REINFORCING DOWELS EXTENDING INTO THE CONCRETE FOOTINGS AND CMU WALLS.

B. SPECIAL INSPECTIONS AND TESTS:
a. CMU WALLS 

• TABLE 3.1.2 REQUIRED SPECIAL INSPECTIONS AND TESTS OF LEVEL B CMU CONSTRUCTION ON SHEET 
S1.1. 
1. ADDITIONALLY INCLUDE

A. REINFORCING STEEL PLACEMENT, SIZE, SPACING, COVER, LAP LENGTHS
a. WALLS - VERTICAL, HORIZONTAL, CORNERS, NO. OF MATS, TOP DOWELS, BOTTOM DOWELS, 

ADDITIONAL REINFORCING AROUND OPENINGS AND CORNERS.
B. BEARING PLATE WITH DEFORMED BAR ANCHORS AND PROPER LAPS
C. AT BEAM BEARINGS WHERE VERTICAL WALL BARS LAP BREARING PLATE D.B.A'S, VERIFY 

VERTICAL WALL BARS ARE CONTINUOUS WITH PROPER LAP SPLACES TO THE FOUNDATION 
DOWELS.

D. PERIMETER ANGLES AT TOP OF WALL
E. EMBED PLATES AT WALL OPENINGS
F. PROPER DOOR ANCHORAGE

3. ROOF SYSTEM:
A. THE ROOF SYSTEMS IS COMPRISED OF A COMPOSITE METAL DECK AND REINFORCED CONCRETE SLAB (6" 

TOTAL DEPTH).  THE COMPOSITE METAL DECK IS WELDED AT BEAMS, WALLS, AND SIDE LAPS PER PLAN.  
COMPOSITE STEEL BEAMS WITH H.S.A.. SUPPORT THE ROOF DECK.  ROOF DECK DIAPHRAGM IS REINFORCED 
WITH CHORD AND BOUNDARY REINFORCEMENT AND TRANSFERS LATERAL FORCES TO THE CONCRETE WALLS 
WITH  REINFORCING DOWELS EXTEND FROM THE ROOF DECK INTO THE CMU WALLS.  ROOF BEAM UPLIFT IS 
RESISTED BY BOLTS TO BEARING PLATES WITH D.B.A.'s IN THE CMU WALL.  LARGER PENETRATIONS ARE 
PROTECTED BY STEEL SHROUDS, SOME SMALL PENETRATIONS ARE PROTECTED WITH REINFORCING GRID 

B. SPECIAL INSPECTIONS AND TESTS
a. STRUCTURAL STEEL

• TABLE N5.4-1 INSPECTION TAKS PRIOR TO WELDING ON SHEET S1.1
• TABLE N5.4-2 INSPECTION TASKS DURING WELDING ON SHEET S1.1
• TABLE N5.4-3 INSPECTIONS AFTER WELDING ON SHEET S1.1
• TABLE N5.6-1 INSPECTION TAKS PRIOR TO BOLTING ON SHEET S1.1
• TABLE N5.6-2 INSPECTION TASKS DURING BOLTING ON SHEET S1.1
• TABLE N5.6-3 INSPECTIONS AFTER BOLTING ON SHEET S1.1
• TABLE N6.1 INSPECTION OF STEEL ELEMENTS OF COMPOSITE CONSTRUCTION PRIOR TO CONCRETE 

PLACEMENT
• ADDITIONALLY INCLUDE

1. STEEL BRIDGING AND CONNECTIONS TO CMU WALLS PER PLANS
2. STEEL SHROUD CONNECTIONS AT ROOF DECK OPENINGS
3. H.S.A. LENGTH, DIAMETER, QUANTITY, LOCATION WITHIN METAL DECK RIB, QUALITY OF 

CONNCETIONS TO STEEL BEAM TOP FLANGE THROUGH METAL DECK
b. COMPOSITE METAL DECK WITH CONCRETE TOPPING

• TABLE N6.1 INSPECTION OF STEEL ELEMENTS OF COMPOSITE CONSTRUCTION PRIOR TO CONCRETE 
PLACEMENT

• TABLE 1705.3 REQUIRED SPECIAL INSPECTIONS AND TESTS OF CONCRETE CONSTRUCTION ON S1.1.
• ADDITIONALLY INCLUDE

1. REINFORCING STEEL PLACEMENT, SIZE, SPACING, COVER, LAP LENGTHS
A. TOP LAYER REINFORCING SPANNING CORRECT DIRECTION (WITH COMPOSITE METAL DECK 

SPAN)
B. BENT REINFORCING DOWEL FROM SLAB TO WALLS
C. HORIZONTAL EDGE REINFORCING
D. ADDITIONAL REINFORCING AT SLAB OPENINGS

STRUCTURAL OBSERVATIONS, BY REGISTERED DESIGN PROFESSIONAL
SHELTER STRUCTURAL OBSERVATIONS WILL BE REQUIRED AT (5)-DIFFERENT STAGES OF SHELTER CONSTRUCTION 
FOR GENERAL CONFORMANCE OF THE STRUCTURAL SYSTEM.  THE CONTRACTOR SHALL NOTIFY THE ENGINEER FOR 
THE OBSERVATIONS, WITH AT-LEAST (3)-BUSINESS DAYS OF NOTICE, FOR STRUCTURAL OBSERVATIONS DURING THE 
CONSTRUCTION OF:
1. AFTER FOUNDATION REINFORCING IS COMPLETE-IN-PLACE AND BEFORE CONCRETE IS POURED.
2. AFTER SLAB-ON-GRADE REINFORCING IS COMPLETE-IN-PLACE AND BEFORE CONCRETE IS POURED.
3. AFTER EACH LIFT OF CMU WALLS REINFORCING IS COMPLETE-IN-PLACE AND BEFORE GROUT IS POURED.
4. AFTER STRUCTURAL STEEL IS COMPLETE-IN-PLACE AND BEFORE METAL DECK IS INSTALLED.
5. AFTER COMPOSITE METAL DECK, SLAB REINFORCING, AND H.S.A.'s ARE COMPLETE-IN-PLACE AND BEFORE 

CONCRETE IS POURED.
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3.  PLUS AND MINUS SIGNS SIGNIFY PRESSURES ACTING TOWARD AND AWAY FROM THE SURFACES, RESPECTIVELY.

2.  PRESSURES ARE NORMAL TO THE SURFACE.
1.  EDGE/CORNER PRESSURES ZONES LENGTH "a"= 3'-0" FROM EDGES.

NOTES:

VENTILATION GRILLS - - 5 - - - +197/-209 +197/-246

DOOR - - 10 - - - +197/-209 +197/246

CMU WALL 8.67 2.89' 25 - - - +188/-201 +188/-229

ROOF DECK 4.52 1.51' 6.8 +115/-211 +115/-320 +115/-455 - -

W10 ROOF BEAM 15.92 5.31 84 +103/-198 +103/-231 +103/-241 - -

DESCRIPTION
SPAN
(FT)

EFFECTIVE
WIDTH (FT)

EFFECTIVE
WIND AREA

(S.F.)
ZONE 1 ZONE 2 ZONE 3 ZONE 4 ZONE 5

COMPONENT AND CLADDING WIND PRESSURES  (TORNADO SHELTER ELEMENTS)

4. PLUS AND MINUS SIGNS SIGNIFY PRESSURES
ACTING TOWARD AND AWAY FROM THE SURFACES,
RESPECTIVELY.

3. PRESSURES ARE NORMAL TO THE SURFACE.

2. LINEAR INTERPOLATION IS PERMITTED FOR
EFFECTIVE WIND AREA BETWEEN 10 S.F. AND 100...

1. EDGE/CORNER PRESSURES ZONES LENGTH "a"= 3'-0"
FROM EDGES.

NOTES:

5 WALL EDGE +197/-246 +182/-216 +175/-203

4 WALL INTERIOR +197/-209 +182/-194 +175/-188

3 ROOF CORNER +115/-455 +201/-294 +102/-224

2 ROOF EDGE +115/-320 +106/-253 +102/-224

1 ROOF INTERIOR +115/-211 +106/-201 +102/-197

10 S.F. 50 S.F. 100 S.F.
ZONE DESCRIPTION

EFFECTIVE WIND AREA

COMPONENT AND CLADDING WIND
PRESSURES (TORNADO SHELTER)



16' - 7"

2
4

' -
 5

"

C.J.

C.J.

C
.J

.

C.J.

C.J.

C.J.

S.O.G. RE:
FOUNDATION
SHT. NOTE 4

F.F.= 100'-0''

(2) #5 VERT. AT CORNERS
(TYP)

(2) #5 VERT. AT 
OPENINGS (TYP)

PORCH S.O.G. 
RE: FND. SHT. 
NOTE 5 (TYP)

FEMA 361 GRILL
(LOW)

RECESSED/FLANGED 
24x12(LOW) GREENHECK 
AFL-501 FEMA 361 GRILL

(2) LOCATIONS
RE:S1.1

CF24

C
F

3
0

CF24

C
F

3
0

6' - 8"

1
0

' -
 6

"

2
' -

 0
"

3
' -

 4
"

3' - 4" 2' - 0"

6' - 1"

1
"

2
' -

 5
"

EXISTING BUILDING

5
' -

 1
"

6' - 6 3/4" 5' - 1 1/4" 3' - 9 7/16" 6' - 0"

1' - 2 3/8"

6"

2
' -

 1
1

"

6x6

6x6
6x6

6x6

6x6

6"

1

S3.0

1

S3.0

1

S3.0

1

S3.0

2

S3.0

3

S3.0

4

S3.0

4

S3.0

(9
9
'-
0
'')(9

9
'-
0
'')

(99'-0'')

(99'-0'')

S
Q

.

2
' -

 6
"

L1 RE 1/S1.2 

L
1

FEMA 361 GRILL
(HIGH)

RECESSED/FLANGED 
24x15.88(HIGH) GREENHECK 
AFL-501 FEMA 361 GRILL
(2) LOCATIONS
RE:S1.1

9' - 11"

1
0

' -
 6

"

5
' -

 6
"

(3
) 

S
P

A
C

E
S

 A
T

 5
'-
0

'' 
O

.C
.

W10X22 [16]

W10X22 [16]

W10X22 [16]

W10X22 [16]

MIN. NO. OF 
3/4Ø H.S.A. 
(TYP)

T.O.S =109'-2''

6'' THICK (TOTAL) NORMAL WT. 
CONC. SLAB W/ #4 AT 12'' O.C.E.W. 

ON 1.5"x18GA VLR GALV. 
COMPOSITE MTL. DECK (BY 

VULCRAFT OR EQ.)

7

S3.0

6

S3.0

5

S3.0

5

S3.0

9

S3.0

R.T. AT 24" O.C. MAX.

5
" 

/ 
1

2
"

5
" 

/ 
1

2
"

5" / 12"5" / 12"

EXISTING BUILDING

RIDGE

H
.T.

H
.T

.

H
IP

H
IP

G
.T

.

(3) - 2x12 PT

(3) - 2x12 PT

(3) - 2x12 PT

R
.T

. 
A

T
 2

4
" 

 O
.C

. 
M

A
X

(3) - 2x12 PT (3
) 

-
2
x
1
2
 P

T

7

S3.0

5

S3.0

9

S3.0

8

S3.0

2x4 BOT. CHORD 
BRACE AT 6'-0'' 
O.C.

E
X

. 
R

ID
G

E

5" / 12" 5" / 12"

(V.I.F.) (V.I.F.)

E
X

. 
B

M
.

E
X

. 
B

M
.

H
IP

H
IP

CUT EX. OVERHANG

OVER FRAMING RE:7/S1.2
S1.2

6

NATURAL VENTILATION CALCULATION:

TORNADO SHELTER

1. OCCUPANCY: ICC500-2014, SECTION 501
- 354 SF / 5 SF PER OCCUPANT = 71 OCCUPANTS

2. VENTILATION: ICC500-2014, SECTION 702
- REQUIRED TOTAL = 6 SQ. IN. x 71 OCCUPANTS = 426 SQ. IN.

- MINIMUM LOW VENTILATION: 25% OF REQ'D = 106 SQ. IN.
- MINIMUM HIGH VENTILATION: 50% OF REQ'D = 213 SQ. IN.

NATURAL VENTILATION NOTES:

1. LOW VENTILATION GRILL: (2)-24"x12" FLUSH GREENHECK AFL-501, FEMA 361 GRILL CHEVRON BLADE, 84 
IN2 FREE AREA PER GRILL.

2. HIGH VENTILATION GRILLS: (2)-24"x15.88" GREENHECK AFL-501, FEMA 361 GRILL CHEVRON BLADE, 131 
IN2 FREE AREA PER GRILL.

3. ACTUAL NATURAL VENTILATION SHALL MEET THE TOTAL AND MINIMUM LOW & HIGH FREE AREAS IN 
THE NATURAL VENTILATION CALCULATIONS.

4. LOW AREA VENTILATION IS CONSIDERED TO BE LOCATED WITHIN 46 INCHES OF THE FLOOR, OR IN THE 
LOWER 1/2 OF THE SHELTER HEIGHT, WHICH EVER IS LESS.

5. HIGH AREA VENTILATION IS CONSIDERED TO BE LOCATED A MINIMUM OF 72 INCHES ABOVE THE 
FLOOR, OR IN THE UPPER 1/4 OF THE HEIGHT OF THE SHELTER, WHICHEVER IS GREATER.

6. COORDINATE WITH ARCHITECTURAL & ME&P DRAWINGS ON THE FINAL LOCATIONS OF NATURAL 
VENTILATION.

7. REFER TO 11/S1.1 FOR TYPICAL HIGH AND LOW VENTILATION DETAILS.

FOUNDATION SHEET NOTES:

1. FACE OF CMU = SLAB EDGE  

2. GRIDS/DIMENSIONS ARE TO FACE OF PERIMETER WALL STUDS AND CENTERLINE OF 
INTERIOR WALL STUDS/POSTS AND CENTERLINE OF PARTY AND FIRE WALL ASSEMBLIES, 
UNLESS NOTED OTHERWISE.

3. REFER TO ARCHITECTURAL DRAWINGS FOR DIMENSIONS NOT SHOWN.

4. SLAB-ON-GRADE SHALL BE 4" THICK WITH #3 AT 18" O.C. EACH WAY AND WATER 
REPELLANT ON A VAPOR BARRIER AND 6" COMPACTED GRANULAR BASE.

5. PORCH SLAB-ON-GRADE SHALL BE 4" THICK WITH #3 AT 18" O.C. EACH WAY ON 6" 
COMPACTED GRANULAR BASE.

6. REFER TO SHEET S1.1 FOR SLAB CONTROL JOINTS, AND TYPICAL FOUNDATION DETAILS.

7. COORDINATE SLAB PENETRATIONS WITH ARCHITECTURAL AND MEP PLANS.

ROOF FRAMING SHEET NOTES:

1. REFER TO SHEET S1.0 'WOOD FRAMING' NOTES FOR ROOF SHEATHING.

2. ROOF SHEATHING SHALL RUN PERPENDICULAR TO THE TRUSSES, STAGGER LONG 
DIMENSION OF PANELS.

3. REFER TO SHEET S1.2 FOR TYPICAL FRAMING DETAILS.

4. TYPICAL TRUSS IS 2'-0" O.C. UNLESS NOTED OTHERWISE.

5. TRUSS BRIDGING/BRACING SHALL BE BY TRUSS MANUFACTURER.

6. GENERAL CONTRACTOR SHALL COORDINATE ROOF ACCESS OPENING WITH 
ARCHITECTURAL DRAWINGS, AND VERIFY ADEQUATE TRUSS SPACING FOR ACCESS 
FRAMING.

7. VERIFY ROOF TOP UNITS AND MECHANICAL/PLUMBING EQUIPMENT LOCATIONS AND 
LOADS WITH MECHANICAL AND PLUMBING PLANS.

8. REFER TO ARCHITECTURAL PLANS FOR FALSE CEILINGS, STICK FRAME FALSE CEILING AS 
REQUIRED PER IBC-2015 CHAPTER 23.

9. CONTRACTOR SHALL VERIFY DIMENSIONS WITH ARCHITECTURAL DRAWINGS.
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1/4" = 1'-0"
1

FOUNDATION PLAN
1/4" = 1'-0"

2
TORNADO SHELTER ROOF SLAB PLAN

1/4" = 1'-0"
3

ROOF FRAMING PLAN

TORNADO SHELTER BELOW

N

N

N

PLAN

PLAN

PLAN

CONTINUOUS FOOTING SCHEDULE

TYPE THICKNESS WIDTH LONG. REINF. TRANSV. REINF. CLOSED TIES

CF24 2' - 6" 2' - 0" (3) - #5 CONT. T&B - #3 CLOSED TIES AT 32" O.C.

CF30 2' - 6" 2' - 6" (3) - #5 CONT. T&B - #3 CLOSED TIES AT 32" O.C.



ROOF TRUSS

ROOF SHEATHING

CONT. #4 AT CORNER

SIMPSON H2.5A
(TYP)

DBL. 2X6 BOT. PL. W/ 
1/2''Ø ADHESIVE 

ANCHORS AT 4'-0'' O.C. 
EMBED 3'' IN CONC. (TYP)

GROUT SOLID
13" WIDE BEAM POCKET

3/4"x5" H.S.A. AT 12" O.C. MAX.,
RE: 3/S1.3

CONC. SLAB ON
COMP. MTL. DECK

W BM. W/ SHORT SLOTTED 
HOLES IN FLG. W/ WASHERS

5 1/2"x3/4"x1'-0" BRG. PL. W/   
(2)-3/4"Φ HEADED BOLTS

TACK WELDED TO BRG. PL.
(GA. = AISC) & (2)-#5x3'-6"  D.B.A.  

CMU. WALL

2" N.S. GROUT

TOP SLAB=
RE: PLANS

POUR STOP

4"

CMU SOAP

LAP VERT. WALL REINF.
W/ D.B.A. 

3/8"x12"WxFULL DEPTH
END PL.

5
 1

/2
"

8"
D.B.A.

BEAM BEARING PLATE

BRG. PL.

4
"

BOLTS WELDED
TO BRG. PL.

A

END PL.

D.B.A. SHOP
WELDED TO
BRG. PL.

BOLTS WELDED TO
BOT. OF BRG. PL.

BRG. PL.

SECTION "A"

SLAB REINF. DIRECTLY 
OVER BOT. FLUTES

CONC. SLAB ON
COMP. MTL. DECK

CONT. (4)-#4
AT EDGE

TOP SLAB = RE: PLANS

SUPPORT
WELD
PATTTERN,
RE: 2/S1.2

POUR STOP OR 
EDGE FORM G.C. 

COORD. (TYP)

CMU. WALL

#4 DWL.
AT 24" O.C.

L4x4x1/4 W/ 3/8"Φx4" H.S.A.
AT 24" O.C. & 4" FROM ENDS
(BTWN. W BEAMS)

3'-0''

4
'-
0
''

WOOD FRAMING
NOT SHOWN

LOCATE SLAB REINF. 
DIRECTLY OVER BT. 
FLUTES

C
L

R
.

1
"

L
A

P

CMU WALL, RE:
CMU WALL SCHED.
FOR VERT. REINF.

BOND BM., RE:
BOND BM. SCHED.

VERT. DWL. MATCH WALL
VERT. REINF., EMBED
IN FTG.

S.O.G., RE:
PLANS

F.F.= RE: PLANS

DETAIL NOTE:
PROVIDE JOINT REINFORCEMENT AT 16" O.C.,
REFER TO SHEET S1.0 FOR ADDITIONAL 
INFORMATION.

CLOSED TIES

RE: CONT. FTG. 
SCHED FOR SIZE & 

REINF.

TRENCH FTG.,
RE: TYP. DTLS.
FOR REBAR
CLEARANCE (TYP)

EQ. EQ.

CONT. #4 AT CORNER

CONC. SLAB ON
COMP. MTL. DECK

TOP SLAB= RE: PLANS

SUPPORT
WELD
PATTTERN,
RE: 2/S1.2

CMU. WALL

#4 DWL.
AT 24" O.C.

L4x4x1/4 W/ 3/8"Φx4" H.S.A.
AT 24" O.C. & 4" FROM ENDS
(BTWN. W BEAMS)

3'-0''

4
'-
0
''

ROOF TRUSS

ROOF SHEATHING

CONT. #4 AT CORNER

SIMPSON H2.5A
(TYP)

DBL. 2X6 BOT. PL. W/ 
1/2''Ø ADHESIVE 

ANCHORS AT 4'-0'' O.C. 
EMBED 3'' IN CONC. (TYP)

POUR STOP

5/8" A.B. C.I.P. -OR-
ADHESIVE

(MIN. EMBED. 8")

1'-0"Ø PIER, RE: PLANS

SIMPSON ABA66
POST BASE

6x6 POST.

2
' -

 6
"

2' - 6"

12"Ø PEDESTAL

(4)-#5 VERT. W/STD 
HOOK IN FTG.

#3 CLOSED TIES 
TOP (3)-AT 2 1/2" 

O.C. BALANCE AT 6" 
O.C.

TOF.= 99'-0''

3/4" CHAMFER

CLR.
3"

TOP PED. =

100'-2''

PORCH S.O.G.,
RE: FND. PLAN

ROUND
CORNER

DETAIL NOTES:
1. AT BUILDING TOP/EDGE OF SLAB 1/2" B.F.F., EXCEPT 

AT DOORS MATCH FINISHED FLOOR.
2. SLOPE AWAY FROM BUILDING AT 1/8"/FT.
3. CAULK AROUND EDGES AT BUILDING.

CONT. #48"

8
"

ROOF TRUSS

ROOF SHEATHING,
RE: SHT. S1.0

SIMPSON H2.5A
(TYP)

SIMPSON 
COLUMN CAP, 
RE: SHT. S1.2

WD. POST,
RE: PLANS

DETAIL NOTE:
REFER TO DETAIL 6/S1.2 FOR 
ADDITIONAL INFORMATION.

5/8" A.B. C.I.P. -OR-
ADHESIVE
(MIN. EMBED. 8")

SIMPSON ABA66
POST BASE

6x6 POST

(2)-#4-24"x24" BENT
DWLS. AT EA. FTG.

PORCH S.O.G.
(SLOPED), RE: PLANS

EX. FTG. (FIELD VERIFY)

(2)-#5x18" DWL T&B 
EMBED 6" IN EX. 

FTG. W/ ADHESIVE

TOP SLAB= RE: PLANS

HUC210-3 (MAX.) W/ 
(18) 1/4"Øx2 3/4" SIMSPON

TITEN HD ANCHORS TO SLAB & CMU, &
(10) 10d NAILS TO WD. BM.

R.T. BOT. CHORD

SCOTT E.
HOLTZEN
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3/4" = 1'-0"
6

ROOF SLAB SECTION AT BEAM BEARING
3/4" = 1'-0"

7
SHELTER ROOF SECTION AT CMU WALL

3/4" = 1'-0"
1

PERIMETER FOUNDATION SECTION

3/4" = 1'-0"
5

SHELTER ROOF SECTION

3/4" = 1'-0"
2

PORCH SPREAD FOOTING SECTION
3/4" = 1'-0"

4
PORCH THICKENED EDGE SECTION

3/4" = 1'-0"
8

ROOF SECTION PORCH COLUMN

3/4" = 1'-0"
3

COLUMN FOOTING SECTION AT EXISTING BULIDING

3/4" = 1'-0"
9

BEAM BRG. AT SHELTER



MISC.

VALVES FIXTURES

PLUMBING LEGEND

GENERAL NOTES

ABBREVIATIONSMECHANICAL GENERAL NOTES AND SPECIFICATIONS

·
·

·

·

PLUMBING GENERAL NOTES AND SPECIFICATIONS

PLUMBING FIXTURE SCHEDULE
TAG ADA DESCRIPTION

CONNECTIONS FIXTURE

DCW DHW WASTE VENT MANUFACTURER MODEL NAME MODEL # FLOW RATE DIMENSIONS MOUNTING RIM HEIGHT FINISH MISC. REMARKS

WC-1 Y WATER CLOSET-TANK 1/2" 3" 2" AMER. STND. CADET PRO 21AA.104 1.28 GPF 12" R.I./2-1/8" TRAP FLOOR 16-1/2" VITREOUS CHINA ELONGATED

SEAT WITH COVER BEEMIS HEAVY DUTY 7900TDGSL ELONGATED TOILET PLASTIC STAINLESS HINGES

LAV-1 Y WALL HUNG 1/2" 1/2" 1-1/2" 2" AMER. STND. DECLYN 0321.026 18-1/2"X17" WALL HANGER 31" TO 34" TO RIM VITREOUS CHINA REAR OVERFLOW 4" CENTERS 6W

Y FAUCET MOEN CHATEAU L64621 0.5 GPM DECK MOUNT 4" CENTERS POLISHED CHROME - PS

FD-1 FLOOR DRAIN 2-4" 2" ZURN FD2211 5-5/16" FACE FLOOR 0.00000 NICKEL BRONZE HEAD, PVC OR ABS BODY HEEL PROOF TP

ALTERNATE MFG: AMERICAN STANDARD, CRANE, DELTA, ELKAY, HAWS, HALSEY TAYLOR, J.R.SMITH, KOHLER, LASCO, MOEN, SIOUX CHIEF, STING RAY, SYMMONS, TOTO, WADE, ZURN.

BS-BASKET STRAINER PS-POP UP STRAINER WB-WALL BRACKET GENERAL NOTES:

EC-ENAMEL COATING SS-STAINLESS STEEL 6W-6" WALL REQ. 1.  ALL PUBLIC SINKS TO HAVE OPEN GRID STRAINERS.

GS-GRID STRAINER TP-ASSE 1018 OR 1044 TRAP PRIMER 2.  ALL NON-PUBLIC SINKS TO HAVE POP-UP STRAINERS.

3.  ALL FIXTURES TO BE PROVIDED W/ FLEXIBLE WATER LINES, ANGLE STOPS (INCLUDING DISHWASHER CONNECTIONS), TRAP WRAP, ESCUTCHEON PLATES AS REQUIRED PER FIXTURE INSTALL AND CODE.

4.  ALL INSTALLATIONS SHALL COMPLY WITH MANUFACTURER'S INSTRUCTIONS, AND STATE AND LOCAL CODES.

5.  PROVIDE BACKFLOW PROTECTION ON FIXTURES AS REQUIRED PER LOCAL CODE.

6.  TRIP LEVERS SHAL  BE TO WIDE/OPEN SIDE OF TOILET.

7.  120V/1ph.-5 FLA, 370 WATTS

ELECTRIC HEATER SCHEDULE
PLAN
MARK MFR MODEL STYLE HP CFM CONTROL

ELECTRICAL DATA
REMARKS

VOLTS PH AMPS WATTS

BB-1 BERKO 2502W BASEBOARD-36" - - INTEGRAL TSTAT 120 1 5.0 600
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ELECTRIC WATER HEATER SCHEDULE
PLAN
MARK
IWH-1

MANUFACTURER

EEMAX

MODEL
NO. 

EX4208

TANK
GALLONS

0

ELECTRICAL
VOLT
208

PH
1

KW
4.1

RISE
(F)
56

REMARKS

1

David W. Day P.E. 
Consulting Engineer

102 Poncho Lane 
Anahuac, Texas  77514



TANKLESS WATER
HEATER

PLUMBING ISOMETRICS

WASTE

WATER

EXISTING WINDOW UNIT
TO BE REMOVED
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David W. Day P.E. 
Consulting Engineer

102 Poncho Lane 
Anahuac, Texas  77514
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David W. Day P.E. 
Consulting Engineer

102 Poncho Lane 
Anahuac, Texas  77514



S

B

A

C

A
C

B

OC

S

OC

F

F

F

FF SOC

54"

18"

18"

54"

18"

42" GFI

LEDDUAL LITEEGRESS LIGHT EMERGENCY LED SCONCE, WET
LOCATION, BLACK

PGN

2 HR. BATTERY BACK-UP LED EMERGENCY EXIT SIGN & LIGHT COMBO,
20.8 W x 10.2 H x 2.6 DEEU-MR-RWASTRA LITE, INC.EMERGENCY EXIT SIGN & LIGHTA

CATALOG MKFIXTURE
SYM.

LIGHT FIXTURE SCHEDULE :

REMARKS & MOUNTINGMANUF.TYPE
LAMPS
WATTSNO.

B

4.5W
LED2

EU-MR-WASTRA LITE, INC.EMERGENCY LIGHT 5.4W
LED2 2 HR. BATTERY BACK-UP LED EMERGENCY LIGHT,

20.8 W x 10.2 H x 2.6 D

LED CEILING CHANNEL STRIP ---LCS-4-52-MVD-840GLOBALUX LED
LIGHTING

48" LED CHANNEL STRIPLED

EXHAUST FAN / LIGHT BROAN ZB80L1
*ENERGY STAR QUALIFIED*  80 CFM* EXHAUST FAN,
0.3 SONES, WHITE GRILLE. VENT TO EXTERIOR--- LED

C

D

E

---

TELEPHONE JACK

FIXTURE SYM. DESCRIPTION

S

DUPLEX OUTLET

GFI DUPLEX OUTLET

220V OUTLET

SWITCH

THREE WAY SWITCH

CABLE TELEVISION

JUNCTION BOX
OUTLET

SYMBOL LEGEND :

DISCONNECT

S

LED CEILING DAMP LOCATION ---SMD6R6-940-WHHALO EXTERIOR SURFACE MOUNTED LIGHT VIA PC AND TCLEDF
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David W. Day P.E. 
Consulting Engineer

102 Poncho Lane 
Anahuac, Texas  77514
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